DIMENSIONS:
A 2.500" +0.063
B 3.150" 10.125 PRIMARY SECONDARY
c 3.256" £0.063 BRN O—4 || co BLK  COM
D 2.000" 0.063 4250 QCT
E 2.150" 10.063 .0
F 2.650" £0.063 RED GRN/YEL
G | 0.188"x 0.375" +0.015
BLU GRN 8Q
40W
70Hz - 15kHz
+1db (1kHz REF.)
ELECTRICAL DATA:
TESTS CONDITIONS ACCEPTANCE CRITERIA
lex @ 240V, 60Hz, BRN - BLU 3.5mA Max.
GRN/YEL Sec. N.L.V | @ 240V, 60Hz, BRN - BLU
BRN-RED =RED-BLU = 120.0V +2%
BLK - GRN/YEL=] 7.626V 2%
BLK-GRN = 10.77V +2%
Polarity BRN, BLK IN PHASE
NOTE: ALL LEADS 11" MIN. OUT.
DCR @20°C,BRN-RED=| 8200Q  420%
@ 20°C, RED - BLU = 108.3 Q +20%
@ 20°C,BLK-GRN/YEL=] 0.253Q +20%
@ 20°C,BLK-GRN =] 0.462Q +20%
HIPOT PRMARY - SECONDARY 2000V, 60Hz, 1 SEC
REVA REVISION oate_| a4 HAMMOND ELECTRONIC DIVISION
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