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RECOMMENDED MOUNTING HOLE
HOUS ING STAINLESS STEEL PER GOLD PLATE PER MIL-G-45204
ASTM-A484 AND ASTM- OVER NICKEL PLATE PER
AS582, TYPE 303 QQ-N-290
DIELECTRIC TFE FLUOROCARBON PER N/A

ELECTRICAL

MECHANICAL

ENVIRONMENTAL

Nominal Impedance (Ohms) 50

Frequency Range (GHz} DC - 265

Volt Rating (VRMS MAX} 335 8 Sea Level

VSWR 104 + (009 FiGH2)

Insertion Loss (dB MAX} .05V F(GHz)

RF Leakage (dB MIN) -(100 - FIGHZ)

Corona. 70.000 Fi (VRMS MIN) 333

Dielectric Withstanding Yoltage
(VRMS MIN) 1000 B Sea Level

Contoct Resistance {Millohms MAX)

Center Contact 10.0

Outer Contact 20

RF High Potential
(VRMS MIN 8 5 MHz) 670 8 Sea Level

I.R.(Megohms} 5000

Interface Dimensions MIL-STD-348A

FIG 310.2

Recommended Mating

Torque N/A

Mating Characteristics:
Insertion (MAX Lbs} 3.0

Withdrawal (MIN 0z) 10

Force To Engage (In/Lbs MAX) 2.0
Force To Disengage (In/Lbs MAX) 2.0 |
Center Contact Capfivation

Axial 6.0 Lbs

Radial N/A

Weight (Grams) T.B.D.

Tempercture Rating -65°C To +125°C
Vibration - MIL-STD-202, Method
204, Condition D, 20G's

Shock - MIL-STD-202, Method 213,

CTR CONTACT

CONTACT EXT

METAL GASKET

ASTM-D-1457

BERYLL IUM COPPER PER
ASTM B196 ,ALLOY
C17300, CONDITION H

IRON-NI1CKEL-COBALT
ALLOY PER MIL-1-23011
(KOVAR)

SAE C12L14 STEEL

GOLD PLATE PER MIL-G-45204

OVER COPPER PLATE PER
MIL-C-14550

GOLD PLATE PER MIL-G-45204

SILVER PLATE PER QQ-S-365

Condition | HERMET I C SEAL GLASS BEAD N/A

Thermal Shock MIL-STD-202.

Method 107, Condition B COMPONENT MATERIAL FINISH
. o —ONESS OTHERWEE SPECHED

Except High Temp 115°C DINENSIONS ARE IN INCHES MY 4-18-91 AMP incorporated

Moisture Resistance - MIL-STD-202, TOLERANCE ON GEOEB W, 4-18-91 140 Fourth Avenue

Method 106 | T o woE P HLOF Ja18-91 waltham, MA 02451-7599

Corrosion - MIL-STD-202, Method
101. Condition B. 5% salt spray
Leak Test - MIL-STD-202, Method
12, Condition C. Procedure |,

1x 10 CC/Sec
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