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Part Number: 1321001-03
Description:

DVI  (12+5)P/M - HDB15P/M
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CABLE UL2919

CONN 1 DVI (12+5)P/M BLACK
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PARTS NAME SPECIFICATION STANDARD

O.D. :  7.3 ± 0.2mm BLACK COLOR

AU FLASH. PIN BRASS FRONT GOLD FLASH BACK TIN PLATED

#4-40UNC MOLDED BLACK COLOR

BLACK

TIN PLATED 0.4t ID=Ø8.0mm

3R 15PIN , BLACK COLOR

#4-40UNC MOLDED BLACK COLOR

MUST BE SOLDERED 360˚

BLACK
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1
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2

1
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NOTES:
1.   CABLE:  UL2919 
 (28AWGx1PxS+AM)x3C+28AWGx4C+28AWGx1P+AB (85% AL)
 OUTER  JACKET:  BLACK,  OD:  7.3 ± 0.2mm
2.   CONNECTORS:   DVI  (12+5)P/M - HDB15P/M
3.   ELECTRICAL TEST: 
 <1>.100%  OPEN  SHORT  &  MISS  WIRE  TEST
 <2>. INSULATION  RESISTANCE:   DC400V/0.01s  10M  ohm  MIN.
 <3>. CONDUCTOR RESISTANCE:   3  ohm  MAX.
4.   PACKING:   1PC/POLYBAG
5.   RoHS COMPLIANT

CONTROLLED
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BOTH SIDES MUST BE SOLDERED
BEFORE COVERING COPPER FOIL
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