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Connection technology for field devices from
Phoenix Contact

COMBICON control

Connection technology for
measurement and control technology and
I/O modules: PCB terminal blocks and
plug-in connectors with 2.54 to 7.62 mm
pitch, screw, spring-cage, and insulation
displacement connection, wave soldering.

See Catalog 1

COMBICON high density & data

Plug-in connectors in miniature format -
fast insulation displacement, spring, and
pierce connection technology, T-branches
for easy bus connections.

See Catalog 1

COMBICON power

Connection technology for power
electronics: PCB terminal blocks and
plug-in connectors for currents up to 125
A, screw and spring-cage connection, panel
feed-throughs.

See Catalog 1

COMBICON compact

Device connections for building
technology and LED applications: PCB
terminal blocks and plug-in connectors with
2.5 to 7.5 mm pitch, screw and spring-cage
connection as well as pin strips.

See Catalog 1

Housing

Plastic and aluminum electronics
housing: component housing and panel
mounting bases for industrial electronics,
component housing for building installation,
innovative bus connections between
housing.

See Catalog 1
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PLUSCON data
Plug-in connectors, panel feed-throughs,

and cables for fieldbuses and networks.

See 61

PLUSCON circular

Flush-type plug-in connectors, plug-in
connectors for assembly, and cables from
M5 to M58 for signals, data, and power.

For M5 to M12, see 223
For M17 to M58, see 303

PLUSCON power

Plug-in charging systems for
electromobility up to 400 A and plug-in
connectors for power electronics up to
150 A.

See 431

PLUSCON device

Rectangular plug-in connectors with
modular contact system for signals, power,
and fiber optics with IP67 protection and
available in various sizes.

See 19

PLUSCON solar

AC and DC connection systems for
photovoltaic modules, inverters, and micro
inverters.

See 417
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Connection technology for field devices
from Phoenix Contact

Individual connection solutions

Customer-specific adaptation of
standard products

Found a product in our catalogs that
meets your technical requirements, but
you'd prefer a tailored solution? No
problem — our Solution Center will be
happy to provide you with support in
implementing your requirements. Whether
it's individual colors, special printing, a
specific number of contacts or complete
cable assembly — just let us know what you
want.
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Ideas transformed into innovative products

Phoenix Contact has been producing
high-quality products for worldwide use
for over 80 years.

Benefit from our extensive
development, manufacturing, and process
expertise for your individual solution.
Together with you, we can transform great
ideas into innovative products.

Intelligent solutions in housing and
connection technology increasingly require
custom concepts.

As a manufacturer, you can develop
products with us that meet the
requirements of today's markets, such as
high quality, individual design, and great
customer benefits at a reasonable price.

You will have the entire expertise of the
Phoenix Contact Group at your disposal.
From our own tool shop and machine
building through plastic injection molding
and metal production to expertise in
electronics production, we offer a depth of
manufacturing that enables us to implement
even demanding projects and complex
products within a short development
period.

Our own laboratory carries out testing
throughout the process, handles the
necessary qualifications and, of course,
international approvals.

As a manufacturer, you can focus on
your core competencies and benefit from
our expertise as specialists in connection
and housing technology.

Great products need great ideas and
experience. Together with the expertise of
Phoenix Contact, you can implement your
individual solution - right from the initial
idea to cost-effective series production.

Our products and services range from
customer-specific PCB connection
technology with screw, spring-cage or IDC
fast connection, in all conceivable designs
and colors...

...through corresponding electronics
housing in special designs in the color and
size of your choice, together with the
appropriate connection technology...

...individual field cabling, with plug-in
connectors with shielding for high data
transmission rates, splash-proof housing for
harsh industrial environments...

...to complete solutions consisting of,
for example, splash-proof housing including
the appropriate connection technology for
signal, data, and power transmission, plus
the ideal PCB connection.

PHOENIX CONTACT
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Connection technology for field devices

from Phoenix Contact

Our service -
added value for you

Phoenix Contact doesn't just offer the
right products, it also provides a
professional service for all aspects of
connection technology for field devices and
field cabling. Wherever you are in the world,
Phoenix Contact's global network means
that you can rely on our service. Being at
home all over the world and speaking the
language of the user is what we understand
by customer proximity. Proximity that
ensures the best service for our partners.
We live up to this with more than 40
customer-oriented subsidiaries and around
30 representatives in other countries.
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Personal consultation and support

As our customer, you are always the
focus of attention at Phoenix Contact,
whether during consultation or as part of
after sales support. Expert and personal
consultation forms the basis of this
approach. Even though we live in the age of
the Internet, personal interaction with our
customers is of great importance to us.

Reliable delivery service

It goes without saying that our products
are delivered reliably and on time. In
addition to our optimized delivery service,
we offer numerous options for making the
purchasing process more efficient and
transparent.

[Dtndonesia

[Dsouth Africa
Australia
[ New Zeal:nd/,//
,//

Our team of highly motivated staff are
available to you at locations around the
world.

With warehouses in key industrial
locations throughout the world, we ensure
that you receive your products from
Phoenix Contact cost-effectively and within
the required delivery time.



Online catalog

The online catalog provides
comprehensive, up-to-date information in
7 languages for more than 22,000 products
from Phoenix Contact. Here you can find
product-specific information such as
technical data, notes on approvals,
dimensional drawings, 3D data, etc.

At the click of the mouse, you can easily
generate a product data sheet in PDF
format.

In over 15 countries, e-shop functions
complete the online catalog. Following
successful registration, you can therefore
access your prices and delivery schedules at
any time and you also have the option of
placing orders directly online.

www.phoenixcontact.net/products

Online search assistants

Online search assistants help you to
search systematically and quickly for
products from our extensive range of
plug-in connectors. By selecting electrical
values and other product properties, you
are taken directly to the products that meet
your requirements.

— COMBICON select
PCB connection and electronics housing

— PLUSCON field select
Sensor/actuator cabling

— PLUSCON data select
Data plug-in connectors for fieldbuses
and networks
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User-friendly product search with PLUSCON field select
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Fast connection technology
from Phoenix Contact

QUICKON - proven fast connection technology

The secret behind QUICKON at
Phoenix Contact is the tried-and-tested
IDC connection technology. The term
“IDC” stands for Insulation Displacement
Connection - a form of insulation
displacement contacting.

The key advantage is the lack of
conductor preparation, which can save
60 - 80% of the usual connection time
compared to spring-cage or screw
connections.

In the field of automotive engineering,
telecommunications, and household
appliances, this type of fast contacting has
been established for many years, but now
Phoenix Contact has made it suitable for
industrial applications. This includes
contacts which can accommodate both
solid and stranded conductors, which cover
a large range of cross sections, which
penetrate various wire insulations, and
which function reliably and permanently
under harsh industrial conditions.

For geometric reasons, two different
types of contact have emerged:

1. Flat contacts are characterized by their
space-saving and cost-effective design.

8 PHOENIX CONTACT

Advantages of QUICKON

— Time-saving connection

— High degree of reliability thanks to
defined contact force

— Can be connected multiple times using
standard tools

Individual conductors are simply inserted
into the wiring space without preparation
and pushed into the IDC terminal block by
a screw or lever mechanism. Here the wire
insulation is displaced without damaging or
weakening the copper litz wires in any
impermissible way, and a force-defined and
thereby user-independent and gas-tight
contact is established. The contact
resistance values lie between the values for
spring-cage or screw connections.

2. Tube contacts cover an even
greater cross section range.

Notes on IDC fast connection
technology

The specified cross section range must be
observed.

If the conductors are too thin, the
insulation will not be correctly displaced
since the contact gap is too large, and if the
conductors are too thick, it will either not
be possible to connect them at all, or the
system may be damaged as a result of
excessive wiring forces.

QUICKON connections should not be
installed at extremely low or high ambient
temperatures.

Furthermore, the specified wire
insulation must be observed or approved by
Phoenix Contact on request. Extremely
hard insulation materials, such as Teflon, or
very viscoplastic insulation, such as silicone,
can only be wired with IDC contacts
specifically designed for this purpose. Solid
and stranded conductors make very good
contact. In the case of highly stranded
Category 6 conductors, the minimum litz
wire diameter must be observed.

Contact resistance

R[MQ]

40 75 F[N]-
Contact force
>500 N
75N
40N
Screw QUICKON Spring-cage



The positive properties and strong
market acceptance of QUICKON have
encouraged Phoenix Contact to develop a
whole range of different products. This
range covers numerous modular terminal
blocks, PCB plugs, industrial plug-in
connectors, and various customer-specific
integrations within a cross section range
from 0.14 mm? to 6.0 mm?2.

Heavy-duty plug-in connectors

M8 and M12 plug-in connectors

Modular terminal blocks

Sensor/actuator boxes

Time savings with
QUICKON fast connection

Special solutions

T-distributors

Power distributors

PCB plug-in connectors

A series plug-in connectors

RJ45 plug-in connectors

PHOENIX CONTACT ‘ 9



Rapid interlock system
from Phoenix Contact

\specocon

LOCKING

SPEEDCON is the logical development
of the M12 plug-in connector system that
has been established and accepted for many
years. Following the principle of “Plug &
Turn”, the connection time for M12 plug-in
connectors is reduced by 90%.

Complete product range

The following pages contain a complete
range of SPEEDCON products, consisting
of molded cables, plug-in connectors for
assembly, flush-type plug-in connectors,
adapters, and passive distributor boxes.
I/O modules with SPEEDCON connection
can be found in the AUTOMATION catalog.
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The SPEEDCON rapid interlock system is
100% compatible with all M12 connections
available on the market. It goes without
saying that the SPEEDCON plug-in
connectors meet all accepted standards and
requirements for current M12 plug-in
connector systems.

SPEEDCON system partners

A number of well-known and
international companies have been won
over by the advantages and benefits of the
SPEEDCON rapid interlock system and are
now fully reliant on the new standard in the
M12 world.
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Your advantages of using the SPEEDCON rapid interlock system

Compatibility

Fast assembly

Just half a turn and SPEEDCON creates
a perfect plug-in connection. The assembly
time is reduced by 90% as a result.

SPEEDCON is 100% compatible with all
current M12 plug-in connector systems.
The user does not have to learn anything
new, since the “Plug & Turn” principle has
been retained.

Classic - SPEEDCON Insert

1/2 turn

SPEEDCON - SPEEDCON

Done!

=
=z

VDE

‘MNhus

_I EC; cus LISTED

Safe operation

SPEEDCON has all the electrical
and mechanical properties required of
conventional M12 plug-in connector
systems.

Vibration and shock

Noxious gases

— Pin assignment, requirements, and testing
according to IEC 61076-2-101

— IP65/IP67/IP69K protection according to
EN 60529

— Vibration and shock resistance according
to IEC 60512-6d

PHOENIX CONTACT 11



Connection technology for field devices

Connection solutions from Phoenix Contact

Screw connection

The screw connection is the most univer-
sal and globally accepted conductor connec-
tion technology. An important characteris-
tic is the maintenance-free conductor
contact. It is not necessary to tighten the
terminal screw again. All kinds of copper ca-
bles can be clamped without pretreatment,
thereby making gas-tight and reliable con-
tact. The wire protector, which protects the
individual litz wires from damage, is located
between the screw and the conductor. It
also performs a screw locking function to
prevent release due to vibrations and tem-
perature fluctuations. Splicing protection
can be implemented in the form of ferrules.
With a screw connection, several wires may
also be clamped under one screw. The cur-
rent-carrying parts of the screw connec-
tions are made of high-grade, strain-crack,
and corrosion-proof copper alloys.

12 | PHOENIX CONTACT

Axial screw connection

With this method, the wire end to be
contacted is guided into the connection
area of the pin or socket contact. A cone-
shaped prong (part of the contact) is then
screwed into the stranded wire from the
front. The strands of the wire are radially
pressed against the contact wall. This re-
sults in a gas-tight connection with long-
term stability between the wire and con-
tact. It is important that the specified tight-
ening torque is observed. The prong is
pressed in using a hexagon key which is ap-
plied to the front of the contact. This con-
nection technology combines the advantag-
es of screw and crimp connection. It
requires very little space, is easy to execute,
and only requires a standard Allen key.

Crimp connection

The crimp connection impresses with its
small space requirements and its cost-effec-
tive creation in series production. For a re-
liable connection, it is essential that the
conductor cross section, the crimp contact,
and the crimping tool are compatible.
Furthermore, the crimping process must be
monitored during large-scale production as
the crimping tools are subject to a certain
degree of wear.

Crimp connections can be established
with the aid of crimping pliers or crimp ma-
chines through specific deformation of the
crimping ranges of the contact. The require-
ments for crimp connections are defined in
DIN EN 60352-2. Proof of the quality of a
crimp connection can be seen in the tensile
strength of the connection and crack-free
deformation of the crimp contact. Crimping
must not result in impermissible elongation
of crimp contacts, as this would prevent
them from latching correctly in the contact
carrier. The contact is released using a con-
tact removal tool. Assembly tools are also
available for very thin conductors.



Connection technology for field devices

Connection solutions from Phoenix Contact

Spring-cage connection

The spring-cage connection contains a
steel spring which pushes the stripped con-
ductor against a power rail. The terminal
point is opened with a standard screwdriver.
After the conductor has been inserted into
the clamping space, the screwdriver is re-
moved and the conductor automatically
makes contact. The contact force is inde-
pendent of the user and a vibration-proof,
gas-tight connection with long-term stabili-
ty is established. The front connection pro-
vides an additional advantage. The conduc-
tor and screwdriver come in parallel from
the same direction and are always within the
user's field of vision. Contact inserts can
thereby also be connected or re-wired even
when mounted. All kinds of copper cables
can be clamped without pretreatment,
thereby making gas-tight and reliable con-
tact. Splicing protection can also be imple-
mented in the form of a ferrule.

Push-in connection

Stranded conductors with ferrules or sol-
id conductors can be quickly and easily in-
serted directly into the connection without
tools. The contact spring is formed in such
a way that it opens automatically when the
conductor is pushed in and thereby pro-
vides the required pressure force against
the current bar for a gas-tight, vibration and
shock-proof connection. With the aid of
the orange pusher, the terminal block can
be opened manually so that conductors
with smaller cross sections can also be se-
curely connected. To release the conductor,
the orange pusher features a confusion-free
and defined operating element. The con-
ductive metals are made from high-grade
copper alloys. All metal parts of the connec-
tion are made of corrosion-resistant mate-
rials.

For additional information, visit www.phoenixcontact.net/products

QUICKON fast connection for
single wires

The QUICKON connection is equipped
with an IDC insulation displacement con-
tact. The term “IDC” stands for Insulation
Displacement Connection. With this con-
nection method, a non-stripped wire with
insulation is positioned in front of the gap of
the insulation displacement contact and
then pushed into the blade gap through in-
sulation displacement. In so doing, the wire
insulation is severed and a gas-tight contact
is made between the wire and the contact.
This can save at least 60% of connection
time.

The connection force is independent of
the user and completely reliable provided
the permitted conductor cross sections and
connection conditions are observed. Solid
and stranded conductors can be rewired up
to 10 times. However, the wire end should
be cut off before connecting again.

QUICKON connections have proven
themselves in numerous applications for
Phoenix Contact over recent years, such as
plug-in connectors, for COMBICON, and
modular terminal blocks to CEE plug-in
equipment from 0.14 to 6.0 mm2.

PHOENIX CONTACT | 13



Connection technology for field devices

Product range overview

Circular plug-in connectors - PLUSCON device

Panel mounting plug-in connectors Sleeve plug-in connectors Contact carriers and contacts Screw connections and accessories
Page 24 Page 32 Page 38 Page 42

Data plug-in connectors - PLUSCON data

RJ45 plug-in connectors for Industrial M12 plug-in connector for Industrial Ethernet Assembled network cables Patch panels, terminal outlets
Ethernet with IP20/IP67 protection Page 88 Page 97 Page 114
Page 78

Power plug-in connectors for Fiber optic network plug-in connectors Assembled fiber optic cables D-SUB-based fieldbus plug-in connectors
network cabling Page 126 Page 138 Page 184
Page 124

M12 flush-type plug-in connectors, plugs, Cable range IP20/IP67 USB plug-in connector D-SUB-based plug-in connectors
and cables for fieldbuses Page 194 Page 205 Page 185
Page 186
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Connection technology for field devices

Product range overview

M5 - M12 circular plug-in connectors - PLUSCON circular

M5 device plug-in connectors M8 device plug-in connectors M12 device plug-in connectors with litz wire M12 device plug-in connectors with square
Front mounting Page 224 Front mounting Page 225 Front mounting Page 232 flange
Rear mounting Page 224 Rear mounting Page 226 Rear mounting Page 242 Page 236

M12 device plug-in connectors for PCB M12 device plug-in connectors for 7/8" device plug-in connectors with litz wire M12 device plug-in connectors, stainless
mounting, wave soldering processes PCB mounting, THR Front mounting Page 265 steel design
Page 246 Page 256 Rear mounting Page 266 Page 268

M8 plug-in connectors for assembly with M8 plug-in connectors for assembly with M12 plug-in connectors for assembly with M12 plug-in connectors for assembly with
insulation displacement connection screw and solder connection Piercecon® connection insulation displacement connection
Page 272 Page 273 Page 275 Page 278

M12 plug-in connectors for assembly, screw 7/8" plug-in connectors for assembly with M12 power device plug-in connectors M12 power plug-in connectors and cables

and spring-cage connection, shielded and screw connection Page 286 for assembly

unshielded Page 285 Page 283
Page 279

For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 15



Connection technology for field devices

Product range overview

M17 - M58 circular plug-in connectors - PLUSCON circular

M17 - signal plug-in connectors M23 - signal plug-in connectors M23 - feedback plug-in connectors M17 - power plug-in connectors
Page 308 Page 324 Page 340 Page 352

M23 - power plug-in connectors M40 - power plug-in connectors M58 - power plug-in connectors Signal/power plug-in connectors,
Page 368 Page 380 Page 390 plastic molded
Page 394

Tools and accessories

Page 404
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Photovoltaic plug-in connectors - PLUSCON solar

SUNCLIX panel feed-throughs and SUNCLIX assembled cables
DC plug-in connectors Page 425
Page 420

Charging plug-in connector systems - PLUSCON power

Combined AC/DC charging system Type 2 charging cables
Page 435 Page 436

Connection technology for field devices

SUNCLIX mini - plug-in connectors and

module junction boxes

Type 2 and GB sockets

Page 426

Page 438

For additional information, visit www.phoenixcontact.net/products

Product range overview

Spring-cage terminal blocks for
PCB connection

Page 428

GB charging cables

Page 440

PHOENIX CONTACT
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Rectangular plug-in connectors

Direct PCB connection and elimination of
a panel mounting base — these are some of
the outstanding features of the modular,
compact, IP67 plug-in connector system.

This range is particularly suitable for use
in devices, as well as terminal boxes and
control cabinets in harsh industrial environ-
ments. Thanks to the modular structure
and the numerous contact inserts, from
signal to power connections with 70 A,
VARIOCON provides proven solutions,
particularly in the field of electrical drive
technology.

The modular contact inserts with screw
and PCB connection form the basis of the
range, in addition to fixed contact inserts
with crimp connection for turned and rolled
contacts. The universal screw connections
feature a high degree of reliability, low con-
tact resistance, and a compact design. The
contact insert modules are consistently
touch proof and can be coded to prevent
incorrect connection. The direct PCB con-
nection saves you a complete jumpering lev-
el and enables controlled and space-saving
device assembly.

Sleeve housing is available in plastic and
seawater-resistant die-cast aluminum. The
robust screw locking prevents the plug-in
connectors from being unintentionally
opened and protects them against mechan-
ical disturbances such as shock and vibra-
tion.

Note:

VDE 0100/1.97 § 411.1.3.2 and
DIN EN 60 204/11.98 § 14.1.3 are
applicable when combining several circuits
in a cable and/or a plug-in connector.

Product range overview

System configuration

Panel mounting plug-in connectors

Panel feed-throughs with screw connection
Panel feed-throughs with PCB connection
Panel feed-throughs with power crimp connection

Supporting base elements with screw connection
Sleeve plug-in connectors

Sleeve frames and contact inserts

Sleeve housing

Contact carriers and contacts

Fiber optic contact insert modules with screw connection

Contact carriers for turned and rolled crimp contacts

Crimp contacts
Screw connections and accessories

Full screw connections
Half screw connections
Protective covers and adapter plates

Accessories

Hybrid plug-in connectors

Derating diagrams and dimensional drawings

PHOENIX CONTACT
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Rectangular plug-in connectors

Product range overview

Six good reasons to use VARIOCON

VARIOCON is suitable for use in devices,
terminal boxes, and control cabinets.

Thanks to its modular structure and the
variety of contact inserts from fiber optics
to power connections, the range offers vir-
tually unlimited application possibilities.

The range is based on modular contact in-
serts with screw and PCB connection, as
well as fixed contact inserts with crimp con-
nection for turned and rolled contacts. The
variable structure enables the optimum and
therefore inexpensive customization of the
plug-in connector to suit individual applica-
tions.

device plug-in connectors in industrial applications

The advantages

1. Modularity of the contact inserts and housing -

2. No panel mounting base required

3. Robust housing screw locking for startup

and servicing

4. COMBICON screw connection technology -

5. Direct PCB connection in the device

6. Power crimp connection

20 | PHOENIX CONTACT

Your benefits

Housing for direct wall mounting is avail-
able in various versions:

Plastic housing made of tough polyamide
and aluminum housing with seawater-resis-
tant surface and conductive seal. Together
with EMC cable glands, these housings offer
outstanding protection against electromag-
netic interference fields.

Tailored solution for contact inserts by combining power up

to 70 A, signal up to 40 positions, and fiber optics
— Space savings thanks to compact design
— Free choice of housing designs: plastic, metal, and EMC

protection

— Reduced assembly time
— IP67 protection with just one housing seal
— Outstanding EMC protection

— Resistant to mechanical disturbances (vibration, shock)
— Protected against unintentional opening of the plug-in

connection

— Space savings compared to levers

— Touch-proof

High degree of reliability

— Low contact resistance

— Compact design

— Can be coded to prevent incorrect connection
— Can be used universally

— Jumpering level eliminated
— Controlled assembly by means of soldering-in
— Space-saving installation

— Easiest means of wall mounting by snapping-in
— Cost-effective as no panel mounting frame or panel mounting

flange required

— Controlled factory installation



The product range

Modular contact inserts

VARIOCON Modular enables power and
signal transmission to be combined in a sin-
gle plug-in connector.

The contact system is based on the prov-
en COMBICON connection technology
with tension sleeve principle and coding op-
tions. The panel mounting side can be sup-
plied with screw connection or alternatively
with direct PCB connection.

Crimp contact carriers

The crimp contact carriers are available as
pin or socket contact carriers and meet the
requirements for high-position plug-in con-
nections.

Turned and rolled crimp contacts from
the proven HEAVYCON D series
(EN 175301-801) are available for 15, 30,
50, and 65-pos. crimp contact carriers, plus
2 leading PE connections each.

The connection capacity ranges from
4-pos./70 A/690 V to 40-pos./10 A/160 V.
For data transmission, additional fiber

optic modules are available.

All the advantages of crimp technology,
such as machine pre-assembly or partial
assembly, are available with VARIOCON
Crimp.

Sleeve housing and supporting base elements

Sleeve housing is available in plastic and
seawater-resistant die-cast aluminum:

VARIOCON sleeve housing is sealed di-
rectly to the mounting panel with two locking
screws. This locking method saves space, is
easily accessible from above, is vibration-re-
sistant, and meets the requirements of
IP65/IP66/IP67 protection (IP68 on request).

Accessories

Half cable glands with Pg16 and Pg21
threads are available for VARIOCON hous-
ing. Alternatively, housing is also available
with M20 and M25 threads.

With the VC adapter plates, VARIOCON
plug-in connectors can also be easily used in
standard panel cutouts for heavy-duty in-
dustrial plug-in connectors.

Protective covers protect the contact in-
serts when they are not plugged in.

Versions with an easy-grip knurled screw are

available for tool-free attachment.

For additional information, visit www.phoenixcontact.net/products

Rectangular plug-in connectors

Product range overview

from page 24

from page 38

from page 31

from page 42
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Rectangular plug-in connectors

System overview

Modular plug-in connector

The key advantage of VARIOCON plug-
in connectors is that a panel mounting base
with mounting brackets is not required.
The panel mounting plug-in connector is
mounted directly on the device panel as a
panel feed-through without a panel mount-
ing base. Optional contact inserts with
screw connection, crimp connection, and
PCB connection are available. The PCB
versions are available for parallel (180°) and
perpendicular positioning (90°) of the PCB
to the housing panel. The sleeve plug-in
connector consists of sleeve housing,
sleeve contact inserts, and sleeve frame.

Contact carriers for turned and rolled contacts
Page 38.
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Sleeve housing is available in plastic and
seawater-resistant die-cast aluminum. The
aluminum housings have an electrically
conductive seal. In combination with the
EMC cable glands, they possess outstand-
ing shield attenuation. The easy and secure
mounting principle applies to both the
sleeve and housing side. The contact insert
modules are snapped into the frame in the
desired order and then screwed to the
housing or the sleeve.

Aluminum sleeve housing
Page 34.

Page 25.

Modular contact inserts
from page 24.

Screw connections
Page 42.

Sleeve frames
Page 33.

Modular contact inserts
from page 32.

Panel mounting frame
Page 25.

Panel mounting flange



Rectangular plug-in connectors

System overview

Rectangular plug-in connector configurator
The VARIOCON Select software enables  the aluminum housing offers safe protection
rapid and targeted configuration of modular  against electromagnetic interference fields.
contact inserts to form a plug-in connector
system. The contact inserts are available
with different numbers of positions and rat-
ed data. They can also be combined in any
order. The modularity of the contact inserts
and housing allow you to configure tailored
combinations of power up to 70 A, signal up
to 40 positions, and fiber optics to form a
modular plug-in connector. There is a
choice of plastic and aluminum housing. In
combination with EMC screw connections,

For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 23



Rectangular plug-in connectors

Panel mounting plug-in connectors

Panel feed-through
with screw connection

Notes:
For dimensional drawings, refer to page 54
For drilling diagrams, see page 55

For accessories, refer to page 50

Contact insert sets

Technical data

VC-AR...S2... VC-AR...S6... VC-AR...S8...
. Rated voltage V] 400 250 160
— One panel mounting frame and two panel  Rated current Al 20 10 10
mounting flanges are required for each Connection cross section [mm2] 02..4 0.14..1.5 0.14...15
Insertion/withdrawal cycles >100 >100 =100
connector §
— Contact insert sets make logistics easier Ordering data
— Positions are consecutively marked with o  Module  Numberof Pes. /
Description Design ot positons  Type Order No. Pkt
PE and from 1 to n. slots Incl. PE :
— On the pane| mounting frame, each Contact insert set, consisting of: frame, four mounting screws and
s . pre-assembled 2-pos. modules with screw connection,
module position is labeled from A-E six coding profiles
VC1 2 4 VC-AR1/2M-S22-SET 1607298 5
Advantages: 1o Vesmmame |
— Proven COMBICON technology g 522929
VC4 5 10 VC-AR4/5M-S22222-SET 1607335 5
— Can be coded to prevent confusion of Contact insert set, consisting of: frame, four mounting screws and
connectors pre-assembled 6-pos. modules with screw connection,
six coding profiles
— Suitable for universal connection
. VC1 2 12 VC-AR1/2M-S66-SET 1607346 5
— Compact design vC2 3 18  VC-AR2/3M-S666-SET 1607359 5
VC3 4 24 VC-AR3/4M-S6666-SET 1607370 5
VC4 5 30 VC-AR4/5M-S66666-SET 1607383 5
Notes: Contact insert set, consisting of: frame, four mounting screws and
_ H pre-assembled 8-pos. modules with screw connection,
The hinged cover on the power contact  FEFRETEG
inserts must be closed after assembly to
maintain insulation data e s 24 VOARIAY 8080 SET iooraor |
— VARIOCON contact insert modules vC3 4 32 VC-AR3/4M-S8888-SET 1607418 5
meet the requirements of DIN EN 61984 VC4 5 40 VC-AR4/5M-S88888-SET 1607431 5
. . . . Power contact insert module, for panel mounting frame,
(connectors without switching capacity) i screw connection
— They should, therefore, only be operated vc2 3 4
under no load condition xgi . :
— All inserts are PrOteCted againSt ﬁnger Contact insert module, marking on screw connection:
contact according to DIN EN 60529
. 8 . 1 2
— They fulfil the requirements of BGV A2 1 6
accident prevention regulations 1 8
_ An insertion bridge EB3-1 O/ST (Order Contact insert module, marking on screw connection:
No. 5020823) is available for the power PE, 2 1 2
contact insert modules A8 L g
Th . b PE,2...8 1 8
- € power contact Inserts cannot be Panel mounting frame, for panel feed-throughs and for
used in VC Supporting elements for space VARIOCON supporting base elements at voltages < 42 V
reasons Vel 5
VC2 3
VC3 4
VC4 5
EMC shield adapter, for EMC connectors
VC1 2
VC2 3
VC3 4
VC4 5
Panel-mounting flange for screw locking, for wall thicknesses of
;-5 mrr|1, 2 pcs. per panel feed-through required, not for supporting
ase element
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Power contact insert modules

Technical data
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Contact insert modules

Technical data

Rectangular plug-in connectors

Panel mounting plug-in connectors

Panel mounting frame,
panel mounting flange

Technical data

VC-AMS 2 VC-AMS 6 VC-AMS 8
690 400 250 160 -
70 20 10 10 -
0.5mm?... 16 mm? 02..4 0.14..15 0.14..15 -
=500 =100 >100 =100 -
Ordering data Ordering data Ordering data
Pcs./ Pcs./ Pcs./
Type Order No. PKt. Type Order No. Pkt Type Order No. Pkt
VC-AMS 4 1607745 5
VC-AMS 5 1607748 5
VC-AMS 7 1607751 5
VC-AMS 2 1853528 50
VC-AMS 6 1854019 50
VC-AMS 8 1854022 50
VC-AMS 2-PE 1583542 50
VC-AMS 6-PE 1583555 50
VC-AMS 8-PE 1583568 50
VC-AR1/2M 1852972 5
VC-AR2/3M 1852985 5
VC-AR3/4M 1852998 5
VC-AR4/5M 1853007 5
VC-AR1-EMV 1853214 5
VC-AR2-EMV 1853227 5
VC-AR3-EMV 1853230 5
VC-AR4-EMV 1853243 5
VC-AF 1852862 50
For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 25



Rectangular plug-in connectors

Panel mounting plug-in connectors

Panel feed-through
with PCB connection

— One panel mounting frame and two panel
mounting flanges are required for each

connector

— Panel mounting plug-in connector for two

to five contact insert modules

— Module positions are labeled from A - E

Advantages:
— Proven COMBICON technology

— Can be coded to prevent confusion of

connectors
— Direct PCB connection
— Compact design

Notes:
— VARIOCON contact insert modules

meet the requirements of DIN EN 61984
(connectors without switching capacity)
— They should, therefore, only be operated

under no load condition

— All inserts are protected against finger

contact according to DIN EN 60529

— They fulfil the requirements of BGV A2

accident prevention regulations
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Notes:

For dimensional drawings, refer to page 54

For drilling diagrams, see page 55

For accessories, refer to page 50

o

Power contact insert modules 90°

Technical data

Rated voltage 4 690
Rated current [A] 63
Insertion/withdrawal cycles =50
Ordering data
Number
Description Design litegblty of positions ~ Type Order No. IREs/
slots Incl. PE Pkt.
Power contact insert module
vc2 3 4  VC-AML 4 1607509 10
VC3 4 5 VC-AML5 1607523 5
VC4 5 7 VC-AML 7 1607537 5
Power contact insert module, with capacitive PE contact
VC2 3 4 VC-AML 4-PEA 1607516 5
VC3/-4 5 VC-AML 5-PEA 1607530 5
VC4 7  VC-AML 7-PEA 1607544 5

Contact insert module, marking on screw connection:

1 2
1 6
1 8

Contact insert module, marking on screw connection:

1 2
1 6
1 8

Panel mounting frame, for panel feed-throughs and for
VARIOCON supporting base elements at voltages < 42 V

VCi1
vC2
VC3
VC4
EMC shield adapter, for EMC connectors

a s W N

VCi1

vc2

VvC3

VC4 5
Panel-mounting flange for screw locking, for wall thicknesses of
1-5 mm, 2 pcs. per panel feed-through required, not for supporting
base element

B W N
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Contact insert modules 90°

Technical data
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Contact insert modules 180°

Technical data

Rectangular plug-in connectors

Panel mounting plug-in connectors

Panel mounting frame,
panel mounting flange

Technical data

VC-AML 2 VC-AML 6 VC-AML 8 VC-AMLV 2 VC-AMLV 6 VC-AMLV 8
400 250 160 400 250 160 -
20 10 10 20 10 10 -
>100 =100 >100 >100 =100 >100 -
Ordering data Ordering data Ordering data
Pcs./ Pcs./ Pcs./
Type Order No. Pkt Type Order No. Pkt. Type Order No. Pkt.
VC-AML 2 1852859 50
VC-AML 6 1853531 50
VC-AML 8 1852833 50
VC-AMLV 2 1884979 50
VC-AMLV 6 1884872 50
VC-AMLV 8 1884885 50
VC-AR1/2M 1852972 5
VC-AR2/3M 1852985 5
VC-AR3/4M 1852998 5
VC-AR4/5M 1853007 5
VC-AR1-EMV 1853214 5
VC-AR2-EMV 1853227 5
VC-AR3-EMV 1853230 5
VC-AR4-EMV 1853243 5
VC-AF 1852862 50
For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 27



Rectangular plug-in connectors

Panel mounting plug-in connectors

Panel feed-through
with power crimp connection

Advantages:

— No need for panel mounting frame

— No need for panel mounting flange

— Simply snap into the VC-AR... panel
cutout and you're done!

— Crimp contacts are released using
flat-bladed screwdriver

Typical applications
— Motors

— Inverter AC output
— Power supplies

Notes:

— VARIOCON contact insert modules
meet the requirements of DIN EN 61984
(connectors without switching capacity)

— They should, therefore, only be operated
under no load condition

— All inserts are protected against finger
contact according to DIN EN 60529

— They fulfil the requirements of BGV A2
accident prevention regulations

— Combination with other VC modules is
not possible
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Notes:
16 mm? contacts can only be crimped by machine.
For mounting cutout, see page 56

For accessories, refer to page 50

1:{‘.‘.‘ , - :
3 Y Vol
— &7

POWER crimp contact inserts

Technical data

Rated voltage 4 690
Rated current [A] 70
Insertion/withdrawal cycles >50
Ordering data
- . N“m?’?’ @i Pcs./
Description Design positions Type Order No. Pkt
Incl. PE .
Contact carriers for pin crimp contacts,
for snapping into mounting panel
vC2 4 VC-AMC 4 1583877 5
VC3 5 VC-AMC 5 1583878 5

Crimp contacts, for conductor cross section:

4 mm?

10 mm?

16 mm?

Crimp contacts, taped, for conductor cross section:

4 mm?

10 mm?

Crimping tool, for crimp contacts
IPCC 16-4...

IPCC 16-10...




Rectangular plug-in connectors

Panel mounting plug-in connectors

Power crimp contacts Crimping tool
Technical data Technical data
4 mm? 10 mm? 16 mm?
32 50 60 -
>=25 >=25 =50 -
Ordering data Ordering data
Pcs./ Pcs./
Type Order No. Pkt Type Order No. Pkt.
IPCC 16- 4-MT 1733385 100
IPCC 16-10-MT 1733372 100
IPCC 16-16-MT 1733367 100
IPCC 16- 4-MT BAND 1761467 | 3800
IPCC 16-10-MT BAND 1761470 | 2700
CRIMPFOX PCC 16 CS 4QMM 1743427 1
CRIMPFOX PCC 16 CS 10QMM 1743430 1

For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 29



Rectangular plug-in connectors

Panel mounting plug-in connectors

Supporting base elements and

contact inserts with screw connection

— The panel mounting bases are designed
for panel feed-throughs and create space

in the interior of the device.

— Box mounting elements make it possible
for the plug-in wiring to be directly on the

device panel.

— Coupling housings are suitable for free-
hanging connections where jumpering is

necessary in the field.

Notes:
For dimensional drawings, refer to page 54
For drilling diagrams, see page 55

For accessories, refer to page 50
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Technical data
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Contact insert modules

VC-AMS 2 VC-AMS 6 VC-AMS 8
Rated voltage I\ 400 250 160
Rated current [A] 20 10 10
Material data
Housing material - - -
Housing surface material - - -
Degree of protection - - -
Connection cross section [mm2] 02..4 0.14..15 0.14...15
Insertion/withdrawal cycles =100 >100 =100
Ordering data
Number of
Description Design Mosdlg'lg positions ~ Type Order No.
Incl. PE

Contact insert module, marking on screw connection:

1 2 VC-AMS 2 1853528

1 6 VC-AMS 6 1854019

1 8 VC-AMS 8 1854022
Contact insert module, marking on screw connection:
PE, 2 1 2 VC-AMS 2-PE 1583542
PE,2...6 1 6 VC-AMS 6-PE 1583555
PE,2...8 1 8 VC-AMS 8-PE 1583568

Panel mounting frame, with PE, for VARIOCON supporting

base elements with voltages > 42 V
VC1
VvC2
VC3
VC4

Housing, metal, powder-coated
VC1
VC2
VC3
VC4

a b~ W

g~ N

Pcs. /
Pkt.

50
50
50

50
50
50

Panel mounting frames with PE

Technical data

0.5mm?... 4 mm? (for PE conductor)

Ordering data

Type

VC-AR1/2M-PEA
VC-AR2/3M-PEA
VC-AR3/4M-PEA
VC-AR4/5M-PEA

Order No.

1607761
1607774
1607787
1607790

Pcs./
Pkt.

Marker labels, unprinted, 5-section, for individual labeling with

B-STIFT or CMS system (25 labels per pack), white

Accessories

Accessories
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Rectangular plug-in connectors

Panel mounting plug-in connectors

Panel mounting base Box mounting base Coupling housing
with open bottom with fixing holes with enclosed bottom

VC-MP-A... VC-MP-S... VC-MP-K...
Zinc die-cast Zinc die-cast Zinc die-cast
Powder coating Powder coating Powder coating
IP65/IP66/IP67 IP65/IP66/IP67 IP65/IP66/IP67

Pcs./ Pcs./ Pcs./
Type Order No. Pkt Type Order No. Pkt Type Order No. Pkt
VC-MP-A1 1884403 5 VC-MP-S1 1884720 5 VC-MP-K1 1884568 5
VC-MP-A2 1884416 5 VC-MP-S2 1884733 5 VC-MP-K2 1884571 5
VC-MP-A3 1884429 5 VC-MP-S3 1884746 5 VC-MP-K3 1884584 5
VC-MP-A4 1884432 5 VC-MP-S4 1884759 5 VC-MP-K4 1884597 5
VC-BZS WH 1852875 5 VC-BZS WH 1852875 5 VC-BZS WH 1852875 5

For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 31



Rectangular plug-in connectors

Sleeve plug-in connectors

Sleeve frames and contact inserts

Notes:
For dimensional drawings, refer to page 54

For accessories, refer to page 50

Contact insert sets

Technical data
VC-TR..S2.. VC-TR..S6.. VC-TR..S8...

Rated voltage V] 400 250 160

— Contact insert sets make logistics easier  Rated current Al 20 10 10

— Positions are consecutively marked with Connection cross section [mm2] 02..4 0.14..1.5 0.14...1.5
Insertion/withdrawal cycles >100 >100 =100

PE and from 1 to n.

— On the panel mounting frame, each Ordering data

module position is labeled from A-E o  Module  Numberof Pes. /
Description Design positons  Type Order No.
slots Incl. PE Pkt.
Contact insert set, consisting of: frame, four mounting screws and
Advantages: pre-assembled 2-pos. modules with screw connection,
— Proven COMBICON technology six coding profiles
— Can be coded to prevent confusion of vCi 2 4 VC-TR1/2M-PEA-S22-SET 1607143 5
connectors VvC2 3 6 VC-TR2/3M-PEA-S222-SET 1607154 5
s . b| f . | . VC3 4 8 VC-TR3/4M-PEA-S2222-SET 1607167 5
— Suitable for universal connection vC4 5 10 VC-TR4/5M-PEA-S22222-SET 1607178 5
— Compact design Contact insert set, consisting of: frame, four mounting screws and
pre-assembled 6-pos. modules with screw connection,
six coding profiles
Notes: VCi 2 12 VC-TR1/2M-PEA-S66-SET 1607191 5
— The h|nged cover on the Power contact VC2 3 18 VC-TR2/3M-PEA-S666-SET 1607202 5
. VC3 4 24 VC-TR3/4M-PEA-S6666-SET 1607215 5
inserts must be closed after assembly to vca 5 30  VC-TR4/5M-PEA-S66666-SET 1607226 5
maintain insulation data Contact insert set, consisting of: frame, four mounting screws and
— VARIOCON contact insert modules Si;e;sjﬁ;“ﬁ'riﬁlgf°s' modules with screw connection,
meet the requirements of DIN EN 61984
: : H H VC1 2 16 VC-TR1/2M-PEA-S88-SET 1607239 5
(connectors WIthOUt SWItChlng CaPaCItY) VC2 3 24 VC-TR2/3M-PEA-S888-SET 1607250 5
— They should, therefore, only be operated vea 4 32 VC-TR3/4M-PEA-S8888-SET 1607263 5
under no load condition VC4 5 40 VC-TR4/5M-PEA-S88888-SET 1607274 5
A" . d . f-. Sleeve contact insert module, with PE conductor connection
- Inserts are PrOteCte agamSt Inger to the metal sleeve housing and integrated sleeve frame
contact according to DIN EN 60529
. . VC2 4
- The.y fulfil the requirements of BGV A2 e 5
accident prevention regulations vc4 7
— An insertion bridge EB3_1 O/ST (Order Sleeve contact insert module, with PE conductor connection
. . to the metal sleeve housing
No. 5020823) is available for the power One extra module Ve3 3 4
contact insert modules Two extra modules vC4 3 4
— The power contact inserts cannot be one extia module ves : °
P i Contact insert module, marking on screw connection:
used in VC supporting elements for space
1..2 1 2
reasons 16 : G
1..8 1 8
Contact insert module, marking on screw connection:
PE, 2 1 2
PE,2...6 1 6
PE,2..8 1 8
Sleeve frame, with PE, for contact insert modules in metal sleeves
and operating voltages > 42 V
VCA 2
VC2 3
VC3 4
VC4 5
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Rectangular plug-in connectors

Sleeve plug-in connectors
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Power contact insert modules Contact insert modules Hood frames with PE
Technical data Technical data Technical data
VC-TFS 2 VC-TFS 6 VC-TFS 8
690 400 250 160 -
70 20 10 10 -
0.5mm?... 16 mm? 02..4 0.14..15 0.14...15 0.5 mm?... 4 mm? (for PE conductor)
>50 >100 >100 >100 -
Ordering data Ordering data Ordering data
Pcs./ Pcs. / Pcs. /
Type Order No. PKt. Type Order No. Pkt Type Order No. Pkt
VC-TFS 4-PEA 1607467 5
VC-TFS 5-PEA 1607474 5
VC-TFS 7-PEA 1607481 5
VC-TFS 4/1M-PEA 1607488 5
VC-TFS 4/2M-PEA 1607495 5
VC-TFS 5/1M-PEA 1607502 5
VC-TFS 2 1852846 50
VC-TFS 6 1853476 50
VC-TFS 8 1852820 50
VC-TFS 2-PE 1583513 50
VC-TFS 6-PE 1583526 50
VC-TFS 8-PE 1583536 50
VC-TR1/2M-PEA 1607059 5
VC-TR2/3M-PEA 1607062 5
VC-TR3/4M-PEA 1607075 5
VC-TR4/5M-PEA 1607088 5
For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 33



Rectangular plug-in connectors
Sleeve plug-in connectors

Sleeve housing

— There is no need for a panel mounting
base with standard panel feed-throughs.

— Seal housing directly to the wall with two
attachment screws.

This screw locking is:

— Space-saving

— Easily accessible from above

— Vibration-resistant

— Conformant with requirements for
protection up to IP69K

— Knurled head screw for fixing without
tools

— Cylinder head screw for operation with
standard bladed screwdriver

Advantages:

— Angled cable outlet so the cable can be
routed as desired, from the side and
straight

— Aluminum housing with extended cabling
space for high-position and power
contact inserts

— This allows space for M32 cable glands

— Housings with two cable inlets are
available

For EMC applications:

— Conductive seals
— Mounting panel must also be conductive
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Notes:

For dimensional drawings, see from page 58

For cable glands, see from page 42

Degree of protection

Die-cast aluminum sleeve housing
with metric cable outlet

Technical data

Cylinder head locking Knurled head locking

1P65/IP68/IP69K IP65/IP68/IP69K

Seal material NBR, conductive NBR, conductive
Ordering data
Description Design Scrgw Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.
connection
Cylinder head locking Knurled head locking

Sleeve housing, with metric cable outlet and screw locking
VCH M20x 1.5 1583597 5 1583610 5
VCH M25x 1.5 1583607 5 1583623 5
VC2 M20x 1.5 1583636 5 1583652 5
vc2 M25x 1.5 1583649 5 1583665 5
VC3 M25x 1.5 1583678 5 1583704 5
VC3 M25/M20 x 1.5 1583681 5 1583717 5
VC3 M32x 1.5 1583694 5 1583720 5
VC4 M25x 1.5 1583733 5 1583762 5
VC4 M25/M20 x 1.5 1583746 5 1583775 5
VC4 M32x 1.5 1583759 5 1583788 5

Sleeve housing, with metric cable outlet and screw locking

VC1 M20
VC2 M25
VC3 M25
VC4 M25

Sleeve housing , with Pg screw connection gland and
screw locking

vC1 Pg16
vC2 Pg21
VC3 Pg21
vC4 Pg21

Sleeve housing, black, locking screws with Allen screw head,
housing material:

PA VvC2 Pg29
PBT VC3 Pg29
Sleeve housing, plastic, locking screws with plus/minus head

VC2 6x20.5mm
VC2 7.5x29.5mm
vC2 6 x 24 mm
VC2 9 x 35 mm




Rectangular plug-in connectors

Sleeve plug-in connectors

Polyamide sleeve housing
with metric cable outlet

Technical data

Cylinder head locking Knurled head locking

Polyamide sleeve housing,
with Pg screw connection gland

Aus @

Technical data

Cylinder head locking Knurled head locking

Special types

Technical data

Flat-ribbon cable
sleeve housing

Power sleeve housing

P65 P65 P67 P67 IP65, IP67, IP68 IP54
EPDM EPDM EPDM EPDM NBR EPDM
Ordering data Ordering data Ordering data
Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.

Cylinder head locking Knurled head locking

1852935 5 1855097 5
1852948 5 1855107 5
1852961 5 1855120 5
1852974 5 1855133 5

Cylinder head locking Knurled head locking

1852930 5 1855092 5
1852943 5 1855102 5
1852956 5 1855115 5
1852969 5 1855128 5

Flat-ribbon cable
sleeve housing

Power sleeve housing

1583880 1
1424368 1

1607703 10
1607680 10
1607677 10
1607693 10

For additional information, visit www.phoenixcontact.net/products
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Rectangular plug-in connectors

Contact carriers and contacts

FO contact insert modules
with screw connection

Notes:

Other fiber optic accessories and cables can be found
from page 126 4

Contact insert module ferrules
with F-SMA screw connection

Technical data

Material data

The fiber optic modules of VARIOCON  contact material Nickel silver
enable optical signal transmission over dis- ~ Contactcarrier material PA
t £ t 50 b . [ fb Inflammability class in acc. with UL 94 Vo
ances or up to m Dy using polymer rtiber Mechanical data
optic cables. Connection profile F-SMA type 905, IEC 874-2
Quick-assembly on the connector side Torque \{alue knurled screw 0.1 Nm (hand tight)
. Connection data
and passive panel feed-through make assem-  gyipping length mm 12
bly possible in 2 minutes, even in the field.  Cabletype Polymer fiber (980 /1000 um)
. . . 3 . Insertion/withdrawal cycles >100
The smgle core is stripped, fixed in the Attonuation ~3dB
ferrule with the knurled screw and then Temperature data
polished fOI“ the optical connection. Ambient temperature (operation) -20°C...70°C
Coding: Ordering data
The FO contact insert modules can be ad- Description Type orderNo. | Pes/
e . . . Pkt.
ditionally protected against incorrect plug-
ging with the red CP-HCC 4 coding profiles Contact insert module, for sleeve frames oTFOS 2 1655814 o
(Order No. 1600027) Contact insert module, for panel mounting frames for
accommodating VC-FSMA-M ... quick mounting connectors
Instructions for the fiber optic module , )
L . FSMA connector, for polymer fiber cable, for contact carrier
— Do not exceed the permissible bending module VC-AFOS 2, (2 pcs. each as set)
radii for fiber optics
— Follow the instructions on the PaCkage FSMA connector set, with bend protection sleeve for polymer
S|ip when handling individual conductors :';f)rczagﬁg‘;r:ggt;ad carrier module VC-AFOS 2,
— Using a passive coupling reduces the
transmission range by approx. 10 m T
Stripping tool for FO cables PSM-FO-STRIP 2744199 1
Polisher, metal, for repeated preparation of VARIOCON fiber optic VC-POLISHER/M FSMA 1884982 1
ferrules
Polymer fiber polishing set for quick mounting connectors, PSM-SET-FSMA-POLISH 2799348 1
comprising polishing pads and polishing disks
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Mounting contact insert

P

ec

Technical data

Nickel silver
PA
Vo

F-SMA type 905, IEC 874-2
0.1 Nm (hand tight)

12
Polymer fiber (980 / 1000 pum)

Rectangular plug-in connectors

Contact carriers and contacts

F-SMA quick mounting plug
for polymer fiber cables

e

Technical data

Nickel silver

F-SMA type 905, IEC 874-2
0.1 Nm (hand tight)

12
Polymer fiber (980 / 1000 pum)

F-SMA quick mounting plug
for polymer fiber cables

e

Technical data

Nickel silver

F-SMA type 905, IEC 874-2
0.1 Nm (hand tight)

Polymer fiber (980 / 1000 um)

> 100 >100 >100
<3dB <3dB <3dB
-20°C...70°C -20°C...70°C -20°C...70°C
Ordering data Ordering data Ordering data
Pcs./ Pcs. / Pcs./
Type Order No. Pkt Type Order No. Pkt. Type Order No. Pkt.
VC-AFOS 2 1885240 10
VC-FSMA-M-2 SET 1855432 1
VC-FSMA-M-KT-2 SET 1855703 1
Accessories Accessories Accessories
PSM-FO-STRIP 2744199 1 PSM-FO-STRIP 2744199 1
VC-POLISHER/M FSMA 1884982 1 VC-POLISHER/M FSMA 1884982 1
PSM-SET-FSMA-POLISH 2799348 1 PSM-SET-FSMA-POLISH 2799348 1

For additional information, visit www.phoenixcontact.net/products
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Rectangular plug-in connectors

Contact carriers and contacts

Contact carriers for turned

and rolled crimp contacts

— 15, 30, 50, and 65 positions are available,
in accordance with housing sizes

VC1-VC4

— Pin and socket contacts can be used

on both the connector and device sides
— Contact carriers additionally have two
pre-mating protective ground contacts

— Connection data is 250 V/10 A and corre-

sponds to that of the HEAVYCON DD

series.

— Use of turned and even rolled contacts

— Contact types meet the requirements of

IEC 60352/DIN EN 60352

Safety note:

— PE conductor must always be connected
to the directly opposite positions
— Connectors may only be operated when

not under load.

Design Number of a
positions [mm]
VC 1 15 42.8
VC2 30 57.8
VC 3 50 72.8
VC 4 65 87.8

Dimensions table
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[mm]
31.5
46.5
61.5
76.5

[mm]
40.0
55.0
70.0
85.0

Pin contact carrier
for turned and rolled contacts

c“us @,;‘EW
Technical data
Electrical data in acc. with IEC 61076-2-101
Rated voltage I\ 250
Rated surge voltage [kV] 4
Rated current [A] 10
Surge voltage category / pollution degree /2
Material data
Contact carrier material PA-GF
Connection data
Stripping length [mm] 8
Connection cross section [mm2] 0.14 mm? ... 1.5 mm? (stranded)
Connection cross section AWG 22..16
Temperature data
Ambient temperature (operation) -40°C...125°C
Ordering data
Number of Pes. /
Description Design positons  Type Order No. '
PKt.
Incl. PE
Contact carrier, with four ST 2,9 fastening screws
VC1 15 VC-D1-ST15-PE 1855018 10
VC2 30 VC-D2-ST30-PE 1855021 10
VC3 50 VC-D3-ST50-PE 1855034 10
VC4 65 VC-D4-ST65-PE 1855047 10
Mounting flange, to screw the contact insert to the housing panel
VC-D-AF 1855319 20
Coding pins, with ST2,9 thread for sleeve housings, to prevent
identical plug-in connectors from being confused
VC-CB-T 1607884 10
Coding pins, with M3 thread for VC panel mounting bases,
to prevent identical plug-in connectors from being confused
VC-CB-A 1607888 10
a
b
a+6 )
M 0 ,ﬁ
% 04,3/M4 <
~| o
N8 | ] s ()
e ‘
[\

[]

I

c

Mounting cutout for VC-D...-PE




Socket contact carrier,
for turned contacts

Socket carrier,
for rolled contacts

Rectangular plug-in connectors

D“ us @Z;w DN us ’@E;ﬁr
Technical data Technical data
250 250
4 4
10 10
/2 /2
PA-GF PA-GF
8 8
0.14 mm? ... 1.5 mm? (stranded) 0.14 mm? ... 1.5 mm? (stranded)
22..16 22..16
-40°C...125°C -40°C...125°C
Ordering data Ordering data
Pcs./ Pcs./
Type Order No. PKt. Type Order No. Pkt
VC-D1-BU15-PE 1855050 10 VC-D1-BU15-PE-R 1884801 10
VC-D2-BU30-PE 1855063 10 VC-D2-BU30-PE-R 1884791 10
VC-D3-BU50-PE 1855076 10 VC-D3-BU50-PE-R 1884788 10
VC-D4-BU65-PE 1855089 10 VC-D4-BU65-PE-R 1884775 10
VC-D-AF 1855319 20 VC-D-AF 1855319 20
VC-CB-T 1607884 10 VC-CB-T 1607884 10
VC-CB-A 1607888 10 VC-CB-A 1607888 10

25,4
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For additional information, visit www.phoenixcontact.net/products
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Rectangular plug-in connectors

Contact carriers and contacts

Crimp contacts

The quality of a crimp connection is spec-
ified in DIN EN 60352 Part 2. The single
most important criterion for the reliability
of a crimp connection is the holding force of
the litz wires in the crimp contact.

DIN EN 60352-2 describes the extraction
force of the cores from the crimp contact in
relation to the conductor cross section.

Notes:

For voltages less than 5 V and currents less than 5 mA, gold-plated
contacts are recommended.

Crimping pliers can be found in Catalog 4, in the “Heavy-duty plug-
in connectors” section.

Turned crimp contacts,
@ 1.6 mm, for VC-D contact carriers

Rolled crimp contacts, taped,
@ 1.6 mm, for VC-D...R contact carriers,
contact entry from left

(&3 \ (&
Technical data Technical data
Material data Hard silver-plated Hard gold-plated CK1,6-BR-0,5... CK1,6-BR-1,5...
Contact material Copper alloy Copper alloy Copper alloy Copper alloy
Stripping length of the individual wire 8 mm (6 mm in case of 2.5 mm2) 8 mm (6 mm in case of 2.5 mm2) 3mm +1 3.5 mm +1
Insertion/withdrawal cycles =500 =500 =500
Ambient temperature (operation) -40°C ... 125°C -40°C ... 125°C -40°C ... 125°C -40°C ... 125°C
Ordering data Ordering data
Description Type Order No. Plf’:lff./ Type Order No. PF?;'_/
Turned socket contacts, silver-plated contact surface,
for conductor cross section:
0.14 mm2... 0.37 mm2/26 ... 22 AWG CK1,6-ED-0,37BU AG 1663394 100
0.50 mm2/AWG 20 CK1,6-ED-0,50BU AG 1663404 100
0.75 mm2/AWG 18 CK1,6-ED-0,75BU AG 1663417 100
0.75mm2... 1.00 mm2/AWG 18 CK1,6-ED-1,00BU AG 1663420 100
1.50 mm2 / AWG 16 CK1,6-ED-1,50BU AG 1663433 100
2.50 mm2/AWG 14 CK1,6-ED-2,50BU AG 1663446 100
Turned pin contacts, silver-plated contact surface,
for conductor cross section:
0.14 mm2 ... 0.37 mm2/ AWG 26 ... 22 CK1,6-ED-0,37ST AG 1663336 100
0.50 mm2/ AWG 20 CK1,6-ED-0,50ST AG 1663349 100
0.75 mm2/AWG 18 CK1,6-ED-0,75ST AG 1663352 100
0.75mm2... 1.00 mm2/ AWG 18 CK1,6-ED-1,00ST AG 1663365 100
1.50 mm2/AWG 16 CK1,6-ED-1,50ST AG 1663378 100
2.50 mm2/AWG 14 CK1,6-ED-2,50ST AG 1663381 100
Turned socket contacts, gold-plated contact surface,
for conductor cross section:
0.14 mm2... 0.37 mm?/26 ... 22 AWG CK1,6-ED-0,37BU AU 1674969 100
0.50 mm2/AWG 20 CK1,6-ED-0,50BU AU 1674480 100
0.75 mm2/AWG 18 CK1,6-ED-0,75BU AU 1672440 100
0.75mm2... 1.00 mm2/AWG 18 CK1,6-ED-1,00BU AU 1674943 100
1.50 mm2/ AWG 16 CK1,6-ED-1,50BU AU 1674930 100
2.50 mm2/AWG 14 CK1,6-ED-2,50BU AU 1674985 100
Turned pin contacts, gold-plated contact surface,
for conductor cross section:
0.14 mm2... 0.37 mm2/ AWG 26 ... 22 CK1,6-ED-0,37ST AU 1674901 100
0.50 mm2/ AWG 20 CK1,6-ED-0,50ST AU 1672453 100
0.75 mm2/AWG 18 CK1,6-ED-0,75ST AU 1674914 100
0.75mm2... 1.00 mm2/ AWG 18 CK1,6-ED-1,00ST AU 1674888 100
1.50 mm2/AWG 16 CK1,6-ED-1,50ST AU 1674875 100
2.50 mm2/AWG 14 CK1,6-ED-2,50ST AU 1674927 100
Rolled pin contacts, silver-plated contact surface,
for conductor cross section:
0.14 mm2... 0.50 mm2/AWG 26 ... 20 CK1,6-BR-0,50ST AG 1884157 2000
0.50 mm2... 1.50 mm2/AWG 20 ... 16 CK1,6-BR-1,50ST AG 1884144 2000
Rolled socket contacts, silver-plated contact surface,
for conductor cross section:
0.14 mm2 ... 0.50 mm2/ AWG 26 ... 20 CK1,6-BR-0,50BU AG 1884186 2000
0.50 mm2 ... 1.50 mm2/AWG 20 ... 16 CK1,6-BR-1,50BU AG 1884173 2000
POF fiber optic contact, turned, for VC-D contact carriers
Socket
Plug
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Rectangular plug-in connectors

Contact carriers and contacts

Rolled crimp contacts, single contacts, Crimp contacts for fiber optic cables,
@ 1.6 mm, for VC-D...R contact carriers polymer fibers (POF)
Technical data Technical data
CK1,6-ER-0,5... CK1,6-ER-1,5...
Copper alloy Copper alloy Nickel silver
3 mm +0.5 3.5mm +1 -
>500 >500 >500
-40°C ... 125°C -40°C ... 125°C -
Ordering data Ordering data
Type Order No. PF?; / Type Order No. PF(’:lft /
CK1,6-ER-0,50ST AG 1884092 100
CK1,6-ER-1,50ST AG 1884089 100
CK1,6-ER-0,50BU AG 1884128 100
CK1,6-ER-1,50BU AG 1884115 100
CK1,6-ED-BU-POF 1885004 50
CK1,6-ED-ST-POF 1884995 50
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Rectangular plug-in connectors

Screw connections and accessories

Full cable glands

Plastic cable screw connections are easy
to install and cover a wide range of conduc-
tor diameters, thanks to the clamping cage
principle combined with excellent strain re-
lief. They are suitable for universal applica-
tion in mechanical and plant engineering, in
measuring and control technology, in auto-
mation and electrical engineering and in
robot construction.

— Full screw connection for use in housing
with thread

— High strain relief forces and high cable
diameter ranges thanks to clamping cage
principle

— Brass screw connections for especially
high demands in terms of stability and
safety

— EMC screw connections offer an easy way
of connecting shielded cables

— Easy to assemble thanks to highly elastic
contact springs

— AS-Interface screw connections are
available for inserting AS-Interface cables
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Plastic gland

(&)
Technical data
Material data
Cable gland material Polyamide
Material, insert -
Seal material Neoprene
Material, O-ring -
Inflammability class according to UL 94 V2
Mechanical data
Degree of protection P68, to 5 bar
Temperature data
Ambient temperature (operation) -20°C...100°C
Ordering data

Descripti Pcs. /

escription Thread type Type Order No. Pkt.
Plastic gland, gray,
for cable diameter [mm]:
8mm...13mm M20 HC-K-KV-M20(8-13) 1690626 25
11mm..17 mm M25 HC-K-KV-M25(11-17) 1690639 25
15mm...21 mm M32 HC-K-KV-M32(15-21) 1690642 10
Metal gland,
for conductor diameter [mm]:
9mm... 13 mm M20
11 mm...16 mm M20
11 mm...16 mm M25
14 mm ... 21 mm M25
14mm...21 mm M32
19mm ... 27 mm M32
EMC screw connection,
for conductor diameter [mm]:
7mm...12.5mm M20
9mm ... 16.5mm M25
11mm..21 mm M32
Metal gland,
for AS-Interface flat-ribbon conductor
Thread type: M20 M20
Thread type: M25 M25
Special cable screw connection M25, brass
With 10 mm and 11 mm hole M25




Rectangular plug-in connectors

Screw connections and accessories

Dimensions Thread
[mm]
Type B C M D
HC-K-KV-M20... 8 13.5 20 24
HC-K-KV-M25... 8 17.5 25 29
HC-K-KV-M32... 10 21.5 32 36
.. - ! : . ¢ 8
Metal gland EMC gland s
(& @®. P D
Technical data Technical data Dimensional drawing: HC-K-KV-M...
Nickel-plated brass Nickel-plated brass Nickel-plated brass
PA PA PA
Neoprene TPE Neoprene Dimensions Thread
NBR NBR NBR [mm]
Type B (o3 M D
IP68, to 5 bar P65 IP68, to 5 bar HC-M-KV-M20(9-13) 6 13.3 20 22
HC-M-KV-M20(11-16 6 16.2 20 27
-20°C ... 100 °C -20°C ... 100 °C -20°C ... 100°C HC-M-KV-M25(11-16) 7 17.3 25 o7
Ordering data Ordering data HC-M-KV-M25(14-21) 7 212 25 34
HC-M-KV-M32(14-21) 8 21.3 32 34
Pcs./ Pcs./ HC-M-KV-M32(19-27) 8 27.5 32 43
e CEErTE: | e W U OrderNo. | "oii’  Ho-M-KV-M20(1ASI) 6 ; 20 22
HC-M-KV-M25(1ASI) 7 - 25 27
HC-M-KV-M25(1X10X11) 7 - 25 34
c
HC-M-KV-M20(9-13) 1690561 25
HC-M-KV-M20(11-16) 1645998 25
HC-M-KV-M25(11-16) 1690574 25
HC-M-KV-M25(14-21) 1646007 25
HC-M-KV-M32(14-21) 1690587 10
HC-M-KV-M32(19-27) 1646010 10
HC-EMV-KV-M20(7-12,5) 1690503 25
HC-EMV-KV-M25(9-16,5) 1690516 25
HC-EMV-KV-M32(11-21) 1690529 25
Dimensional drawing: HC-M-KV-M...
HC-M-KV-M20(1ASI) 1584017 10
HC-M-KV-M25(1ASI) 1584020 10
Dimensions
HC-M-KV-M25(1X10/1X11) 1580228 10 [mm]
Type B (o3 M MSs"H D
HC-EMV-KV-M20... 8 125 20 5 24
HC-EMV-KV-M25... 8 16.5 25 7.5 29
HC-EMV-KV-M32... 9 21.0 32 9 36

1) Minimum shield diameter

Ms

Dimensional drawing: HC-EMV-KV-M...
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Rectangular plug-in connectors

Screw connections and accessories

Pg16 cable glands for one cable

"
Screw connection
with plastic pressure screw

Screw connection
with brass pressure screw,
EMC screw connections with iris spring

(& (&
Technical data Technical data
Material data
Sealing material TPE TPE
Cable gland material - -
Material, pressure screw Polyamide Nickel-plated brass
Degree of protection P67 P67
Torque [Nm] 5.00 7.50
Ambient temperature (operation) -20°C ... 100 °C -40°C ... 125°C
Ordering data Ordering data
- Pcs./ Pcs./
Description Cable @[mm]  Type Order No. Pkt Type Order No. Pkt
Cable screw connection gland, for adapting the Pg half screw
connections to metric cable entry, M25
VC-M-KV-PG16/M25 ST 1644407 10 VC-M-KV-PG16/M25 ST 1644407 10
Half screw connection Pg16, consisting of rubber seal with
a hole and a pressure screw, for type VC1 housing
4..65 VC-K-KV-PG16( 4- 6,5) 1854459 5 VC-M-KV-PG16( 4- 6,5) 1853942 5
5..8  VC-K-KV-PG16( 5- 8) 1853735 5 VC-M-KV-PG16( 5- 8) 1853955 5
65..95  VC-K-KV-PG16( 6,5- 9,5) 1853748 5 VC-M-KV-PG16( 6,5- 9,5) 1853968 5
7..105 VC-K-KV-PG16( 7-10,5) 1853751 5 VC-M-KV-PG16( 7-10,5) 1853971 5
9..13  VC-K-KV-PG16( 9-13) 1853764 5 VC-M-KV-PG16( 9-13) 1853984 5
115..155  VC-K-KV-PG16(11,5-15,5) 1854844 5 VC-M-KV-PG16(11,5-15,5) 1854857 5
Elongated hole 7x14 VC-K-KV-PG16 7/14 1607664 5 VC-M-KV-PG16 2X6/1X7 1885512 5)
3x7  VC-K-KV-PG16 3X7 1885444 5 VC-M-KV-PG16 3X7 1885525 5
EMC half screw connection Pg16, for metal housing,
consisting of rubber seal, iris spring, cone disc and pressure screw,
for type VC1 housing, shield diameter:
6.5 mm 6.5..9.5 VC-EMV-KV-PG16( 6,5- 9,5/ 6,5) 1854132 1
8.5mm 7..105 VC-EMV-KV-PG16( 7-10,5/ 8,5) 1854161 1
10.5 mm 9..13 VC-EMV-KV-PG16( 9-13/10,5) 1854174 1
Closing cap, for closing unused bore holes in multiple seals
and cable glands
@3 mm SEALING PLUG 3X12 RD 1400238 10 SEALING PLUG 3X12 RD 1400238 10
@5mm SEALING PLUG 5X12 RD 1400253 10 SEALING PLUG 5X12 RD 1400253 10
@6 mm SEALING PLUG 6X16 RD 1400254 10 SEALING PLUG 6X16 RD 1400254 10
@7 mm SEALING PLUG 7X16 RD 1400255 10 SEALING PLUG 7X16 RD 1400255 10
@8mm SEALING PLUG 8X16 RD 1400257 10 SEALING PLUG 8X16 RD 1400257 10
@12 mm SEALING PLUG 12X22 RD 1400260 10 SEALING PLUG 12X22 RD 1400260 10
PG16 PG16
0 0|
N N
= =
sw2s sw27 285/ 245/
VC-M-KV-PG16/M25 ST / VC-K-KV-PG16... VC-M-KV-PG16/M25 ST / VC-M-KV-PG16...
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Pg21 cable glands for one cable

Screw connection
with plastic pressure screw

Rectangular plug-in connectors

Screw connections and accessories

Screw connection
with brass pressure screw,
EMC screw connections with iris spring

& &
Technical data Technical data
Material data
Sealing material TPE TPE
Cable gland material - -
Material, pressure screw Polyamide Nickel-plated brass
Degree of protection P67 P67
Torque [Nm] 7.50 10.00
Ambient temperature (operation) -20°C ... 100 °C -40°C ... 125°C
Ordering data Ordering data
Description Cable @[mm]  Type Order No. PF(’:lft / Type Order No. P;ft /
Cable screw connection gland, for adapting the Pg half screw
connections to metric cable entry, M32
VC-M-KV-PG21/M32 ST 1644397 10 VC-M-KV-PG21/M32 ST 1644397 10
Half screw connection Pg21, consisting of rubber seal with
a hole and a pressure screw, for type VC2 ... VC4 housing
7..10.5 VC-K-KV-PG21( 7-10,5) 1853890 5 VC-M-KV-PG21( 7-10,5) 1853997 5
9..13  VC-K-KV-PG21( 9-13) 1853900 5 VC-M-KV-PG21( 9-13) 1854006 5
115..155  VC-K-KV-PG21(11,5-15,5) 1853913 5 VC-M-KV-PG21(11,5-15,5) 1854035 5
14...18 VC-K-KV-PG21(14-18) 1853926 5 VC-M-KV-PG21(14-18) 1854048 5
17...20.5  VC-K-KV-PG21(17-20,5) 1853939 5 VC-M-KV-PG21(17-20,5) 1854051 5
Elongated hole 20x7  VC-K-KV-PG21(20X7) 1885198 5 VC-M-KV-PG21(20X 7) 1885305 5
EMC half screw connection Pg21, for metal housing,
consisting of rubber seal, iris spring, cone disc and pressure screw,
for type VC2 ... VC4 housing, shield diameter:
9.5mm 9..13 VC-EMV-KV-PG21( 9-13/ 9,5) 1854200 1
12mm 9..13 VC-EMV-KV-PG21( 9-13/12) 1854213 1
13.5mm 115..155 VC-EMV-KV-PG21(11,5-15,5/13,5) 1854242 1
14.5mm 14...18 VC-EMV-KV-PG21(14-18/14,5) 1854255 1
Dummy screw connection, rubber seal without hole
VC-K-KV-PG21-0 1885363 5 VC-M-KV-PG21- 0 1854983 5
Closing cap, for closing unused bore holes in multiple seals
and cable glands
@3 mm SEALING PLUG 3X12 RD 1400238 10 SEALING PLUG 3X12 RD 1400238 10
@5mm SEALING PLUG 5X12 RD 1400253 10 SEALING PLUG 5X12 RD 1400253 10
@6 mm SEALING PLUG 6X16 RD 1400254 10 SEALING PLUG 6X16 RD 1400254 10
@7 mm SEALING PLUG 7X16 RD 1400255 10 SEALING PLUG 7X16 RD 1400255 10
@8mm SEALING PLUG 8X16 RD 1400257 10 SEALING PLUG 8X16 RD 1400257 10
@12mm SEALING PLUG 12X22 RD 1400260 10 SEALING PLUG 12X22 RD 1400260 10
@13 mm SEALING PLUG 13X22 RD 1400265 10 SEALING PLUG 13X22 RD 1400265 10
PG21 PG21
10| 0|
% *
[ N
@ [}
= =
35/ 38/ 35 30

VC-M-KV-PG21/M32 ST / VC-K-KV-PG21...

For additional information, visit www.phoenixcontact.net/products
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Rectangular plug-in connectors

Screw connections and accessories

Pg16 cable glands for several cables

The screw connection glands allow multi-
ple grommets to be used.

Screw connection
with plastic pressure screw

Screw connection
with brass pressure screw

(& (&
Technical data Technical data
VC-K-KV...I... VC-M-KV...ST VC-M-KV.. /... VC-M-KV...ST
Material data
Material - Brass, nickel-plated Brass, nickel-plated Brass, nickel-plated
Sealing material TPE - TPE -
Material, O-ring - NBR - NBR
Degree of protection P65 - P65 -
Temperature data
Ambient temperature (operation) -20°C ... 100 °C - -40°C ... 125°C -
Ordering data Ordering data
- Pcs./ Pcs./
Description Cable @[mm]  Type Order No. Pkt Type Order No. Pkt
Cable screw connection gland, for adapting the Pg half screw
connections to metric cable entry, M25
VC-M-KV-PG16/M25 ST 1644407 10 VC-M-KV-PG16/M25 ST 1644407 10
Half screw connection Pg16, consisting of rubber seal with
several holes and a pressure screw, for type VC1 housing
and HEAVYCON, further types upon request
1x3/1x8 VC-K-KV-PG16 1X3/1X8 1885376 5) VC-M-KV-PG16 1X3/1X8 1885457 5)
1x3/1x9 VC-K-KV-PG16 1X3/1X9 1885389 5 VC-M-KV-PG16 1X3/1X9 1885460 5
1x6/1x8 VC-K-KV-PG16 1X6/1X8 1885392 5) VC-M-KV-PG16 1X6/1X8 1885473 5)
1x5/1x9 VC-K-KV-PG16 1X5/1X9 1885402 5) VC-M-KV-PG16 1X5/1X9 1885486 5)
1x3/2x8 VC-K-KV-PG16 1X3/2X8 1885415 5 VC-M-KV-PG16 1X3/2X8 1885499 5
1x5/2x6 VC-K-KV-PG16 1X5/2X6 1885428 5) VC-M-KV-PG16 1X5/2X6 1885509 5)
2x6/1x7 VC-K-KV-PG16 2X6/1X7 1885431 5) VC-M-KV-PG16 2X6/1X7 1885512 5)
3x7 VC-K-KV-PG16 3X7 1885444 5 VC-M-KV-PG16 3X7 1885525 5
Closing cap, for closing unused bore holes in multiple seals
and cable glands
@3 mm SEALING PLUG 3X12 RD 1400238 10 SEALING PLUG 3X12 RD 1400238 10
@5mm SEALING PLUG 5X12 RD 1400253 10 SEALING PLUG 5X12 RD 1400253 10
@6mm SEALING PLUG 6X16 RD 1400254 10 SEALING PLUG 6X16 RD 1400254 10
@7 mm SEALING PLUG 7X16 RD 1400255 10 SEALING PLUG 7X16 RD 1400255 10
@8mm SEALING PLUG 8X16 RD 1400257 10 SEALING PLUG 8X16 RD 1400257 10
@12mm SEALING PLUG 12X22 RD 1400260 10 SEALING PLUG 12X22 RD 1400260 10
@13 mm SEALING PLUG 13X22 RD 1400265 10 SEALING PLUG 13X22 RD 1400265 10
PG16 PG16
0 E 10
N H N
= E =
sw2s sw27 28/ 20/
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Pg21 cable glands for several cables

The screw connection glands allow multi-
ple grommets to be used.

Screw connection
with plastic pressure screw

Rectangular plug-in connectors

Screw connections and accessories

Screw connection
with brass pressure screw

(& ec
Technical data Technical data
VC-K-KV...I... VC-M-KV...ST VC-M-KV...I... VC-M-KV...ST
Material data
Material PA Brass, nickel-plated Brass, nickel-plated Brass, nickel-plated
Sealing material TPE - TPE -
Material, O-ring - NBR - NBR
Degree of protection P65 - P65 -
Temperature data
Ambient temperature (operation) -20°C ... 100 °C - -40°C ... 125°C -
Ordering data Ordering data
Description Cable @[mm]  Type Order No. PF(’:lff./ Type Order No. PF(’ft../
Cable screw connection gland, for adapting the Pg half screw
connections to metric cable entry, M32
VC-M-KV-PG21/M32 ST 1644397 10 VC-M-KV-PG21/M32 ST 1644397 10
Half screw connection Pg21, consisting of rubber seal,
several holes and a pressure screw, for type VC2 ... VC4
and HEAVYCON housing, additional types available on request
1x6/2x9 VC-K-KV-PG21 1X6/2X9 1885538 5 VC-M-KV-PG21 1X6/2X9 1885619 5
1x85/1x12 VC-K-KV-PG21-1X8,5/1X12 1885279 5 VC-M-KV-PG21- 1X8,5/1X12 1854970 5
2x4.5/1x13 VC-K-KV-PG21-2X4,5/1X13 1885282 5
2x6/2x8 VC-K-KV-PG21 2X6/2X8 1885554 5 VC-M-KV-PG21 2X6/2X8 1885635 5
2x7.2/1x10.5 VC-K-KV-PG21 2X7,2/1X10,5 1885567 5 VC-M-KV-PG21 2X7,2/1X10,5 1885648 5
3x7 VC-K-KV-PG21 3X7 1885570 5 VC-M-KV-PG21 3X7 1885651 5
3x9 VC-K-KV-PG21 3X9 1885583 5 VC-M-KV-PG21 3X9 1885664 5
4x6.5 VC-K-KV-PG21 4X6,5 1885596 5 VC-M-KV-PG21 4X6,5 1885677 5
4x8 VC-K-KV-PG21 4X8 1885606 5 VC-M-KV-PG21 4X8 1885680 5
Closing cap, for closing unused bore holes in multiple seals
and cable glands
@3 mm SEALING PLUG 3X12 RD 1400238 10 SEALING PLUG 3X12 RD 1400238 10
@5mm SEALING PLUG 5X12 RD 1400253 10 SEALING PLUG 5X12 RD 1400253 10
@6 mm SEALING PLUG 6X16 RD 1400254 10 SEALING PLUG 6X16 RD 1400254 10
@7 mm SEALING PLUG 7X16 RD 1400255 10 SEALING PLUG 7X16 RD 1400255 10
@8mm SEALING PLUG 8X16 RD 1400257 10 SEALING PLUG 8X16 RD 1400257 10
@12mm SEALING PLUG 12X22 RD 1400260 10 SEALING PLUG 12X22 RD 1400260 10
@13 mm SEALING PLUG 13X22 RD 1400265 10 SEALING PLUG 13X22 RD 1400265 10

PG21

M32x1,5

35/ 38/

VC-M-KV-PG21/M32 ST / VC-K-KV-PG21...

For additional information, visit www.phoenixcontact.net/products

PG21

M32x1,5

35,57 30,57

VC-M-KV-PG21/M32 ST / VC-M-KV-PG21...
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Rectangular plug-in connectors

Screw connections and accessories

Protective covers

— Easy to assemble

— Contact inserts are protected when

not plugged in

Protective cover for panel mounting bases
and sleeve housings

Technical data

Protective cover for panel mounting frame

Technical data

Material PA PA
Inflammability class in acc. with UL 94 Vo Vo
Degree of protection IP50 IP40
Temperature data
Ambient temperature (operation) -40°C...80°C -40°C...80°C
Ordering data Ordering data
Description Design  Type Order No. e Type Order No. 7.
Pkt. Pkt.
Protective covers, for sleeve housings
VC1 VC-SD-T1 1886728 5
vC2 VC-SD-T2 1886731 5
VC3 VC-SD-T3 1886744 5
VC4 VC-SD-T4 1886757 5
Protective cover, for the panel mounting side
VC1  VC-SD-A1 1886760 5
VC2 VC-SD-A2 1886773 5
VC3  VC-SD-A3 1886786 5
VC4  VC-SD-A4 1886799 5
Protective cover, for panel mounting frame
VCH VC-sD1 1853670 5
vC2 VC-sD2 1853683 5
VC3 VC-SD3 1853696 5
VC4 VC-SD4 1853706 5
\—‘._ﬁ
Ll : f
N
] L I]
Type A a
mm] mm] 083 O Ol »
VC-SD...1 59 53.5 o
VC-SD...2 74 68.5 @ Q| 8
VC-SD...3 89 83.5 —C i 7
VC-SD...4 104 98.5 A a
Dimensions table VC-SD-T... VC-sD
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Adapter plates for
modular contact inserts

Notes:

For dimensional drawings, refer to page 58

Rectangular plug-in connectors

Screw connections and accessories

Adapter plates for modular contact inserts

Technical data

Material V2A
Sealing material NBR
Degree of protection IP65
Ordering data
The adapter plates can be used to mount _y
VARIOCON plug-in connectors on the Description Design  Type OrderNo. | gy
popular panel cutouts of the HEAVYCON B Adapter plates, 2 mm thick, for HEAVYCON-B16 panel cutouts,
series incl. flat gasket
: VC1 HC-B 16-ADP-VC-1 1885758 5
VC2 HC-B 16-ADP-VC-2 1885761 5
VC3 HC-B 16-ADP-VC-3 1885774 5
Adapter plates, 2 mm thick, for HEAVYCON-B24 panel cutouts,
incl. flat gasket
VC1  HC-B 24-ADP-VC-1 1885813 5
VC2  HC-B 24-ADP-VC-2 1885826 5
VC3 HC-B 24-ADP-VC-3 1885839 5
VC4  HC-B 24-ADP-VC-4 1885842 5
Adapter plates for crimp contact
carriers
Notes:
For dimensional drawings, refer to page 58
Adapter plates for crimp inserts
Technical data
Material V2A
Sealing material NBR
Degree of protection P65
Ordering data
- . Pcs./
Description Design  Type Order No. Pkt
Adapter plates, 2 mm thick, for HEAVYCON-B16 panel cutouts,
incl. flat gasket
VC1 HC-B 16-ADP-VC-C1 1885787 5
VC2 HC-B 16-ADP-VC-C2 1885790 5
VC3 HC-B 16-ADP-VC-C3 1885800 10
Adapter plates, 2 mm thick, for HEAVYCON-B24 panel cutouts,
incl. flat gasket
VC1  HC-B 24-ADP-VC-C1 1885855 5
VC2 HC-B 24-ADP-VC-C2 1885868 5
VC3 HC-B 24-ADP-VC-C3 1885871 5
VC4  HC-B 24-ADP-VC-C4 1885884 5

For additional information, visit www.phoenixcontact.net/products
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Rectangular plug-in connectors

Screw connections and accessories

Accessories

Ordering data

Description Type Order No. Pl'f':lft /
Dummy modules 0]
for panel mounting connectors VC-A 2-BM 1607815 50
for sleeve connectors VC-T 2-BM 1607813 50
Replacement profile gasket, for sleeve housings ®
and supporting base elements of type:
VC1 VC-T1-PR-D1 1607832 50
VC2 VC-T2-PR-D1 1607835 50
VC3 VC-T3-PR-D1 1607838 50
VC4 VC-T4-PR-D1 1607841 50
FSMA connector set, with bend protection sleeve ®
for polymer fiber cable, for contact carrier module
VC-AFOS 2, (2 pcs. each as set)

VC-FSMA-M-KT-2 SET 1855703 1
FSMA connector, for polymer fiber cable, (0]
for contact carrier module VC-AFOS 2,
(2 pcs. each as set)

VC-FSMA-M-2 SET 1855432 1
Polisher, metal, for repeated preparation of ®
VARIOCON fiber optic ferrules

VC-POLISHER/M FSMA 1884982 1
Polymer fiber polishing set for quick mounting ®
connectors, comprising polishing pads and
polishing disks
- For F-SMA connectors PSM-SET-FSMA-POLISH 2799348 1
Stripping tool for FO cables @
- stripping tool for individual elements PSM-FO-STRIP 2744199 1
Electronic diagonal cutter, round head,
with chamfer, with opening spring

MICROFOX-SB 1212489 1
Replacement screws ®
for panel mounting frames VC-AR-S 1607829 50
for sleeve frames VC-TR-S 1607826 50
Coding pins, to prevent identical connectors
from being confused
Coding bolts with ST 2.9 thread for sleeve housings VC-CB-T 1607884 10
Coding bolts with M3 thread for panel mounting bases VC-CB-A 1607888 10
Coding profile, for VC-...6 and VC...-8 CP-MSTB 1734634 100
Coding profile CP-HCC 4 1600027 100
Marker labels, unprinted, 5-section, (@)
for individual labeling with B-STIFT or CMS system
(25 labels per pack), white

VC-BZS WH 1852875 5
Plastic label sheet, self-adhesive double-layer ®
plastic labels, material thickness: 0.8 mm, with
rounded corners, radius: 2 mm
1 sheet = 32 labels GPE 22X22 SR/R 0806628 10
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Corrugated pipe, corrugated pipe
screw connections

Using the Corrugated pipe screw connec-
tion, any number of wires or single cores
can be led to one plug-in connector.

To disassemble the Corrugated pipe
screw connection, the matching WR-OEF..
Corrugated pipe opener is necessary.

Corrugated pipe

Rectangular plug-in connectors

Screw connections and accessories

Corrugated pipe screw connections,
seals, and N/C contacts

(&
Technical data Technical data
Material PA PA
Inflammability class according to UL 94 HB HB
Degree of protection - P65
Temperature data
Ambient temperature (operation) -40°C ... 110°C -40°C...110°C
Ordering data Ordering data

Description Type Order No. P;If"_/ Type Order No. P;;‘_/
Corrugated pipe, design:
Pg16, bending radius: 35 mm WR/PG16-50M 1666841 1
Pg21 / M25, bending radius: 40 mm WR/PG21-50M 1666867 1
Pg29/M32, bending radius: 55 mm WR/PG29-25M 1666854 1
M40, bending radius: 60 mm WR/M40-25M 1644889 1
Pg Corrugated pipe screw connection, for Corrugated pipes
to lead individual conductors and wires into the housings of
HEAVYCON industrial connectors,
Design:
Pg16 HC-WRV-PG16 1666812 10
Pg21 HC-WRV-PG21 1666825 10
Pg29 HC-WRV-PG29 1666838 10
Metric Corrugated pipe screw connection, for insertion of
individual conductors and wires in the housings of the HEAVYCON
industrial connectors,
Design:
M25 HC-WRV-M25 1644902 10
M32 HC-WRV-M32 1644915 10
M40 HC-WRV-M40 1644850 10
Seal, outside, to increase protection type to IP66,
Design:
Pg16 WR-DA-PG16 1686685 5
Pg21/M25 WR-DA-PG21 1686698 5
Pg29/M32 WR-DA-M32/PG29 1644847 5
M40 WR-DA-M40 1644876 5
Opener for Corrugated pipe, to corrugated
pipe screw connection, design:
Pg16 WR-OEF-PG16 1853638 5
Pg21/M25 WR-OEF-PG21 1853612 5
Pg29 / M32 WR-OEF-PG29 1853641 5
M40 WR-OEF-M40 1644892 5

For additional information, visit www.phoenixcontact.net/products
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Rectangular plug-in connectors

Hybrid plug-in connectors

Hybrid plug-in connector
for motor connection

Are motor terminal boxes the cheapest
option?

Not always! When considered as a whole,
a sophisticated connector concept is quite
capable of replacing the motor terminal
box.

The increasing automation of machines
and systems, the demand for the best possi-

ble system availability and the need for a
quick, uncomplicated startup are calling for
new connector concepts.

The motor connectors from the
DUPLICON series can save a huge amount
of time:

The new hybrid plug-in connector com-
bines signals and power in parallel in the

same housing. The two cables are connect-
ed to the contact insert using the push-in
connection method without tools, quickly,
and above all, reliably.

The housing on the motor side has an
M12 thread for an external brake cable
gland.

Thanks to the robust locking latch, the
motor connection can be isolated in sec-
onds. There is no need to call out a skilled
electrical engineer.

52 | PHOENIX CONTACT

With a motor connector, the star-delta
bridge of the motor is located in the sleeve
housing. In the event of changes to the wir-
ing, the motor does not need to be opened
in order to replace the bridges of the termi-
nal board. Now, only the sleeve needs to be
lifted and the star-delta bridge piece rotat-
ed.

The rewiring is complete.

Protection against mismating - the coding
of the connector - is implemented by plastic
profiles. Laborious and time-consuming
coding using metal bolts is thus eliminated.
coding is performed in a matter of moments
by the simple placement of plastic profiles.



Hybrid plug-in connector
for motor connection

— Panel mounting base also available with
third-party logo

— Other flange dimensions on request

— Crimp contacts can be removed without
tool

Notes:

Connectors may only be operated when not under load.

For dimensional drawings, connector pin assignments, and flange
drawing, see page 59

Electrical data according to DIN EN 61984:2001

Rated voltage

Rated current

Surge voltage category / pollution degree
Material data

Housing material

Locking latch material

Contact material

Contact surface material

Contact carrier material

Inflammability class according to UL 94
External cable diameter

External cable diameter

Mechanical data
Conductor cross section

Sleeve connector,
3-pos. + PE power contacts /
4-pos. control contacts

Technical data

Rectangular plug-in connectors

Hybrid plug-in connectors

Panel mounting base,
6-pos. + PE power contacts /
4-pos. control contacts

Power contacts

Control contacts

400/800 V 250V
16.5A 25A
/3
GD-Zn

Stainless steel
Copper alloy Copper alloy
Ag Au
PA PA
Vo Vo
7mm ... 145 mm 4mm...8.3mm
(Unshielded cable) (Unshielded cable)

4mm...8.3mm
(Shielded cable, 4 mm
min. shield diameter)

9mm... 14.5mm
(Shielded cable)

2

0.5 mm?... 2.5 mm? 0.5mm?... 1.5 mm

@
Technical data
Power contacts Control contacts
400/800 V 250V
16.5A 25A
/3

GD-Zn
Copper alloy Copper alloy
Au Au
PA PA
Vo Vo

0.35mm? ... 2.5 mm? 0.14 mm? ... 1 mm?

Connection cross section AWG 20..14 20..16 20..14 26..18
Insertion/withdrawal cycles =100 =100
Degree of protection P67 P67
Temperature data
Ambient temperature (operation) -30°C ... 100 °C -30°C ... 100 °C -30°C ... 100 °C -30°C ... 100 °C
Ordering data Ordering data
- Pcs./ Pcs./

Description Type Order No. Pkt Type Order No. Pkt
Motor connector for three-phase drive, metal housing with
EMC sleeves incl. push-in contact insert, with screw connections
(power and control circuit), with filler plugs in the control cable
screw connection, 4-pos. control circuit, with star-delta bridge,
with IP54 protective cover

HC-MOT-TML-SET 1409066 1
Plug-in connector on motor side, EMC metal housing attach-
ment incl. crimp contact insert, with flat gasket and coated
protective cover, without crimp contacts, housing with coatable
thick-layer passivation

HC-MOT-AFL-SET 1409053 1
Accessories Accessories

Protective cover for the sleeve housing, IP54

HC-MOT-SD-FLT-KU-IP54 1409134 10
Coated protective cover for the housing on the motor side

HC-MOT-SD-L-KU 1409147 10

Star-delta replacement bridge

HC-MOT-ST/DR-BR 1409150 10
Turned power crimp contacts, for connection cross section:
0.25- 1.0 mm?, pin CK2,0-ED-1,0ST AU 1409118 100
1.0 - 2.5 mm?, pin CK2,0-ED-2,5ST AU 1409095 100
Turned signal crimp contacts, for connection cross section:
0.14-0.5 mm2, pin CK1,0-ED-0,5ST AU 1409121 100
0.50 - 1.0 mm2, pin CK1,0-ED-1,0ST AU 1409082 100
Crimping pliers CRIMPFOX-TC MP-1 1212620 1
Coding profile, prevents similar connectors from being mixed up CP-HCC 4 1600027 100 CP-HCC 4 1600027 100

For additional information, visit www.phoenixcontact.net/products
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Rectangular plug-in connectors

Derating diagrams and dimensional drawings

Power inserts

Derating diagrams

Contact inserts
Derating diagrams

20

< < [ ] < N\
= | 70 = | 60 = 18
5 16 mm? 5 16 mm? g | 16 \ o
3 | 60 3 10 mm? N 3 14 X|
2 N N g P
= = = 10
o 10 mm? o © 8 9 \
g 50 g 2 >SN \
o o 40 N o 61 @ =2-pos. \
6 mm? 4 A
@ =6-pos. e \
40 2 _s
6 mm? 30 \ 0 [ ©=8pos. \
\ 0 20 40 60 80 100 120
30 J—
\ \ 20 Ambient temperature [°C]
20 \\ \
\ Derating diagram
10
10 \‘
1} 0
0 10 20 30 40 50 60 70 80 90 100 110 0 10 20 30 40 50 60 70 80 90 100 110
—_— —_—
Ambient temperature [°C] Ambient temperature [°C]
Derating diagram: VC-AMS 4 Derating diagram: VC-AML 4
Dimensional drawings of power contact inserts
Type Dimension a [mm] Type Dimension a [mm] Type Dimension a [mm]
VS-TFS 4... 57.8 VS-AMS 4... 45 VS-AML 4... 45
VS-TFS 5... 72.8 VS-AMS 5. 60 VS-AML5... 60
VS-TFS7... 87.5 VS-AMS 7... 75 VS-AML 7... 75
4%7 a a
} 1= ——y g
@] 9 =i
ok (| I R po
’*é = (< ® 1 h g U U
[ T\ h L I |
< 10,16
5 [H:’m (_,H:Hjﬂ:l ) ©|
@“L( > ®H® g & 9
] ] ] ] y H
Dimensional drawing: VC-TFS... Dimensional drawing: VC-AMS... Dimensional drawing: VC-AML...
Fiber optic contact insert modules with screw connection
Recommended slots in the sleeve frame
Sleeve frame  VC-TFOS 2 39,7 15 433
size module at 15 18,7 < *
position o
p
1 1 & Pos. 1 ol 2 @ a
Q 1n = @ T
2 1 Pos. 2 Q| ~ R\ . <]
b s
3 1and/or 2 \‘ 14,5
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Dimensional drawing: VC-TFOS 2

Dimensional drawing: VC-AFOS 2



Dimensional drawings of contact inserts
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Rectangular plug-in connectors
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Rectangular plug-in connectors

Derating diagrams and dimensional drawings

Panel mounting frame

71

Panel mounting Dimensions [mm] C |
frame type a b c ‘
VC-AR1/2M... 40.0 32.4 50.6 (- — JL —

od g
VC-AR2/3M... 55.0 47.4 65.6 0 =
VC-AR3/4M... 70.0 62.4 80.6 9 @ @ O
VC-AR4/5M... 85.0 77.4 95.6 @ @

— — O f
& T e
Dimensional drawing: VC-AR...M Dimensional drawing: VC-AR...M PEA

i
= [ Jo
G - O
JR==
L#, M3

Mounting cutout: VC-AR... Dimensional drawing: VC-AF panel mounting flange
1) M3 and M4, if VC-AF is not needed.

Assembly instructions: )
Supporting base elements must be 25
grounded at operating voltages > 42 V. The ®
VC-AR...M-PEA frame has a PE sheet with a 7z J
PE connection for this purpose. 15
Strip 25 mm off the PE conductor and cut =
the insulation at 50 mm. Push the cut insu-
lation forward by 15 mm. Connect the PE
conductor to the contact of the module and
clamp it to the PE sheet under the PE screw
(see photo).

Stripping length of the PE conductor

Sleeve frames

Sleeve frame type Design a[mm]
VC-TR1/2M... Ve 50.2 o
VC-TR2/3M... VC2 65.2 N
VC-TR3/4M... vC3 80.2
VC-TR4/5M... vC4 95.2
Dimensional drawing: VC-TR...M Dimensional drawing: VC-TR...M PEA
Assembly instructions: A
Metal sleeves must be grounded at oper- 25
. 50
ating voltages > 42 V. The VC-TR...M-PEA
frame has a PE sheet with a PE connection @ &
for this purpose. Strip 25 mm off the PE 15
conductor and cut the insulation at 50 mm. 0

Push the cut insulation forward by 15 mm. Stripping length of the PE conductor

Connect the PE conductor to the contact
of the module and clamp it to the PE sheet
under the PE screw (see photo).
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Rectangular plug-in connectors

Derating diagrams and dimensional drawings

Supporting base element

36,4 364

PG21 PG21
(PG16) (PG16)

19
(15)
C i
h
19
(15)
Qj: 4

23,4
'
e6 0 o0 0
) E ;
: \
‘ !
© Qo © T o — - —/— - 1Tt ‘
‘ © o o T
: \
| o ‘
=Y
€ ©
\T &0 6
20— |
swao. U1 _J L
16,5 I l I
9 9
Box mounting base Coupling housing
Base with 4 fixing holes Enclosed base
Dimensions a b c d e g h Cable gland
VC-M... [mm] [mm] [mm] [mm] [mm] [mm] [mm]
Size 1 62.6 42.8 40 33 22.6 16 49 Pg16
Size 2 77.6 57.8 55] 48 37.6 16 45 Pg21
Size 3 92.6 72.8 70 63 52.6 16 58 Pg21
Size 4 107.6 87.8 85 78 67.6 16 61 Pg21
Sleeve housing Sleeve housing
with metric cable entry with Pg cable outlet
R TN
Sleeve housing Dimensions [mm]
Design Width [mm] a b ® d  —
VC1 33 71 65 59 66
[ VC2 33 73 65 74 81
Qa VC3 33 79 75 89 96 ® a
VC 4 33 79 75 104 111
‘ c 33 [ c 33
d d

Sleeve housing
special designs

~85,7
=108

i A ) e )

T | T |
= Tk
78,5 38,2 96,5 |

e T%

11,

1
—=

Power sleeve housing, VC2 design Power sleeve housing, VC3 design
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Rectangular plug-in connectors

Derating diagrams and dimensional drawings

Sleeve housing, with metric cable entry, EMC-compatible

63,5

38,2

10,85

M4

108,5

Dimensional drawing: VC1 design

38,2

90

Lo

==

9,8

85

L= e

11,75 M4

Dimensional drawing: VC4 design

38,2

11,75

M4

Dimensional drawing: VC2 design

Dimensional drawings of adapter plates

Type a b d e Type a b c d e
[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm]
HC-B 16-ADP-VC-1 40.0 32.0 114 103 HC-B 16-ADP-VC-C1 42.8  40.0 315 114 103
HC-B 16-ADP-VC-2 55.0 47.0 114 103 HC-B 16-ADP-VC-C2 57.8 55.0 46.5 114 103
HC-B 16-ADP-VC-3 70.0 62.0 114 103 HC-B 16-ADP-VC-C3 72.8 70.0 61.5 114 103
HC-B 24-ADP-VC-1 40.0 32.0 141 130 HC-B 24-ADP-VC-C1 428 40.0 31.5 141 130
HC-B 24-ADP-VC-2 55.0 47.0 141 130 HC-B 24-ADP-VC-C2 57.8 55.0 46.5 141 130
HC-B 24-ADP-VC-3 70.0 62.0 141 130 HC-B 24-ADP-VC-C3 728 70.0 61.5 141 130
HC-B 24-ADP-VC-4 85.0 77.0 141 130 HC-B 24-ADP-VC-C4 87.8 85.0 76.5 141 130
d
d a
a b
23,2 b 94,2 23,2 c 94,2
& @ st
‘ & ST 9 ‘ ‘ &
s dae o g {o Ea ?
‘ 24,5 o - & ‘ 94,5 & &
@ ) ¢ ®;
. : | | : |
HC-B...-ADP-VC-... HC-B...-ADP-VC-C...
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Dimensional drawing: VC3 design
Type a[mm] b [mm]
VC-B 6-ADP... 70.0 52.0
VC-B 10-ADP... 83.0 65.0
VC-B 16-ADP... 103.0 86.0
Dimension table: VC-B...-ADP/2DSUB...
a
I M4/ 94,5
Dimensional drawing: VC-B...-ADP/2DSUB...
Type a[mm] b [mm] ¢ [mm]
VC-C1-ADP... 42.8 32.4 40.0
VC-C2-ADP... 57.8 474 55.0
VC-C3-ADP... 72.8 62.4 70.0

Dimension table: VC-C...-ADP/2DSUB...

27
20

24,3/ M4

Dimensional drawing: VC-C...-ADP/2DSUB...



Rectangular plug-in connectors

Derating diagrams and dimensional drawings

Hybrid plug-in connectors

93,3 ‘

26,1
\_/

I 70,2°°
- !20,1 "
75 75 i 60 i 115
72 11,8 7 N
U \i |
ol N
R g T ‘ s 4 \
O Nt |
~ 7 g_ S
1 M ~ @ |
I 2 \
| ‘ ! T = |
<¢>‘ 5 10/, \Rs™"'
Dimensional drawing: sleeve plug-in connector Dimensional drawing: panel mounting base Dimensional drawing: flange

(1.5* = min. interface dimensions up to this height).

=/

2 1
L1 L2 L3 @,==, 0O V2 i U2 g W2
| | O |
o 0 0 &0 00900000
L
| 4 3 =
Pin assignment: socket Pin assignment: pin
(connection side) (connection side)
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Data plug-in connectors and cables

Standardized data interfaces are increas-
ingly being used in industrial applications as
part of the decentralization of complex
manufacturing systems and the increasing
need for rapid information and data ex-
change. Industrial conditions place high de-
mands on plug-in connectors, the connec-
tion technology, and cabling, which are
completely different from office environ-
ments. Conventional fieldbuses include
INTERBUS and PROFIBUS, Industrial
Ethernet, PROFINET, and USB. With
PLUSCON data, Phoenix Contact offers
components suitable for industrial applica-
tions with IP20 and IP65/IP67 protection for
these communication interfaces.

Complete installation system

The product range consists of plug-in
connectors, panel feed-throughs, assembled
cables, patch panels, terminal outlets, plus
corresponding accessories and thereby
forms a complete installation system.
PLUSCON data is suitable for use in field
and industrial hall cabling inside the control
cabinet and for integration in devices with a
high degree of protection.

Easy field assembly

User-friendly fast connection technolo-
gies are available for plug-in connector as-
sembly, even under the harshest industrial
conditions. RJ45, M12 QUICKON, and M12
Piercecon® can be assembled for Ethernet
and PROFINET cabling without the need for
special tools.

Copper and fiber optic

The SCR| fiber optic plug-in connectors
with P20 and IP67 protection, which are
particularly suitable for Industrial Ethernet
and PROFINET, are available for all standard
fiber types and are also equipped with es-
tablished fast connection technologies. The
assembly tool sets contain all the tools and
materials needed for field assembly.

System overview - network

System overview - fieldbuses

Network components

Topologies

RJ45 plug-in connectors

M12 plug-in connectors
Assembled cables

Patch panels, terminal outlets
Power plug-in connectors
Fiber optic plug-in connectors
Assembled fiber optic cables
Accessories

Fieldbus components

Topologies
D-SUB plug-in connectors
M12 plug-in connectors

M12 flush-type plug-in connectors

Cable range

USB plug-in connectors

D-SUB-based plug-in connectors

62

64

66
78
88
96
114
124
126
138
168

172
184
186
188

194

205

206
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Data plug-in connectors

System overview - network

Area of application

Topology

Data transmission

Special plug-in cc rs

p

Pin assignment

Signal designation, wire assignment

Segment length

User organization

Standardization of cabling

Plug-in connector pin assignments

Topology
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Ethernet

Ethernet M8 (4-pos.)

Allindustrial environments

Star, tree or line topology

Ethernet

Ethernet M12 (4-pos.)

All industrial environments

Star, tree or line topology

Ethernet

Ethernet M12 (8-pos.)

Allindustrial environments

Star, tree or line topology

Ethernet

Ethernet M12/10G (8-pos.)

All industrial environments

Star, tree or line topology

Up to 100 Mbps Up to 100 Mbps Up to 1 Gbps Up to 10 Gbps
M12 with shield crossover
Plug-in Plug-in Plug-in Plug-in
& connector & connector & connector & connector
S ] S S
g 9 g 0 o g @ o g 2 o
3 |z 8 g | 2| 3 g | 2| s g | 2| 3
TD+ 1 1 TD+ 1 1 D1+ 1 6 D1+ 1 1
TD- 2 4 TD- 2 3 D1- 2 4 D1- 2 2
RD+ 3 2 RD+ 3 2 D3- 5 1 D3- 5 7
RD- 6 3 RD- 6 4 D3+ 4 7 D3+ 4 8
D2+ 3 5 D2+ 3 3
D2- 6 8 D2- 6 4
D4+ 7 2 D4+ 7 5
D4- 8 3 D4- 8 6
Wire color Signal Wire color Signal Wire color Signal Wire color Signal
YE D+ WHOG [ o+ WHOG [ D1+ WHOG 0 D1+
oG I o- 0G I o- 0G I Oi- oG I o1
WH RD+ WHGN I RO+ WHBU B ps- WHBU B os3-
BU I rD- GN I RD- BU I o3+ BU I D3+
WHGN I D2+ WHGN I D2+
GN I D2 GN I 02
WHBN I o4+ WHBN I o4+
BN I o4 BN I o4

Up to 100 m from hub/switch to

termination device

ISO/IEC 24702
2 4 4, O O 2
1 3 3 O ®) 1
Plug Socket
M8, 4-pos.
87654321 12345678
|/ A\
Plug Socket
RJ45, 8-pos.
See page page 66

Up to 100 m from hub/switch to

termination device

ISO/IEC 24702

4 3 3 4
° O O

o O

1 2 2 1

Plug Socket

M12, 4-pos., D-coded

87654321 12345678
W/ \Il//
Plug Socket
RJ45, 8-pos.
See page 66

Up to 100 m from hub/switch to

termination device

ISO/IEC 24702

Plug Socket

M12, 8-pos., A-coded

87654321 12345678
I\ \\//
Plug Socket

RJ45, 8-pos.
See page 66

Up to 100 m from hub/switch to
termination device

ISO/IEC 24702

87654321 12345678
I\ \\/]
Plug Socket

RJ45, 8-pos.
See page 68




Ethernet

Ethernet hybrid M12 (8-pos.)

Allindustrial environments

Star, tree or line topology

Up to 100 Mbps

EtherNet/IP™>

Automation applications in
industrial control technology

Usually active star topology

Up to 100 Mbps

e

Production, process automa-
tion in the automotive industry

Star, line, tree, and ring
structures. Hybrid forms also
supported.

100 Mbps to 1 Gbps

EthercAT~

Technology Group

Automation technology

Line, tree, star, and combina-
tions of these

100 Mbps, upgrade to Gigabit
Ethernet possible

Data plug-in connectors

System overview - network

Sercos

the automation bus

Motion control applications

Line, ring, and hierarchical,
cascaded network structures

Fast Ethernet with 100 Mbps

Automation technology

Tree, line, and star topology

Up to Gigabit Ethernet

2+4 power/Ethernet connection

M12 with Y-shield technology (IP65 and IP67)
Plug-in Plug-in Plug-in Plug-in Plug-in Plug-in

& connector & connector & connector & connector & connector & connector

S ] S ) -] S

g o g 2 o g 9 o g 9 o g 9 o g = o

3 s g | 2| s g |z | s g | 2| s g | 2| s g |z | s
TD+ 1 TD+ 1 1 TD+ 1 1 TD+ 1 1 TD+ 1 1 TD+ 2 3
TD- 2 TD- 2 3 TD- 2 3 TD- 2 3 TD- 2 3 TD- 1 2
RD+ 3 RD+ 3 2 RD+ 3 2 RD+ 3 2 RD+ 3 2 RD+ 3 5
RD- 4 RD- 6 4 RD- 6 4 RD- 6 4 RD- 6 4 RD- 6 8
Wire color Signal Wire color Signal Wire color Signal Wire color Signal Wire color Signal Wire color Signal
WHOG [0 ™+ WHOG [ ™+ YE D+ YE D+ YE TD+ n.c.
oG I o- oG I o- 0G I o- oG [ - 0G [ To- 0G I o-
WHGN I RD+ WHBU [ | WH RD+ WH RD+ WH RD+ WHOG [ 1D+
GN I RD- BU I BU I RD- BU I RD- BU I rD- n.c.
BU I WHGN I RO+ WHGN I RO+
WH GN I RD- BU | ]
BN I WHBN [ ] BN [ ]
< BN GN [ RO

Up to 100 m from hub/switch to
termination device

Plug Socket

M12, hybrid, 8-pos.,
Y-coded

See page 66

Up to 100 m from hub/switch to
termination device

www.odva.org
IEC 61784-5-2

Plug Socket

M12, 8-pos., A-coded

Plug Socket

RJ45, 8-pos.

See page 72

Up to 100 m from hub/switch to
termination device

www.profibus.com

IEC 61784-5-3
4 3 3 4
- O O
o O
1S3 2 2 1
Plug Socket

M12, 4-pos., D-coded

Plug Socket

RJ45, 8-pos.

See page 74

Up to 100 m from hub/switch to
termination device

www.ethercat.org
IEC 61784-5-12

4 3 3 4
o O O
[O2NG)

ISV 2 1

Plug Socket

M12, 4-pos., D-coded

Plug Socket

RJ45, 8-pos.

See page 76

Up to 100 m from hub/switch to
termination device

www.sercos.de
IEC 61784-5-16

4 3 3 4
A O O
o O

17 2 2 1
Plug Socket

M12, 4-pos., D-coded

o N
Plug Socket
RJ45, 8-pos.

See
phoenixcontact.net/products

Up to 100 m from hub/switch to
termination device

www.varan-bus.net

Plug Socket

M12, 8-pos., A-coded

87654321 12345678
||/ A/
Plug Socket

RJ45, 8-pos.

See
phoenixcontact.net/products

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

System overview - fieldbuses

Area of application

Topology

Data transmission

Q

pecial plug-in cc rs

Pin assignment

Signal designation, wire assignment

Segment length

User organization

Standardization of cabling

Plug-in connector pin assignments

Topology
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_

Sensor/actuator level, process

PJRJOJF]
BJU[S

Distributed I/O devices for net-

PJRJOJF]
BJU[S

Process automation for poten-

Devicenet>>

automation, monitoring PC working several controllers gaalllx de;(;) (s aeEs (= EeE aliciatenlcchicny
Line, tree, ring or star depend-
Active ring structure ing on the physical network Line, tree or ring Line
design
Between 500 kbps and 16
Mbps depending on the Up to 12 Mbps Up to 31.25 kbps Up to 500 kbaud
segment length
Plug-in Plug-in Plug-in Plug-in

_5 connector _5 connector _5 connector _5 connector

g g g g

2 2 2 2 Zz

g o 8 o 3 8 |8

el © ° kel =

= o = o = = o

] 5 ] S [} ] s

c o c o =4 o c | =

S @ = =) @ = =) = > Olz|2|»

(7] o s @ [a) = (7] = @ OIS |R|=
DO 1 1 DATA+ 1 CAN_L 2(5|5|5
DO 6 2 A cable 8 2 DATA- 3 CAN.H |4|4|4|3
DI 2 3 . V+ 5(2 2|2
oI 7 4 B cable 3 4 Shield 4 v 1133 la
coM 3 5 Drain 3111
Wire color Signal Wire color Signal Wire color Signal Wire color Signal
YE DO 0G [ DATA+ BU I cAN_L
GN [ po - A cable CAN_H
GY DI BU I DATA- RD | B
PK ol B I V-
BN I cov ) B cable Filler litz wire
WH NC
Shield on housing Shield on housing Shield on pin Shield on pin
400 m segment length between Up to 1200 m with copper in-
two devices; stallation, up to 15 km with fiber Max. 1900 m Up to 500 m

max. 13 km total length

www.interbusclub.com

IEC 61158
4 3 3 4
050
(@]
o O
1 =\ 2 2 1
Plug Socket

M12, 5-pos., B-coded

optic installation

www.profibus.com

IEC 61158/IEC 61784
4 3 3 4
050
(@]
o O
1 7 2 2 1
Plug Socket

M12, 5-pos., B-coded

o o

e o

Plug Socket

D-SUB 9

See page 172

Plug Socket

See page 174

www.profibus.com

IEC 61158/IEC 61784
4 3 3 a4
o O
o O
1 -~ 2 2 1
Plug Socket

M12, 3-pos., A-coded

See page 175

www.odva.org

IEC 61158
IEC 61784-1 CPF 2/3

2 4 4
o o
1 3 30 On
o
5 5

Plug Socket

M8, 5-pos., B-coded

4 3 3 a4
050
(@]
o O
1 o 2 2 1

Plug Socket

M12, 5-pos., A-coded

1 = 5 5 f6) Ie) 1
2 4 +\050/2
3 3
Plug Socket

7/8" 16UNF, 5-pos.

See page 178




Data plug-in connectors

System overview - fieldbuses

CANopen

Automation technology and for
networking within complex
devices

Line or tree (when using
repeaters)

Sensor/actuator level

Bus, star, ring, and tree
structures

[ZJ

FOUNDATION

Process automation

Point-to-point line (with branch
lines), tree structure, combina-
tion of all topologies

H1: 31.25 kbps, IEC physical
transmission channel,
incl. Ex bus

Hon

URIVERSAL SERML BOE

Allindustrial environments

Star topology, the connection is
established at the star nodes
via hubs

CC -Link

Production level applications

Bus, multi-drop,
T-branching, star

10 kbaud to 1 Mbaud 167 kbps H2: 1.0 and 2.5 Mbps datarate, Up to 480 Mbps Up to 10 Mbps
via two-wire cable or fiber op-
tics
Plug-in Plug-in Plug-in Plug-in Plug-in

5 connector S connector S connector S connector S connector

kS b B ks k]

c c c c c

2 P4 k=) 2 2 2

7] (o) 7} 7} [} o 7}

[} Olo (] {9} [0] (%2} (o]

° ol el © el ] ©°

K] 25 - T ] K] i T

= %) N |« [ = = o = o = i=4 oq = o = N

2 Q2?2 =z |= 2 = 2 = ® 2 == (%] 2 =

[ O|a[s|d|R (7] = %) = N (7] = ) 7} =
CAN_L 22|52 |5 AS-i+ 1 DATA+ 2 1 Vaus 1 1 SLD 1
CAN_H 417141114 AS-i- 3 DATA- 1 4 D- 2 2 DS 2
V+ 5/9/2(8]|2 ) D+ 3 3 DG 3
v- 113]3|3|3 Shietd 8 8 ID 4 DA 4
Drain 314|161 GND 5 4
Wire color Signal Wire color Signal Wire color Signal Wire color Signal Wire color Signal
BU I cAN_L BN I As-- 0G [ DATA+  WHOG o Shield SLD

CAN_H WH WH Vg, WH DS

RD I V- BU I As-i+ BU I DATA- 0G o+ YE DG
B I V- BK | ne. BU I oA

Shield on pin

Filler litz wire

Shield on pin 3

D
BK I G\D

Up to 1000 m depending on the
transmission speed; can be in-
creased by using repeaters

www.can-cia.de www.as-interface.net www.fieldbus.org www.usb.org www.clpa-europe.com

EN 50325-4 EN 50295 and IEC 62026-2 IEC 1158, I[EC 61158 Not specified IEC 61784-1 CPF 8

4 3 3 4 4 3 3 4 4 3 3 4 a 3 3 a

050 O O O O b: b + o O
b ===
‘ Q . Q O O tee O O
1 o 2 2 1 1 Yan\ 2 2 1 1 o 2 2 1 1 o 2 2 1
Plug, Socket,

Plug Socket Plug Socket Plug Socket type A type B Plug Socket
M12, 5-pos., A-coded M12, 4-pos., A-coded M12, 4-pos., A-coded USB, 4-pos. M12, 4-pos., A-coded

1 5 EO O‘
2 4 40002
3 3

Plug Socket

7/8" 16UNF, 5-pos.

Max. 100 m cable length,
300 m with

termination resistors, 500 m
with repeaters

Max. 1900 m; max. 9500 m
when using repeaters depend-
ing on the selected cable

4 — 2 2 4
o O
[O)Ne]
3 1 1 3
Plug Socket

7/8" 16UNF, 4-pos.

5 m per segment

Plug Socket

M12 mini-USB, 5-pos.

Max. 1200 m; max. 13.2 km
with repeaters

ERENEHE
Plug Socket
D-SUB 9
See page 176 See page 180 See page 182 See page 204 See

phoenixcontact.net/products

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors
Topology — copper-based cabling for Industrial Ethernet
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Data plug-in connectors

Topology — copper-based cabling for Industrial Ethernet

No. Designation Page
@ Assembled Ethernet cable with RJ45 plug-in connectors, IP20 100
@ Assembled Ethernet cable with RJ45 plug-in connectors, IP67 100
@ RJ45 coupling, IP67, version 6 119
@ Ethernet cable, by the meter 96
@ RJ45 plug-in connector, IP67, version 6, consisting of sleeve housing and pin insert 82
@ RJ45 panel mounting frame, IP67, version 6, for PCB socket inserts 83
@ RJ45 socket insert for PCB mounting 85
Ethernet cable, for drag chain, by the meter 96
@ RJ45 plug-in connector, IP67, for assembly without special tools 82
RJ45 panel mounting frame, IP67, for keystones, version 6 84
@ RJ45 keystone socket inserts 84
S E @ RJ45 plug-in connector, IP20, CAT5e, 8-pos., for assembly without special tools 78
3 v
g E @ Assembled Ethernet cable, RJ45 to M12 98
RJ45 patch panel for the DIN rail 120
@ RJ45 plug-in connector, IP67, push/pull, version 14, for assembly without special tools 80
RJ45 field couplings, IP67 119
@ RJ45 panel mounting frame, IP67, push/pull, for PCB socket inserts, version 14 85
RJ45 socket insert for PCB mounting, version 14 85
RJ45 panel mounting frame, IP67, for the Freenet system, version 14 83
@ RJ45 socket inserts for the Freenet system 83
—~ @ Assembled Ethernet cable with RJ45 and M12 plug-in connectors 98
@ Assembled Ethernet cable with M12 plug-in connectors 98
@ M12 plug-in connector, shielded, for assembly without special tools 88
@ M12 flush-type plug-in connector 92
@ RJ45 to M12 bulkhead 94
@ Terminal outlets, IP65/IP67 118
@ RJ45 multi-port robot interface 117

For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 67



Data plug-in connectors

Topology — 10 Gbps Industrial Ethernet

=

UUUU g UUUU
i NNininnn Illlllll

68 |PHOENIX CONTACT



® O ® © ® ® ® © §

® @ ©

Data plug-in connectors

Topology — 10 Gbps Industrial Ethernet

Designation

Ethernet cable, by the meter, for 10 Gbps

RJ45 panel mounting frame, IP67, for the Freenet system, version 14

RJ45 socket inserts for the Freenet system

RJ45 plug-in connector, IP20, for 10 Gbps, for assembly without special tools
Assembled Ethernet cable for 10 Gbps

RJ45 plug-in connector, IP20, consisting of sleeve housing and pin insert for 10 Gbps
RJ45 plug-in connector, IP67, version 14

M12 plug-in connector for 10 Gbps, for assembly without special tools
Assembled Ethernet cable for 10 Gbps

M12 flush-type plug-in connector for 10 Gbps, for PCB mounting

Control cabinet feed-through, CAT6,, M12, 8-pos., X-coded to RJ45 socket

For additional information, visit www.phoenixcontact.net/products

Page
9%
83
83
78
102
78
80
88
102
90

94
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Data plug-in connectors

Topology - fiber optic cabling for Industrial Ethernet

PHGENI;
mcorm\é

® ®
E | ﬂl‘=, A RS
® POF 980/1000 pm

- ‘ m‘(((‘(ﬁ
i @ ) HCS 200/230 pm
= | ﬂ’ —7/2‘“ T

DVIN
XndRat]

Maximum transmission length between the active
components (see table below right)

70 |PHOENIX CONTACT



Data plug-in connectors

Topology - fiber optic cabling for Industrial Ethernet

No. Designation Page
POF HCS GOF
@ Adapter cable, SCRJ/IP20 to FSMA (with POF/HCS) or
SCRJ/IP20 to SC duplex (with GOF)
@ Patch panel, SCRJ/IP20, for DIN rail mounting 134 134 134
O [ e
@ SCRJ socket insert for panel mounting frames Brom o Brom
127 130 132
@ SCRJ/IP67 panel mounting frames F1rgr7n F;grg F;g?
@ Assembled fiber optic round cable with SCRJ plug-in connectors, IP67 F;gr; F;ig] F;(;?
@ g’g; jesr(r)r:iE:: iz:]t::é?:swith 2 SCRJ/IP67 slots and integrated 134 134 134
Industrial cable for fixed indoor installation F:grg F;i;n F;cégn
@ P68 cable gland Fr;)zm Frfzm Flfzm
SCRJ plug-in connector, IP20 127 130 132
@ Panel feed-through assembled with the cable 126
@ M12 plug-in connector 126
@ M12 transceiver 126
Standard Transmission speed Fiber type Wavelength Length
- 10 Mbps POF 980/1000 um 660 nm 50 m*
- 10 Mbps HCS 200/230 um 660 nm 300 m
"(EF(,:R%;F,;EST')S 100 Mbps POF 980/1000 um 660 nm 50 m"
"(EER%ZF,;E%S 100 Mbps HCS 200/230 um 660 nm 100m
100Base-SX 100 Mbps GOF 50/125 pm 850 nm 3800 m
100Base-FX 100 Mbps GOF 50/125 pm 1300 nm 10,000 m
1000Base-SX 1000 Mbps GOF 50/125 um 850 nm 550 m
1000Base-LX 1000 Mbps GOF 50/125 pm 1300 nm 550 m

*minus 10 meters per passive coupling, e.g., patch panel, panel feed-through or terminal outlet

For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 71



Data plug-in connectors
Topology — EtherNet/IP™
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Data plug-in connectors
Topology — EtherNet/IP™

No. Designation Page
@ Cables for flexible installation, by the meter 96
@ RJ45 plug-in connector, IP20, for tool-free assembly 78
@ RJ45 panel feed-through, IP67, socket/socket 86
@ RJ45 plug-in connector, IP67, with bayonet locking 82
@ Assembled cables with RJ45 plug-in connectors, IP20 100
@ RJ45 patch panel, IP20, for DIN rail mounting 120
@ Cables for continuous motion applications, suitable for use with drag chain, by the meter 96
RJ45 panel feed-through, IP67, with cable connection 86
@ IP68 cable gland 42
M12 plug-in connector, with Ethernet cable and assembled RJ45 plug-in connector 98
@ Assembled cable with M12 plug-in connectors, IP65/IP67 98
@ Assembled cables with RJ45 plug-in connector and free cable end 98
@ Assembled cable with M12 flush-type socket to free cable end 98
Control cabinet feed-through, M12/RJ45, 180° 94
@ M12 plug-in connector, IP65/IP67, shielded, for tool-free assembly 89
M12 flush-type plug-in connector, with litz wires 92
@ Assembled fiber optic cable with SCRJ plug-in connector, IP20 144
SCRJ panel mounting frame, IP67, with bayonet locking, with SCRJ coupling 129
SCRJ plug-in connector, IP67, with bayonet locking 129
@ Fiber optic cable, for flexible installation, by the meter 137
@ Terminal outlets, IP65/IP67 118

For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 73



Data plug-in connectors
Topology - PROFINET
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QUINT POWER

Designation

Assembled fiber optic cable with SCRJ plug-in connector, IP20
SCRJ push/pull plug-in connector, IP67, with fast connection technology

PROFINET fiber optic cable, for flexible installation, by the meter

SCRJ panel mounting frame, IP67, for push/pull interlocking,
for transceivers for PCB mounting

SCRJ panel mounting frame, IP67, for push/pull interlocking,
with SCRJ coupling, Freenet system

SCRJ coupling, IP67, for push/pull interlocking

Assembled fiber optic cable with SCRJ plug-in connector, IP67

PHOENIX CONTACT

POF

144

128

144

128

128

136

144

Page
HCS

148
131
148
128
128
136

148
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Data plug-in connectors

Topology — PROFINET
Designation Page
RJ45 panel mounting frame, IP67, for push/pull interlocking,
4 83
for PCB mounting
RJ45 socket insert, for PCB mounting 83
RJ45 push/pull plug-in connector, IP67, 80
for tool-free assembly
PROFINET cables, for flexible installation, by the meter 105
RJ45 panel mounting frame, IP67, for push/pull interlocking,
) 83
for Freenet socket inserts
RJ45 socket insert, socket/socket, Freenet 83
RJ45 plug-in connector, IP20, for tool-free assembly 78
Assembled cables with RJ45 plug-in connectors, IP20 106
Power cables, for flexible installation, by the meter See Catalog 4
MSTB push/pull plug-in connector, IP67, for 24 V, 5-pos., 104
for free assembly
MSTB panel mounting frame, IP67, for 24 V, for push/pull interlocking 124
MSTB contact insert for 24 V, for PCB mounting 124
Assembled 24 V cable with
MSTB push/pull plug-in connectors, IP67 BesiCalalogh
RJ45 panel mounting frame, IP67, for push/pull interlocking 83
RJ45 socket insert, with cable connection, 83
for tool-free assembly, Freenet
PROFINET cables, for continuous motion applications, 105
suitable for use with drag chain, by the meter
RJ45 patch panel, IP20, for DIN rail mounting 120
M12 flush-type plug-in connector, with PROFINET cable and 106
assembled RJ45 plug-in connector
M12 plug-in connector, with PROFINET cable and 106
assembled RJ45 plug-in connector
Assembled cable with M12 plug-in connectors, IP65/IP67 106
M12 plug-in connector, IP65/IP67, shielded, 89
for tool-free assembly
M12 flush-type plug-in connector, with litz wires 92
IP68 cable gland 42
Control cabinet feed-through, M12/RJ45, 180° 94
MSTB panel mounting frame, IP67, for 24 V, for push/pull interlocking, 124
with contact insert for conductor connection
Power Y-distributor, IP67, with push/pull interlocking 125
Multi-port data coupling 119
Assembled cables with RJ45 plug-in connector and socket, IP20 106
Terminal outlet with 1 x RJ45, 1 x power connection, IP67, for push/pull interlocking 118
PROFINET patch cable, RJ45 to RJ45, IP20 106
Assembled 24 V cable with MSTB push/pull plug-in connector, IP67,
and 7/8" circular plug-in connector e CalEEy S
Flush-type plug-in connector, 5-pos., 7/8" 266
Panel mounting frame, IP67, for 24 V or 400 V, for push/pull interlocking 104
with MSTB contact insert for conductor connection, plastic
Multi-port robot interface 117

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors
Topology — EtherCAT
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Designation

EtherCAT cable, by the meter

RJ45 plug-in connector, IP20,
for tool-free assembly

RJ45 socket insert, socket/socket, Freenet

Assembled fiber optic cable
with SCRJ plug-in connector, IP20

Assembled cable with RJ45 plug-in connectors, IP20

RJ45 panel mounting frame, IP20

RJ45 socket insert,
for PCB mounting

RJ45 patch panel, IP20,
for DIN rail mounting

IP68 cable gland

Assembled cable with RJ45 plug-in connector
to free cable end

RJ45 socket insert, with cable connection

Assembled cable with RJ45 plug-in connector
to RJ45 socket

Assembled cable with M12 flush-type socket
to free cable end

Assembled cable with RJ45 plug
to M12 plug

Assembled cable
with M12 plug-in connectors

Control cabinet panel feed-through,
M12/RJ45, 180°

M12 plug-in connector, shielded,
for tool-free assembly

M12 flush-type plug-in connector,
with litz wires

EtherCAT patch cable, RJ45 to RJ45, IP20

For additional information, visit www.phoenixcontact.net/products

Data plug-in connectors
Topology — EtherCAT

Page
108
78
83

144

79
85
120
42
108

83

108
108
108
94
89

92
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Data plug-in connectors
Network components - RJ45 plug-in connectors

RJ45 plug-in connector, IP20 =Sy

EtherCAT ™

ez B

Sercos

the automation bus

Ethernet

RJ45 plug-in connector
with fast connection technology,
for up to 10 Gbps

Technical data

VS-08-RJ45-10G/Q
Electrical data

VS-...-RJ45-..-Q...

EiherNetiP>

Ethernet

LW 5'5,

RJ45 pin inserts,
CAT6, and CAT5

Technical data

VS-08-RJ45-10G/C

VS-08-ST-H...-RJ45

Transmission characteristics (category) CAT6, CATS5 (IEC 11801:2002), CAT6, CATS5 (IEC 11801:2002),
CAT5e (TIA 568B:2001) CAT5e (TIA 568B:2001)
Surge voltage category | | | |
Material data
Housing material PA 6.6 PA6.6 - -
Contact material CuSn CuSn Phosphor bronze Copper alloy
Inflammability class according to UL 94 V2 V2 V2 V2
Pollution degree 2 2 - 2
External cable diameter 4.5mm...8 mm 4.5mm..8mm - -
Insertion/withdrawal cycles =750 >750 - >750
Temperature data
Ambient temperature (operation) -20°C...70°C -20°C...70°C -25°C...60 °C -25°C ... 60 °C
Ordering data Ordering data

Description Type Order No. PF(’:IZ b Type Order No. P;; b
RJ45 plug-in connector, IP20, CAT6,, 8-pos., with QUICKON
fast connection technology, for 1-wire and 7-wire AWG 26 ... 24
conductors, color: black

VS-08-RJ45-10G/Q 1419001 1
RJ45 plug-in connector, IP20, CATS5, 8-pos., with QUICKON fast
connection technology, for 1-wire and 7-wire AWG 26 ... 24
conductors, color: black

VS-08-RJ45-Q 1402420 1
RJ45 plug-in connector, 4-pos., with QUICKON fast
connection technology, for 22 AWG, color: gray

VS-PN-RJ45-5-Q/1P20 1658435 1
RJ45 pin insert, CAT6,, 10 Gbps

VS-08-RJ45-10G/C 1418853 5
RJ45 pin insert, 8-pos., shielded, IDC connection technology,
for 27 ... 26 AWG litz wires, with strain relief
CAT5 VS-08-ST-H11-RJ45 1652716 5
RJ45 bend protection sleeve, for VS-08-ST-H11-RJ45 and
VS-08-RJ45-10G/C pin inserts, for cable diameters up to 7 mm
Gray VS-08-KS-H/GY 1654743 5
Green VS-08-KS-H/GN 1654756 5
Accessories Accessories

Crimp tool, pliers with die, for VS-08-ST-H...-RJ45 VS-CT-RJ45-H 1653265 1
Stripping tool, for multiple-stage repositioning of shielded VS-CABLE-STRIP-VARIO 1657407 1 VS-CABLE-STRIP-VARIO 1657407 1
conductors
Shielding foil set, 25 pcs., replacement for RJ45 and VS-08-RJ45-FOLIEN-SET 1417184 1
M12-QUICKON connectors
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Data plug-in connectors
Network components - RJ45 plug-in connectors

RJ45 panel mounting frames -
with IP20 and socket inserts R

EtherCAT ™
ooz 0n Erou

Sercos

e Aukamation bus
& e
1
LY -
L

Ethernet “‘-—--..hv

RJ45 socket inserts
and IP20 panel mounting frame,
modular system, keystone

Technical data

VS-08-BU-RJ45-6/KA/LSA VS-08-A-RJ45/MOD-1-1P20
Electrical data
Rated current 2A -
Transmission characteristics (category) CAT6 -
Material data
Housing material Nickel-plated brass PA
Contact material Copper alloy -
Inflammability class according to UL 94 Vo Vo
Mechanical data
No. of pos. 8 -
Connection method LSA -
Conductor cross section 0.13 mm? ... 0.32 mm? (solid) -
Connection cross section AWG 26 ... 22 (solid) -
Temperature data
Ambient temperature (operation) -20°C...70°C -40°C...80°C

Ordering data

Description Type Order No. P;;t /
RJ45 socket insert, 8-pos., shielded, socket to socket
CAT5 VS-08-BU-RJ45/BU 1689064 5
RJ45 socket insert, 8-pos., shielded, with cable connection
CAT6 VS-08-BU-RJ45-6/KA/LSA 1653168 5
RJ45 panel mounting frame, single, for modular socket inserts
(keystone), without mounting screws

VS-08-A-RJ45/MOD-1-1P20 1689433 5

Accessories

Split-core tool, for connecting the copper wires to the LSA CT-WZ/A 2765505 1
Plus strips
Stripping tool, for multiple-stage repositioning of shielded VS-CABLE-STRIP-VARIO 1657407 1
conductors
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Data plug-in connectors

Network components - RJ45 plug-in connectors

RJ45 plug-in connector,
version 14, IP65/1P67

Electrical data

Ethernet

RJ45 plug-in connector, version 14,
push/pull, 10 Gbps

Technical data
VS-PPC-C1-...-8/10G

Ethernet

adsca

SEercos

e mutomation bus.

EtherCAT ™
AT,

RJ45 plug-in connector, version 14,
push/pull, fast connection technology

Technical data

VS-PPC-C1-...-PG9-8Q5

VS-PPC-C1-...-PG9-4Q5

Nominal voltage Uy 50V 50V 50V
Rated current 1.75A 1.75A 1.75A
Transmission characteristics (category) CAT6, CATS5 (IEC 11801:2002), CATS5 (IEC 11801:2002),
CAT5e (TIA 568B:2001) CAT5e (TIA 568B:2001)
Surge voltage category | | |
Material data
Housing material Zinc die-cast Zinc die-cast Zinc die-cast
Contact material Copper alloy Copper alloy Copper alloy
Inflammability class according to UL 94 Vo Vo Vo
Pollution degree 2 2 2
Connection data
Connection method IDC fast connection IDC fast connection IDC fast connection
Connection cross section AWG 26 ... 24 (solid) 26 ... 22 (solid) 26 ... 22 (solid)
Connection cross section AWG 26 ... 24 (7-wire) 26 ... 22 (stranded) 26 ... 22 (stranded)
External cable diameter 5mm...8 mm 5mm...8 mm 5mm...8 mm
Insertion/withdrawal cycles =250 =250 =500
Temperature data
Ambient temperature (operation) -40°C...70°C -40°C...70°C -40°C...70°C
Ordering data Ordering data
Description Type Order No. PF(:IZ./ Type Order No. Ps;'_/
Push/pull plug-in connector (version 14) for 10 Gbps,
with RJ45 crimp connection, for 26 ... 24 AWG stranded
conductors, 5.0 mm ... 8.0 mm cable diameter
Metal housing VS-PPC-C1-RJ45-MNNA-8110G 1422108 1
Plastic housings VS-PPC-C1-RJ45-POBK-8110G 1422205 1
Push/pull plug-in connector (version 14) optimized for use in
environments subject to EMI, with RJ45 QUICKON fast connection
technology, for 5.0 mm ... 8.0 mm cable diameter
4-pos., 22 AWG 1-wire and 7-wire conductors VS-PPC-C1-MNNA-4Q5-EMC 1403366 1
8-pos., 26 ... 24 AWG 1-wire and 7-wire conductors VS-PPC-C1-MNNA-8Q5-EMC 1403367 1
Push/pull plug-in connector (version 14) for 1 Gbps, 8-pos.,
with RJ45 QUICKON fast connection technology, for 26 ... 24 AWG
1 and 7-wire conductors, 5.0 mm ... 8.0 mm cable diameter
Metal housing VS-PPC-C1-RJ45-MNNA-PG9-8Q5 1608016 1
Plastic housings VS-PPC-C1-RJ45-POBK-PG9-8Q5 1657834 1
Push/pull plug-in connector (version 14) for 1 Gbps, 4-pos.,
PROFINET with RJ45 QUICKON fast connection technology,
for 22 AWG 1-wire and 7-wire conductors, 5.0 mm ... 8.0 mm cable
diameter
Metal housing VS-PPC-C1-RJ45-MNNA-PG9-4Q5 1608100 1
Plastic housings VS-PPC-C1-RJ45-POBK-PG9-4Q5 1608126 1
Accessories Accessories
Protective cover, IP65, with push/pull interlocking, for covering VS-PPC-F1-PC-POBK 1405316 1 VS-PPC-F1-PC-POBK 1405316 1
the contact insert in the push/pull connector for RJ45 and SCRJ,
plastic
Shielding foil set, 25 pcs., replacement for RJ45 and VS-08-RJ45-FOLIEN-SET 1417184 1 VS-08-RJ45-FOLIEN-SET 1417184 1
M12-QUICKON connectors
Stripping tool, for multiple-stage repositioning of shielded VS-CABLE-STRIP-VARIO 1657407 1 VS-CABLE-STRIP-VARIO 1657407 1
conductors
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RJ45 plug-in connector,
version 4, IP65/IP67

Electrical data

Transmission characteristics (category)
Material data

Housing material

Inflammability class according to UL 94
Mechanical data

No. of pos.

Connection method

Connection cross section AWG
Temperature data

Ambient temperature (operation)

Data plug-in connectors

Network components - RJ45 plug-in connectors

RJ45 plug-in connector

Technical data

CATS,

Plastic
'

8
Crimp connection

28 ... 24 (stranded)

-40°C...70°C

RJ45 socket insert

Technical data

-40°C...70°C

Description

RJ45 plug-in connector, IP67, with push/pull interlocking
(version 4), plastic housing, for 10 Gbps, for 24 ... 28 AWG
stranded conductors

RJ45 socket insert, 1-way, for PCB mounting, CAT5e,
8-pos., shielded

Straight solder pins

Angled solder pins

Panel mounting frame

For 180° socket insert

For 90° socket insert

Panel mounting frame set

Socket / Socket

Ordering data

Type Order No.

CUC-V04-RJ45-POBK-8 1407413

Pcs./
Pkt.

Ordering data

Pcs./

Type Order No. Pkt.

CUC-V04-BU-180
CUC-V04-BU-90

1407409 1
1407408 1

CUC-V04-F-POBK-180
CUC-V04-F-POBK-90

1407410 1
1407411 1

CUC-V04-F-BU/BU-RJ45 1407412 1

Stripping tool, for multiple-stage repositioning of shielded
conductors

Electronic diagonal cutter, tapered head, without chamfer, with
opening spring, non-reflective phosphate-treated surface, punched

version
Crimping pliers, for assembling the RJ45 plug-in connectors

Accessories

VS-CABLE-STRIP-VARIO 1657407

MICROFOX-SP-1 1212487

FL CRIMPTOOL 2744869

Accessories

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - RJ45 plug-in connectors

RJ45 plug-in connector,
version 6 and version 1, IP65/IP67

Electrical data

Rated voltage

Rated current

Transmission characteristics (category)
Surge voltage category

Material data

Housing material

Contact material

Inflammability class according to UL 94
Pollution degree

Connection data

Connection method

Connection cross section AWG
Connection cross section AWG
External cable diameter
Insertion/withdrawal cycles
Temperature data

Ambient temperature (operation)

Ethernet

RJ45 plug-in connector,
version 6

Technical data
VS-08-RJ45-5-Q/IP67...

50V
1.75A

CATS5 (IEC 11801:2002), CAT5e (TIA 568B:2001)
I

PA

Copper alloy
VO

2

IDC fast connection
26 ... 22 (solid)

26 ... 22 (stranded)
5mm...8 mm
>1000

-20°C...70°C

EtherNet/P>

RJ45 plug-in connector,
version 1

Technical data
VS-V1-C-RJ45-MNNA-PG9-8-1-5-S

50V

1.75A

CATS5 (IEC 11801:2002), CAT5e (TIA 568B:2001)
|

Zinc die-cast

Vo
2

IDC connection
27 ... 24 (stranded)

5mm... 10 mm
750

-40°C...70°C

Description

RJ45 plug-in connector, 8-pos., with QUICKON fast connection
technology, for AWG 26 ... 22

Military gray RAL 7042

Deep black RAL 9005

RJ45 pin insert, 8-pos., shielded, IDC connection technology,
for 27 ... 26 AWG litz wires, with strain relief

CAT5

CAT6

RJ45 pin insert, 8-pos., shielded, IDC pierce connection,
for litz wires AWG 27 ... 24, with strain relief

CAT6
RJ45 pin insert, CAT6,, 10 Gbps

RJ45 sleeve housing for pin insert VS-08-ST-H...-RJ45,
with push/pull interlocking for panel mounting frames, for cable
diameters 5.0 mm ... 8.5 mm

Military gray RAL 7042

Deep black RAL 9005

RJ45 plug-in connector, IP67, with bayonet locking, metal hous-
ing, CAT5e, 8-pos., IDC connection method, for 26 AWG 7-wire
conductors, for cable diameter

5.0mm ... 8.0 mm

Ordering data

Pcs. /

Order No. Pk

Type

VS-08-RJ45-5-Q/IP67
VS-08-RJ45-5-Q/IP67-BK

1656990 1
1658493 1

VS-08-ST-H11-RJ45
VS-08-ST-H21-RJ45

1652716 5
1652729 5

VS-08-ST-H21P-RJ45 1404388 5

VS-08-RJ45-10G/C 1418853 5

VS-08-T-H-RJ45/IP67
VS-08-T-H-RJ45/IP67-BK

1652732 5
1658671 5

Ordering data

Type Order No.

VS-V1-C-RJ45-MNNA-PG9-8-I-5-S 1419182

Pcs./
Pkt.

Stripping tool, for multiple-stage repositioning of shielded
conductors

Protective cover, IP67, plastic, for covering the contact insert
in the RJ45, LC, and SCRJ connector

Crimp tool, pliers with die, for VS-08-ST-H...-RJ45

Accessories
VS-CABLE-STRIP-VARIO

1657407

VS-CT-RJ45-H 1653265 1

Accessories

VS-CABLE-STRIP-VARIO 1657407

VS-V1-C-PC-POBK 1419183
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IP65/IP67 R)45 panel mounting frame
and Freenet socket inserts

Eheret/ip>

EtherCAT ™

Toxbroligs Grog

Sercos

e Aukamation bus

g

Ethernet

Data plug-in connectors

Network components - RJ45 plug-in connectors

Push/pull, version 14,
Freenet system

Technical data

Ethernet

Version 6,
Freenet system

Technical data

VS-08-BU-RJ45/10G-F VS-PPC-F1-RJ45-MNNA-1R-F VS-08-BU-RJ45-5-F/PK VS-A-F-IP67
Electrical data
Nominal voltage Uy 50V - 50V -
Rated current 1A - 1A -
Housing material Polycarbonate Zinc die-cast - PA
Contact material CuSn - Copper alloy -
Inflammability class according to UL 94 Vo ' Vo Vo
No. of pos. 8 - 8 -
Connection method IDC - IDC -
Insertion/withdrawal cycles =750 - =750 >1000
Temperature data
Ambient temperature (operation) -10°C...60°C -40°C...70°C -20°C...70°C -40°C...80°C
Ordering data Ordering data
Description Type Order No. P;If{./ Type Order No. P;Ift../
RJ45 Freenet socket insert, 8-pos., shielded, with cable
connection
10 Gbps, CAT6, VS-08-BU-RJ45/10G-F 1424009 1 VS-08-BU-RJ45/10G-F 1424009 1
RJ45 Freenet socket insert, 8-pos., shielded, with cable
connection
1 Gbps, CAT5 VS-08-BU-RJ45-5-F/PK 1652936 1 VS-08-BU-RJ45-5-F/PK 1652936 1
RJ45 Freenet socket insert, 8-pos., shielded, socket to socket
1 Gbps, CAT5 VS-08-BU/BU-RJ45-F 1405617 1 VS-08-BU/BU-RJ45-F 1405617 1
RJ45 Freenet panel mounting frame, version 14, IP65/IP67,
for rectangular mounting cutout, with seal, without mounting screws
Metal housing VS-PPC-F1-RJ45-MNNA-1R-F 1405358 1
Plastic housings VS-PPC-F1-RJ45-POBK-1R-F 1608197 1
RJ45 Freenet panel mounting frame, version 14, IP65/IP67,
for round mounting cutout, with seal and central nut
Metal housing VS-PPC-F1-RJ45-MNNA-1C-F 1405222 1
Freenet panel mounting frame, version 6, for round mounting
cutout, with seal, without mounting screws
Military gray RAL 7042 VS-A-F-IP67 1653744 5
Deep black RAL 9005 VS-A-F-IP67-BK 1658668 5
Accessories Accessories
Protective cover for version 6 panel mounting frame
Military gray RAL 7042 VS-08-SD-F 1652606 5
Deep black RAL 9005 VS-08-SD-F-BK 1658066 5
Protective cover
For data port VS-PPC-C1-PC-ROBK-L 1405293 1
Stripping tool, for multiple-stage repositioning of shielded VS-CABLE-STRIP-VARIO 1657407 1 VS-CABLE-STRIP-VARIO 1657407 1
conductors
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Data plug-in connectors

Network components - RJ45 plug-in connectors

IP65/IP67 R)45 panel mounting frame

and socket inserts

Electrical data

Ethernet

Version 6,
keystone

Technical data
VS-08-BU-RJ45-6/KA/LSA

VS-08-A-RJ45/MOD-1-1P67

Rated voltage 250V -
Rated current 2A -
Transmission characteristics (category) CAT6 -
Housing material Nickel-plated brass PA
Contact material Copper alloy -
Inflammability class according to UL 94 Vo Vo
No. of pos. 8 -
Connection method LSA -
Connection cross section AWG 26 ... 22 (solid) -
Insertion/withdrawal cycles >1000 >1000
Temperature data
Ambient temperature (operation) -20°C...70°C -40°C ... 80°C
Ordering data
Description Type Order No. Psst /
RJ45 socket insert, 8-pos., shielded, with cable connection
CAT6 VS-08-BU-RJ45-6/KA/LSA 1653168 5
RJ45 socket insert, 8-pos., shielded, socket to socket
CAT5 VS-08-BU-RJ45/BU 1689064 5
CAT6 VS-08-BU-RJ45-6-MOD/BU 1653155 5
RJ45 keystone panel mounting frame, version 6,
for round mounting cutout, with seal and central nut
Military gray RAL 7042 VS-08-A-RJ45/MOD-1-R-1P67 1689844 1
Deep black RAL 9005 VS-08-A-RJ45/MOD-1-R-1P67 BK 1658053 5
RJ45 keystone panel mounting frame, version 6,
with rectangular mounting cutout, with seal, without mounting
screws
Military gray RAL 7042 VS-08-A-RJ45/MOD-1-1P67 1689080 5
Deep black RAL 9005 VS-08-A-RJ45/MOD-1-1P67-BK 1658642 5
Accessories

Stripping tool, for multiple-stage repositioning of shielded
conductors

VS-CABLE-STRIP-VARIO 1657407 1
Protective cover for version 6 panel mounting frame
Military gray RAL 7042 VS-08-SD-F 1652606 5
Deep black RAL 9005 VS-08-SD-F-BK 1658066 5
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IP65/IP67 R)45 panel mounting frame
and socket inserts

T

Data plug-in connectors

Network components - RJ45 plug-in connectors

Ethernet
the automation bus
—
EtherCAT.
Technology Group
Push/pull, version 14, Version 6,
with PCB connection with PCB connection
Technical data Technical data
VS-08-BU-RJ45-6... VS-PPC-F1-RJ45-MNNA-1R- VS-08-BU-RJ45/LP-1 VS-08-A-RJ45/LP-1-IP67...
PHA
Electrical data
Rated voltage 125V - 150V -
Rated current 1A - 15A -
Housing material Copper alloy Zinc die-cast - PA
Contact material Copper alloy - Copper alloy -
Inflammability class according to UL 94 Vo Vo Vo Vo
No. of pos. 8 - 8 -
Insertion/withdrawal cycles =750 =500 =750 >1000
Temperature data
Ambient temperature (operation) -25°C...80°C -40°C...70°C -40°C ... 85°C -40°C...80°C
Ordering data Ordering data
- Pcs./ Pcs./

Description Type Order No. Pkt Type Order No. Pkt
RJ45 socket insert, for PCB assembly, CATS6, 8-pos., shielded,
with angled solder pins, 1x

VS-08-BU-RJ45-10G/LH-1 1420401 1
RJ45 socket insert, for PCB mounting, CAT5, 8-pos., shielded,
with angled solder pins

VS-08-BU-RJ45/LP-1 1688586 5
RJ45 socket insert, single, for PCB mounting, CATS, 8-pos.,
shielded
Straight solder pins VS-08-BU-RJ45-6/LV-1 1653090 5 VS-08-BU-RJ45-6/LV-1 1653090 5
Angled solder pins VS-08-BU-RJ45-6/LH-1 1653087 5 VS-08-BU-RJ45-6/LH-1 1653087 5
RJ45 panel mounting frame, version 14, IP65/IP67,
for rectangular mounting cutout, with seal, without mounting screws
Metal housing VS-PPC-F1-RJ45-MNNA-1R-PHA 1608029 1
Plastic housings VS-PPC-F1-RJ45-P0BK-1R-PHA 1657847 1
RJ45 panel mounting frame, version 6, for rectangular
mounting cutout, with seal, without mounting screws
Military gray RAL 7042 VS-08-A-RJ45/LP-1-1P67 1689446 5
Deep black RAL 9005 VS-08-A-RJ45/LP-1-1P67-BK 1658655 5
Accessories Accessories

Stripping tool, for multiple-stage repositioning of shielded
conductors

VS-CABLE-STRIP-VARIO 1657407 1 VS-CABLE-STRIP-VARIO 1657407 1
Protective cover
For data port VS-PPC-C1-PC-ROBK-L 1405293 1
Protective cover for version 6 panel mounting frame
Military gray RAL 7042 VS-08-SD-F 1652606 5
Deep black RAL 9005 VS-08-SD-F-BK 1658066 5
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Data plug-in connectors
Network components - RJ45 plug-in connectors

IP65/IP67 R)45 panel mounting frame
including socket inserts

EtherNet/IP>

RJ45 panel mounting frame
with socket insert, version 1

Technical data

Electrical data

EtherNet/P>

RJ45 panel mounting frame
with socket insert, version 1

Technical data

Transmission characteristics (category) CATS5 (IEC 11801:2002), CAT5e (TIA 568B:2001) CAT5 (IEC 11801:2002), CAT5e (TIA 568B:2001)
Housing material Zinc die-cast Zinc die-cast
Inflammability class according to UL 94 VO Vo
No. of pos. 8 8
Connection cross section AWG - 26 ... 22 (stranded)
Insertion/withdrawal cycles 750 750
Temperature data
Ambient temperature (operation) -40°C...70°C -40°C...70°C
Ordering data Ordering data
- Pcs./ Pcs./
Description Type Order No. PKt. Type Order No. Pkt
RJ45 panel mounting frame, IP67, for bayonet locking, metal,
with socket/socket contact insert, for round mounting cutout,
with seal, without mounting screws
VS-V1-F-RJ45-MNNA-1-C-S-JJ-S 1419184 1

RJ45 panel mounting frame, |P67, for bayonet locking, metal,
with contact insert for cable connection, for round mounting
cutout, with seal, without mounting screws

VS-V1-F-RJ45-MNNA-1-C-S-JI-S 1419185 1

Accessories Accessories

Protective cover, IP67, plastic, for covering the contact insert in VS-V1-F-PC-POBK 1419186 1 VS-V1-F-PC-POBK 1419186 1
the RJ45, LC, and SCRJ panel mounting frame
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Data plug-in connectors

Network components - RJ45 plug-in connectors
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Data plug-in connectors

Network components - M12 plug-in connectors

M12 plug-in connector,
for assembly

Electrical data

Ethernet

(smm/v “
LOCKING

M12 plug-in connector,
10 Gbps, Piercecon® connection

Technical data
VS-08-M12...-10G-P SCO

Ethernet

e

Sercos

the automation bus

M12 plug-in connector,
100 Mbps, screw connection

Technical data
SACC-M12MSD-4CON-...-SH

Nominal voltage Uy 48V 60V
Rated current 0.5A 4A
Transmission characteristics (category) CAT6, CATS5 (IEC 11801:2002), CAT5e (TIA 568B:2001)
Material contact / contact surface CuSn/Ni/Au CuZn/Au
Material of grip body Zinc die-cast, nickel-plated Zinc die-cast, nickel-plated
Inflammability class according to UL 94 Vo HB
No. of pos. 8 4
Connection method Piercecon® Screw connection
Connection cross section AWG 26 24.18
Insertion/withdrawal cycles =100 >100
Temperature data
Ambient temperature (operation) -40°C...85°C -40°C...85°C
Ordering data Ordering data
Description Type Order No. PF(’:IZ./ Type Order No. PF(’:IZ./
Plug-in connector, CAT6,, plug, 8-pos., shielded, X-coded,
cable diameter: 4 mm ... 8 mm
straight VS-08-M12MS-10G-P SCO 1417430 1
angled VS-08-M12MR-10G-P SCO 1417443 1
Plug-in connector, Pg7 screw connection, 4-pos., D-coded,
cable diameter: 4 mm ... 6 mm
Plug, straight SACC-M12MSD-4CON-PG 7-SH 1521258 1
Plug-in connector, Pg9 screw connection, 4-pos., D-coded,
cable diameter: 4 mm ... 8 mm
Plug, straight SACC-M12MSD-4CON-PG 9-SH 1521261 1

Stripping tool, for multiple-stage repositioning of shielded
conductors

Accessories

1657407 1

VS-CABLE-STRIP-VARIO

Accessories

1657407 1

VS-CABLE-STRIP-VARIO
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M12 plug-in connector,
for assembly

Notes:

For description of connection method, see page 8

Electrical data

Erf:e}n_rebf?))

Ethernet

Data plug-in connectors

Network components - M12 plug-in connectors

M12 plug-in connector,
100 Mbps and 1 Gbps, QUICKON connection

@)

(Y

Technical data

SACC-M12...-4Q SH

SACC-M12...-8Q SH

[varan|

EtherCAT

wabraiy G

Sercos

EnR sukametion bis

atoos |

M12 plug-in connector,
100 Mbps, QUICKON connection

Technical data

SACC-M12...-4Q SH PN

SACC-M12...-6Q SH VARAN

Nominal voltage Uy 60V 30V 60V 30V
Rated current 1.75A 1.75A 1.75A 2A
Transmission characteristics (category) CATS5 (IEC 11801:2002), CATS5 (IEC 11801:2002), CATS5 (IEC 11801:2002), -
CATS5e (TIA 568B:2001) CAT5e (TIA 568B:2001) CAT5e (TIA 568B:2001)
Contact material CuSn CuSn CuSn CuSn
Material of grip body Zinc die-cast, nickel-plated Zinc die-cast, nickel-plated Zinc die-cast, nickel-plated Zinc die-cast, nickel-plated
Inflammability class according to UL 94 Vo Vo Vo Vo
No. of pos. 4 8 4 6
Connection method Insulation displacement connection  Insulation displacement connection Insulation displacement connection  Insulation displacement connection
Connection cross section AWG 26..22 26..22 26...22 26..22
Insertion/withdrawal cycles =100 =100 >100 =100
Temperature data
Ambient temperature (operation) -40°C...85°C -40°C ...85°C -40°C ...85°C -40°C ...85°C
Ordering data Ordering data
Description Type Order No. PF(’:lff./ Type Order No. PF(’ft../
Plug-in connector, 4-pos., shielded, D-coded, color-coded
terminal blocks for Ethernet,
max. cable diameter: 8 mm
Plug, straight SACC-M12MSD-4Q SH 1543223 1
Plug, angled SACC-M12MRD-4Q SH 1553624 1
Socket, straight SACC-M12FSD-4Q SH 1553611 1
Socket, angled SACC-M12FRD-4Q SH 1553637 1
Plug-in connector, 8-pos., shielded, A-coded, color-coded
terminal blocks for Ethernet,
max. cable diameter: 8 mm
Plug, straight SACC-M12MS-8Q SH 1543236 1
Plug, angled SACC-M12MR-8Q SH 1553653 1
Socket, straight SACC-M12FS-8Q SH 1553640 1
Socket, angled SACC-M12FR-8Q SH 1553666 1
Plug-in connector, 4-pos., shielded, D-coded, color-coded
terminal blocks for PROFINET,
max. cable diameter: 8 mm
Plug, straight SACC-M12MSD-4Q SH PN 1554513 1
Plug, angled SACC-M12MRD-4Q SH PN 1554539 1
Socket, straight SACC-M12FSD-4Q SH PN 1554526 1
Socket, angled SACC-M12FRD-4Q SH PN 1554542 1
Plug-in connector, 6-pos., shielded, A-coded, color-coded
terminal blocks for VARAN,
max. cable diameter: 8 mm
Plug, straight SACC-M12MS-6Q SH VARAN 1429130 1
Plug, angled SACC-M12MR-6Q SH VARAN 1429156 1
Socket, straight SACC-M12FS-6Q SH VARAN 1429143 1
Socket, angled SACC-M12FR-6Q SH VARAN 1429169 1
Accessories Accessories
Stripping tool, for multiple-stage repositioning of shielded VS-CABLE-STRIP-VARIO 1657407 1 VS-CABLE-STRIP-VARIO 1657407 1
conductors
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Data plug-in connectors

Network components - M12 plug-in connectors

M12 flush-type plug-in connector,
solder connection

Electrical data

Nominal voltage Uy

Rated current

Transmission characteristics (category)

Contact material

Material of grip body

Inflammability class according to UL 94
No. of pos.

Insertion/withdrawal cycles
Temperature data

Plug / socket [°Cl

Technical data
SACC-DS-...-L180-10G SCO

48V
05A
CATS,

CuZn

Zinc die-cast, nickel-plated
VO

8

=100

-40...85

.
EtherCAT. ™

e

Sercos

the sutumetion bus

o

Ethernet

CAT5/CAT5e

®
®

Technical data

SACC-DSI-...4CON-L180/...

250V 30V
4A 2A
CATS5 (IEC 11801:2002),
CAT5e (TIA 568B:2001)
CuZn CuZn
Zinc die-cast, nickel-plated
VO VO

4 8
=100 =100

-25...85

-25...85

CATS5 (IEC 11801:2002),
CAT5e (TIA 568B:2001)

SACC-DSI-...8CON-L180/...

Zinc die-cast, nickel-plated

Description

Flush-type plug-in connector, CAT6,, Ethernet, 8-pos., M12
SPEEDCON, rear/screw mounting with Pg9 thread, with straight
solder connection

Socket

Contact carrier, CAT6,, Ethernet, 8-pos., rear mounting,

with straight solder connection

Socket

Housing screw connections, SPEEDCON screw versions
and press-in versions, for all two-piece THR and wave soldering
contact carriers

Socket

Flush-type plug-in connector, Ethernet, 4-pos., M12
SPEEDCON, with shield contact, D-coded, rear/screw mounting
with M16 thread, with straight solder connection

Socket

Plug

Flush-type plug-in connector, Ethernet, 8-pos., M12
SPEEDCON, with shield contact, rear/screw mounting with M16
thread, with polarity protection, with straight solder connection

Socket

Plug

Flush-type plug-in connector, PROFINET, 4-pos., M12
SPEEDCON, with shield contact, D-coded, rear/screw mounting
with M16 thread, with straight solder connection

Socket

Plug

Flush-type plug-in connector, Ethernet, 4-pos., M12
SPEEDCON, with shield contact, D-coded, rear/screw mounting
with M12 thread, with angled solder connection

Flush-type plug-in connector, Ethernet, 4-pos., M12
SPEEDCON, with shield contact, D-coded, rear/screw mounting
with M12 thread, with polarity protection,

with straight solder connection

Socket

Flush-type plug-in connector, Ethernet, 8-pos., M12
SPEEDCON, with shield contact, A-coded, rear/screw mounting
with M12 thread, with straight THR solder connection

Socket

Flush-type plug-in connector, Ethernet, 4-pos., M12
SPEEDCON, with shield contact, D-coded, rear/screw mounting
with M12 thread, with polarity protection,

with straight THR solder connection

Socket

Ordering data

Pcs. /

Type Order No. Pkt

SACC-DSIV-FS-8CON-L180-10G SCO 1440669 20

SACC-CI-M12FS-8CON-L180-10G 1402457 20

SACC-M12-SCO NUT L 90 1432460 10

Ordering data

Type

SACC-DSI-FSD-4CON-L180/SH TQ
SACC-DSI-MSD-4CON-L180/SH TQ

SACC-DSI-FS-8CON-L180/SH TQ
SACC-DSI-MS-8CON-L180/SH TQ

SACC-DSI-FSD-4CON-L180/SH GN
SACC-DSI-MSD-4CON-L180/SH GN

SACC-DSIV-FSD-4CON-L90 SCO

SACC-DSIV-FSD-4CON-L180 SCO

SACC-DSIV-FS-8CON-L180-THR SH

SACC-DSIV-FSD-4CON-L180 SCO-
THR

Order No.

1456527
1456514

1456543
1456530

1456569
1456556

1436550

1542619

1557549

1542648

Pcs./
Pkt.

20
20

20
20

20
20

60

60

90 | PHOENIX CONTACT



M12 flush-type plug-in connector,
solder connection

Electrical data

Data plug-in connectors

Network components - M12 plug-in connectors

SPEEDCON
Locking

X-coded

Technical data
SACC-DSI-FSX-8CON...

Ethernet

SPEEDCON

LocKing

Y-coded

Technical data
VS-08-DSIV-L180-HYB SCO

Nominal voltage Uy 48V 30V (Data)
Rated current 05A 0.5 A (Data) / 6 A (Power)
Transmission characteristics (category) CAT6, CAT5 (IEC 11801:2002), CAT5e (TIA 568B:2001)
Contact material CuZn Cuzn
Material of grip body Zinc die-cast, nickel-plated Zinc die-cast, nickel-plated
Inflammability class according to UL 94 Vo Vo
No. of pos. 8 8
Insertion/withdrawal cycles >100 >100
Temperature data
Plug / socket [°C] -40 ... 85 -40 ... 85
Ordering data Ordering data
- Pcs./ Pcs./

Description Type Order No. Pkt. Type Order No. Pkt.
Flush-type socket, CAT6,, Ethernet, one-piece, 8-pos.,
M12 SPEEDCON, with straight solder connection, rear/screw
mounting with:
M16 fastening thread SACC-DSI-FSX-8CON-M16-L180 SCO 1424177 20
Pg9 fastening thread SACC-DSI-FSX-8CON-PG9-L180 SCO 1404741 20
Hybrid flush-type plug-in connector for the reflow soldering
process, with straight solder connection, 4 x power contacts,
4 x signal contacts, rear mounting, SPEEDCON
Socket VS-08-DSIV-L180-HYB SCO 1456666 20
Hybrid flush-type plug-in connector for the wave soldering
process, with straight solder connection, 4 x power contacts,
4 x signal contacts, rear mounting, SPEEDCON
Socket SACC-DSI-FSY-8CON-M16-L180 SCO 1407503 20
Contact carrier, two-piece, CAT6,, Ethernet, 8-pos.,
rear mounting, with angled solder connection

SACC-CI-M12FSX-8CON-L90 1424180 20
Hybrid contact carrier, two-piece, Ethernet, 8-pos.,
rear/screw mounting, with angled solder connection

SACC-CI-M12FSY-8CON-L90 1424193 20
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Data plug-in connectors

Network components - M12 plug-in connectors

M12 flush-type plug-in connector,
with 0.5 m litz wires

Electrical data

Nominal voltage Uy

Rated current

Transmission characteristics (category)
Contact material

Material of grip body

Inflammability class according to UL 94
Connection method
Insertion/withdrawal cycles
Temperature data

Plug / socket [°C]

T

SPEEDCON
Locking

Front mounting, D-coded

Technical data
SACC-E-...-4CON-M16/0,5 SCO

250V

4A

CATS5 (IEC 11801:2002), CAT5¢ (TIA 568B:2001)
CuZn

Zinc die-cast, nickel-plated

Vo

Individual wires

=100

-25...85

L

SPEEDCON

Locking

Rear mounting, D-coded

Technical data
SACC-DSI-FSD-4CON...

250V

4A

CATS5 (IEC 11801:2002), CAT5e (TIA 568B:2001)
CuZn

Zinc die-cast, nickel-plated

Vo

Individual wires

=100

-25...85

Description

Bus system flush-type socket, PROFINET, 4-pos., M12
SPEEDCON, D-coded, front/screw mounting with M16 thread, with
0.5 m TPE litz wire, 4 x 0.34 mm?

Socket

Bus system flush-type socket, PROFINET, 4-pos., M12
SPEEDCON, D-coded, front/screw mounting with M16 thread, can
be positioned, with 0.5 m TPE litz wire, 4 x 0.34 mm?

Socket

Bus system flush-type socket, PROFINET, 4-pos., M12
SPEEDCON, D-coded, rear/screw mounting with Pg9 thread,
with 0.5 m TPE litz wire, 4 x 0.34 mm?

Socket

Ordering data

Pcs./
Type Order No. PKt.

SACC-E-FSD-4CON-M16/0,5 SCO 1535202 1

SACC-EC-FSD-4CON-M16/0,5 SCO 1535215 1

Ordering data

Type Order No.

SACC-DSI-FSD-4CON-PG9/0,5 SCO 1551529

Pcs./
Pkt.
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M12 flush-type plug-in connector,
with Ethernet cable

Electrical data

Data plug-in connectors

Network components - M12 plug-in connectors

(SP[EHL'HIII / y
LOCKING o ,{; .

,.,.x" A
© A

Ethernet, X-coded,
cable type: 94F

Technical data
VS-FSBPXS-OE-94F...

Ethernet

SPEEDCON

LocKing

Ethernet hybrid, Y-coded,
cable type: 941

Technical data
VS-FSBPYS-OE-94l...

Nominal voltage Uy 48V 30 V (Power and data)
Rated current 05A 6 A (Power) /0.5 A (Data)
Transmission characteristics (category) CAT6, CAT5 (IEC 11801:2002), CAT5e (TIA 568B:2001)
Contact material CuZn Cuzn
Material of grip body Zinc die-cast, nickel-plated Zinc die-cast, nickel-plated
Inflammability class according to UL 94 Vo Vo
Insertion/withdrawal cycles >100 >100
Temperature data
Plug / socket [°’C]  -40...90 -40...85
Ordering data Ordering data
Description Cable length  Type Order No. PF?lft../ Type Order No. PF(’:Ift../

Assembled Ethernet cable, CAT6,, shielded, 4-pair, 26* AWG
stranded (7-wire), RAL 5021 (water blue), M12 flush-type socket,
rear/screw mounting with M16 fastening thread to free cable end

0.5m
im
2m
5m
Assembled Ethernet cable, hybrid, shielded, 4 x 26 AWG (data)
and 4 x 20 AWG (power), RAL 9005 (black), M12 flush-type socket,
rear/screw mounting with M16 fastening thread to free cable end

0.5m
im
2m
5m

VS-FSBPXS-OE-94F/0,5 1424135 1
VS-FSBPXS-OE-94F/1,0 1424148 1
VS-FSBPXS-OE-94F/2,0 1424151 1
VS-FSBPXS-0E-94F/5,0 1424164 1

VS-FSBPYS-OE-941/0,5 SCO 1407504 1
VS-FSBPYS-OE-941/1,0 SCO 1407505 1
VS-FSBPYS-OE-941/2,0 SCO 1407506 1
VS-FSBPYS-OE-941/5,0 SCO 1407507 1
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Data plug-in connectors

Network components - M12 plug-in connectors

Control cabinet feed-through/
bulkhead, M12/R}45

Electrical data

.
EtherCAT. ™

bradrs Cree

sSercos

the sutomation bus

atoaa

Ethernet

Bulkhead, 10 Gbps

Technical data
VS-BH-M12FSX-10G-RJ45/...

.
EtherCAT. ™

e

sercos

the sutumetion bus

o

Ethernet

Bulkhead, 100 Mbps and 1 Gbps

®
®

Technical data

VS-BH-M12FS-8CON-RJ45... VS-BH-M12FSD-RJ45...

Nominal voltage Uy 60V 50V 50V
Rated current 0.5A 1A 1A
Transmission characteristics (category) CAT6, CATS5 (IEC 11801:2002), CATS5 (IEC 11801:2002),
CAT5e (TIA 568B:2001) CAT5e (TIA 568B:2001)
Contact material Copper alloy Copper alloy Copper alloy
Material of grip body PA PA -
Inflammability class according to UL 94 Vo Vo Vo
Connection method - - -
Insertion/withdrawal cycles =100 =100 -
Temperature data
Plug / socket [°C] -25...85 -25...85 -
Ordering data Ordering data
Description Type Order No. P;Iff./ Type Order No. P;Iff./
Control cabinet feed-through, CAT6,, M12, 8-pos.,
X-coded to RJ45 socket
90° socket outlet VS-BH-M12FSX-10G-RJ45/90 1404548 1
180° socket outlet VS-BH-M12FSX-10G-RJ45/180 1404549 1
Control cabinet feed-through, M12, 8-pos.,
A-coded to RJ45 socket
90° socket outlet VS-BH-M12FS-8CON-RJ45/ 90 1405057 1
180° socket outlet VS-BH-M12FS-8CON-RJ45/180 1405060 1
Control cabinet feed-through, M12, 4-pos.,
D-coded to RJ45 socket
90° socket outlet VS-BH-M12FSD-RJ45/90 1657261 1
180° socket outlet VS-BH-M12FSD-RJ45/180 1657494 1
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Data plug-in connectors

Network components - M12 plug-in connectors
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Data plug-in connectors

Network components - assembled cables

Network cables,
sold by the meter,
Ethernet, shielded

Description
PUR stranded - blue, 2 x 2 x 26 AWG, CAT5e, SF/UTP

100 m cable ring
Variable cable length
PUR solid - blue, 4 x 2 x 24 AWG, CAT5e, SF/UTP

100 m cable ring
Variable cable length
PUR stranded - blue, 4 x 2 x 26 AWG, CAT5e, SF/UTP

100 m cable ring

Variable cable length

PUR suitable for use with drag chain - blue, 4 x 2 x 26 AWG,
CAT5e, S/UTP

100 m cable ring

Variable cable length

PVC stranded, outdoor - black, 4 x 2 x 26 AWG, CAT5e, SF/UTP

100 m cable ring
Variable cable length
FRNC solid - blue, 4 x 2 x 23 AWG, CAT6,, S/FTP

100 m cable ring
Variable cable length

Ethernet

2-pair, twisted pair

Type

VS-OE-OE-93E-100,0
VS-OE-OE-93E/...

Ordering data

Order No.

1416295
1417320

Pcs./
Pkt.

Ethernet

4-pair, twisted pair

Type

VS-OE-OE-94A-100,0
VS-94A/...

VS-OE-OE-94B-100,0
VS-OE-OE-94B)/...

VS-OE-OE-94C-100,0
VS-OE-OE-94C/...

VS-OE-OE-94D-100,0
VS-94D/...

VS-OE-OE-94E-100,0
VS-94E/...

Ordering data

Order No.

1416305
1416415

1416567
1417333

1416318
1417346

1416334
1416444

1416350
1416460

Pcs./
Pkt.

Ordering example for cables

with variable cable lengths:
For a network cable type 94A with a cable length of 34.0 m,
the ordering data is as follows:

Order No. Length [m]
Max. 100 m

1416415 /| 34.0
Increment:

1.0m..100m=1.0m
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Assembled cables,
Ethernet, 4-pos., shielded

Ethernet

Open cable end

RJ45 plug, IP20

&’f

Information for products with
fixed cable lengths:

Products with fixed cable lengths are produced with the 93B cable type and are available from stock.

Ordering data for cables
with variable cable lengths:

For a network cable, type 93B, fitted with a straight M8 plug at one end and an RJ45 plug with IP20
protection at the other end, and 4.5 m in length, the ordering data is as follows:

Order No. Cable type Length [m]
Max. 100 m
[ 1408717 |/ 98B |/[45
Increments:
Minimum order amount = 25 02..3m=0.1m
>3m=05m
Pin Wire color Signal
M8 RJ45
1 1 YE TD+
4 2 0G s -
2 3 WH RD+
s & B . o

M8 plug

Data plug-in connectors

Network components - assembled cables

M8 socket

&

M8MS M8FS
Ordering data Ordering data
Order No. Order No.
im 1407344
2m 1407345
5m 1407346
10m 1407347
Variable 1408719 Variable 1408716
im 1407348
2m 1407349
5m 1407350
10m 1407351
Variable 1408718 Variable 1408715
im 1407352
2m 1407353
5m 1407354
10m 1407355
Variable 1408717 Variable 1408714
Technical data
PROFINET [93B]
Transmission characteristics (category) CATS5 (IEC 11801:2002),
CAT5e (TIA 568B:2001)
Cable structure 1x4xAWG22/7; SF/TQ
Conductor cross section 4% 0.34 mm?
Conductor structure for signal 7x 0.25 mm
AWG signal line 22
Cable diameter 6.5mm
Conductor resistance <120 Q/km
Type of shield Aluminum-coated foil, tin-plat-
ed copper braided shield
Conductor material Tin-plated Cu litz wires
Outer sheath material PVC
Color of outer sheath Green RAL 6018

Color, single wire

White, yellow, blue, orange

Ambient temperature
Fixed installation [°C] -40...70
Flexible installation [°C] -40...70
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Data plug-in connectors
Network components - assembled cables

Assembled cables,
Ethernet, 4-pos., shielded

Ethernet

RJ45 plug, IP20

RJ45 plug,
version 6

RJ45 plug,
version 14,
metal

/ 4

R4AC R4MC R4RC
Ordering data Ordering data Ordering data
Order No. Order No. Order No.
Open cable end
{? im 1405633
@& 2m 1405675
/ )7? 5m 1405743
RJ45 plug, IP20
im 1408933
2m 1408934 2m 1405921
5m 1408935 5m 1405992
10m 1408936
im 1408937
2m 1408938
5m 1408939
10m 1408940
RJ45 plug, version 14,
metal
-# im 1408941
=== 1 2m 1408942
/ 5m 1408943
- 10m 1408945
RJ45 plug, version 14,
plastic
M12 plug, SPEEDCON
M12 plug, SPEEDCON
,il
Information for products with Cable description Cable type Pin Wire color Signal
M12 RJ45
fixed cable lengths:
PUR stranded - blue, 2 x 2, CAT5e 93E ! ! WHOG - D+
Products with fixed cable lengths are produced with the 93E ue £X5 3 2 0G I TD-
cable type and are available from stock. 2 3 WHGN [ | RD+
4 &GN s o

Ordering data for cables
with variable cable lengths:

For a network cable, type 93E, fitted with a straight M12 plug at
one end and an RJ45 plug with IP20 protection at the other end,
and 4.5 m in length, the ordering data is as follows:

Order No. Cable type Length [m]
Max. 100 m
[ 1408712 /] 93E | /[a5
Increments:
Minimum order amount = 25 02..3m=01m
>3m=05m
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Data plug-in connectors

Network components - assembled cables

RJ45 plug, M12 plug, M12 plug, M12 socket, M12 socket, M12 flush-type socket,
version 14, SPEEDCON SPEEDCON SPEEDCON SPEEDCON rear mounting
plastic
|
R4QC MSD SCO MRD SCO FSD SCO FRD SCO FSDBP
Ordering data Ordering data Ordering data Ordering data Ordering data Ordering data
Order No. Order No. Order No. Order No. Order No. Order No.
im 1407356 im 1407380
2m 1407357 2m 1407381 2m 1405866
5m 1405772 5m 1407358 5m 1407382
10m 1407359 10m 1407383
Variable 1408713 Variable 1408705 Variable 1408697 Variable 1408690
im 1407360 im 1407384
2m 1407361 2m 1407385 2m 1406085
5m 1406030 5m 1407362 5m 1407386
10m 1407363 10m 1407387
Variable 1408712 Variable 1408704 Variable 1408696 Variable 1408689
im 1407364 im 1407388
2m 1407365 2m 1407389 2m 1406247
5m 1407366 5m 1407390
10m 1407367 10m 1407391
Variable 1408710 Variable 1408703 Variable 1408695 Variable 1408688
im 1407368 im 1407392
2m 1407369 2m 1407393 2m 1406519
5m 1407370 5m 1407394
10m 1407371 10m 1407395
Variable 1408709 Variable 1408702 Variable 1408694 Variable 1408687
im 1408947 im 1407372 im 1407396
2m 1408948 2m 1407373 2m 1407397 2m 1406603
5m 1408946 5m 1407374 5m 1407398
10m 1408949 10m 1407375 10m 1407399
Variable 1408707 Variable 1408701 Variable 1408693 Variable 1408686
im 1407376 im 1407400
2m 1407377 2m 1407401
5m 1407378 5m 1407402
10m 1407379 10m 1407403
Variable 1408706 Variable 1408700 Variable 1408692 Variable 1408684
Variable 1408699 Variable 1408691 Variable 1408683
Technical data
Ethernet [93E]
Transmission characteristics (category) CATS5 (IEC 11801:2002),
CAT5e (TIA 568B:2001)
Cable structure 2x2xAWG26/7; SF/UTP
Conductor cross section 2x 2x 0.14 mm?
Conductor structure for signal 7x0.16 mm
AWG signal line 26
Cable diameter 6.4 mm
Conductor resistance <290 Q/km (at 20 °C)
Type of shield Aluminum-coated foil, tin-plat-
ed copper braided shield
Conductor material Bare Cu litz wires
Outer sheath material PUR
Color of outer sheath water blue RAL 5021
Color, single wire white/orange-orange,
white/green-green
Ambient temperature
Fixed installation [°C] -20...80
Flexible installation [°C] -20...80
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Data plug-in connectors

Network components - assembled cables

Assembled cables,
Ethernet, 8-pos., shielded

Ethernet

RJ45 plug, IP20

RJ45 plug,
version 6

RJ45 plug,
version 14,
metal

/ 4

R4AC R4MC R4RC
Ordering data Ordering data Ordering data
Order No. Order No. Order No.
Open cable end
5m 1407699
5m 1407725 5m 1407783
im 1408950
2m 1408951
5m 1408952 5m 1407932 5m 1407990
10m 1408953
im 1408955
2m 1408956
5m 1408954
10m 1408958
RJ45 plug, version 14,
metal
-ﬁ im 1408961
=== 1 2m 1408962
/ 5m 1408959
- 10m 1408963
RJ45 plug, version 14,
plastic
M12 plug, SPEEDCON
M12 plug, SPEEDCON
Information for products with Cable description Cable type Pi Wire color Signal
M12 RJ45
fixed cable lengths:
PUR stranded - blue, 4 x 2, CAT5e 94B 6 ! WHOG - D+
Products with fixed cable lengths are produced with the 94B ue AX5 4 2 0G ] D1-
cable type and are available from stock. PUR suitable for use with drag chain - blue, ¥E 1 5 WHBU [ | D3+
4x2, CAT5e 7 4 BU | ] D3~
5 3 WHGN [ | D2+
Ordering data for cables 8 6 GN . o2
with variable cable lengths: 2 7 WHBN . o
s 8 BN . o

For a network cable, type 94C, fitted with a straight M12 plug at
one end and an RJ45 plug with IP20 protection at the other end,
and 4.5 m in length, the ordering data is as follows:

Order No. Cable type Length [m]
Max. 100 m
[ 1408681 |/ 94C | /[a5
Increments:
Minimum order amount = 25 02..3m=01m
>3m=05m
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Data plug-in connectors

Network components - assembled cables

RJ45 plug, M12 plug, M12 plug, M12 socket, M12 socket, M12 flush-type socket,
version 14, SPEEDCON SPEEDCON SPEEDCON SPEEDCON rear mounting
plastic
. % 4
I ’ﬁ
R4QC MS SCO MR SCO FS SCO FRSCO FSBP
Ordering data Ordering data Ordering data Ordering data Ordering data Ordering data
Order No. Order No. Order No. Order No. Order No. Order No.
im 1407404 im 1407439
2m 1407405 2m 1407440
5m 1407819 5m 1407406 5m 1407441 5m 1407877
10m 1407407 10m 1407442
Variable 1408682 Variable 1408675 Variable 1408665 Variable 1408657
im 1407414 im 1407443
2m 1407415 2m 1407444
5m 1412024 5m 1407416 5m 1407445 5m 1412082
10m 1407417 10m 1407446
Variable 1408681 Variable 1408674 Variable 1408664 Variable 1408655
im 1407422 im 1407451
2m 1407423 2m 1407452
5m 1407424 5m 1407453 5m 1412231
10m 1407425 10m 1407454
Variable 1408679 Variable 1408671 Variable 1408662 Variable 1408653
im 1407426 im 1407455
2m 1407427 2m 1407456
5m 1407428 5m 1407457 5m 1412503
10m 1407429 10m 1407458
Variable 1408678 Variable 1408670 Variable 1408661 Variable 1408652
im 1408965 im 1407430 im 1407459
2m 1408966 2m 1407431 2m 1407460
5m 1408964 5m 1407432 5m 1407461 5m 1412590
10m 1408967 10m 1407433 10m 1407462
Variable 1408677 Variable 1408668 Variable 1408660 Variable 1408651
im 1407434 im 1407463
2m 1407435 2m 1407464
5m 1407436 5m 1407465
10m 1407438 10m 1407466
Variable 1408676 Variable 1408667 Variable 1408659 Variable 1408650
Variable 1408666 Variable 1408658 Variable 1408649
Technical data Technical data
Ethernet [94B] Ethernet [94C]
Transmission characteristics (category) CATS5 (IEC 11801:2002), CATS5 (IEC 11801:2002),
CATS5e (TIA 568B:2001) CAT5e (TIA 568B:2001)
Cable structure 4x2xAWG26/7; SF/UTP 4x2xAWG26/19; S-UTP
Conductor cross section 4x 2x 0.14 mm? 4x2x0.14 mm?
Conductor structure for signal 7x0.16 mm 19x 0.10 mm
AWG signal line 26 26
Cable diameter 6.4 mm 6.9 mm
Conductor resistance <290 Q/km (at 20 °C) <290 Q/km (at 20 °C)
Type of shield Aluminum-coated foil, tin-plat- Tin-plated copper
ed copper braided shield braided shield
Conductor material Bare Cu litz wires Bare Cu litz wires
Outer sheath material PUR PUR
Color of outer sheath water blue RAL 5021 water blue RAL 5021
Color, single wire white/blue-blue, white/blue-blue,
white/orange-orange, white/orange-orange,
white/green-green, white/green-green,
white/brown-brown white/brown-brown
Ambient temperature
Fixed installation [°C] -40 ... 80 -20...80
Flexible installation [°C] -40 ... 80 -20... 80

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled cables

Assembled cables, ‘ RJ45 plug, IP20 M12 plug,
Ethernet, 8-pos., shielded, CAT6, SPEEDCON

i
Ethernet %}
R4AC MSX SCO
Ordering data Ordering data
Order No. Order No.
Open cable end
@ im 1407467
{} 2m 1407468
. 5m 1407469
/,}’;/j 10m 1407470
G/ - | Variable 1408648
RJ45 plug, IP20
im 1418866 im 1407471
2m 1408360 2m 1407472
5m 1418879 5m 1407473
== 10m 1408367 10m 1407474
' 4 | _R#AC | Variable 1408647
RJ45 plug, version 14,
metal
.,” im 1407475
2 2m 1407476
% 5m 1407477
g' : 10m 1407478
fl | R4RC Variable 1408646
RJ45 plug, version 14,
plastic
im 1407479
2m 1407480
5m 1407481
10m 1407482
Variable 1408645
im 1407483
2m 1407484
5m 1407485
10m 1407486
Variable 1408644
Information for products with Cable description Cable type Pin Wire color Signal
fixed cable lengths: e
PUR stranded - blue, 4 x 2, CAT6 94F ! ! WHOG - D+
Products with fixed cable lengths are produced with the 94F T A 2 2 0G ] D1-
cable type and are available from stock. 7 5 WHBU [ | D3+
8 4 BU | ] D3-
3 3 WHGN [ | D2+
Ordering data for cables 4 6 GN . o2
with variable cable lengths: 5 7 WHBN . o
6 8 BN ] D4-

For a network cable, type 94F, fitted with a straight M12 plug at
one end and an RJ45 plug with IP20 protection at the other end,
and 4.5 m in length, the ordering data is as follows:

Order No. Cable type Length [m]
Max. 100 m
[ 1408647 /| 94F | /[a5
Increments:
Minimum order amount = 25 02..3m=01m
>3m=05m
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Transmission characteristics (category)
Cable structure

Conductor cross section

Conductor structure for signal

AWG signal line

Cable diameter

Conductor resistance

Type of shield

Type of pair shielding
Conductor material
Outer sheath material
Color of outer sheath
Color, single wire

Data plug-in connectors

Network components - assembled cables

Technical data

Ethernet [94F]
CAT6,
4x2xAWG26/7; S/IFTP
4x 2x 0.14 mm?
7x0.16 mm
26
6.4 mm
<290 Q/km (at 20 °C)

Tin-plated copper
braided shield
Aluminum-lined foil
Bare Cu litz wires
PUR
water blue RAL 5021
white/blue-blue,
white/orange-orange,
white/green-green,
white/brown-brown

Ambient temperature
Fixed installation [°C] -20...80
Flexible installation [°C] -20...80

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors
Network components - assembled cables

Assembled cables,
Ethernet hybrid, 4+4-pos., shielded

Ethernet

SPEEDCON

LOCKING

Open cable end

Information for products with R fiielcelcd
fixed cable lengths: iz
. 1 WHOG

Products with fixed cable lengths are produced with the 94H ca- 2 oG

ble type and are available from stock. 3 WHGN [ ]
4 GN [
5 BU [

Ordering data for cables 6 WH

with variable cable lengths: O |
s o< NN

For a network cable, type 94H, fitted with a straight M12 plug at
one end and an RJ45 plug with IP20 protection at the other
end, and 4.5 m in length, the ordering data is as follows:

Order No. Cable type Length [m]
Max. 100 m
[ 1408717 |/ 9aH  |/[45
Increments:
Minimum order amount = 25 02..3m=0.1m
>3m=05m
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Signal

TD+
TD-
RD+
RD-

M12 plug,
SPEEDCON

MSY sCO
Ordering data
Order No.
im 1407487
2m 1407488
5m 1407489
10m 1407490
Variable 1408642
im 1407491
2m 1407492
5m 1407493
10m 1407494
Variable 1408641

Transmission characteristics (category)

Technical data

Ethernet hybrid [94H]
CATS5 (IEC 11801:2002),

CAT5e (TIA 568B:2001)
Cable structure 1x4xAWG26+1x4xAWG20
Conductor cross section for signal [mm2] 0.15
Conductor structure for signal 19x 0.10 mm
AWG signal line 26
Conductor cross section for power [mm2] 0.6
Conductor structure for power 19x 0.20 mm
AWG power supply 20
Cable diameter 7.6 mm
Type of shield Tin-plated copper
braided shield
Conductor material Bare Cu litz wires
Outer sheath material PUR
Color of outer sheath Black RAL 9005
Color, single wire White/orange-orange,
white/green-green, white, blue,
brown, black
Ambient temperature
Fixed installation [°C] -40 ... 90
Flexible installation [°C] -30...70




Network cables,
sold by the meter,
PROFINET, shielded

Description
PVC solid - green, 1 x 4 x 22 AWG, CAT5e, SF/TQ, type A

100 m cable ring
Variable cable length
PVC stranded - green, 1 x 4 x 22 AWG, CAT5e, SF/TQ, type B

100 m cable ring

Variable cable length

PUR suitable for use with drag chain - green, 1 x 4 x 22 AWG,
CATb5e, SF/TQ, type C

100 m cable ring

Variable cable length

PUR suitable for use with robots - green, 1 x 4 x 22 AWG,
CAT5e, SITQ

100 m cable ring

Variable cable length

RADOX® for railway applications - black, 1 x4 x 22 AWG,
CAT5e, SF/TQ

Variable cable length

4-wire, star quad

Type

VS-OE-OE-93A-100,0
VS-93A/...

VS-OE-OE-93B-100,0
VS-OE-OE-93Bl...

VS-OE-OE-93C-100,0
VS-OE-OE-93Cl/...

VS-OE-OE-93R-100,0
VS-OE-OE-93R/...

VS-OE-OE-937/...

Ordering data

Order No.

1416392
1416486

1416389
1417362

1416376
1417491

1416363
1417388

1402687

Data plug-in connectors

Network components - assembled cables

Pcs./
Pkt.

Ordering example for cables

with variable cable lengths:
For a network cable type 93A with a cable length of 34.0 m,
the ordering data is as follows:

Order No. Length [m]
Max. 100 m

1416486 /| 34.0
Increment:

1.0m..100m=1.0m

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled cables

Assembled cables,
PROFINET, 4-pos., shielded

Information for products with
fixed cable lengths:

Products with fixed cable lengths are produced with the 93B cable
type and are available from stock.

Ordering data for cables
with variable cable lengths:

For a network cable, type 93C, fitted with a straight M12 plug at
one end and an RJ45 plug with IP20 protection at the other end,
and 4.5 m in length, the ordering data is as follows:

Order No. Cable type Length [m]
Max. 100 m
[ 1408639 |/ 93C | /[a5
Increments:
Minimum order amount = 25 02..3m=01m
>3m=05m
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RJ45 plug, IP20

T

&a’

RJ45 plug, IP20

RJ45 plug,
version 14,
metal

R4AC R4ACR R4RC
Ordering data Ordering data Ordering data
Order No. Order No. Order No.
Open cable end
A :pu
/ 5m 1416162
RJ45 plug, IP20
im 1408968 im 1418248
2m 1408969 2m 1418277
5m 1408970 5m 1416138
§( 10m 1408971
RJ45 plug, IP20
im 1409002
2m 1409003
5m 1409004
10m 1409005
RJ45 plug, version 14,
metal
im 1408974
2m 1408975
5m 1408972
10m 1408976
RJ45 plug, version 14,
plastic
M12 plug, SPEEDCON
M12 plug, SPEEDCON
Il
Cable description Cable type Pin Wire color Signal
M12 RJ45
1 1 YE TD+
PVC stranded - green, 1 x 4, CAT5e 93B 3 2 0G _ TD-
PUR suitable for use with drag chain - green, 93C 2 3 WH RD+
1x4, CAT5e 4 6 BU I RD-
PUR for robot applications - green, 1 x 4, CAT5e 93R
RADOX® for railway applications - black, 1 x 4, 937
CAT5e
PUR stranded - green, 1 x 4, CAT5e 93M




Data plug-in connectors

Network components - assembled cables

RJ45 plug, M12 plug, M12 plug, M12 socket, M12 socket, M12 flush-type socket,
version 14, SPEEDCON SPEEDCON SPEEDCON SPEEDCON rear mounting
plastic
Il
R4QC MSD SCO MRD SCO FSD SCO FRD SCO FSDBP
Ordering data Ordering data Ordering data Ordering data Ordering data Ordering data
Order No. Order No. Order No. Order No. Order no. Order No.
im 1407495 im 1407528 im 1437779
2m 1407496 2m 1407529 2m 1437782
5m 1416168 5m 1407497 5m 1407530 5m 1437795
10m 1407498 10m 1407531
Variable 1408640 Variable 1408633 Variable 1408623 Variable 1408615
im 1407499 im 1407532
2m 1407500 2m 1407533
5m 1416141 5m 1407501 5m 1407534
10m 1407502 10m 1407535
Variable 1408639 Variable 1408632 Variable 1408622 Variable 1408613
im 1407508 im 1407536
2m 1407509 2m 1407537
5m 1407510 5m 1407538
10m 1407511 10m 1407539
Variable 1408638 Variable 1408631 Variable 1408621 Variable 1408612
im 1407516 im 1407544
2m 1407517 2m 1407545
5m 1407518 5m 1407546
10m 1407519 10m 1407547
Variable 1408636 Variable 1408628 Variable 1408619 Variable 1408610
im 1408978 im 1407520 im 1407548
2m 1408979 2m 1407521 2m 1407549
5m 1408977 5m 1407522 5m 1407551
10m 1408980 10m 1407523 10m 1407552
Variable 1408635 Variable 1408626 Variable 1408618 Variable 1408609
im 1407524 im 1407553
2m 1407525 2m 1407554
5m 1407526 5m 1407555
10m 1407527 10m 1407556
Variable 1408634 Variable 1408625 Variable 1408617 Variable 1408608
Variable 1408624 Variable 1408616 Variable 1408607
Technical data Technical data Technical data Technical data
PROFINET [93B] PROFINET [93C] PROFINET [93R] PROFINET [937]
Transmission characteristics (category) CATS5 (IEC 11801:2002), CATS5 (IEC 11801:2002), CATS5 (IEC 11801:2002), CATS5 (IEC 11801:2002),
CAT5e (TIA 568B:2001) CAT5e (TIA 568B:2001) CAT5e (TIA 568B:2001) CAT5e (TIA 568B:2001)
Cable structure 1x4xAWG22/7; SF/TQ 1x4xAWG22/7; SF/TQ 1x4xAWG22/19; S/TQ 1x4xAWG22/7; SF/TQ
Conductor cross section 4x0.34 mm? 4% 0.34 mm? 4x 0.38 mm? 4x 0.34 mm?
Conductor structure for signal 7x 0.25 mm 7x0.25 mm 19x0.16 mm 7% 0.25 mm
AWG signal line 22 22 22 22
Cable diameter 6.5mm 6.5 mm 6.5mm 6.6 mm
Conductor resistance <120 Q/km <120 Q/km <120 Q/km <54 Q/km
Type of shield Aluminum-coated foil, tin-plat- Aluminum-coated foil, tin-plat- Tin-plated copper Plastic-coated aluminum foil,
ed copper braided shield ed copper braided shield braided shield tin-plated copper braided
shield
Conductor material Tin-plated Cu litz wires Tin-plated Cu litz wires Tin-plated Cu litz wires Silver-plated Cu litz wires
Outer sheath material PVC PUR PUR RADOX® GKW S
Color of outer sheath Green RAL 6018 Green RAL 6018 Green RAL 6018 Black RAL 9005
Color, single wire White, yellow, blue, orange White, yellow, blue, orange White, yellow, blue, orange White, yellow, blue, orange
Ambient temperature
Fixed installation [°C] -40...70 -40...70 -40 ... 80 -40 ... 90
Flexible installation [°C] -40...70 -40...70 -40...80 -25...90
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Data plug-in connectors

Network components - assembled cables

Assembled cables,
EtherCAT, 4-pos., shielded

Information for products with
fixed cable lengths:

Products with fixed cable lengths are produced with the 93G cable
type and are available from stock.

RJ45 plug, IP20

—
EtherCAT. ™

Technology Group

&a’

RJ45 plug, IP20

M12 plug,
SPEEDCON

R4AC R4ACR MSD SCO
Ordering data Ordering data Ordering data
Order No. Order No. Order No.
Open cable end
im 1407557
Y 2m 1407558
’ 5m 1407559
‘ 10m 1407560
4. _ Variable 1408600
RJ45 plug, IP20
im 1408981 im 1402505 im 1407561
2m 1408982 2m 1402508 2m 1407562
5m 1408983 5m 1407563
§/ 10m 1408984 10m 1407564
| R4AC | Variable 1408599
RJ45 plug, IP20
im 1409006 im 1407565
2m 1409007 2m 1407566
5m 1409014 5m 1407567
10m 1409015 10m 1407568
_ Variable 1408598
M12 plug, SPEEDCON
; im 1407569
2m 1407570
5m 1407571
10m 1407572
| mMsbsco | Variable 1408597
M12 plug, SPEEDCON
Il
RJ45 socket, Freenet
2m 1419142
Cable description Cable type Pin Wire color Signal
M12 RJ45
1 1 YE TD+
PVC stranded - green, 1 x 4, CAT5e 93G 3 5 oG | TD-
PUR suitable for use with drag chain - green, 93H 2 3 WH RD+
1x4, CAT5e 4 6 BU I RD-

Ordering data for cables
with variable cable lengths:

For a network cable, type 93H, fitted with a straight M12 plug at
one end and an RJ45 plug with IP20 protection at the other end,
and 4.5 m in length, the ordering data is as follows:

Order No. Cable type Length [m]
Max. 100 m
[ 1408599 |/ 93H | /[a5
Increments:
Minimum order amount = 25 02..3m=01m
>3m=05m
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M12 plug,
SPEEDCON

h

M12 socket,
SPEEDCON

M12 socket,
SPEEDCON

Data plug-in connectors

Network components - assembled cables

M12 flush-type socket,
rear mounting

MRD SCO FSD SCO FRD SCO FSDBP
Ordering data Ordering data Ordering data Ordering data
Order No. Order No. Order No. Order No.
im 1419135
2m 1419136
5m 1419137
Variable 1408596 Variable 1408590 Variable 1408584
2m 1419146
Variable 1408595 Variable 1408589 Variable 1408583
Variable 1408594 Variable 1408587 Variable 1408582
Variable 1408593 Variable 1408586 Variable 1408581
Variable 1408592 Variable 1408585 Variable 1408580
Technical data Technical data
EtherCAT [93G] EtherCAT [93H]
Transmission characteristics (category) CATS5 (IEC 11801:2002), CATS5 (IEC 11801:2002),
CATS5e (TIA 568B:2001) CAT5e (TIA 568B:2001)
Cable structure 1x4xAWG22/7; SF/TQ 1x4xAWG22/7; SF/TQ
Conductor cross section 4x 0.34 mm? 4% 0.34 mm?
Conductor structure for signal 7x 0.25 mm 7x0.25 mm
AWG signal line 22 22
Cable diameter 6.5 mm 6.5 mm
Conductor resistance <120 Q/km <120 Q/km
Type of shield Aluminum-coated foil, tin-plat- Aluminum-coated foil, tin-plat-
ed copper braided shield ed copper braided shield
Conductor material Tin-plated Cu litz wires Tin-plated Cu litz wires
Outer sheath material PVC PUR
Color of outer sheath Green RAL 6018 Green RAL 6018
Color, single wire White, yellow, blue, orange White, yellow, blue, orange
Ambient temperature
Fixed installation [°C] -40...70 -40...70
Flexible installation [°C] -40...70 40 ... 70

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled cables

Ethernet RJ45, patch cables

Ethernet

RJ45 plug, IP20,
straight

RJ45 plug, IP20,
angled

RJ45 plug, IP20,
straight

Ordering data
Order No.
0.3m 1417993
0.5m 1418028
im 1418057
2m 1418109
5m 1418141

RJ45 plug, IP20,
angled

Ordering data

Order No.

0.3m 1418002
0.5m 1418031
im 1418070
2m 1418125
5m 1418154
0.3m 1418015
0.5m 1418044
im 1418099
2m 1418138
5m 1418167

Notes:

For information about the cable qualities, see page 200

Pin
RJ45)

0N WS O =

RJ45")

0N WS O =

Wire color Signal
WHOG [ ] D1+
06 s or-
WHBU [ D3+
BU e o
WHGN [ ] D2+
GN D2-
WHBN 1 D4+
BN -

*) RJ45 assignment according to TIA568B
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Transmission characteristics (category)
Cable structure

Conductor cross section

Conductor structure for signal

AWG signal line

Cable diameter

Conductor resistance

Type of shield

Conductor material
Outer sheath material
Color of outer sheath
Color, single wire

Ambient temperature
Fixed installation

Flexible ir ion

[*C]

Technical data

Ethernet cable
CAT6,
4x2xAWG26/7; S/FTP
4x2x 0.14 mm?
7x0.16 mm
26
6.4 mm
<290 Q/km (at 20 °C)

Tin-plated copper
braided shield
Bare Cu litz wires
PUR
water blue RAL 5021
white/blue-blue,
white/orange-orange,
white/green-green,
white/brown-brown

-40...70
-10...50

[’Cl




RJ45 patch cables

Data plug-in connectors

Network components - assembled cables

Ethernet

RJ45 patch cables for IP20 applications

Technical data

FL CAT5 PATCH 0,3 FL CAT6 PATCH 0,3
Cable, properties
External diameter 5.5mm 5.5mm
Single wire, material Cu litz wire Cu litz wire
Individual wires per module 8 8
Single wire, cross section 0.14 mm? 0.14 mm?
Outer sheath, material LSFROH LSFROH
Smallest bending radius, fixed installation 30 mm 30 mm
Shielding SF/UTP S/IFTP
Connector
Volume resistance <0.003 Q (IEC 60603-7) <0.003 Q (IEC 60603-7)
General data
Ambient temperature (operation) -10°C...60°C -10°C...60°C
Ordering data
Description et & gi; Type Order No. P;Ift b
Patch cable, CAT5, pre-assembled
0.3m FL CAT5 PATCH 0,3 2832250 10
0.5m FL CAT5 PATCH 0,5 2832263 10
im FL CAT5 PATCH 1,0 2832276 10
1.5m FL CAT5 PATCH 1,5 2832221 10
2m FL CAT5 PATCH 2,0 2832289 10
3m FL CAT5 PATCH 3,0 2832292 10
5m FL CAT5 PATCH 5,0 2832580 10
75m FL CAT5 PATCH 7,5 2832616 10
10m FL CAT5 PATCH 10,0 2832629 10
Patch cable, CAT6, pre-assembled
0.3m FL CAT6 PATCH 0,3 2891181 10
0.5m FL CAT6 PATCH 0,5 2891288 10
im FL CAT6 PATCH 1,0 2891385 10
1.5m FL CAT6 PATCH 1,5 2891482 10
2m FL CAT6 PATCH 2,0 2891589 10
3m FL CAT6 PATCH 3,0 2891686 10
5m FL CAT6 PATCH 5,0 2891783 10
7.5m FL CAT6 PATCH 7,5 2891880 10
10m FL CAT6 PATCH 10 2891877 10
125m FL CAT6 PATCH 12,5 2891369 5
15m FL CAT6 PATCH 15,0 2891372 5
20m FL CAT6 PATCH 20,0 2891576 B
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Data plug-in connectors
Network components - assembled cables

Accessories

Dust protection Security lock
for SFN switches and patch fields for SFN switches and patch fields

Ordering data Ordering data

Pcs. /
Pkt.

Pcs./

Description Type Order No. Pkt

Type Order No.
Dust protection with color coding, for SFN switch and angled
patch connector

- Black FL DUST CVR BK 2891107 10
- Blue FL DUST CVR BU 2891204 10
- Brown FL DUST CVR BN 2891301 10
- Yellow FL DUST CVR YE 2891408 10
- Gray FL DUST CVR GY 2891505 10
- Green FL DUST CVR GN 2891602 10
- Red FL DUST CVR RD 2891709 10
- Violet FL DUST CVR VT 2891806 10
- White FL DUST CVR WH 2891903 10
Security frame for SFN switch and patch fields

- Green FL PLUG GUARD GN 2891615 20
- Red FL PLUG GUARD RD 2891712 20
- White FL PLUG GUARD WH 2891819 20
Locking element for security frame FL PLUG GUARD...

- Locking element FL PORT GUARD 2891220 20
- Key FL PLUG GUARD KEY 2891327 1
Color coding for FL CAT ...PATCH...

- Black

- Blue

- Brown

- Yellow

- Gray

- Green

- Red

- Violet

Security element for FL CAT ...PATCH...

- Security element

Lockable security element for FL PATCH...

- Security element, lockable
- Key
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Data plug-in connectors

Network components - assembled cables

Color coding Security element Lockable security element
for RJ45 FL patch cables for RJ45 FL patch cables for RJ45 FL patch cables
Ordering data Ordering data Ordering data
Pcs./ Pcs./ Pcs./
Type Order No. Pkt Type Order No. Pkt. Type Order No. Pkt.
FL PATCH CCODE BK 2891194 20
FL PATCH CCODE BU 2891291 20
FL PATCH CCODE BN 2891495 20
FL PATCH CCODE YE 2891592 20
FL PATCH CCODE GY 2891699 20
FL PATCH CCODE GN 2891796 20
FL PATCH CCODE RD 2891893 20
FL PATCH CCODE VT 2891990 20
FL PATCH SAFE CLIP 2891246 20
FL PATCH GUARD 2891424 20
FL PATCH GUARD KEY 2891521 1
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Data plug-in connectors

Network components - patch panels, terminal outlets, couplings

Modular distribution panel

Electrical data

Transmission characteristics (category)
Material data

Housing material

19" mounting frame

Technical data

CUC-PP-FRAME-19

Steel, powder-coated

Assembled modu

les

for 19" mounting frames

Technical data
CUC-PP-MODUL-RJ45:6-RJ45:61...

CATS,

Stainless steel

Inflammability class according to UL 94 VO Vo
Connection data
Connection method - -
Connection cross section AWG - -
External cable diameter - 18 mm
Insertion/withdrawal cycles - =750
Temperature data
Ambient temperature (operation) -20°C...60°C -20°C...60°C
Ordering data Ordering data
. Pcs./ Pcs./
Description Type Order No. Pk Type Order No. Pkt
19" frame, empty, for using 8 modules (RJ45)
CUC-PP-FRAME-19 1407986 1
Jumpering panel
CUC-PP-PATCHBAY 1407994 1
RJ45 module, 6 x RJ45 to 6 x RJ45, CAT6,,
can be unlocked from the front, variable length
CUC-PP-MODUL-RJ45:6-RJ45:6/... 1407995 1
Dummy frame, size of one module, for use in the frame
CUC-PP-MODUL-COVER 1407988 1
Accessories Accessories
Screw set, fixing material for the frame
CUC-PP-FRAME-SCREWSET 1407989 1
Cable binder, fixing material for module cable routing
CUC-PP-MODUL-CABLEFIXSET 1407991 1

Ordering example for

modules of variable length:

For an RJ45 module with a cable length of 25.0 m,
the ordering data is as follows:

Order No. Length [m]
Max. 80 m

1407995 /|25
Increment:

1.0m..80m=0.5m
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Data plug-in connectors

Network components - patch panels, terminal outlets, couplings

For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 115



Data plug-in connectors

Network components - patch panels, terminal outlets, couplings

The EMC-protected installation concept
facilitates easy and EMC-safe cabling with
hose packs from the control cabinet to the
robot head based on the cabling guidelines
for PROFINET.
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The integrated installation system signifi-
cantly reduces assembly effort and consists
of cascadable individual components that
are coordinated with one another for flexi-
ble connection of the hose packs.

Particularly in the field of welding robots
or conveyer systems, it is important to use
a consistent shielding concept for installa-
tion in order to prevent interference on the
data cables.



Copper-based,

EMC-safe installation systems

Electrical data

Transmission characteristics (category)
Material data

Housing material

Connection data

Connection method

Connection cross section AWG

Cable cross section
Insertion/withdrawal cycles
Temperature data

Data plug-in connectors

Network components - patch panels, terminal outlets, couplings

Push/pull robot interface,
with RJ45 and power inserts

Technical data

VS-MP-PPC/CG-PO/10G
CATS,

Aluminum alloy

5mm ... 8 mm (Data cable gland)
> 1000 (Data)

Push/pull robot interface,
with RJ45 inserts

Technical data
VS-MP-PPC/CG-10G

CATS,

Aluminum alloy

5mm ... 8 mm (Data cable gland)
> 1000 (Data)

Ambient temperature (operation) -40°C...70°C -40°C...70°C
Ordering data Ordering data
- Pcs./ Pcs./
Description Type Order No. Pkt. Type Order No. Pkt.
Multi-port connection, for passive PROFINET cabling to robots,
including mounting foot, for cable diameter:
5mm...8 mm VS-MP-PPC/CG-PO/10G 1403682 1 VS-MP-PPC/CG-10G 1403678 1
7mm...10.5 mm VS-MP-PPC/CG-XL-PO/10G 1403688 1 VS-MP-PPC/CG-XL-10G 1403686 1
Multi-port power connection: push/pull power, for passive
PROFINET cabling to robots, including mounting foot
VS-MP-PPC/CG-PO 1403681 1
Multi-port power coupling: for passive PROFINET cabling to
robots, including mounting foot
VS-MP-PPC/PPC-PO 1403684 1
Multi-port data coupling: for passive PROFINET cabling to
robots, including mounting foot
Metal housing VS-MP-PPC/PPC-1G 1403685 1
Accessories Accessories
Protective cover
For data port VS-PPC-C1-PC-ROBK-L 1405293 1 VS-PPC-C1-PC-ROBK-L 1405293 1
For power port VS-PPC-C2-PC-ROBK-L 1405303 1 VS-PPC-C2-PC-ROBK-L 1405303 1
Stripping tool, for multiple-stage repositioning of shielded VS-CABLE-STRIP-VARIO 1657407 1 VS-CABLE-STRIP-VARIO 1657407 1
conductors
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Data plug-in connectors
Network components - patch panels, terminal outlets, couplings

RJ45 terminal outlets, IP65/IP67

Ethernet Ethernet
the automation bus the automation bus

Terminal outlet Terminal outlet

with RJ45 slots with M12 slots

Technical data Technical data

VS-TO-RO-MCBK-F141... VS-TO-RO-MCBK-F142...
Electrical data
Transmission characteristics (category) CAT6 CATS5 (IEC 11801:2002), CAT5e (TIA 568B:2001)
Material data
Housing material Aluminum cast alloy, powder-coated Aluminum cast alloy, powder-coated
Mechanical data
Color black black
Degree of protection 1P65/67 1P65/67
Ordering data Ordering data
- Pcs. / Pcs./

Description Type Order No. PKt. Type Order No. PKt.
Terminal outlet, IP65/IP67, 2 slots, version 14,
with protective plugs, 2 cable entries
Push/pull with 2 x RJ45 VS-TO-RO-MCBK-F1411/1411 1404281 1
Terminal outlet, RJ45, IP65/67, 2 slots version 6,
with protective plugs, 2 cable entries
2 x RJ45 VS-TO-RO-MCBK-F1418/1418 1404278 1
Terminal outlet, IP65/IP67, 2 slots, version 14,
with protective plugs, 2 cable entries
Push/pull with 1 x power and 1 x RJ45 VS-TO-RO-MCBK-F1411/1413 1404333 1
Terminal outlet, M12, IP65/67, 2 slots,
with protective plugs, 2 cable entries
M12 with 2 x sockets, 8-pos., A-coded VS-TO-RO-MCBK-F1422/1422 1404304 1
M12 with 2 x socket, 4-pos., D-coded VS-TO-RO-MCBK-F1421/1421 1404294 1
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RJ45 couplings, IP65/IP67

Electrical data

Rated voltage

Rated current

Transmission characteristics (category)
Material data

Ethernet

Data plug-in connectors

Network components - patch panels, terminal outlets, couplings

RJ45 coupling, version 6,
with protective cover

VS-08-KU-IP67

50V
1A

Technical data

CATS5 (IEC 11801:2002), CAT5e (TIA 568B:2001)

RJ45 push/pull coupling, version 14,

with protective cover

CAT5

Technical data
VS-PPC-J-1-RJ45-MNBK

Housing material PBT Aluminum alloy
Contact material Copper alloy -
Inflammability class according to UL 94 Vo -
Mechanical data
No. of pos. 8 -
Degree of protection P67 P65
Temperature data
Ambient temperature (operation) -10°C ... 60 °C -
Ordering data Ordering data
- Pcs./ Pcs./
Description Type Order No. Pkt Type Order No. Pkt
RJ45 coupling, IP67, CAT5e, with protective cover
Military gray RAL 7042 VS-08-KU-IP67 1689268 1
Deep black RAL 9005 VS-08-KU-IP67-BK 1658684 1
Multi-port data coupling: for passive PROFINET cabling to
robots, including mounting foot
Metal housing VS-MP-PPC/PPC-1G 1403685 1
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Data plug-in connectors

Network components - patch panels, terminal outlets, couplings

R}45 patch panel, IP20

Ethernet

Technical data

Patch panel, 1 port,
with various connection types

Ethernet

Patch panel with IDC fast connection

Technical data

FL-PP-RJ45-... VS-PP-F-RJ45-CAT6
Electrical data
Rated voltage - 50V
Rated current - 1A
Transmission characteristics (category) - CAT6
Material data
Housing material PVC/PA PC-GF
Contact material - Copper alloy
Inflammability class according to UL 94 - Vo
Mechanical data
No. of pos. - 8
Color green gray
Degree of protection P20 P20
Connection method - IDC fast connection
Conductor cross section - 0.2mm?...0.32 mm?
Connection cross section AWG - 24 .22
Temperature data
Ambient temperature (operation) -25°C...70°C -10°C...60°C
Ordering data Ordering data
Description Type Order No. P;; Type Order No. ng{./
Patch panel, one RJ45 socket to 8 IDC connection terminal
blocks (1:1 assignment), CAT5e, 10/100/1000 Mbps, DIN rail
mounting, IP20, option of shield contacting on DIN rail via jumpers
FL-PP-RJ45-LSA 2901645 1
Patch panel, one RJ45 socket to 8 screw connection terminal
blocks (1:1 assignment), CAT5e, 10/100/1000 Mbps, DIN rail
mounting, IP20, option of shield contacting on DIN rail via jumpers
FL-PP-RJ45-SC 2901643 1
Patch panel, two RJ45 sockets (1:1 assignment), CAT5e,
10/100/1000 Mbps, DIN rail mounting, IP20, option of shield
contacting on DIN rail via jumpers
FL-PP-RJ45/RJ45 2901646 1
Patch panel, one RJ45 socket to 8 spring-cage connection
terminal blocks (1:1 assignment), CAT5e, 10/100/1000 Mbps,
DIN rail mounting, IP20, option of shield contacting on DIN rail via
jumpers
FL-PP-RJ45-SCC 2901642 1
RJ45 patch panel, DIN rail mounting, IP20, CAT6
for 1 Gbps VS-PP-F-RJ45-CAT6 1658118 1
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Patch fields

Data plug-in connectors

Network components - patch panels, terminal outlets, couplings

Ethernet

Patch fields
with Freenet RJ45 sockets

Technical data

FL PF 2TX CAT5E FL PF 8TX CAT5E
Ethernet interface
Interface Ethernet (RJ45)
Number of ports 2 8
Weight 1259 2609
Width 38 mm 124 mm
Height 112 mm 135 mm
Depth 88 mm 140 mm
Degree of protection 1P20
Ambient temperature (operation) 0°C ... 55 °C (no condensation)
Housing material Metal

Ordering data

Description Type Order No. PF":Ift../
Patch field, 2 RJ45 network connections

- CAT5e FL PF 2TX CAT5E 2891165 1

- CAT6 FL PF 2TX CAT 6 2891068 1
Patch field, 8 RJ45 network connections

- CAT5e FL PF 8TX CAT5E 2891178 1

- CAT6 FL PF 8TX CAT 6 2891071 1
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Data plug-in connectors
Network components - patch panels, terminal outlets, couplings
RJ45 patch panel

and terminal outlet, IP20 EthergAT Y.

SEercos

thi RESAMATIAN bilR

i

Ethernet

RJ45 patch panel
for 19" rack and
matching socket inserts

Technical data

VS-PP-19-1HE-16-F VS-08-BU-RJ45-5-F/PK
Electrical data
Rated voltage - 50V
Rated current - 1A
Transmission characteristics (category) - CATS5 (IEC 11801:2002),
CATb5e (TIA 568B:2001)
Material data
Housing material PC-GF -
Contact material - Copper alloy
Inflammability class according to UL 94 Vo Vo
Mechanical data
No. of pos. - 8
Color gray -
Degree of protection IP20 P20
Connection method - IDC
Conductor cross section - 0.2 mm? ... 0.32 mm? (solid)
Connection cross section AWG - 24 ... 22 (solid)
Temperature data
Ambient temperature (operation) 5°C..55°C -20°C...70°C

EtherCAT. ™

Tt b ey g

sSercos ®

thi RESAMATIAN bilR

Ethernet SR

\

IP20 terminal outlets for surface and

e

flush-type mounting, plus corresponding
RJ45 socket inserts

Technical data

VS-TO-OW-2-F-9010 VS§-08-BU-RJ45-6-F/PK

- 50V
- 1A
- CAT6

PC+ABS -

- Copper alloy

HB Vo

- 8
Pure white RAL 9010 -
P20 1P20
- IDC

- 0.14 mm? ... 0.35 mm?

- 26 ... 22 (7-wire)

5°C..55°C -20°C

..70°C

Ordering data

Pcs. /

Description Type Order No. PKt.

Patch panel, 19" mounting, IP20, 16 slots for Freenet contact
inserts

VS-PP-19-1HE-16-F 1652994 1
Terminal outlet, IP20, with slots for Freenet contact inserts

Flush-type socket, two slots
Surface-mounted socket, two slots
RJ45 Freenet socket insert, 8-pos., shielded, socket to socket

1 Gbps, CAT5 VS-08-BU/BU-RJ45-F 1405617 1
RJ45 Freenet socket insert, 8-pos., shielded, with cable
connection

1 Gbps, CAT5 VS-08-BU-RJ45-5-F/PK 1652936 1
10 Gbps, CAT6, VS-08-BU-RJ45/10G-F 1424009 1

Ordering data

Type

VS-TO-IW-2-F-9010
VS-TO-OW-2-F-9010

VS-08-BU-RJ45-5-F/PK
VS-08-BU-RJ45/10G-F

1653016
1653003

1652936
1424009

Order No.

Pcs./
Pkt.
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Data plug-in connectors

Network components - patch panels, terminal outlets, couplings
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Data plug-in connectors

Network components - power plug-in connectors and cables

Power plug-in connectors
and panel mounting frames, IP65/IP67

Electrical data

Rated current

Material data

Housing material

Inflammability class according to UL 94
Conductor cross section

Connection cross section AWG
Insertion/withdrawal cycles
Temperature data

Ambient temperature (operation)

T

Push/pull plug-in connector, version 14,
IP65/67, with spring-cage fast
connection technology

Technical data
VS-PPC-C2-MSTB-MNNA...

16A

Zinc die-cast

Vo

0.75mm? ... 2.5 mm?
18...13

<100

-40°C...70°C

Socket inserts

and push/pull panel mounting frames,
for PCB connection

Technical data
VS-PPC-F2-MSTB-MNNA...

VS-MSTBA...-BK-A

16A -

- Zinc die-cast

Vo Vo

=100

-40°C...70°C

=500

-40°C...80°C

Description

MSTB plug-in connector, IP67, with push/pull interlocking,
5-pos., with a spring-cage connection,

for cable diameter 9.0 mm ... 13.0 mm

Metal housing, 24 V

Plastic housing, 24 V

Plastic housing, 400 V

MSTB contact insert, for PCB mounting, 24 V, 5-pos.,

RAL 9005 (black), for panel mounting frame
VS-PPC-F2-MSTB-...-1R-P

Angled solder pins

Straight solder pins

MSTB contact insert, for PCB mounting, 400 V, 5-pos.,

RAL 3000 (red), for panel mounting frame
VS-PPC-F2-MSTB-...-1R-P

Angled solder pins

Straight solder pins

MSTB panel mounting frame, IP67, for push/pull interlocking,
for PCB connection, for rectangular assembly opening, with gasket,
without mounting screws

Metal housing

Plastic housings

MSTB panel mounting frame, IP67, for push/pull interlocking,
with an integrated contact insert for conductor connection,
spring-cage connection, for rectangular mounting cutout, with seal,
without mounting screws

24V, plastic

400V, plastic

24V, metal

400V, metal

MSTB panel mounting frame, IP67, for push/pull interlocking,
metal, with an integrated contact insert for conductor connection,
spring-cage connection, for round mounting cutout, with seal,
without mounting screws

24V

400V

Protective cover, IP67, to cover the contact insert in the push-
pull panel mounting frame for power

Metal housing

Protective cover for push/pull panel mounting frame

Protective cover

For power port

Protective cap, IP65, with push/pull Interlocking for covering the
contact insert in the push/pull connector for power, plastic

Ordering data

Pcs./
Type Order No. PKt.

VS-PPC-C2-MSTB-MNNA-P13-A5-SP
VS-PPC-C2-MSTB-POBK-P13-A5-SP
VS-PPC-C2-MSTB-POBK-P13-B5-SP

1608074 1
1657892 1
1608236 1

Ordering data

Type

VS-MSTBAH 2,5/ 5-GB-5,08-BK-A
VS-MSTBVA 2,5/ 5-GB-5,08-BK-A

VS-MSTBAH 2,5/ 5-GB-5,08-RD-B
VS-MSTBVA 2,5/ 5-GB-5,08-RD-B

VS-PPC-F2-MSTB-MNNA-1R-P
VS-PPC-F2-MSTB-POBK-1R-P

VS-PPC-F2-MSTB-POBK-1R-SPSA5
VS-PPC-F2-MSTB-POBK-1R-SPSB5
VS-PPC-F2-MSTB-MNNA-1R-SPSA5
VS-PPC-F2-MSTB-MNNA-1R-SPSB5

VS-PPC-F2-MSTB-MNNA-1C-SPSA5
VS-PPC-F2-MSTB-MNNA-1C-SPSB5

VS-PPC-C2-PC67-MNNA
VS-PPC-C2-PC-ROBK

VS-PPC-C2-PC-ROBK-L

VS-PPC-F2-PC-POBK

Order No.

1657915
1609565

1609549
1609581

1608087
1608281

1608294
1608304
1608249
1608252

1405248
1405167

1404045

1405125

1405303

1405329

Pcs./
Pkt.

50
50

50
50

- = g
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POWER distributors, IP67

Electrical data

Data plug-in connectors

Network components - power plug-in connectors and cables

Push/pull Y-distributor

Technical data

VS-PPC-J-1220-1227-1020-0,2

Power H-distributor

VS-PPC-J-4X-1227

Technical data

Rated voltage 24V 24V
Rated current 16 A 16 A
Material data
Housing material Aluminum, die-cast Zinc die-cast
Mechanical data
No. of pos. 5 5
Degree of protection 1P65/67 1P65/67
Temperature data
Ambient temperature (operation) -40 °C ... 70 °C (cable, fixed installation) -40°C...70°C
Ordering data Ordering data
- Pcs./ Pcs./

Description Type Order No. Pkt Type Order No. Pkt
PROFINET Y-distributor with assembled power cable, 5-pos.,
IP65/IP67, MSTB connector with metal housing to 2 x sockets in
metal housing, conductor length:
02m VS-PPC-J-1220-1227-1020-0,2 1404799 1
Variable VS-PPC-J-1220-1227-1020-... 1405484 1
PROFINET Y-distributor with assembled power cable, 5-pos.,
IP65/IP67, 7/8" connector with metal housing to 2 x sockets in
metal housing, conductor length:
0.2m VS-PPC-J-1226-1227-1021-0,2 1404812 1
Variable VS-PPC-J-1226-1227-1021-... 1405497 1
Power H-distributor, 4 x MSTB contact inserts, metal housing,
without mounting screws

VS-PPC-J-4X-1227 1405387 1

Accessories Accessories
Mounting foot for power distributors, plastic VS-PPC-J-M 1405390 1 VS-PPC-J-M 1405390 ‘ 1
Ordering example for products with
variable cable:
For a distributor with a cable length of 34.5 m, the order data is
as follows:
Order No. Length [m]
1405484 /| 34.5
Increment: 0.5 m;
Maximum length: 50 m
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Data plug-in connectors
Network components - fiber optic Plug-in connectors

Fiber optic plug-in connectors, cables,
and panel feed-throughs for POF,
HCS, and GOF, IP65/IP67
Ethernet

M12 optic plug-in connectors

Technical data

Material data

M12 transceiver

Technical data

Ferrule material Copper alloy -
Inflammability class according to UL 94 VO Vo
Degree of protection 1P65/67 1P65/67
External cable diameter - -
Temperature data
Ambient temperature (operation) -20°C...70°C -20°C...70°C

Ordering data Ordering data
Description Type Order No. P;Iff./ Type Order No. P;Iff./
Assembled fiber optic cable, round cable, M12 FO to M12 FO,
for installation inside buildings, length: 5 m
For 980/1000 pm POF fiber FOC-PN-B-1000/M12-C/M12-C/5 1416680 1
For 200/230 pm HCS fiber FOC-HCS-GI-1005/M12-C/M12-C/5 1416693 1
Assembled fiber optic cable, round cable, M12 FO to
SCRJ/IP20, for installation inside housing, length: 5 m
For 980/1000 um POF fiber FOC-PN-B-1000/M12-C/SCRJ/5 1416648 1
For 200/230 um HCS fiber FOC-HCS-GI-1005/M12-C/SCRJ/5 1416651 1
M12 fiber optic transceiver, duplex, for POF fiber,
for PCB mounting, M16 fastening thread, with sealing cap
Wavelength: 650 nm FOC-M12-MNNA-TC-650 1416716 1
M12 fiber optic coupling, duplex, suitable for all fibers,
with wall bracket, IP65 protection

FOC-M12-BU/BU 1416677 1

Repair set, 10 replacement ferrules for M12 fiber optic plug-in
connectors in plastic box
For 980/1000 um POF fiber FOC-M12-RS-POF 1406421 1
For 200/230 um HCS fiber FOC-M12-RS-HCS 1406422 1
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Fiber optic plug-in connectors,
panel mounting frames, and couplings
for POF, IP20 and IP65/IP67

Material data

Housing material

Ferrule material

Inflammability class according to UL 94
Color

Degree of protection
Insertion/withdrawal cycles
Temperature data

Ambient temperature (operation)

Ethernet

Data plug-in connectors

Network components - fiber optic Plug-in connectors

SCRJ plug-in connector, version 6,
for 980/1000 um polymer fibers

Technical data

VS-SCRJ-...-IP20

PBT

Copper alloy
VO

black

1P20

>1000

-20°C...70°C

VS-SCRJ-...-IP67

PA

Copper alloy
VO

gray

P67

>1000

-20°C..70°C

SCRJ panel mounting side, version 6,
for 980/1000 um polymer fibers

Technical data

VS-SCRJ-GOF-BU/BU

PBT

Zirconia ceramics
VO

1P20

=500

-25°C...70°C

Description
SCRUJ fiber optic plug-in connector, duplex, with fast connection

1P20

P67

Connector set for polymer fibers (diameter of the individual
elements: 2.2 mm), for self-assembly, with bend protection

- F-SMA set, 4 connectors

- SCRJ set, 2 duplex connectors

SCRJ socket insert, duplex, for panel mounting frame
VARIOSUB IP67, can be used for glass, multi-mode,

HCS and polymer

- 1x SCRJ/SCRJ (duplex)

VS-SCRJ panel mounting frame, for use with an AVAGO
transceiver, type: AFBR 59782

Freenet panel mounting frame, version 6, for round mounting
cutout, with seal, without mounting screws

Military gray RAL 7042
Deep black RAL 9005

Ordering data

Type

VS-SCRJ-POF-FA-1P20
VS-SCRJ-POF-FA-IP67

PSM-SET-FSMA/4-KT
PSM-SET-SCRJ-DUP/2-POF

Pcs./

Order No. Pkt.

1654879 1
1657009 1

2799720 1
2708656 1

Ordering data

Type

VS-SCRJ-GOF-BU/BU

VS-SCRJ-A-TC-IP67

VS-A-F-IP67
VS-A-F-IP67-BK

Order No.

1652978

1658545

1653744
1658668

Pcs./
Pkt.

Protective cover for version 6 panel mounting frame

Military gray RAL 7042

Deep black RAL 9005

SCRUJ cutting tool set, for polymer fiber, for field assembly of
SCRJ/IP20 and SCRJ/IP67 push/pull plug-in connectors with fast
connection technology, consisting of stripping tool, aramid
scissors, SCRJ cutting tool, microscope

Protective cover SCRJ/IP67, for covering the SCRJ pin insert on
the SCRJ/IP67 sleeve housing

Accessories

TF-SCRJ-POF KONF SET

VS-SCRJ-PC

1405246 1

1653757 5

VS-08-SD-F
VS-08-SD-F-BK

Accessories

1652606
1658066

For additional information, visit www.phoenixcontact.net/products
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Data plug-in plug-in connectors,

Network components - fiber optic plug-in connectors

Fiber optic connectors,
panel mounting frames and couplings
for POF, push/pull

Material data

Ethernet

SCRJ plug-in connector, version 14,
for 980/1000 pm polymer fibers

Technical data

Metal housing

Plastic housing

Ethernet

&
e

SCRJ panel mounting side, version 14,

for 980/1000 pm polymer fibers

Technical data

Metal housing

Plastic housing

Housing material Zinc die-cast PA-GF Zinc die-cast PA-GF
Ferrule material Copper alloy Copper alloy - -
Inflammability class according to UL 94 Vo Vo Vo Vo
Color silver black silver black
Degree of protection 1P65/67 1P65/67 1P65/67 1P65/67
Insertion/withdrawal cycles =500 =500 =500 =500
Temperature data
Ambient temperature (operation) -40°C...70°C -20°C...70°C -40°C...80°C -40°C...80°C
Ordering data Ordering data

Description Type Order No. P;Ift / Type Order No. P;Et /
SCRAJ fiber OPTIC plug-in connector, IP67, with push/pull inter-
locking, duplex, with fast connection technology
Metal housing VS-PPC-C1-SCRJ-MNNA-PG9-A4D-C 1608032 1
Plastic housings VS-PPC-C1-SCRJ-POBK-PG9-A4D-C 1657850 1
SCRJ panel mounting frame, IP67, for push/pull interlocking,
for rectangular mounting cutout, for AVAGO transceiver
(type: AFBR5978Z) on PCB, with seal, without mounting screws
Metal housing VS-PPC-F1-SCRJ-MNNA-1RP 1608061 1
Plastic housings VS-PPC-F1-SCRJ-POBK-1RP 1657889 1
SCRJ panel mounting frame, IP67, for push/pull interlocking,
with Freenet system, for rectangular mounting cutout, with seal,
without mounting screws
Metal housing VS-PPC-F1-SCRJ-MNNA-1RF 1405374 1
Plastic housings VS-PPC-F1-SCRJ-POBK-1RF 1608210 1
SCRJ panel mounting frame, IP67, for push/pull Interlocking,
metal, with Freenet system, for round mounting cutout, with seal

VS-PPC-F1-SCRJ-MNNA-1C-F 1405235 1

Accessories Accessories

Protective cover
For data port VS-PPC-C1-PC-ROBK-L 1405293 1
SCRJ cutting tool set, for polymer fiber, for field assembly of TF-SCRJ-POF KONF SET 1405246 1
SCRJ/IP20 and SCRJ/IP67 push/pull plug-in connectors with fast
connection technology, consisting of stripping tool, aramid
scissors, SCRJ cutting tool, microscope
Scrj polishing tool SET, for polymer fiber, for field assembly of VS-SCRJ-POF-KONFTOOL-POLISH 1658820 1
scrj/ip20 and SCRJ/IP67 plug-in connectors with fast connection
system
Protective cover, IP65, with push/pull interlocking, for covering VS-PPC-F1-PC-POBK 1405316 1
the contact insert in the push/pull connector for RJ45 and SCRJ,
plastic
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Fiber optic plug-in connectors
and panel feed-throughs, version 1,
for POF, IP65/I1P67

Material data

Housing material

Color

Degree of protection
Insertion/withdrawal cycles
Temperature data

Ambient temperature (operation)

Data plug-in connectors

Network components - fiber optic plug-in connectors

EtherNet/IP>

SCRJ plug-in connector, version 1

Technical data
VS-V1-C-...-A4A-G
Zinc die-cast
silver

P67
500

-40°C...70°C

EtherNet/IP>

Fiber optic panel mounting frame, version 1

Technical data
VS-V1-F-...-C-S-A1

Zinc die-cast

P67
500

-40°C...70°C

Description

SCRUJ fiber optic plug-in connector, IP67, with bayonet locking,

metal housing, duplex, with adhesive connection technology,
for 5.0 mm ... 8.0 mm cable diameter

For POF fiber

SCRJ panel mounting frame, IP67, for bayonet locking, metal,
SCRJ to 2 x SC, for round mounting cutout, with seal, without
mounting screws, with coupling for:

Multi-mode, PCF, and POF

Ordering data

Pcs./

Type Order No. Pkt

VS-V1-C-SCRJ-MNNA-PG9-A4A-G 1419189 1

Ordering data

Pcs./

Type Order No. Pkt

VS-V1-F-SCRJ-MNNA-PG9-C-S-A1 1420197 1

Protective cover, IP67, plastic, for covering the contact insert in
the RJ45, LC, and SCRJ connector

Protective cover, IP67, plastic, for covering the contact insert in
the RJ45, LC, and SCRJ panel mounting frame

Accessories

VS-V1-C-PC-POBK 1419183 1

Accessories

VS-V1-F-PC-POBK 1419186 1

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - fiber optic plug-in connectors

Fiber optic plug-in connectors,
panel mounting frames, and couplings
for HCS, IP20 and IP65/1P67

Ethernet

SCRJ plug-in connector, version 6,
for 200/230 um HCS fibers

Technical data

SCRJ panel mounting side, version 6,
for 200/230 um HCS fibers

Technical data

VS-SCRJ-...-IP20 VS-SCRJ-...-IP67 VS-SCRJ-GOF-BU/BU
Material data
Housing material PBT PA PBT
Ferrule material Copper alloy Copper alloy Zirconia ceramics
Inflammability class according to UL 94 Vo Vo Vo
Color black gray -
Degree of protection 1P20 P67 P20
Insertion/withdrawal cycles >1000 >1000 =500
Temperature data
Ambient temperature (operation) -20°C...70°C -20°C...70°C -25°C...70°C

Ordering data Ordering data

Description Type Order No. P&f{./ Type Order No. P;lftl./
SCRUJ fiber optic plug-in connector, IP20, duplex,
with fast connection technology, for 200/230 um HCS fiber
For single wire diameter: 2.9 mm VS-SCRJ-HCS-FA-IP20 1654866 1
Connector set for HCS fibers (diameter of the individual
elements: 2.9 mm), for self-assembly, with bend protection
- F-SMA set, 4 connectors PSM-SET-FSMA/4-HCS 2799487 1
- B-FOC (ST®) set, 4 connectors PSM-SET-B-FOC/4-HCS 2708481 1
- SCRJ set, 2 duplex connectors PSM-SET-SCRJ-DUP/2-HCS 2313070 1
SCRJ fiber optic plug-in connector, IP67, duplex, with fast con-
nection technology, for HCS fiber 200/230 um, for individual wire
diameter 2.9 mm, for cable cross section 5.0 mm ... 8.5 mm

VS-SCRJ-HCS-FA-IP67 1657012 1
SCRJ socket insert, duplex, for panel mounting frame VARIOSUB
IP67, can be used for glass, multi-mode, HCS and polymer
- 1x SCRJ/SCRJ (duplex) VS-SCRJ-GOF-BU/BU 1652978 1
VS-SCRJ panel mounting frame, for use with an AVAGO
transceiver, type: AFBR 5978Z

VS-SCRJ-A-TC-IP67 1658545 1
Freenet panel mounting frame, version 6, for round mounting
cutout, with seal, without mounting screws
Military gray RAL 7042 VS-A-F-IP67 1653744 5
Deep black RAL 9005 VS-A-F-IP67-BK 1658668 5
Accessories Accessories

Protective cover for version 6 panel mounting frame
Military gray RAL 7042 VS-08-SD-F 1652606 5
Deep black RAL 9005 VS-08-SD-F-BK 1658066 5
Protective cover SCRJ/IP67, for covering the SCRJ pin insert on VS-SCRJ-PC 1653757 5
the SCRJ/IP67 sleeve housing
HCS (Gl) DIY case for SCRJ and SC duplex quick mounting PSM-HCS-KONFTOOL/SC-RJ 2708876 1 PSM-HCS-KONFTOOL/SC-RJ 2708876 1
connectors, stripping blade, stripping pliers, aramid yarn scissors,
fiber stripper, fiber cleaving tool, and microscope
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Fiber optic plug-in connectors,
panel mounting frames, and couplings
for HCS, IP20 and IP65/1P67

Material data

Housing material

Ferrule material

Inflammability class according to UL 94
Color

Degree of protection
Insertion/withdrawal cycles
Temperature data

Ambient temperature (operation)

Ethernet

T

SCRJ plug-in connector,
for 200/230 um HCS

Technical data

Metal housing
Zinc die-cast PA-GF
Copper alloy
Vo

silver
IP65/67
=500

Vo
black
1P65/67
=500

-40°C...70°C -20°C ...

Plastic housing

Data plug-in connectors

Network components - fiber optic plug-in connectors

Ethernet

R

version 14,
fibers

SCRJ plug-in connector, version 14,
for 200/230 um HCS fibers

Technical data

Metal housing Plastic housing

Zinc die-cast PA-GF

Copper alloy - -

Vo
silver
1P65/67
=500

Vo
black
1P65/67
=500
70°C

-40°C...80°C -40°C ...80°C

Description

SCRUJ fiber optic plug-in connector, IP67, with push/pull inter-
locking, duplex, with fast connection technology

Metal housing

Plastic housings

SCRUJ fiber optic plug-in connector, IP20, duplex, with fast
connection technology, for 200/230 um HCS fiber

For single wire diameter: 2.2 mm

Connector set for PROFINET HCS fibers (diameter of the
individual elements: 2.2 mm), for self-assembly, with bend
protection

- SC duplex set, 2 duplex connectors

- B-FOC (ST®) set, 4 connectors

- SCRJ set, 2 duplex connectors

SCRJ panel mounting frame, IP67, for push/pull interlocking,
for rectangular mounting cutout, for AVAGO transceiver

(type: AFBR5978Z) on PCB, with seal, without mounting screws

Metal housing

Plastic housings

SCRJ panel mounting frame, IP67, for push/pull Interlocking,
with Freenet system, for rectangular mounting cutout, with seal,
without mounting screws

Metal housing

Plastic housings

SCRJ panel mounting frame, IP67, for push/pull Interlocking,
metal, with Freenet system, for round mounting cutout, with seal

Ordering data

Ordering data

Type

VS-PPC-C1-SCRJ-MNNA-PG9-A3C-C
VS-PPC-C1-SCRJ-POBK-PG9-A3C-C

VS-SCRJ-HCS-FA-IP20-PN

PSM-SET-SC-DUPLEX/2-HCS/PN
PSM-SET-B-FOC/4-HCS/PN
PSM-SET-SCRJ-DUP/2-HCS/PN

Pcs./
Pkt.

Pcs./

Order No. Pkt.

Type Order No.

1608045 1
1657863 1

1404087 1

2313779 1
2313782 1
2313546 1

VS-PPC-F1-SCRJ-MNNA-1RP
VS-PPC-F1-SCRJ-POBK-1RP

1608061 1
1657889 1

VS-PPC-F1-SCRJ-MNNA-1RF
VS-PPC-F1-SCRJ-POBK-1RF

1405374 1
1608210 1

VS-PPC-F1-SCRJ-MNNA-1C-F 1405235 1

Protective cover

For data port

Protective cover, IP65, with push/pull interlocking, for covering
the contact insert in the push/pull connector for RJ45 and SCRJ,
plastic

HCS (Gl) DIY case for SCRJ and SC duplex quick mounting
connectors, stripping blade, stripping pliers, aramid yarn scissors,
fiber stripper, fiber cleaving tool, and microscope

Accessories

Accessories

VS-PPC-F1-PC-POBK

PSM-HCS-KONFTOOL/SC-RJ

VS-PPC-C1-PC-ROBK-L 1405293 1

1405316 1

2708876 1

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - fiber optic plug-in connectors

Fiber optic plug-in connectors,
panel mounting frames, and couplings
for GOF, IP20 and IP65/1P67

Material data

Housing material

Ferrule material

Inflammability class according to UL 94
Color

Degree of protection
Insertion/withdrawal cycles
Temperature data

Ambient temperature (operation)

Ethernet

SCRJ plug-in connector, version 6,
for 50/125 um multi-mode fiberglass

Technical data

VS-SCRJ-...-IP20

PBT

Zirconia ceramics
VO

black

P20

>1000

-20°C...70°C

VS-SCRJ-...-IP67

PA

Zirconia ceramics
VO

gray

P67

>1000

-20°C...70°C

Ethernet

SCRJ panel mounting side, version 6,

for 50/125 um multi-mode fiberglass

Technical data

VS-SCRJ-GOF-BU/BU

PBT

Zirconia ceramics
Vo

P20

=500

-25°C...70°C

Description

SCRUJ fiber optic plug-in connector, duplex, with fast connection
technology, for fiberglass multi-mode 50/125 um, for individual
wire diameter 2.9 mm

1P20

P67

SC duplex fiber optic plug-in connector, IP20, with fast connec-
tion technology

SCRJ socket insert, duplex, for panel mounting frame
VARIOSUB IP67, can be used for glass, multi-mode,

HCS and polymer

- 1x SCRJ/SCRJ (duplex)

VS-SCRJ panel mounting frame, for use with an AVAGO
transceiver, type: AFBR 59782

Freenet panel mounting frame, version 6, for round mounting
cutout, with seal, without mounting screws

Military gray RAL 7042
Deep black RAL 9005

Ordering data

Type

VS-SCRJ-GOF-FA-IP20
VS-SCRJ-GOF-FA-IP67

VS-SCDU-GOF-FA-IP20

1657070
1657083

1658529

Order No.

Pcs. /
Pkt.

Ordering data

Type

VS-SCRJ-GOF-BU/BU

VS-SCRJ-A-TC-IP67

VS-A-F-IP67
VS-A-F-IP67-BK

Order No.

1652978

1658545

1653744
1658668

Pcs./
Pkt.

Assembly tool set for fiberglass, for field assembly of SCRJ and
SC duplex plug-in connectors, with fast connection technology

EU version

US version

Protective cover for version 6 panel mounting frame

Military gray RAL 7042

Deep black RAL 9005

Protective cover SCRJ/IP67, for covering the SCRJ pin insert on
the SCRJ/IP67 sleeve housing

Accessories

VS-GOF-FA-KONFTOOL-EU
VS-GOF-FA-KONFTOOL-US

VS-SCRJ-PC

1658228
1658231

1653757

VS-08-SD-F
VS-08-SD-F-BK

Accessories

1652606
1658066
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Fiber optic plug-in connectors and
panel mounting frames, version 1,
for GOF, IP65/1P67

Material data

Data plug-in connectors

Network components - fiber optic Plug-in connectors

EtherNet/IP>

Fiber optic plug-in connector, version 1

Technical data
VS-V1-C-SCRJ-MNNA-PG...

EtherNet/IP>

Fiber optic panel mounting frame, version 1

Technical data
VS-V1-F-SCRJ-MNNA-PG9-C-S...

Housing material Zinc die-cast Zinc die-cast
Inflammability class according to UL 94 Vo Vo
Color silver -
Degree of protection P67 P67
Insertion/withdrawal cycles 500 500
Temperature data
Ambient temperature (operation) -40°C...70°C -40°C...70°C
Ordering data Ordering data
- Pcs./ Pcs./
Description Type Order No. Pkt. Type Order No. Pkt.
SCRUJ fiber optic plug-in connector, IP67, with bayonet locking,
metal housing, duplex, with adhesive connection technology,
for 5.0 mm ... 8.0 mm cable diameter
For multi-mode fiber VS-V1-C-SCRJ-MNNA-PG9-A1-G 1419187 1
For single mode fiber VS-V1-C-SCRJ-MNNA-PG9-B1-G 1419188 1
LC fiber optic connector, IP67, with bayonet locking,
metal housing, duplex, with adhesive connection technology,
for 5.0 mm ... 8.0 mm cable diameter
For multi-mode fiber VS-V1-C-LC-MNNA-PG9-A1-G 1419190 1
For single mode fiber VS-V1-C-LC-MNNA-PG9-B1-G 1419191 1
SCRJ panel mounting frame, IP67, for bayonet locking,
metal, SCRJ to 2 x SC, for round mounting cutout, with seal,
without mounting screws, with coupling for:
Multi-mode, PCF, and POF VS-V1-F-SCRJ-MNNA-PG9-C-S-A1 1420197 1
Single mode VS-V1-F-SCRJ-MNNA-PG9-C-S-B1 1420207 1
LC panel mounting frame, IP67, for bayonet locking, metal,
for round mounting cutout, with seal, without mounting screws,
with coupling for:
Multi-mode VS-V1-F-LC-MNNA-PG9-C-S-A1 1420210 1
Single mode VS-V1-F-LC-MNNA-PG9-C-S-B1 1420223 1
Accessories Accessories
Protective cover, IP67, plastic, for covering the contact insert in VS-V1-C-PC-POBK 1419183 1
the RJ45, LC, and SCRJ connector
Protective cover, IP67, plastic, for covering the contact insert in VS-V1-F-PC-POBK 1419186 1
the RJ45, LC, and SCRJ panel mounting frame
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Data plug-in connectors

Network components - fiber optic Plug-in connectors

Fiber optic patch panel

Patch panel, SCRJ, socket/socket, for polymer
fibers, HCS fibers, and multi-mode fiberglass

Ordering data

Patch panel for 19"
and matching socket inserts

Ordering data

rack

- Pcs. / Pcs./
Description Type Order No. Pkt Type Order No. Pkt
SCRJ patch panel, DIN rail mounting, IP20, 1 slot

VS-PP-F-SCRJ 1658121 1
Patch panel, 19" mounting, IP20, 16 slots for Freenet
contact inserts
VS-PP-19-1HE-16-F 1652994 1
Fiber optic terminal outlet
L] |
IP20 outlet boxes IP65/IP67 terminal outlet,
with SCRJ and power slots
Ordering data Ordering data

- Pcs. / Pcs./
Description Type Order No. Pkt Type Order No. Pkt
Terminal outlet, IP20, with slots for Freenet contact inserts
Surface-mounted socket, two slots VS-TO-OW-2-F-9010 1653003 1
Flush-type socket, two slots VS-TO-IW-2-F-9010 1653016 1
Surface-mounted socket, six slots VS-TO-0W-6-F-9010 1653029 1
Terminal outlet, SCRJ/power, IP65/67, push/pull, 2 slots
version 14, with protective plugs, 2 cable entries

VS-TO-RO-MCBK-F1417/1413 1404346 1
Terminal outlet, SCRJ, IP65/67, push/pull, 2 slots version 14,
with protective plugs, 2 cable entries

VS-TO-RO-MCBK-F1417/1417 1404320 1

134 | PHOENIX CONTACT



Installation system for fiber optics,

IP56/1P67

Material data
Housing material
Connection data

Data plug-in connectors

Network components - fiber optic plug-in connectors

Push/pull robot interface,
with SCRJ and power inserts

Technical data

VS-MP-PPC/CG-PO/FO

Aluminum alloy

VS-MP-PPC/CG-PO

Aluminum alloy

Push/pull robot interface,
with SCRJ inserts

Technical data

VS-MP-PPC/CG-FO

Aluminum alloy

Connection profile Data/power: SCRJ/5-pos. Power: 5-pos. Data: SCRJ
Insertion/withdrawal cycles =500 (Data) // < 100 (Power) <100 (Power) > 500 (Data)
Temperature data
Ambient temperature (operation) -40°C...70°C -40°C...70°C -40°C...70°C
Ordering data Ordering data
- Pcs./ Pcs./

Description Type Order No. Pkt Type Order No. Pkt
Multi-port connection, for passive PROFINET cabling to robots,
including mounting foot, for cable diameter:
5mm...8 mm VS-MP-PPC/CG-PO/FO 1404321 1 VS-MP-PPC/CG-FO 1404319 1
7mm...10.5 mm VS-MP-PPC/CG-XL-PO/FO 1404325 1 VS-MP-PPC/CG-XL-FO 1404324 1
Multi-port power connection: push/pull power, for passive
PROFINET cabling to robots, including mounting foot

VS-MP-PPC/CG-PO 1403681 1
Multi-port power coupling: for passive PROFINET cabling to
robots, including mounting foot

VS-MP-PPC/PPC-PO 1403684 1

Accessories Accessories
Protective cover
For data port VS-PPC-C1-PC-ROBK-L 1405293 1
For power port VS-PPC-C2-PC-ROBK-L 1405303 1
Stripping tool, for multiple-stage repositioning of shielded VS-CABLE-STRIP-VARIO 1657407 1 VS-CABLE-STRIP-VARIO 1657407 1
conductors
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Data plug-in connectors

Network components - fiber optic plug-in connectors

Fiber optic couplings

Ethernet

SCRJ coupling

Couplings for connecting

FO cables
Ordering data Ordering data
Description Type Order No. PF?lft b Type Order No. P;; b
SCRJ coupling, for terminal outlets VS-TO-... and 19" patch
panels VS-PP-19-1HE-16-F and front plate VS-SI-FP-2F
VS-SCRJ-GOF-KU 1654358 1
Coupling; set, consisting of:
- 2 x F-SMA/F-SMA PSM-SET-FSMA-LINK/2 2799416 1
- 2xB-FOC (ST®)/B-FOC (ST®) PSM-SET-BFOC-LINK/2 2799429 1
-1 x SCRJ/SCRJ (duplex) VS-SCRJ-GOF-BU/BU 1652978 1
- 1x LC/LC (duplex, multi-mode fiber) FL MM PATCH COUPLER LC-LC 2700312 1
-1 x LC/LC (duplex, single mode fiber) FL SM PATCH COUPLER LC-LC 2700313 1
- 1 x SC duplex/SC duplex FL COUPLER SC-DUPLEX 2901788 1

Coupling, version 14, IP65/IP67
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Description

SCRJ push/pull coupling, IP67, metal, with protective cover,

color: nickel-plated

Ethernet

Ordering data

Type

VS-PPC-J-1-SCRJ-MNBK

Order No.

1405206

Pcs./
Pkt.




Fiber optic outdoor cables,
sold by the meter

— Robust round cable for outdoor
installation

— Ozone and UV resistant

— Watertight lengthwise

— Integrated vapor barrier and
rodent-proof scrim

Cable data

Cable abbreviation in accordance with IEC 61977:2010
Fibers

Attenuation, typical

Outer sheath
Material

Color

Strain relief elements

Diameter

Individual wire

Color

Diameter

Strain relief elements

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

Data plug-in connectors

Network components - fiber optic plug-in connectors

GOF fiber type

Technical data

FOC-OE-OE-GBO1/...

02-G50/FJ(ZNG)H-...22
50/125 pm OM2

2.7 dB/km (at 850 nm);

0.8 dB/km (at 1300 nm)

PE
black
Aramid/glass fibers

7.5mm

Black/orange
2.2mm
Non-metallic, aramid fibers

59.00 kg/km

-40°C ...70°C

-45°C ...70°C

-20°C ...60°C

According to IEC 60754-1/2

FOC-OE-OE-GB02/...

02-G50/FJ(ZN)Z-...22
50/125 pm OM2

2.7 dB/km (at 850 nm);
0.8 dB/km (at 1300 nm)

PUR
black
Non-metallic, aramid fiber

7.5-8mm

Black/orange
22mm
Non-metallic, aramid fibers

46.00 kg/km

-40°C ...85°C

-45°C ...85°C

-20°C ...60°C

According to IEC 60754-1/2

PCF fiber type

Technical data

FOC-OE-OE-GBO03/...

04-G50/FJ(ZNG)H-...22
50/125 pm OM2

2.7 dB/km (at 850 nm);

0.8 dB/km (at 1300 nm)

PE
black
Aramid/glass fibers

9 mm

Black/orange
2.15mm
Non-metallic, aramid fibers

90.00 kg/km

-40°C ... 70°C

-40°C ...70°C

-20°C ...60°C

According to IEC 60754-1/2

FOC-OE-OE-HBO1/...

02-H200/VJ(ZNG)H-...22
200/230 pm

10 dB/km (at 660 nm),

8 dB/km (at 850 nm)

PE
black
Aramid/glass fibers

7.5mm

Black/orange
2.2mm
Non-metallic, aramid fibers

67.00 kg/km
-20°C...70°C
-25°C...70°C

-10°C ...60°C

According to IEC 60754-1/2

Description

GOF outdoor cable, 2-wire, full breakout cable
for fixed installation

GOF outdoor cable, 2-wire, full breakout cable
for flexible installation

GOF outdoor cable, 4-wire, full breakout cable
for fixed installation

PCF outdoor cable, 2-wire, full breakout cable
for fixed installation

Ordering data

Type

FOC-OE-OE-GBO1/...

FOC-OE-OE-GB02/...

FOC-OE-OE-GB03/...

Order No. P;ft'_/
1406429 1
1406430 1
1406431 1

Ordering data

Type

FOC-OE-OE-HBO1/...

Pcs./
Order No. Pkt.
1406432 1

Ordering example for cables
with variable cable lengths:

For fiber optic outdoor cable type GB02 with a cable length of

34.0 m, the ordering data is as follows:

Order No. Length [m]
Max. 1000 m

1406430 /{34.0
Increment:

1.0m..1000m=1.0m

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors
Network components - assembled fiber optic cables

Universal POF cable
for assembly,
type KDHEAVY-1011

Free end

4

7

FSMA plug, IP20

Afwsﬁfﬁ

SCRJ plug, IP20

y -

B-FOC (ST®) plug, IP20

— Universal installation cable for fixed
installation indoors

— 2.2 mm individual wires made from
extremely hard-wearing polyamide
chloride (PA)

— Halogen-free, ozone and UV resistant 4

— Robust polyurethane (PUR) outer cable 12 1N

sheath “

SCRJ plug, IP67

@“?'

Push/pull SCRJ, plastic

Push/pull SCRJ, metal

Ordering example for configured cable:

For a POF cable, fitted with an SCRJ plug at one end and a

plastic SCRJ push/pull plug-in connector at the other end, and 15 m in length,
the ordering data is as follows:

Order No. Plug 1 Plug 2 Length [m]
Il C—
Length: Min. 0.5 m
Max. 100 m
Increment: 0.25m Tm..5m
im 5m..100 m
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Free end

i

7

OE

Ordering data

By the meter

Variable

Variable

Variable

Variable

Variable

Variable

Order No.

2744319

2901553

2901553

2901553

1402188

1402188

1402188

FSMA plug,
P20

FSMA

Ordering data

Variable

Variable

Variable

Variable

Variable

Variable

Variable

Order No.

2901553

2901553

2901553

2901553

1402188

1402188

1402188

SCRJ plug,
1P20
SCRJ

Ordering data
Order No.
Variable 2901553
Variable 2901553
Variable 2901553
Variable 2901553
Variable 1402188
Variable 1402188
Variable 1402188

Ordering example for cable sold by the meter:

For a POF cable 70 m in length, the ordering data is as follows:

Order No. Length [m]
[ 2744319 |/[70
Length: Min. 0.5 m
Max. 500 m/cable drum
Increment: 0.25m 1m..5m
im 5m...500m




B-FOC (ST®) plug,
P20

BFOC IP67
Ordering data Ordering data

Order No. Order No.
Variable 2901553 Variable 1402188
Variable 2901553 Variable 1402188
Variable 2901553 Variable 1402188
Variable 2901553 Variable 1402188
Variable 1402188 Variable 1402188
Variable 1402188
Variable 1402188

SCRJ plug,
IP67

Data plug-in connectors

Network components - assembled fiber optic cables

Push/pull SCRJ, Push/pull SCRJ,
plastic metal

PPCPL PPCME
Ordering data Ordering data
Order no. Order No.
Variable 1402188 Variable 1402188
Variable 1402188 Variable 1402188
Variable 1402188 Variable 1402188
Variable 1402188 Variable 1402188
Variable 1402188
Variable 1402188

Cable data

Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Outer sheath
Material

Color

Diameter

Strain relief elements

Individual wire

Material

Color

Diameter

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

Technical data

J-V11Y 4Y2P 980/1000 160A
10
Polymer fiber, 980/1000 pm

230 dB/km (at 660 nm)

PUR

red
5.5-6.5mm
Non-metallic,
aramid fiber

PA
black/orange
2.2mm +0.07 mm

33 kg/km
-20°C...70°C
-40°C...80°C
-5°C...50°C

According to IEC 60754-2

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors
Network components - assembled fiber optic cables

Robust POF cable
for free assembly,
type RUGGED-1012

Free end

%

FSMA plug, IP20

A

o

SCRJ plug, IP20

— Robust installation cable for fixed
installation indoors
— Dimensioned for higher requirements in

respect of tensile load and lateral B-FOC (ST®) plug, IP20
pressure
— 2.2 mm individual wires made from = 4
extremely hard-wearing polyamide 2 >
SCRJ plug, IP67

chloride (PA)

— Halogen-free, ozone and UV resistant

— Reinforced polyurethane (PUR) outer Y 4
cable sheath ﬁ

Push/pull SCRJ, plastic

Push/pull SCRJ, metal

o,

r;

Ordering example for configured cable:

For a POF cable, fitted with an SCRJ plug at one end and a

plastic SCRJ push/pull plug-in connector at the other end, and 15 m in length,
the ordering data is as follows:

Order No. Plug 1 Plug 2 Length [m]
ISl C—
Length: Min. 0.5 m
Max. 100 m
Increment: 0.25m Tm..5m
im 5m..100 m
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Free end

%

OE

Ordering data

By the meter

Variable

Variable

Variable

Variable

Variable

Variable

Order No.

2744322

2901548

2901548

2901548

1402185

1402185

1402185

FSMA plug,
P20

fr)g §:§_

FSMA

Ordering data

Variable

Variable

Variable

Variable

Variable

Variable

Variable

Order No.

2901548

2901548

2901548

2901548

1402185

1402185

1402185

SCRJ plug,
1P20
SCRJ

Ordering data
Order No.
Variable 2901548
Variable 2901548
Variable 2901548
Variable 2901548
Variable 1402185
Variable 1402185
Variable 1402185

Ordering example for cable sold by the meter:

For a POF cable 70 m in length, the ordering data is as follows:

Order No. Length [m]
[ 2744322 |/[70
Length: Min. 0.5 m
Max. 500 m/cable drum
Increment: 0.25m 1m..5m
im 5m...500m




B-FOC (ST®) plug,
P20

BFOC IP67
Ordering data Ordering data

Order No. Order No.
Variable 2901548 Variable 1402185
Variable 2901548 Variable 1402185
Variable 2901548 Variable 1402185
Variable 2901548 Variable 1402185
Variable 1402185 Variable 1402185
Variable 1402185
Variable 1402185

SCRJ plug,
IP67

Data plug-in connectors

Network components - assembled fiber optic cables

Push/pull SCRJ, Push/pull SCRJ,
plastic metal

PPCPL PPCME
Ordering data Ordering data

Order No. Order No.

Variable 1402185 Variable 1402185

Variable 1402185 Variable 1402185

Variable 1402185 Variable 1402185

Variable 1402185 Variable 1402185
Variable 1402185

Variable 1402185

Cable data

Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Outer sheath
Material

Color

Diameter

Strain relief elements

Individual wire

Material

Color

Diameter

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

Technical data

J-V11Y 4Y2P 980/1000 160A
10
Polymer fiber, 980/1000 pm

230 dB/km (at 660 nm)

PUR

red
7.5-85mm
Non-metallic,
aramid fiber

PA
black/orange
2.2mm +0.07 mm

54 kg/km
-20°C...70°C
-40°C...80°C
-5°C...50°C

According to IEC 60754-2

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled fiber optic cables

Highly flexible POF cable

for free assembly,

type RUGGED-FLEX-1013

Free end

FSMA plug, IP20

A

o

SCRJ plug, IP20

— Highly flexible round cable for use in
trailing cables or drag chains

— Dimensioned for an alternating bending
frequency of up to 5,000,000 cycles

B-FOC (ST®) plug, IP20

— 2.2 mm individual wires made from

extremely hard-wearing polyamide

chloride (PA)

— Halogen-free, ozone and UV resistant
— Robust Polyurethane (PUR) outer cable

sheath

W

SCRJ plug, IP67

Push/pull SCRJ, plastic

Push/pull SCRJ, metal

Ordering example for configured cable:

For a POF cable, fitted with an SCRJ plug at one end and a
plastic SCRJ push/pull plug-in connector at the other end, and 15 m in length,

the ordering data is as follows:

Order No. Plug 1 Plug 2 Length [m]
EECTCARle ) C—
Length: Min. 0.5 m
Max. 100 m
Increment: 0.25m Tm..5m
im 5m..100 m
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Free end

OE

Ordering data

By the meter

Variable

Variable

Variable

Variable

Variable

Variable

Order No.

2744335

2901549

2901549

2901549

1402187

1402187

1402187

FSMA plug, SCRJ plug,
1P20 1P20
:”
o __:i:p.
FSMA SCRJ
Ordering data Ordering data
Order No. Order No.
Variable 2901549 Variable 2901549
Variable 2901549 Variable 2901549
Variable 2901549 Variable 2901549
Variable 2901549 Variable 2901549
Variable 1402187 Variable 1402187
Variable 1402187 Variable 1402187
Variable 1402187 Variable 1402187

Ordering example for cable sold by the meter:
For a POF cable 70 m in length, the ordering data is as follows:

Order No. Length [m]
[ 2744335 |/[70
Length: Min. 0.5 m
Max. 500 m/cable drum
Increment: 0.25m 1m..5m
im 5m...500m




B-FOC (ST®) plug,
P20

BFOC IP67
Ordering data Ordering data

Order No. Order No.
Variable 2901549 Variable 1402187
Variable 2901549 Variable 1402187
Variable 2901549 Variable 1402187
Variable 2901549 Variable 1402187
Variable 1402187 Variable 1402187
Variable 1402187
Variable 1402187

SCRJ plug,
IP67

Data plug-in connectors

Network components - assembled fiber optic cables

Push/pull SCRJ, Push/pull SCRJ,
plastic metal

PPCPL PPCME
Ordering data Ordering data

Order No. Order No.

Variable 1402187 Variable 1402187

Variable 1402187 Variable 1402187

Variable 1402187 Variable 1402187

Variable 1402187 Variable 1402187
Variable 1402187

Variable 1402187

Cable data

Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Outer sheath
Material

Color

Diameter

Strain relief elements

Individual wire

Material

Color

Diameter

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

Technical data

J-V11Y 4Y2P 980/1000 180A
10
Polymer fiber, 980/1000 pm

275 dB/km (at 660 nm)

PUR

red
7.5-85mm
Non-metallic,
aramid fiber

PA
black/orange
2.2mm +0.07 mm

54 kg/km
-20°C...70°C
-40°C...80°C
-5°C...50°C

According to IEC 60754-2

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled fiber optic cables

PROFINET B POF cable

for free assembly,
type PN-B-1000

@
#

— Universal installation cable for fixed

installation indoors

— 2.2 mm individual wires made from
extremely hard-wearing polyamide

chloride (PA)

— Halogen-free, ozone and UV resistant
— Robust polyurethane (PUR) outer cable

sheath
— PROFINET type B

Ordering example for configured cable:

For a POF cable, fitted with an SCRJ plug at one end and a
plastic SCRJ push/pull plug-in connector at the other end, and 15 m in length,

the ordering data is as follows:

Ethernet

T

Free end

A

FSMA plug, IP20

bid

& r."!p

SCRJ plug, IP20

B-FOC (ST®) plug, IP20

4

L8
Push/pull SCRJ, plastic

Push/pull SCRJ, metal

Order No. Plug 1 Plug 2 Length [m]
TRl D C—
Length: Min. 0.5 m
Max. 100 m
Increment: 0.25m Tm..5m
im 5m..100 m
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Free end

P

OE

Ordering data

By the meter

Variable

Variable

Variable

Variable

Variable

Order No.

2313397

2901551

2901551

2901551

1402172

1402172

FSMA plug, SCRJ plug,
1P20 1P20
i
,“é) r."!p
FSMA SCRJ
Ordering data Ordering data
Order No. Order No.

Variable 2901551 Variable 2901551
Variable 2901551 Variable 2901551
Variable 2901551 Variable 2901551
Variable 2901551 Variable 2901551
Variable 1402172 Variable 1402172
Variable 1402172 Variable 1402172

Ordering example for cable sold by the meter:
For a POF cable 70 m in length, the ordering data is as follows:

Order No. Length [m]
[ 2313397 |/[70
Length: Min. 0.5 m
Max. 500 m/cable drum
Increment: 0.25m 1m..5m
im 5m...500m




B-FOC (ST®) plug,
P20

plastic
BFOC PPCPL
Ordering data Ordering data

Order No. Order No.
Variable 2901551 Variable 1402172
Variable 2901551 Variable 1402172
Variable 2901551 Variable 1402172
Variable 2901551 Variable 1402172
Variable 1402172 Variable 1402172
Variable 1402172

Push/pull SCRJ,

Data plug-in connectors

Network components - assembled fiber optic cables

Push/pull SCRJ,

metal
-
S, / 1 FQ
PPCME
Ordering data
Order No.
Variable 1402172
Variable 1402172
Variable 1402172
Variable 1402172
Variable 1402172

Cable data

Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Outer sheath
Material

Color

Diameter

Strain relief elements

Individual wire
Material
Color

Diameter

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

Technical data

J-V11Y 4Y2P 980/1000 160A
10
Polymer fiber, 980/1000 pm

230 dB/km (at 660 nm)

PUR
Green
7.5-85mm
Non-metallic,
aramid fiber

PA
Black and orange
with arrow labeling
2.2mm +0.07 mm

49 kg/km
-20°C...70°C
-40°C ...80°C

5°C..50°C
According to IEC 60754-2

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled fiber optic cables

Highly flexible PROFINET C POF
cable for free assembly,

type PN-C-1003

— Highly flexible round cable for use in
trailing cables or drag chains

— Dimensioned for an alternating bending
frequency of up to 5,000,000 cycles

— 2.2 mm individual wires made from
extremely hard-wearing polyamide

chloride (PA)

— Halogen-free, ozone and UV resistant
— Robust polyurethane (PUR) outer cable

sheath
— PROFINET type C

Ordering example for configured cable:

For a POF cable, fitted with an SCRJ plug at one end and a
plastic SCRJ push/pull plug-in connector at the other end, and 15 m in length,

the ordering data is as follows:

Ethernet

T

Free end

a

a

'
FSMA plug, IP20

bid

& r."!p

SCRJ plug, IP20

B-FOC (ST®) plug, IP20

4

L8
Push/pull SCRJ, plastic

Push/pull SCRJ, metal

Order No. Plug 1 Plug 2 Length [m]
Tl
Length: Min. 0.5 m
Max. 100 m
Increment: 0.25m Tm..5m
im 5m..100 m
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Free end

ﬂ

)

OE

Ordering data

By the meter

Variable

Variable

Variable

Variable

Variable

Order No.

2313407

2901552

2901552

2901552

1402175

1402175

FSMA plug, SCRJ plug,
1P20 1P20
i
,“é) r."!p
FSMA SCRJ
Ordering data Ordering data
Order no. Order No.
Variable 2901552 Variable 2901552
Variable 2901552 Variable 2901552
Variable 2901552 Variable 2901552
Variable 2901552 Variable 2901552
Variable 1402175 Variable 1402175
Variable 1402175 Variable 1402175

Ordering example for cable sold by the meter:
For a POF cable 70 m in length, the ordering data is as follows:

Order No. Length [m]
[ 2313407 |/[70
Length: Min. 0.5 m
Max. 500 m/cable drum
Increment: 0.25m 1m..5m
im 5m...500m




B-FOC (ST®) plug,
P20

plastic
BFOC PPCPL
Ordering data Ordering data

Order No. Order No.
Variable 2901552 Variable 1402175
Variable 2901552 Variable 1402175
Variable 2901552 Variable 1402175
Variable 2901552 Variable 1402175
Variable 1402175 Variable 1402175
Variable 1402175

Push/pull SCRJ,

Data plug-in connectors

Network components - assembled fiber optic cables

Push/pull SCRJ,

metal
-
S, / 1 FQ
PPCME
Ordering data
Order No.
Variable 1402175
Variable 1402175
Variable 1402175
Variable 1402175
Variable 1402175

Cable data

Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Outer sheath
Material

Color

Diameter

Strain relief elements

Individual wire
Material
Color

Diameter

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

Technical data

J-V11Y 4Y2P 980/1000 180A
10
Polymer fiber, 980/1000 pm

275 dB/km (at 660 nm)

PUR
Green
7.5-85mm
Non-metallic,
aramid fiber

PA
Black and orange
with arrow labeling
2.2mm +0.07 mm

51 kg/km
-20°C...70°C
-40°C ...80°C

5°C..50°C
According to IEC 60754-2

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled fiber optic cables

Universal PROFINET B HCS cables

for assembly

— Universal installation cable for fixed

installation indoors

— 2.2 mm individual wires made from
extremely hard-wearing polyvinyl

chloride (PVC)

SCRJ plug, IP20

SC duplex plug, IP20

L
A

B-FOC (ST®) plug, IP20

— Halogen-free, ozone and UV resistant

— PVC outer cable sheath
— PROFINET type B

Ordering example:

i

Push/pull SCRJ, plastic

Push/pull SCRJ, metal

E&‘ﬂé‘!y

Foran HCS cable with two SCRJ plugs with IP20 protection and 70 m in length,

the ordering data is as follows:

Order No. Length [m]

[ 1408466 |/[70

Length: Min. 1 m
Max. 2000 m/cable drum
Increment: 0.25m Tm..5m
im 5m...2000 m

148 | PHOENIX CONTACT

F

ree end

/’

7

Ordering data

Variable

OE

Order No.

1408459
1408458

SCRJ plug,
1P20
SCRJ
Ordering data
Order No.
Variable 1408460
Variable 1408466

SC duplex plug,
1P20

e
A
SCDUP
Ordering data

Order No.
Variable 1408461
Variable 1408467
Variable 1408471




Data plug-in connectors

Network components - assembled fiber optic cables

B-FOC (ST®) plug, Push/pull SCRJ, Push/pull SCRJ,
1P20

plastic metal
e Y
I A
BFOC PPCPL PPCME
Ordering data Ordering data Ordering data
Order No. Order No. Order No.
Variable 1408462 Variable 1408463 Variable 1408464
Variable 1408468 Variable 1408469 Variable 1408470
Variable 1408472 Variable 1408473 Variable 1408474
Variable 1408475 Variable 1408476 Variable 1408480
Variable 1408477

Variable 1408479

Cable data

Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Outer sheath
Material

Color

Diameter

Strain relief elements

Individual wire
Material
Color

Diameter
Strain relief elements

General data
Weight

Ambient temperature (operation)

Ambient temperature (storage/transport)

Ambient temperature (installation)

Halogen-free as per:

Technical data

AT-V(ZN)YY 2K200/230 HCS

HCS, 200/230 pm
10 dB/km (at 660 nm),
8 dB/km (at 850 nm)

PVC
Green
6.7 -7.7mm
Non-metallic,
aramid fiber

PVC
Black and orange
with arrow labeling
2.2mm +0.1 mm
Non-metallic,
aramid fibers

45 kg/km
-40°C...90°C
-40°C...90°C
-5°C...50°C

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled fiber optic cables

PROFINET C HCS broadband cable
(GI) for free assembly,

type PN-C-HCS-GI-

1005 Ethernet

T

Free end

)’

7

FSMA plug, IP20

SCRJ plug, IP20

— Highly flexible round cable for use in
trailing cables or drag chains
— Robust installation cable for indoor use
— Gradient index fiber for maximum power  sc duplex piug, IP20

requirements in respect of transmission
bandwidth a4
— Can be used in 10/100/1000 Mbps ‘»d'

Ethernet systems

— 2.2 mm individual wires made from

B-FOC (ST®) plug, IP20

polyvinyl chloride (PVC)
— Halogen-free, ozone and UV resistant

— Robust polyurethane (PUR) outer cable [ BFoC |
sheath LC plug

— Highly tear-resistant aramid strain relief
elements e

— PROFINET type C 7

Push/pull SCRJ, plastic

Push/pull SCRJ, metal

—

Ordering example for configured cable:

For an HCS cable fitted with an SCRJ plug at one end and an SCRJ push/pull plastic plug-in con-
nector at the other end, and 15 m in length, the ordering data is as follows

Order No. Connector 1 Connector 2 Length [m]
G —
Length: Min. 1 m
Max. 2000 m
Increment: 0.25m Tm..5m
im 5m...2000 m
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Free end

7

q

OE

Ordering data

By the meter

Variable

Variable

Variable

Variable

Variable

Variable

Variable

Order No.

2313410

2901554

2901554

2901554

2901554

2901554

1402189

1402189

FSMA plug, SCRJ plug,
1P20 1P20
L4
FSMA SCRJ
Ordering data Ordering data
Order No. Order No.
Variable 2901554 Variable 2901554
Variable 2901554 Variable 2901554
Variable 2901554 Variable 2901554
Variable 2901554 Variable 2901554
Variable 2901554 Variable 2901554
Variable 2901554 Variable 2901554
Variable 1402189 Variable 1402189
Variable 1402189 Variable 1402189

Ordering example for cable sold by the meter:
For an HCS cable 70 m in length, the ordering data is as follows:

Order No. Length [m]
[ 2313410 |/[70
Length: Min. 1 m
Max. 2000 m/cable drum
Increment: 0.25m 1m..5m
im 5m...2000 m




Data plug-in connectors

Network components - assembled fiber optic cables

SC duplex plug, B-FOC (ST®) plug, LC plug Push/pull SCRJ, Push/pull SCRJ,
1P20 1P20 plastic metal
et
29 7
{ ‘ ,d’ ,,;" ,f;lli ! ¥
SCDUP BFOC LC PPCPL PPCME
Ordering data Ordering data Ordering data Ordering data Ordering data
Order No. Order No. Order No. Order No. Order No.
Variable 2901554 Variable 2901554 Variable 2901554 Variable 1402189 Variable 1402189
Variable 2901554 Variable 2901554 Variable 2901554 Variable 1402189 Variable 1402189
Variable 2901554 Variable 2901554 Variable 2901554 Variable 1402189 Variable 1402189
Variable 2901554 Variable 2901554 Variable 2901554 Variable 1402189 Variable 1402189
Variable 2901554 Variable 2901554 Variable 2901554 Variable 1402189 Variable 1402189
Variable 2901554 Variable 2901554 Variable 2901554 Variable 1402189 Variable 1402189
Variable 1402189 Variable 1402189 Variable 1402189 Variable 1402189
Variable 1402189 Variable 1402189 Variable 1402189 Variable 1402189

Technical data

Cable data

Cable abbreviation in accordance with IEC 61977:2010 J-V(ZN)12Y(ZN)11Y

2GK200/230 GI-HCS

Fibers HCS gradient index,
200/230 pm

18 dB/km (at 660 nm),

12 dB/km (at 850 nm)

Attenuation, typical

Outer sheath

Material PUR

Color Green

Diameter 7.5-85mm

Strain relief elements Non-metallic,

aramid fiber

Individual wire

Material PVC

Color Black and orange
with arrow labeling

Diameter 2.2mm+0.1 mm

Strain relief elements

General data
Weight

Ambient temperature (operation)

Ambient temperature (storage/transport)

Ambient temperature (installation)

Halogen-free as per:

Non-metallic,
aramid fibers

52 kg/km
-20°C...70°C
-40°C...70°C
-5°C...50°C

According to IEC 60754-2

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled fiber optic cables

Robust HCS cable
for free assembly,
type HCS-RUGGED-1014

— Robust installation cable for indoor use
— Highly tear-resistant aramid strain relief

elements

— 2.9 mm individual wires made from highly

flexible FRNC material

— Halogen-free, ozone and UV resistant
— Robust polyurethane (PUR) outer cable

sheath

Ordering example for configured cable:

For an HCS cable fitted with an SCRJ plug at one end and an SCRJ push/pull plastic plug-in con-
nector at the other end, and 15 m in length, the ordering data is as follows

Free end

/
FSMA plug, IP20

SCRJ plug, IP20

SC duplex plug, IP20
a4
A

B-FOC (ST®) plug, IP20

LC plug

Push/pull SCRJ, plastic

Push/pull SCRJ, metal

SCRJ plug, IP67

V4

Order No. Connector 1 Connector 2 Length [m]
Izl (C—
Length: Min. 1 m
Max. 2000 m
Increment: 0.25m Tm..5m
im 5m...2000 m
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Free end

9

p

OE

Ordering data

By the meter

Variable

Variable

Variable

Variable

Variable

Variable

Variable

Variable

Order No.

2799885

2901555

2901555

2901555

2901555

2901555

1402191

1402191

1402191

FSMA plug, SCRJ plug,
1P20 1P20
L4
FSMA SCRJ
Ordering data Ordering data
Order No. Order No.

Variable 2901555 Variable 2901555
Variable 2901555 Variable 2901555
Variable 2901555 Variable 2901555
Variable 2901555 Variable 2901555
Variable 2901555 Variable 2901555
Variable 2901555 Variable 2901555
Variable 1402191 Variable 1402191
Variable 1402191 Variable 1402191
Variable 1402191 Variable 1402191

Ordering example for cable sold by the meter:
For an HCS cable 70 m in length, the ordering data is as follows:

Order No. Length [m]
2799885 | /[ 70
Length: Min. 1 m
Max. 2000 m/cable drum
Increment: 0.25m 1Tm..5m
im 5m...2000 m




SC duplex plug,
1P20
44
24
AiSCDUP
Ordering data
Order No.
Variable 2901555
Variable 2901555
Variable 2901555
Variable 2901555
Variable 2901555
Variable 2901555
Variable 1402191
Variable 1402191
Variable 1402191

B-FOC (ST®) plug,
1P20

BFOC
Ordering data

Order No.
Variable 2901555
Variable 2901555
Variable 2901555
Variable 2901555
Variable 2901555
Variable 2901555
Variable 1402191
Variable 1402191
Variable 1402191

LC plug
vy
LC
Ordering data
Order No.
Variable 2901555
Variable 2901555
Variable 2901555
Variable 2901555
Variable 2901555
Variable 2901555
Variable 1402191
Variable 1402191
Variable 1402191

Data plug-in connectors

Network components - assembled fiber optic cables

Push/pull SCRJ,

plastic
PPCPL
Ordering data

Order no.
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191

Push/pull SCRJ,

metal
T
. 7 b
PPCME
Ordering data
Order No.
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191

SCRJ plug,
P67

P67
Ordering data

Order No.
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191
Variable 1402191

Cable data

Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Outer sheath
Material

Color

Diameter

Individual wire
Material

Color

Diameter

Strain relief elements

General data

Technical data

I-VH11Y 2K200/230 HCS
HCS, 200/230 pm
10 dB/km (at 660 nm),
8 dB/km (at 850 nm)

PUR
orange
7.5-8.5mm

FRNC material
Red/green
2.9 mm +0.1 mm

Non-metallic,
aramid fibers

Weight 54 kg/km

Ambient temperature (operation) -40°C...70°C
Ambient temperature (storage/transport) -40°C...70°C
Ambient temperature (installati -20°C...60°C

For additional information, visit www.phoenixcontact.net/products

PHOENIX CONTACT | 153



Data plug-in connectors

Network components - assembled fiber optic cables

Outdoor cables
for free assembly,
type HCSO-1015

— Robust round cable for laying outdoors
— Longitudinally water-tight
— Integrated vapor barrier and rodent-

proof scrim

— 2.9 mm individual wires made from highly

flexible FRNC material

— Ozone and UV resistant
— Extremely robust polyethylene outer

cable sheath

Ordering example for configured cable:

For an HCS cable fitted with an SCRJ plug at one end and an IP20 B-FOC(ST®) plug at the other end,
and 15 m in length, the ordering data is as follows:

Free end

G4

7

FSMA plug, IP20

L4

SCRJ plug, IP20

SC duplex plug, IP20
L4
A4

B-FOC (ST®) plug, IP20

- BFOC
LC plug
o'?:;‘, "}

ar _

Order No. Connector 1 Connector 2 Length [m]
Bl [—
Length: Min. 1 m
Max. 1000 m
Increment: 0.25m Tm..5m
im 5m...1000 m
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Free end

9

7

Ordering data

By the meter

Variable

Variable

Variable

Variable

Variable

OE

Order No.

2799445

2901557

2901557

2901557

2901557

2901557

FSMA plug, SCRJ plug,
1P20 1P20
FSMA SCRJ

Ordering data Ordering data
Order No. Order no.
Variable 2901557 Variable 2901557
Variable 2901557 Variable 2901557
Variable 2901557 Variable 2901557
Variable 2901557 Variable 2901557
Variable 2901557 Variable 2901557
Variable 2901557 Variable 2901557

Ordering example for cable sold by the meter:
For an HCS cable 70 m in length, the ordering data is as follows:

Order No. Length [m]
[ 2799445 | /[70
Length: Min. 1 m
Max. 1000 m/cable drum
Increment: 0.25m Tm..5m
im 5m...1000 m




Data plug-in connectors

Network components - assembled fiber optic cables

SC duplex plug, B-FOC (ST®) plug, LC plug
1P20 1P20
L P
M sl o
SCDUP BFOC LC
Ordering data Ordering data Ordering data
Order No. Order No. Order No.
Variable 2901557 Variable 2901557 Variable 2901557
Variable 2901557 Variable 2901557 Variable 2901557
Variable 2901557 Variable 2901557 Variable 2901557
Variable 2901557 Variable 2901557 Variable 2901557
Variable 2901557 Variable 2901557 Variable 2901557
Variable 2901557 Variable 2901557 Variable 2901557

Cable data
Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Technical data

AT-VQHB2Y 2K200/230

10A17+8B20
HCS, 200/230 um

10 dB/km (at 660 nm),

8 dB/km (at 850 nm)

Outer sheath
Material PE
Color black
Diameter 10-11 mm
Strain relief elements Non-metallic,
aramid fiber
Rodent protection Glass fibers
Lengthwise waterproofing IEC 60794-1-2

Individual wire

Material FRNC material
Color Red/green
Diameter 2.9mm +0.1 mm
Strain relief elements Non-metallic,

General data

aramid fibers

Weight 97 kg/km

Ambient temperature (operation) -20°C...70°C
Ambient temperature (storage/transport) -25°C...70°C
Ambient temperature (installation) -5°C...50°C

Halogen-free as per:

According to IEC 60754-2

For additional information, visit www.phoenixcontact.net/products

PHOENIX CONTACT

155



Data plug-in connectors

Network components - assembled fiber optic cables

Multi-mode fiberglass cables

for free assembly,

type GDM-RUGGED-1016

— Robust installation cable for indoor use
— Highly tear-resistant aramid strain relief

elements

— 2.9 mm individual wires made from highly
flexible FRNC material

— Halogen-free, ozone and UV resistant

— Robust polyurethane (PUR) outer cable

sheath

Ordering example for configured cable:

For a fiberglass cable fitted with an SCRJ plug at one end and an SCRJ push/pull plastic plug-in
connector at the other end, and 15 m in length, the ordering data is as follows:

Free end

-~

a

FSMA plug, IP20

SCRJ plug, IP20

L)
SC duplex plug, IP20

L4

B-FOC (ST®) plug, IP20

Og og?

Push/pull SCRJ, plastic

Push/pull SCRJ, metal

."

SCRJ plug, IP67

Order No. Connector 1 Connector 2 Length [m]
G [—
Length Min. 1 m
Max. 1000 m
Increment: im 1m..1000 m
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Free end

~

A

OE

Ordering data

By the meter

Variable

Variable

Variable

Variable

Variable

Variable

Variable

Variable

Order no.

2799322

2901558

2901558

2901558

2901558

2901558

1402193

1402193

1402193

FSMA plug,
P20

el

Variable

Variable

Variable

Variable

Variable

Variable

Variable

Variable

FSMA SCRJ
Ordering data Ordering data
Order No. Order No.
2901558 Variable 2901558
2901558 Variable 2901558
2901558 Variable 2901558
2901558 Variable 2901558
2901558 Variable 2901558
2901558 Variable 2901558
1402193 Variable 1402193
1402193 Variable 1402193
1402193 Variable 1402193

Variable

SCRJ plug,
1P20

Ordering example for cable sold by the meter:
For a fiberglass cable 70 m in length, the ordering data is as follows:

Order No. Length [m]
2799322 | /[70
Length Min. 1 m
Max. 1000 m/cable drum
Increment: im 1m..1000 m




Data plug-in connectors

Network components - assembled fiber optic cables

SC duplex plug, B-FOC (ST®) plug, LC plug Push/pull SCRJ, Push/pull SCRJ, SCRJ plug,
1P20 1P20 plastic metal IP67
et
29 7
2 ;] i,
‘ d’ ol af'-lli ’ i
SCDUP BFOC LC PPCPL PPCME IP67
Ordering data Ordering data Ordering data Ordering data Ordering data Ordering data

Order No. Order No. Order No. Order No. Order No. Order No.
Variable 2901558 Variable 2901558 Variable 2901558 Variable 1402193 Variable 1402193 Variable 1402193
Variable 2901558 Variable 2901558 Variable 2901558 Variable 1402193 Variable 1402193 Variable 1402193
Variable 2901558 Variable 2901558 Variable 2901558 Variable 1402193 Variable 1402193 Variable 1402193
Variable 2901558 Variable 2901558 Variable 2901558 Variable 1402193 Variable 1402193 Variable 1402193
Variable 2901558 Variable 2901558 Variable 2901558 Variable 1402193 Variable 1402193 Variable 1402193
Variable 2901558 Variable 2901558 Variable 2901558 Variable 1402193 Variable 1402193 Variable 1402193
Variable 1402193 Variable 1402193 Variable 1402193 Variable 1402193
Variable 1402193 Variable 1402193 Variable 1402193 Variable 1402193
Variable 1402193 Variable 1402193 Variable 1402193 Variable 1402193

Technical data
Cable data

Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Outer sheath

Material

Color

Diameter

Individual wire

Material

Color

Diameter

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

I-V(ZN)H11Y 2G50/125
2,5B600+0,7F1200
Fiberglass, 50/125 pm
2.5 dB/km (at 850 nm),
0.7 dB/km (at 1300 nm)

PUR
orange
7.5-85mm

FRNC material
Red/green
2.9 mm +0.1 mm

50 kg/km
-20°C...70°C
-25°C...70°C
-5°C...50°C

According to IEC 60754-2
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Data plug-in connectors

Network components - assembled fiber optic cables

Outdoor multi-mode fiberglass cables
for free assembly,
type GDO-1017

— Robust round cable for laying outdoors
— Longitudinally water-tight
— Integrated vapor barrier and rodent-

proof scrim

— 2.9 mm individual wires made from highly

flexible FRNC material

— Ozone and UV resistant
— Extremely robust polyethylene outer

cable sheath

Ordering example for configured cable:

For a fiberglass cable fitted with an SCRJ plug at one end and an IP20 B-FOC(ST®) plug at the other
end, and 15 m in length, the ordering data is as follows:

Free end

9

A

FSMA plug, IP20

L4

SCRJ plug, IP20

alrj
SC duplex plug, IP20

e
A

B-FOC (ST®) plug, IP20

Order No. Connector 1 Connector 2 Length [m]
Bl [—
Length: Min. 1 m
Max. 1000 m
Increment: im 1m...1000 m
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Free end

4

7

Ordering data

By the meter

Variable

Variable

Variable

Variable

Variable

OE

Order No.

2799432

2901559

2901559

2901559

2901559

2901559

FSMA plug, SCRJ plug,
1P20 1P20
3 alr
FSMA SCRJ

Ordering data Ordering data
Order No. Order No.
Variable 2901559 Variable 2901559
Variable 2901559 Variable 2901559
Variable 2901559 Variable 2901559
Variable 2901559 Variable 2901559
Variable 2901559 Variable 2901559
Variable 2901559 Variable 2901559

Ordering example for cable sold by the meter:
For a fiberglass cable 70 m in length, the ordering data is as follows:

Order No. Length [m]
[ 2799432 | /[70
Length: Min. 1 m
Max. 1000 m/cable drum
Increment: im 1m...1000 m




SC duplex plug, B-FOC (ST®) plug,
1P20 1P20

e
A

SCDUP BFOC
Ordering data Ordering data

Order No. Order No.
Variable 2901559 Variable 2901559
Variable 2901559 Variable 2901559
Variable 2901559 Variable 2901559
Variable 2901559 Variable 2901559
Variable 2901559 Variable 2901559
Variable 2901559 Variable 2901559

Data plug-in connectors

Network components - assembled fiber optic cables

LC plug
i3
F
LC
Ordering data
Order No.
Variable 2901559
Variable 2901559
Variable 2901559
Variable 2901559
Variable 2901559
Variable 2901559

Cable data
Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Outer sheath
Material

Color

Diameter

Strain relief elements

Rodent protection
Lengthwise waterproofing
Individual wire

Material

Color

Diameter

Strain relief elements

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

Technical data

AT-VQH(BN)2Y 2G50/125
2,5B600+0,7F1200
Fiberglass, 50/125 pm
2.5 dB/km (at 850 nm),
0.7 dB/km (at 1300 nm)

PE
black
10-11mm

Non-metallic,
aramid fiber

Glass fibers
IEC 60794-1-2

FRNC material
Red/green
2.9mm +0.1 mm
Non-metallic,
aramid fibers

97 kg/km
-25°C...70°C
-30°C...70°C
-5°C...50°C

According to IEC 60754-2

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled fiber optic cables

Zip cord fiberglass cable

for assembly, OM2

— Fiber optic cable for indoor installation

— Ideal for use in distributor systems and for
connecting termination devices

— 2.8 mm single elements made from
halogen-free and flame-retardant material

— UL approval type OFNR (riser) for USA

and Canada

Ordering example for configured cable:
For a zip cord fiberglass cable, fitted with an IP20 SC duplex plug at one end and an SCRJ plug at
the other end, and 15 m in length, the ordering data is as follows:

Order No. Length [m]

[ 1405700 |/[15

SCRJ plug, IP20

alrj
SC duplex plug, IP20

e 4
A
[ scoup |

B-FOC (ST®) plug, IP20

Length: Min. 1 m
Max. 1000 m
Increment: im 1m...1000 m
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SCRJ plug,
1P20
ol
SCRJ

Ordering data
Order No.
2m 1400697
Variable 1405703

SC duplex plug,
1P20

9

A

SCDUP

Ordering data

Variable

2m

Variable

Variable

Order no.

1400690

1405700

1400685

1405697

1400639

1405691

B-FOC (ST®) plug,
IP20

BFOC

Ordering data

2m

Variable

2m

Variable

2m

Variable

2m

Variable

Order No.

1400706

1405710

1400703

1405708

1404768

1405712

1400701

1405706




LC plug
o 45
J};" ,?.lfl
LC
Ordering data
Order No.
2m 1400682
Variable 1405694
2m 1400604
Variable 1405688

Cable data

Cable abbreviation in accordance with IEC 61977:2010
Fibers

Attenuation, typical

Outer sheath

Material

Color

Diameter

Strain relief elements

Individual wire

Material

Color

Diameter

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

Data plug-in connectors

Network components - assembled fiber optic cables

Technical data

1-V(ZN)H
50/125 pm OM2
2.7 dB/km (at 850 nm);
0.8 dB/km (at 1300 nm)

orange
2.8-5.7mm

900 um

15.80 kg/km
-10°C...70°C
-25°C...70°C
-5°C...50°C

According to IEC 60754-1/2

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled fiber optic cables

Zip cord fiberglass cable
for assembly, OM3

— Fiber optic cable for indoor installation

— Ideal for use in distributor systems and for
connecting termination devices

— 2.8 mm single elements made from
halogen-free and flame-retardant material

— UL approval type OFNR (riser) for USA
and Canada

— Low-bend fiber

— Data rate: up to 10 Gbps up to 300 m

Ordering example for configured cable:
For a zip cord fiberglass cable, fitted with an IP20 SC duplex plug at one end and an SCRJ plug at

the other end, and 15 m in length, the ordering data is as follows:

Order No. Length [m]

[ 1405701 |/[15 |

SCRJ plug, IP20

ol
SC duplex plug, IP20

49

1iﬁ’

SC duplex plug, IP20

vy

Length: Min. 1 m
Max. 1000 m
Increment: im 1m..1000 m
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SCRJ plug,
1P20
ol
SCRJ

Ordering data
Order No.
2m 1400699
Variable 1405704

SC duplex plug,
1P20

SCDUP
Ordering data

Order No.

2m 1400691
Variable 1405701
2m 1400688
Variable 1405698
2m 1400673
Variable 1405692

B-FOC (ST®) plug,
1P20

BFOC
Ordering data

Order No.

2m 1400711
Variable 1405711
2m 1400705
Variable 1405709
2m 1400702
Variable 1405707




LC plug

7 i
o’

al

LC
Ordering data
Order No.
2m 1400683
Variable 1405695
2m 1400621
Variable 1405695

Cable data

Cable abbreviation in accordance with IEC 61977:2010
Fibers

Attenuation, typical

Outer sheath

Material

Color

Diameter

Strain relief elements

Individual wire

Material

Color

Diameter

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

Data plug-in connectors

Network components - assembled fiber optic cables

Technical data

1-V(ZN)H
Fiberglass, 50/125 pm
2.5 dB/km (at 850 nm),
0.7 dB/km (at 1300 nm)

Aqua
2.8-5.7mm

900 um

15.80 kg/km
-10°C...70°C
-25°C...70°C
-5°C...50°C

According to IEC 60754-1/2

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled fiber optic cables

Zip cord fiberglass cable
for assembly, OM4

— Fiber optic cable for indoor installation

— Ideal for use in distributor systems and for
connecting termination devices

— 2.8 mm single elements made from
halogen-free and flame-retardant material

— UL approval type OFNR (riser) for USA
and Canada

— Low-bend fiber

— Data rate: up to 10 Gbps up to 550 m

Ordering example for configured cable:
For a zip cord fiberglass cable, fitted with an IP20 SC duplex plug at one end and an SCRJ plug at

the other end, and 15 m in length, the ordering data is as follows:

Order No. Length [m]

[ 1405702 | /[15 |

SCRJ plug, IP20

6 5)

SC duplex plug, IP20

49

1iﬁ’

>

LC plug

e

al

=

i

Length: Min. 1 m
Max. 1000 m
Increment: im 1m...1000 m
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SCRJ plug, SC duplex plug, LC plug
1P20 1P20
SCRJ SCDUP LC
Ordering data Ordering data Ordering data
Order No. Order No. Order No.
2m 1400700 2m 1400695 2m 1400684
Variable 1405705 Variable 1405702 Variable 1405696
2m 1400689
Variable 1405699
2m 1400681 2m 1400622
Variable 1405693 Variable 1405690
Technical data
Cable data

Cable abbreviation in accordance with IEC 61977:2010

Fibers
Attenuation, typical

Outer sheath
Material

Color
Diameter
Strain relief elements
Individual wire
Material

Color
Diameter
General data
Weight

Ambient temperature (operation)

Ambient temperature (storage/transport)

Ambient temperature (installation)

Halogen-free as per:

I-V(ZN)H
Fiberglass, 50/125 um
2.5 dB/km (at 850 nm),
0.7 dB/km (at 1300 nm)

Violet
2.8-5.7mm

900 um

15.80 kg/km
-10°C...70°C
-25°C ...70°C
-5°C...50°C

According to IEC 60754-1/2




Zip cord fiberglass cable
for assembly, OM1

— Fiber optic cable for indoor installation

— Ideal for use in distributor systems and for
connecting termination devices

— 2.8 mm single elements made from
halogen-free and flame-retardant material

— UL approval type OFNR (riser) for USA

and Canada
FSMA plug, IP20

L4

SC duplex plug, IP20
L9
A

B-FOC (ST®) plug, IP20

Ordering example for configured cable:

For a zip cord fiberglass cable, fitted with an IP20 FSMA plug at one end and an IP20 SC duplex
plug at the other end, and 15 m in length, the ordering data is as follows:

Order No. Length [m]

[ 1406536 | /[15 |

Length: Min. 1 m
Max. 1000 m
Increment: im 1m.. 1000 m

Data plug-in connectors

Network components - assembled fiber optic cables

FSMA plug,
1P20

el

FSMA
Ordering data
Order No.

Variable 1406532
Variable 1406536

Variable 1406535

Cable data

Cable abbreviation in accordance with IEC 61977:2010
Fibers

Attenuation, typical

Outer sheath

Material

Color

Diameter

Strain relief elements

Individual wire

Material

Color

Diameter

General data

Weight

Ambient temperature (operation)
Ambient temperature (storage/transport)
Ambient temperature (installation)
Halogen-free as per:

Technical data

-V(ZN)H
62.5/125 um
3.2 dB/km (at 850 nm);
0.9 dB/km (at 1300 nm)

orange
2.8-5.7mm

900 m

15.80 kg/km
-10°C...70°C
-25°C...70°C
-5°C...50°C

AOccording to IEC 60754-1/2

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

Network components - assembled fiber optic cables

Fiber optics patch cables

Plugs:

-LC

— SC duplex

— SCR]

— B-FOC (ST®)

Fixed lengths:
-1m
-2m
-5m

Fiber types:
— Multi-mode fiberglass (MM)
— Single-mode fiberglass (SM)

Sheath colors:
— Multi-mode: orange
— Single mode: yellow

Technical data:

— Halogen-free

— Flame-retardant

— No corrosive or toxic fumes

— External dimensions: 2.8 mm x 5.7 mm
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Cable, properties

Individual wire diameter

Outer sheath, material

Outer sheath, strain relief elements
Lateral pressure, long-term

Tensile strength short-term/long-term
Halogen-free

General data

Technical data

2.8 mm

FRNC

Non-metallic, aramid fiber
60 N/cm

600N

According to IEC 60754-2

Ambient temperature (storage/transport) -25°C...70°C
Ambient temperature (installation) -5°C..50°C
Ambient temperature (operation) -5°C...70°C
Ordering data
Description lemein e f)lae; Type Order No. PF(,:; /
FO patch cable with multi-mode fiberglass (OM2)
- LC plug to LC, SC duplex, B-FOC or SCRJ plug
im FL MM PATCH 1,0 LC-LC 2989158 1
2m FL MM PATCH 2,0 LC-LC 2989255 1
5m FL MM PATCH 5,0 LC-LC 2901799 1
FO patch cable with multi-mode fiberglass (OM2)
- SC duplex plug to SC duplex, B-FOC or SCRJ plug
im
2m
5m
FO patch cable with multi-mode fiberglass (OM2)
- B-FOC plug to B-FOC or SCRJ plug
im
2m
5m
FO patch cable with multi-mode fiberglass (OM2)
- SCRJ plug to SCRJ plug
im
2m
5m
FO patch cable with single-mode fiberglass (0S1)
- LC plug to LC, SC duplex or B-FOC plug
im FL SM PATCH 1,0 LC-LC 2989187 1
2m FL SM PATCH 2,0 LC-LC 2989284 1
5m FL SM PATCH 5,0 LC-LC 2901826 1
FO patch cable with single-mode fiberglass (0S1)
- SC duplex plug to SC duplex or B-FOC plug
1m
2m
5m
FO patch cable with single-mode fiberglass (0S1)
- B-FOC plug to B-FOC plug
im
2m
5m




SC duplex plug

Technical data

2.8mm

FRNC

Non-metallic, aramid fiber
60 N/cm

600 N

According to IEC 60754-2

B-FOC plug

Technical data

2.8mm

FRNC

Non-metallic, aramid fiber
60 N/cm

600 N

According to IEC 60754-2

Data plug-in connectors

Network components - assembled fiber optic cables

SCRJ plug

Technical data

2.8 mm

FRNC

Non-metallic, a7ramid fiber
60 N/cm

600 N

According to IEC 60754-2

-25°C...70°C -25°C...70°C -25°C...70°C
-5°C...50°C -5°C...50°C -5°C...50°C
-5°C...70°C -5°C...70°C -5°C...70°C
Ordering data Ordering data Ordering data
Pcs./ Pcs./ Pcs./
Type Order No. PKt. Type Order No. Pkt Type Order No. Pkt
FL MM PATCH 1,0 LC-SC 2989161 1 FL MM PATCH 1,0 LC-ST 2989174 1 FL MM PATCH 1,0 LC-SCRJ 2901802 1
FL MM PATCH 2,0 LC-SC 2989268 1 FL MM PATCH 2,0 LC-ST 2989271 1 FL MM PATCH 2,0 LC-SCRJ 2901803 1
FL MM PATCH 5,0 LC-SC 2901800 1 FL MM PATCH 5,0 LC-ST 2901801 1 FL MM PATCH 5,0 LC-SCRJ 2901804 1
FL MM PATCH 1,0 SC-SC 2901805 1 FL MM PATCH 1,0 SC-ST 2901809 1 FL MM PATCH 1,0 SC-SCRJ 2901812 1
FL MM PATCH 2,0 SC-SC 2901807 1 FL MM PATCH 2,0 SC-ST 2901810 1 FL MM PATCH 2,0 SC-SCRJ 2901813 1
FL MM PATCH 5,0 SC-SC 2901808 1 FL MM PATCH 5,0 SC-ST 2901811 1 FL MM PATCH 5,0 SC-SCRJ 2901814 1
FL MM PATCH 1,0 ST-ST 2901815 1 FL MM PATCH 1,0 ST-SCRJ 2901820 1
FL MM PATCH 2,0 ST-ST 2901816 1 FL MM PATCH 2,0 ST-SCRJ 2901821 1
FL MM PATCH 5,0 ST-ST 2901817 1 FL MM PATCH 5,0 ST-SCRJ 2901822 1
FL MM PATCH 1,0 SCRJ-SCRJ 2901823 1
FL MM PATCH 2,0 SCRJ-SCRJ 2901824 1
FL MM PATCH 5,0 SCRJ-SCRJ 2901825 1
FL SM PATCH 1,0 LC-SC 2989190 1 FL SM PATCH 1,0 LC-ST 2989242 1
FL SM PATCH 2,0 LC-SC 2989297 1 FL SM PATCH 2,0 LC-ST 2989349 1
FL SM PATCH 5,0 LC-SC 2901827 1 FL SM PATCH 5,0 LC-ST 2901828 1
FL SM PATCH 1,0 SC-SC 2901829 1 FL SM PATCH 1,0 SC-ST 2901832 1
FL SM PATCH 2,0 SC-SC 2901830 1 FL SM PATCH 2,0 SC-ST 2901833 1
FL SM PATCH 5,0 SC-SC 2901831 1 FL SM PATCH 5,0 SC-ST 2901834 1
FL SM PATCH 1,0 ST-ST 2901836 1
FL SM PATCH 2,0 ST-ST 2901837 1
FL SM PATCH 5,0 ST-ST 2901838 1
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Data plug-in connectors
Network components - accessories

Accessories for processing fiber optics

Description

Ceramic blade

Solvent dispenser, 100 ml, lockable pump dispenser

e

Ordering data

Type

FOC-TOOL-CERAMIC-BLADE

Order No.

1407019

Pcs. /
Pkt.

Ordering data

Type

FOC-TOOL-DISPENSER

Order No.

1406995

Pcs./
Pkt.

Polishing fiber optic plug-in

connectors

Description

Polishing film, silicon carbide
15 um

Polishing film, ALO?
1um

3um

Polishing film, diamond
0.1 um

1um

9um

Polishing disc

1.25 mm, for LC

2.50 mm, for ST, SC, FC

Ordering data

Type

FOC-POLISHINGFILM-SK-15.0

FOC-POLISHINGFILM-AO-01.0
FOC-POLISHINGFILM-AO-03.0

FOC-POLISHINGFILM-D-00.1
FOC-POLISHINGFILM-D-01.0
FOC-POLISHINGFILM-D-09.0

Order No.

1407034

1407037
1407039

1407046
1407042
1407044

Pcs. /
Pkt.

Ordering data

Type

FOC-POLISHINGDISC-1.25
FOC-POLISHINGDISC-2.50

Order No.

1407024
1407021

Pcs./
Pkt.
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Cleaning tools
for fiber optic connection technology

Data plug-in connectors

Network components - accessories

Ordering data Ordering data
et Pcs./ Pcs./
Description Type Order No. Pkt. Type Order No. Pkt.
Ferrule cleaner, approx. 500 cleaning cycles
1.25 mm, for LC FOC-TOOL-FERRULECLEANER-1.25 1407032 1
2.50 mm, for ST, SC, FC FOC-TOOL-FERRULECLEANER-2.50 1407029 1
Stick cleaner for couplings and plug end faces
1.25 mm, for LC FOC-TOOL-STICKCLEANER-1.25 1407000 1
2.50 mm, for ST, SC, FC FOC-TOOL-STICKCLEANER-2.50 1407002 1
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Data plug-in connectors
Network components - accessories

Tool for processing fiber optics

Ordering data

Description Type
Fiber stripper, for stripping the coating from 250 pm to 125 um

For 1 fiber FOC-TOOL-STRIPPING-1HOLE-250
For 2 fibers FOC-TOOL-STRIPPING-2HOLE-250
T-stripper

18... 10 AWG/1.0 mm ... 2.6 mm

30... 22 AWG/0.25 mm ... 0.64 mm

Order No.

1407004
1407008

Ordering data

Pcs./
Pkt. Type

FOC-TOOL-STRIPPING-T-1
FOC-TOOL-STRIPPING-T-2

Order No.

1407016
1407014

Pcs./
Pkt.

Accessories

Electrician's scissors, high cutting performance thanks to micro- CUTFOX-ES
serrated cutting area, suitable for copper, aluminum, Kevlar fibers,

and plastic, two-component non-slip soft-grip handles, ergonomic

design, adjustable screw joint

1212621

Accessories

1 CUTFOX-ES

1212621

Tools for FO cabling, POF

Ethernet

T
.

7>

Ordering data

: “ //J

Description Type

Scrj polishing tool set, for polymer fiber, for field assembly of
scrj/ip20 and SCRJ/IP67 plug-in connectors7 with fast connection
system

VS-SCRJ-POF-KONFTOOL-POLISH
Refill set for VS-SCRJ-POF-KONFTOOL-POLISH, consisting of
two polishers and a polishing disc

- For SCRJ connectors VS-SCRJ-POF-POLISH
SCRJ cutting tool set, for polymer fiber, for field assembly of

SCRJ/IP20 and SCRJ/IP67 push/pull plug-in connectors with

fast connection technology, consisting of stripping tool, aramid

scissors, SCRJ cutting tool, microscope

Cutting tool, SCRJ, for polymer fiber

Sheath stripping tool, for polymer fiber

Order No.

1658820

1656673

Ethernet

T

Ordering data

Pcs./
Pkt. Type

TF-SCRJ-POF KONF SET
CUTFOX-SCRJ-POF

WIREFOX-PN POF

Order No.

1405246

1405247

1405249

Pcs./
Pkt.
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Tools for FO cabling, HCS

Description

HCS (Gl) DIY case for SCRJ and SC duplex quick mounting
connectors, stripping blade, stripping pliers, aramid yarn scissors,
fiber stripper, fiber cleaving tool, and microscope

- For SCRJ/SC duplex connectors

HCS (Gl) DIY case for B-FOC (ST®) quick mounting connectors,
stripping blade, stripping pliers, aramid yarn scissors, fiber stripper,
fiber cleaving tool, and microscope

- For B-FOC (ST®) connectors

HCS DIY case for F-SMA quick mounting connectors, comprising
stripping blade, stripping pliers, aramid yarn scissors, fiber stripper,
fiber cleaving tool, and microscope

- For F-SMA connectors

Data plug-in connectors

Network components - accessories

Assembly tool for fiber optics

Ordering data

Type

PSM-HCS-KONFTOOL/SC-RJ

PSM-HCS-KONFTOOL/B-FOC

PSM-HCS-KONFTOOL

Order No.

2708876

2708465

2799526

Pcs./
Pkt.

Tools for FO cabling, GOF

Description

Assembly tool set for fiberglass, for the field assembly of
the SCRJ and SC-Duplex connectors, with a fast connection
technology

EU version

US version

Consumables for VS-GOF-FA-KONFTOOL-...

Glue cartridge

Ordering data

Type

VS-GOF-FA-KONFTOOL-EU
VS-GOF-FA-KONFTOOL-US

VS-GOF-FA-KONFTOOL-ADHESIVE

Order No.

1658228
1658231

1658244

Pcs./
Pkt.

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors
Topology - INTERBUS
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Data plug-in connectors

Topology — INTERBUS
Designation Page
IP67 D-SUB complete plug-in connectors, pin 184
IP67 D-SUB complete plug-in connectors, socket 184
IP67 D-SUB panel mounting frames for D-SUB contact inserts 206
D-SUB contact inserts, pin 206
D-SUB contact inserts, socket 206
IP67 D-SUB coupling, socket/socket 185
IP67 D-SUB panel mounting frames with integrated D-SUB gender changer, socket/socket 185
Assembled D-SUB cable with D-SUB plug-in connectors, IP20 218
IP20 D-SUB sle_eve hou_sing and 219
D-SUB contact insert, pin
M12 panel feed-through with INTERBUS cable and free cable end 190
Assembled INTERBUS cable with M12 plug-in connectors See Catalog 4
M12 panel feed-through with solder connection 188
Assembled INTERBUS cable with M12 plug-in connector and free cable end See Catalog 4
M12 plug-in connector for free assembly 186
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Data plug-in connectors
Topology — PROFIBUS DP
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Designation

D-SUB contact inserts

IP67 D-SUB panel mounting frames for D-SUB contact inserts

1P67 D-SUB complete plug-in connectors

IP67 D-SUB sleeve housing with accessories and D-SUB contact insert

IP67 D-SUB coupling

IP67 D-SUB panel mounting frames with integrated D-SUB gender changer

IP20 D-SUB sleeve housing and
D-SUB contact insert

1P20 D-SUB complete plug-in connectors

M12 panel feed-through with fieldbus cable and free cable end

M12 T-piece

Assembled fieldbus cable with straight M12 plug-in connector and straight M12 socket

Flush-type plug-in connector

PROFIBUS M12 termination resistor

Assembled fieldbus cable with straight M12 socket and free cable end

M12 plug-in connector, for free assembly

PHOENIX CONTACT

Page

206

206

184

206

185

185

219

219

191
See Catalog 4
See Catalog 4

189
See Catalog 4
See Catalog 4
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Data plug-in connectors
Topology - PROFIBUS PA

-

No. Designation Page

@ Assembled cable with straight M12 socket and free cable end, 2 m See Catalog 4
@ Assembled cable with straight M12 socket and straight M12 plug, 1 m See Catalog 4
@ Assembled cable with straight M12 socket and straight M12 plug, 5 m See Catalog 4
@ Assembled cable with straight M12 plug and angled M12 socket, 5 m See Catalog 4
@ Assembled cable with straight M12 plug and free cable end, 5 m See Catalog 4
@ Assembled cable with straight M12 socket and straight M12 plug, 2 m See Catalog 4
@ Assembled cable with straight M12 plug and free cable end, 20 m See Catalog 4
M12 T-distributor See Catalog 4
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Data plug-in connectors

Topology - CANopen®
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Designation

IP67 D-SUB complete plug-in connectors

IP67 D-SUB panel mounting frames for D-SUB contact inserts
D-SUB contact inserts

IP67 D-SUB coupling

IP67 D-SUB panel mounting frames with integrated D-SUB gender changer

IP20 D-SUB sleeve housing and
D-SUB contact insert

M12 panel feed-through with fieldbus cable and
free cable end

Assembled fieldbus cable with M12 plug-in connector and
free cable end

IP67 D-SUB sleeve housing with accessories and
D-SUB contact insert

P20 D-SUB complete plug-in connectors
M12 plug-in connectors, for assembly

M12 T-piece

Assembled cable with angled M12 plug-in connector to
straight M12 socket, 5m

Assembled cable with straight M12 plug-in connector to
straight M12 socket, 2 m

Termination resistor

Assembled fieldbus cable with M8 plug-in connector and M8 socket

For additional information, visit www.phoenixcontact.net/products

Data plug-in connectors

Topology - CANopen®
Page
184

206

185

185

219

192
See Catalog 4

206

219

187
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4

See Catalog 4
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Data plug-in connectors

Topology — DeviceNet™
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Data plug-in connectors

Topology — DeviceNet™

Designation

M8 termination resistor

Assembled fieldbus cable with straight M8 plug to straight M8 socket
M12 plug-in connector for free assembly, socket

Assembled fieldbus cable with M12 plug and free cable end

Bus system T-distributor, M8 socket to M12 plug and M12 socket

Bus system T-distributor, M12 socket to M12 plug and M12 socket

Assembled fieldbus cable with straight M12-SPEEDCON plug to
straight M12-SPEEDCON socket

Assembled trunk cable with angled 7/8" plug to straight
7/8" socket

Bus system T-distributor, 5-pos., M12 socket to 7/8" socket
and 7/8" plug, 7/8", stainless steel knurl

Assembled trunk cable with straight 7/8" plug to straight 7/8" socket

Bus system T-distributor, 5-pos., 7/8" socket to 7/8" socket and 7/8" plug,
stainless steel knurl

Termination resistor, 7/8" plug

M12 flush-type plug-in connector

Assembled trunk cable with straight 7/8" plug and free
cable end

M12 plug-in connector for free assembly, plug

Y-distributor, bus system cable, straight M12-SPEEDCON socket
to straight M12-SPEEDCON plug and straight M12-SPEEDCON socket

M12 termination resistor

Y-distributor, bus system cable, straight M12-SPEEDCON socket and 2 free cable ends

7/8" assembled drop cable, straight 7/8" socket and free
cable end

M12 panel feed-through with solder connection

For additional information, visit www.phoenixcontact.net/products
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See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
190
See Catalog 4
186
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
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Data plug-in connectors

Topology — AS-Interface

QUINT POWER
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*) Further AS-Interface components for the
control cabinet can be found in Catalog 8.
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Designation
AS-Interface flat-ribbon conductor, yellow

AS-Interface flat-ribbon conductor, black

AS-Interface distributor, 4-pos.,
with spring-cage terminal blocks up to 1.5 mm?

Metal screw connection for an AS-Interface flat-ribbon conductor

Panel feed-through with QUICKON fast connection technology
for accommodating up to two AS-Interface flat-ribbon conductors

AS-Interface H-distributor for the distribution
of AS-Interface flat-ribbon conductors

AS-Interface distributor, 2-pos., with straight,
A-coded M12 socket

AS-Interface distributor, 2-pos., with straight,
A-coded M12 socket

AS-Interface distributor, 2-pos., with round cable
and molded, A-coded M12 socket

AS-Interface distributor, 4-pos., with round cable
and molded, A-coded M12 socket

AS-Interface distributor, 4-pos., with straight,
A-coded M12 socket

Cable connector with QUICKON fast connection technology
for connecting up to four AS-Interface flat-ribbon conductors

End clip for AS-Interface flat-ribbon conductor

Assembled round cable with M12 plug-in connectors

AS-Interface digital M12 1/0 devices,
4 slots, IP65/IP67

AS-Interface digital M12 I/O devices,
8 slots, IP65/IP67

AS-Interface digital M8 input devices,
4 slots, IP65/IP67

AS-Interface digital M8 I/0 devices,
8 slots, IP65/IP67

AS-Interface digital I/O devices,
ME-Line, IP20

AS-Interface gateway for Inline Modular, IP20

Power supply unit, primary-switched

For additional information, visit www.phoenixcontact.net/products

Data plug-in connectors

Topology — AS-Interface

Page
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
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See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
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Data plug-in connectors
Topology - FOUNDATION Fieldbus
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Designation

Assembled FOUNDATION Fieldbus cable with 7/8" socket
and free cable end

Assembled FOUNDATION Fieldbus cable with 7/8" plug
and 7/8" socket

Assembled FOUNDATION Fieldbus cable with 7/8" plug
and free cable end

Assembled FOUNDATION Fieldbus cable with M12 plug
and M12 socket

Assembled FOUNDATION Fieldbus cable with M12 plug
and free cable end

FOUNDATION Fieldbus 7/8" T-distributor

FOUNDATION Fieldbus 7/8" termination resistor

FOUNDATION Fieldbus M12 distributor

FOUNDATION Fieldbus M12 system flush-type plug-in connector

FOUNDATION Fieldbus M12 flush-type plug

Page
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4
See Catalog 4

193

193

For additional information, visit www.phoenixcontact.net/products

Data plug-in connectors
Topology - FOUNDATION Fieldbus
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Data plug-in connectors

Fieldbus components - D-SUB plug-in connectors

D-SUB plug-in connectors, IP67

Electrical data

o

D-SUB complete plug-in connector for
INTERBUS with IP67 protection

Technical data

INTERBUS

———

D-SUB plug-in connector set, IP67, consisting
of: sleeve housing, panel mounting frame, and
accessories, shielded design

Technical data

Rated voltage 63V -
Rated current 1A -
Surge voltage category Il -
Material data
Housing material PA PA
Contact material Copper alloy -
Contact surface material Gold over nickel -
Contact carrier material PBTP -
Inflammability class according to UL 94 ' Vo
Mechanical data
No. of pos. 9 9
Color gray gray
Pollution degree 2 2
Degree of protection P67 P67
Connection method Screw connection -
Conductor cross section 0.14mm? ... 0.5 mm? -
Connection cross section AWG 26...20 -
Insertion/withdrawal cycles =200 >1000
Temperature data
Ambient temperature (operation) -20°C...70°C -40°C...80°C
Ordering data Ordering data
Description Type Order No. P;;f{,/ Type Order No. P;;t"/
D-SUB complete plug-in connector, for INTERBUS, shell size 1,
screw connection, shielded
Plug VS-09-1BS-ST 1689271 1
Socket VS-09-1BS-BU 1689284 1
D-SUB complete plug-in connector, for PROFIBUS, shell size 1,
plug, shielded
Screw connection VS-09-PROFIBUS-SC 1654549 1
Spring-cage connection VS-09-PROFIBUS-SP 1654345 1
D-SUB plete plug-in cor tor, for CANopen®, shell size 1,
socket, screw connection, shielded
Socket VS-09-CAN 1689307 1
D-SUB panel mounting frame, for accommodating D-SUB con-
tact inserts
D-SUB 09 VS-09-A 1688366 5
D-SUB EMC shroud, for the IP67 panel mounting frame, for shield
contacting to the housing panel
D-SUB 09 VS-09-A-EMV-S 1688463 5
D-SUB plug-in connector set
D-SUB 09 VS-09-SET-EMV 1689158 1

184 | PHOENIX CONTACT



Electrical data

Data plug-in connectors

Fieldbus components - D-SUB plug-in connectors

/\
A

Screw connection
Fixing: 2.5 mm hole

Technical data

———

CANopen

D-SUB panel mounting frame IP67,
with integrated gender changer

Technical data

Rated voltage 60V 125V 125V
Rated current 5A 5A 5A
Surge voltage category 1] 1] 1]
Material data
Housing material - PA PA
Contact material Copper alloy Copper alloy Copper alloy
Contact surface material Gold over nickel Hard gold-plated over nickel Hard gold-plated over nickel
Contact carrier material PBTP Polyester GF Polyester GF
Inflammability class according to UL 94 ' ' Vo
Mechanical data
No. of pos. 9 9 9
Color - gray gray
Pollution degree 2 2 2
Degree of protection 1P20 P67 P67
Connection method Screw connection - -
Conductor cross section 0.14 mm? ... 0.5 mm? - -
Connection cross section AWG 26...20 - -
Insertion/withdrawal cycles =200 =200 =200
Temperature data
Ambient temperature (operation) -20°C...80°C -40°C...80°C -40°C...80°C
Ordering data Ordering data
Description Type Order No. P;ft"/ Type Order No. P;;.'/
D-SUB contact insert
Plug VS-09-ST-DSUB/10-MPT-0,5 1688379 10
Socket VS-09-BU-DSUB/9-MPT-0,5 1688395 10
D-SUB panel mounting frame, with integrated gender changer,
shielded
D-SUB 09, pin/pin VS-09-A-GC-ST/ST 1689705 5
D-SUB 09, socket/socket VS-09-A-GC-BU/BU 1689695 5
D-SUB coupling, with integrated gender changer, shielded
D-SUB 09, pin/pin VS-09-KU-ST/ST 1689640 5
D-SUB 09, socket/socket VS-09-KU-BU/BU 1689637 5
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Data plug-in connectors

Fieldbus components - M12 plug-in connectors

M12 plug-in connector, shielded

M12 circular plug-in connector according to:

INTERBUS

A

SPEEDCON
Locking

M12 plug-in connectors
that can be assembled for INTERBUS

s @(}

Technical data

Screw connection
IEC 61076-2-101

Spring-cage connection
IEC 61076-2-101

PIRIOJF[]
BJIU[S

SPEEDCON

Locking

M12 plug-in connectors
that can be assembled for PROFIBUS

C“ Us @C’W

Technical data

Screw connection
IEC 61076-2-101

Spring-cage connection
IEC 61076-2-101

Pollution degree 3 3 3 3

Degree of protection P67 P67 P67 P67

Connection method Spring-cage conn. Screw connection Spring-cage conn. Screw connection

Electrical data

Rated voltage 60V 60V 60V 60V

Rated current 4A 4A 4A 4A

Volume resistance <8mQ <3mQ <8mQ <3mQ

Insulation resistance =100 MQ =100 MQ =100 MQ =100 MQ

Material data

Contact material CuSn CuSn CuSn CuSn

Contact surface material Ni/Au Au Ni/Au Au

Contact carrier material TPU PA 66 TPU PA 66

Inflammability class according to UL 94 Vo HB Vo HB

Coding B - inverse B -inverse B - inverse B -inverse

No. of pos. 5 5 2 5

Temperature data

Plug / socket [°C] -40 ... 85 -40...85 -40...85 -40...85
Ordering data Ordering data

Description Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.

Plug-in connector
Socket, straight
Plug, straight
Socket, angled
Plug, angled

Spring-cage connection Screw connection

1432826 1 1507777
1432800 1 1507764
1432839 1
1432813 1

Spring-cage connection Screw connection

1432868 1 1507777 1
1432842 1 1507764 1
1432871 1
1432855 1
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M12 plug-in connector, shielded

M12 circular plug-in connector according to:
Pollution degree
Degree of protection

Data plug-in connectors

Fieldbus components - M12 plug-in connectors

—
Dem

SPEEDCON
Locking

M12 plug-in connectors
that can be assembled for DeviceNet™

ey
s €

Technical data

Spring-cage connection Screw connection
IEC 61076-2-101 IEC 61076-2-101
3 3
IP67 P67

CCoLink

M12 plug-in connectors
that can be assembled for CC-Link

EN us @<j?

Technical data

Spring-cage connection
IEC 61076-2-101 -
3 -
P67 -

Connection method Spring-cage conn. Screw connection Spring-cage conn. -
Electrical data
Rated voltage 60V 60V 60V -
Rated current 4A 4A 4A -
Volume resistance <8mQ <3mQ <8mQ -
Insulation resistance =100 MQ =100 MQ =100 MQ -
Material data
Contact material CuSn CuSn CuSn -
Contact surface material Ni/Au Au Ni/Au -
Contact carrier material TPU PA 66 PA 66 -
Inflammability class according to UL 94 Vo HB Vo -
Coding A - standard A - standard A - standard -
Temperature data
Plug / socket [°C] -40 ... 85 -40...85 -40 ... 85 -
Ordering data Ordering data

Description Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.

Spring-cage connection Screw connection Spring-cage connection
Plug-in connector
Socket, straight 1432787 1 1508365 1559770 1
Plug, straight 1432761 1 1508352 1559767 1
Socket, angled 1432790 1
Plug, angled 1432774 1

For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 187



Data plug-in connectors

Fieldbus components - M12 flush-type plug-in connectors

Flush-type plug-in connector, one-

piece, rear mounting

M12 circular plug-in connector according to:

o

P[RJOJF[}
BIU[S

SPEEDCON

Locking

M12 flush-type plug-in connector
with solder connection

Technical data

Without shield contact
IEC 61076-2-101

With shield contact
IEC 61076-2-101

CANopen

Dem

SPEEDCON

LOCKING

M12 flush-type plug-in connector
with solder connection

Technical data

Without shield contact
IEC 61076-2-101

With shield contact
IEC 61076-2-101

Pollution degree 3 3 3 3

Degree of protection P67 P67 P67 P67

Connection method Solder pins Solder pins Solder pins Solder pins

Electrical data

Rated voltage 60V 60V 60V 60V

Rated current 4A 4A 4A 4A

Volume resistance <3mQ <3mQ <3mQ <3mQ

Insulation resistance =100 MQ =100 MQ =100 MQ =100 MQ

Material data

Material contact / contact surface CuZn/Au CuZn/ Ni/Au Cuzn/Au CuZn/Au

Contact carrier material PA 66 PA 66 PA 66 PA 66

Inflammability class according to UL 94 Vo Vo Vo Vo

Coding B - inverse B -inverse A - standard A - standard

Temperature data

Plug / socket [°C] -25...85 25...85 -25...85 25...85
Ordering data Ordering data

Description Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.

Flush-type plug-in connector, Pg9 fastening thread

Without shield contact

Socket 1553022
Plug 1543647 20 1553051
Flush-type plug-in connector, M12 fastening thread

Plug 1551846 20 1552971
EMC hexagonal nuts with fine toothing, for all flush-type plug-in

connectors with:

Pg9 fastening thread 1440177 10 1440177
M12 fastening thread 1440151 10 1440151

With shield contact

20
20

20

10
10

Without shield contact

1542761 20 1553019
1542745 20 1553048
1551833 20 1552968
1440177 10 1440177
1440151 10 1440151

With shield contact

20
20

20

10
10
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Flush-type plug-in connector, two-
piece, rear mounting

M12 circular plug-in connector according to:
Pollution degree

Degree of protection

Connection method

Electrical data

Data plug-in connectors

Fieldbus components - M12 flush-type plug-in connectors

INTERBUS

I}

P[RJOJF[!
BIU[S

SPEEDCON

Locking

M12 flush-type plug-in connector
with solder connection

@
2

Technical data

Wave soldering
IEC 61076-2-101

THR process
IEC 61076-2-101

3 3
P67 P67
Solder pins THR solder connection

SPEEDCON

Dem

LocKing

M12 flush-type plug-in connector
with solder connection

Technical data

Wave soldering
IEC 61076-2-101

THR process
IEC 61076-2-101

3 3
P67 P67
Solder pins THR solder connection

Rated voltage 60V 60V 60V 60V
Rated current 4A 4A 4A 4A
Volume resistance <3mQ <3mQ <3mQ <3mQ
Insulation resistance =100 MQ =100 MQ =100 MQ =100 MQ
Material data
Material contact / contact surface CuZn/Ni/Au CuZn/Au CuZn/Au Cuzn/Au
Contact carrier material PA 66 PPA PA 66 PPA
Inflammability class according to UL 94 HB Vo HB Vo
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85
Ordering data Ordering data
Description Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.
Wave soldering THR process Wave soldering THR process
Flush-type plug-in connector, M12 fixing, straight contacts
Socket 1437180 10 1542635 60 1694237 10 1434879 60
Plug 1437203 10 1552188 60 1694211 10 1439968 60
Flush-type plug-in connector, M12 fixing, angled contacts
Socket 1436576 10 1438024 10
Plug 1436615 10 1438037 10
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Data plug-in connectors

Fieldbus components - M12 flush-type plug-in connectors

Flush-type plug-in connector,
with pre-assembled cable,
type 900

M12 circular plug-in connector according to:

INTERBUS

A

Rear mounting

=)
()

Technical data

M16 fastening thread Pg9 fastening thread

IEC 61076-2-101 IEC 61076-2-101

———

Front mounting,
can be positioned

p

)
\@‘

Technical data
M16 fastening thread

IEC 61076-2-101

Pollution degree 3 3 3
Degree of protection P67 P67 P67
Electrical data
Rated voltage 60V 60V 60V
Rated current 4A 4A 4A
Volume resistance <3mQ <3mQ <3mQ
Insulation resistance =100 MQ =100 MQ =100 MQ
Material data
Material contact / contact surface CuZn/Ni/Au CuZn/Ni/Au CuZn/Ni/Au
Contact carrier material PA 66 PA 66 PA 66
Inflammability class according to UL 94 4 Vo Vo
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85
Ordering data Ordering data
Description Cable length Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.

Flush-type plug-in connector, B-coded, with bus system cable,
6-wire, shielded, PUR halogen-free, green outer cable sheath,
3x2x0.25 mm?

Socket 0.5m
Plug 0.5m
Socket im
Plug im
Socket 2m
Plug 2m
Socket 5m
Plug 5m

EMC hexagonal nuts with fine toothing, for all flush-type plug-in
connectors with:

M16 fastening thread
Pg9 fastening thread

M16 fastening thread Pg9 fastening thread

1534546 1 1437601 1
1534504 1 1437643 1
1534559 1 1437614 1
1534517 1 1437656 1
1534562 1 1437627 1
1534520 1 1437669 1
1534575 1 1437630 1
1534533 1 1437672 1
1440164 10

1440177 10

M16 fastening thread

1529742
1529629
1529755
1530223
1529768
1529726
1529771
1529739
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Data plug-in connectors
Fieldbus components - M12 flush-type Plug-in connectors

Flush-type plug-in connector,
with pre-assembled cable,

BJU[S BIU[S

Rear mounting Front mounting,
can be positioned

(& (&
Technical data Technical data
M16 fastening thread Pg9 fastening thread M16 fastening thread
M12 circular plug-in connector according to: IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101 -
Pollution degree 3 3 3 -
Degree of protection P67 P67 P67 -
Electrical data
Rated voltage 60V 60V 60V -
Rated current 4A 4A 4A -
Volume resistance <3mQ <3mQ <3mQ -
Insulation resistance =100 MQ =100 MQ =100 MQ -
Material data
Material contact / contact surface CuZn/Ni/Au CuZn/Ni/Au CuZn/Ni/Au -/-
Contact carrier material PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo Vo -
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -
Ordering data Ordering data
Description Cable length Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.
M16 fastening thread Pg9 fastening thread M16 fastening thread
Flush-type plug-in connector, B-coded, with bus system cable,
2-wire, shielded, PUR halogen-free, violet outer cable sheath,
1x2x0.25 mm?
Socket 0.5m 1534384 1 1437449 1 1525597 1
Plug 0.5m 1534342 1 1437481 1 1525555 1
Socket im 1534397 1 1437452 1 1525607 1
Plug im 1534355 1 1437494 1 1525568 1
Socket 2m 1534407 1 1437465 1 1519574 1
Plug 2m 1534368 1 1437504 1 1519561 1
Socket 5m 1534410 1 1437478 1 1525610 1
Plug 5m 1534371 1 1437517 1 1525571 1
EMC hexagonal nuts with fine toothing, for all flush-type plug-in
connectors with:
M16 fastening thread 1440164 10
Pg9 fastening thread 1440177 10
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Data plug-in connectors

Fieldbus components - M12 flush-type plug-in connectors

Flush-type plug-in connector,

with pre-assembled cable,
type 920

CANopen

Dem

Rear mounting

CANopen

Dem

Front mounting,
can be positioned

(& (3
Technical data Technical data
M16 fastening thread Pg9 fastening thread M16 fastening thread
M12 circular plug-in connector according to: IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101
Pollution degree 3 3 3
Degree of protection P67 P67 P67
Electrical data
Rated voltage 60V 60V 60V
Rated current 4A 4A 4A
Volume resistance <3mQ <3mQ <3mQ
Insulation resistance =100 MQ =100 MQ =100 MQ
Material data
Material contact / contact surface CuZn/Ni/Au CuZn/Ni/Au CuZn/Ni/Au
Contact carrier material PA 66 PA 66 PA 66
Inflammability class according to UL 94 4 Vo Vo
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85
Ordering data Ordering data
Description Cable length Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.
M16 fastening thread Pg9 fastening thread M16 fastening thread
Flush-type plug-in connector, A-coded, with bus system cable,
4-wire, shielded, PUR halogen-free, violet outer cable sheath,
2 x 0.34 mm?; 2 x 0.25 mm?
Socket 0.5m 1534465 1 1437520 1 1525678 1
Plug 0.5m 1534423 1 1437562 1 1525623 1
Socket im 1534478 1 1437533 1 1525681 1
Plug im 1534436 1 1437575 1 1525636 1
Socket 2m 1534481 1 1437546 1 1525694 1
Plug 2m 1534449 1 1437588 1 1525649 1
Socket 5m 1534494 1 1437559 1 1525704 1
Plug 5m 1534452 1 1437591 1 1525652 1
EMC hexagonal nuts with fine toothing, for all flush-type plug-in
connectors with:
M16 fastening thread 1440164 10
Pg9 fastening thread 1440177 10
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M12 flush-type plug-in connector,

shielded

M12 circular plug-in connector according to:

Data plug-in connectors

Fieldbus components - M12 flush-type plug-in connectors

FOUNDATION

With 0.5 m long litz wires,

front mounting

®)
()
2

Technical data
IEC 61076-2-101

With solder pins,
rear mounting

e

Technical data
IEC 61076-2-101

Pollution degree 3 3
Degree of protection P67 IP67/IP69K
Connection method Individual wires Solder pins
Electrical data
Rated voltage 250V 60V
Rated current 4A 4A
Volume resistance <3mQ <3mQ
Insulation resistance =100 MQ =100 MQ
Material data
Material contact / contact surface CuZn/Ni/Au CuZn/Au
Contact carrier material PA66 GF PA 66
Inflammability class according to UL 94 ' '
Temperature data
Plug / socket [°C] -25...85 -25...85
Ordering data Ordering data
Description Coding  Type Order No. P;ft"/ Type Order No. P;;.'/
Device plug-in connectors
Socket A - standard SACC-E-M12FS-4CON-PG9/0,5 FFVA 1431429 1 SACC-DSI-M12FS-5CON-L180 VA 1554733 20
Plug A - standard SACC-E-M12MS-4CON-PG9/0,5 FFVA 1431432 1 SACC-DSI-M12MS-5CON-L180 VA 1554746 20
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Data plug-in connectors

Cable range

Symbol key

With UL Style

c“us

UV resistant

Good oil resistance

3

X Halogen-free

INTERBUS cable - type 900

51X

INTERBUS cable for highly flexible use in

Suitable for use with drag chain

¢ N Extremely flame-retardant
4

Good resistance to chemicals

Transmission properties
CAT5e

The cable is halogen-free and flame-retar-

dry and humid areas and harsh industrial en-  dant according to VDE 0482, Part 265-2-1/

Resistant to welding sparks
[ |
‘ High temperature resistance
105°C
221°F
(- Suitable for torsional stress
360° =

Outer sheath material PVC

Minimum bending radius 7.5 x D

vironments. The remote bus cable is certi- IEC 332-1. The wire insulation of the inner  Tested at 20 ... 25°C
fied in accordance with the requirements of  conductor is made from polyethylene.
the INTERBUS Club under No. 117.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
900 3x2x0.25 mm2 Yellow, green,
pVC 6-pos. M12 22%0, white, brown, PE -30°C ... 70°C 190
x 0.1 mm ink, gra
Green pink, gray
PROFIBUS cable - type 910
i
A | L )
PROFIBUS cable, suitable for use in drag  Outer sheath material PUR
chalns. in harsh. |ndu.str|a| environments. The o o bending cycles 5 million
cable is also oil resistant. Minimum bending radius 10 x D
Traverse path 10 m
Acceleration 7 m/s?
Speed 180 m/min.
Tested at 20 ... 25°C
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
910
1x2x24 AWG o o
PUR 2-pos. M12 19x0.15 mm Green, red PE -40°C ... 80°C 191
Violet
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Data plug-in connectors

Cable range

DeviceNet™/CANopen® cable - type 920

"

® A 4

I

S U DA
DeviceNet™/CANopen® cable for Outer sheath material PUR

erX|bI.e |nsta||at|or.1. The f:able is syltable for‘ Number of bending cycles 5 million

use with drag chain and in harsh industrial ~ Minimum bending radius 10 x D

environments. The cable is also oil resistant.  Traverse path 10m
Acceleration 7 m/s?
Speed 180 m/min.
Tested at 20 ... 25°C
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page

920 1x2x22 AWG
M12 19x0.15mm Red, black
PUR 4-pos. ey + bio. winite, PO, PE -40°C ... 80°C 192
Violet 1x2x24 AWG :
19x0.15mm
DeviceNet™/CANopen® cable - type 923
o N ‘
. N\ \
M | )
DeviceNet™/CANopen® cable for Outer sheath material PUR
erX|bI.e |nsta||at|or.1. The f:able is syltable for‘ Number of bending cycles 5 million
use with drag chain and in harsh industrial ~ Minimum bending radius 10 x D
environments. The cable is also oil resistant.  Traverse path 10m
Acceleration 7 m/s?
Speed 180 m/min.
Tested at 20 ... 25°C
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
1x2x22 AWG
923
19x0.15mm
PUR 4-pos. "4/1 2 + Eﬁj‘i’ t\),m; PO, PE -40°C ... 80°C See Catalog 4
Gra 1x2x24 AWG :
Y 19x0.15 mm
DeviceNet™ cable - type 928
@ Ty
Ais| |}
> D
DeviceNet™/CANopen® cable for fixed = Outer sheath material PVC
|nsta||;?t|on. The cab.le is suitable for use N Minimum bending radius 10 x D
harsh industrial environments. The cable is
also oil resistant.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
1x2x 18 AWG
%28 . - 19x0.26 mm Red, black, VG Fixed: See Catalog 4
PVC “PoS. + blue, white -40°C ... 80°C ee Latalog
Gray 1x2x 15 AWG
19x0.34 mm
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Data plug-in connectors

Cable range

FOUNDATION Fieldbus cable - type 960
FOUNDATION Fieldbus/PROFIBUS PA cable - type 961

\A 'y
AW us *‘”i\“
L

FOUNDATION Fieldbus cable for fixed ~ Cable type 961 is available in a blue version =~ Outer sheath material PVC
installation. The cable is UV resistant and designed specifically for use in the Ex area.

flame-retardant according to UL 1685. This
makes it suitable for use both outdoors and

Minimum bending radius 10 x D

indoors.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
960
7/8", 2x20 AWG o o
PVC 2-pos. Mi2 7); 0.3mm Blue, orange PO -30°C ... 105°C See Catalog 4
Orange
961
7/8", 2x20 AWG o o
PVC 2-pos. Mi2 7); 0.3mm Blue, orange PO -30°C ... 105°C See Catalog 4
Blue
CC-Link cable - type 990
[V
CC-Link cable for fixed indoor Outer sheath material PVC
installation. The cable is flame-retardant
according to UL 1685.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
990 See:
3x22 AWG White, blue, o, o phoenix
PVC 3-pos. M12 7x0.28 mm yellow Foam PE -30°C ... 60°C contact.net/
Red products
PROFINET cable - type 93A
Af\&
® ¢ N
B\ T *‘“' CATS5Se
PROFINET cable for fixed installation. Outer sheath material PVC
The .cable is flame-retardant and its trans- Minimum bending radius 7.5 x D
mission properties meet CAT5e.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
93A
M12, 4x22 AWG White, yellow, . ,
PVC 4-pos. RJ45 single-strand blue, orange PE -25°C ... 80°C 105
Green
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Data plug-in connectors

Cable range

PROFINET cable - type 93B

Y
cMus| | ¥ Y | |cATSe
L)

PROFINET cable for flexible installation. ~ The cable's transmission properties meet Outer sheath material PVC
The ca.ble is oil resistant. It is UV resistant ~ CATD5e. Minimum bending radius 7 x D
according to UL 1581 Sec. 1200 and there- Tested at 20 ... 25°C
fore also suitable for outdoor use.

Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page

93B 97
M12, 4x22 AWG White, yellow, . "
PVC 4-pos. RJ45 7x0.25 mm blue, orange PE -40°C ... 70°C 132
Green
PROFINET cable - type 93C
s [ )| V! VY| caTse
YL ®
PROFINET cable for use in drag chains. Outer sheath material PUR
The cablg is halogen-free and oil resistant. It Number of bending cycles 3 million
is UV resistant and therefore also suitable Minimum bending radius 7.5 x D
for outdoor use. The cable's transmission Traverse path 10m
. Acceleration 4 m/s?
properties meet CAT5e. Speed 4mis
Tested at 20 ... 25°C
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
93C
M12, 4x22 AWG White, yellow, . " 105
PUR 4-pos. RJ45 7x0.25mm blue, orange PE -40°C ... 70°C 106
Green
PROFINET cable - type 93R
@ =
cNus| | S VY | eaTse
> 360° = 0
PROFINET cable for robot applications. ~ The cable's transmission properties meet Outer sheath material PUR
The caple is oil resistant. It is UV resistant ~ CAT5e. Torsion angle +180°
according to UL 1581 Sec. 1200 and there- Torsion cycles 1 million
fore also suitable for outdoor use.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
93R
M12, 4x22 AWG White, yellow, . 5 105
PUR 4-pos. RJ45 19x0.15 mm blue, orange PE -40°C ... 80°C 106
Green
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Data plug-in connectors

Cable range

PROFINET cable - type 937

Mﬁ\gv Lz

\ N ¥ 7| |CATSe

\f \& °
PROFINET cable for railway applications. ~ Outer sheath material RADOX® GKW S

The cable is oil resistant. It meets fire safety

standard BS6853.

The cable's transmission properties meet

Minimum bending radius 6 x D

CAT5e.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
937
M12, 4%22 AWG White, yellow, . N 105
RADOX® 4-pos. RJ45 7x0.25mm blue, orange RADOX® -40°C ... 90°C 106
Black
EtherCAT cable - type 93G
{
® LN
cNus V: CATSe
EtherCAT cable for flexible installation. The cable's transmission properties meet Outer sheath material PVC
The caple is oil resistant. It is UV resn.stant CAT5e. Minimum bending radius 7 x D
according to UL 1581 Sec. 1200 and is Tested at 20 ... 25°C

therefore also suitable for use in harsh
industrial environments.

Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page

93G Mi12
! 4x22 AWG White, yellow, o o
PVC 4-pos. Rﬁjz 7x0.25 mm blue, orange PE -40°C ... 70°C 108
5
Green
sercos lll cable - type 93K
AJ:\&
® AN
cAus **6 CATSe
sercos |l cable for flexible installation. The cable's transmission properties meet Outer sheath material PVC
The caple is oil resistant. It is UV reS{stant CAT5e. Minimum bending radius 7 x D
according to UL 1581 Sec. 1200 and is Tested at 20 ... 25°C
therefore also suitable for use in harsh in-
dustrial environments.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
93K Mi2 See:
) 4x22 AWG White, yellow, o o phoenix
PVC 4-pos. PP, 7x0.25 mm blue, orange PE -40°C ... 70°C contact.net/
RJ45
Red products
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Data plug-in connectors
Cable range
Ethernet cable - type 93E

W
\ ~gy| | ¥ CATSe
> 2 A )

Ethernet cable for flexible use. The cable = Outer sheath material PUR
is halogen-free and oil resistant. Its trans-

O . Minimum bending radius 5 x D
mission properties meet CAT5e.

Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page

93E
M12, 2x2x26 AWG White/orange-orange, 5 " 96
PUR 4-pos. RJ45 7x0.25 mm white/green-green PE -20°C ... 80°C 98
Blue
Ethernet cable - type 94A
@ | Yy
s V| ‘o CAT5e
*| Vil e
Ethernet cable for fixed installation. The  Outer sheath material PUR
' . .
cable's transmission properties meet Minimum bending radius 7 x D
CAT5e. Tested at 20 ... 25°C
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
94A 4x2x24 AWG White/blue-blue,
8- Mpl,z single-strand white/orange-orange, PE 20°C ... 70°C %
PUR pos. RJ4§ white/green-green,
Blue Twisted pair white/brown-brown
Ethernet cable - type 94B
i
- L} 'y
\ ¢ \ L CAT5e
-~ L)
Ethernet cable for flexible installation. Outer sheath material PUR
The.cable is resistant to oil and f:hem|calst Minimum bending radius 5 x D
and is flame-retardant. The cable's transmis-
sion properties meet CAT 5e.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
94B White/blue-blue,
M12, 4x2x26 AWG white/orange-orange, N o 96
PUR 8-pos. RJ45 7x0.25 mm white/green-green, PE -40°C ... 80°C 100
Blue white/brown-brown
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Data plug-in connectors

Cable range

Ethernet cable - type 94P

Ty
\"“" CAT5e
Ethernet cable for flexible installation. Outer sheath material PUR
The cable is flalme-reta@ar?t and halogen- Minimum bending radius 90 mm (mobile)
free. The cable's transmission properties 50 mm (fixed installation)
meet CAT5e.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
94P White-blue, blue,
M12, 4x2x26 AWG white-orange, orange, o o
PUR 8-pos. RJ45 7x0.16 mm white-green, green, PE -20°C...70°C 110
Blue white-brown, brown
Ethernet cable - type 94C
som i
\ o \ b CATS5e
* ®
Ethernet cable for universal use in drag Outer sheath material PUR
chalns. The cal?le is resistant to oil and Minimum bending radius 5 x D
chemicals and is flame-retardant. The ca-
ble's transmission properties meet CAT5e.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
94C White-blue, blue,
M12, 4x2x26 AWG white-orange, orange, o o 96
PUR 8-pos. RJ45 19x0.10 mm white-green, green, PP -20°C... 80°C 100
Blue white-brown, brown
Ethernet cable - type 94D
@ m
)\ IR \ || N CATSe
v A o
Ethernet cable for flexible installation. Outer sheath material PVC
The cable is oil resistant. It is UV resistant
according to UL 1581 Sec. 1200 and there-
fore also suitable for outdoor use. The ca-
ble's transmission properties meet CAT5e.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
94D M 4x2x26 AWG White-blue, blue,
12, 7x0.16 mm white-orange, orange
8-pos. PP, : e-orange, orange, PP -40°C ... 80°C %
PVC RJ45 white-green, green,
Black Twisted pair white-brown, brown
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Ethernet cable - type 94E

&
@ ~ N
A | L

CAT6,

Data plug-in connectors

Cable range

Ethernet cable for fixed installation. The = Outer sheath material PUR
cable is resistant to oil and chemicals and is
flame-retardant. It is also halogen-free and
its transmission properties meet CAT6,.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
94E Mi2 4x2x23 AWG White-blue, blue,
8-pos. PP, single-strand whng-orange, orange, PE 20°C ... 80°C %
PUR RJ45 white-green, green,
Blue Twisted pair white-brown, brown
Ethernet cable - type 94F
&
\ Y Dol CAT6,
*I[ Ve
Ethernet cable for flexible installation. Outer sheath material PUR
The.cable is resistant to .0|I and chemicals Minimum bending radius 10 x D
and is flame-retardant. It is also halogen-free
and its transmission properties meet
CAT6,.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
94F Mi2 4x2x26 AWG White-blue, blue,
’ 7x0.16 mm white-orange, orange, o o
8-pos. PP PE -20°C ... 80°C 102
PUR : RJ4’5 white-green, green,
Blue Twisted pair white-brown, brown
Ethernet hybrid cable - type 94H
ny
A/ | N | | bk CATSe
* e
Ethernet hybrid cable for use in drag Outer sheath material PUR
chalns.‘Th.e cable has fogr wires for data Number of bending cycles 2 million
transmission and four wires for power sup-  Minimum bending radius 10 x D
ply. It is oil resistant and flame-retardant. Traverse path 45m
It is also hal P dit . Acceleration 3 m/s?
t IS al Sq alogen-free and Its transmission Speed 3 mls
properties meet CAT5e.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
94H 1x4x26 AWG
19x0.15mm White-orange, orange,
PUR 8-pos. M12 white-green, green, PP -40°C ... 90°C 104
Black 1x4x20 AWG white, blue, brown, black
19x 0.6 mm
For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 201



Data plug-in connectors

Cable range

VARAN cable - type 970

. dh,
N us| | ¥ CATSe
o

VARAN cable for flexible installation. The
cable is resistant to oil and chemicals and is

Outer sheath material Santoprene

Minimum bending radius 7.5 x D

flame-retardant. The cable's transmission Tested at 20 ... 25°C
properties meet CAT 5e.
Type No. of positions Use Structure Cross section Wire colors Wire insulation Temperature range Page
1x2x22 AWG Brown, blue X
970 M12, 19x0.1 mm phsfeehix
6-pos. PP, + PE -40°C ... 80°C
Sanérprene RJ45 2x2x26 AWG White-orange, orange, contactnet/
lack N products
19x0.1 mm white-green, green
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Data plug-in connectors

Cable range
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Data plug-in connectors
uUsB

EELO®

® 0 @ @ ® ©® ® O F

®@ @

204

Designation

Assembled USB cables

Assembled USB cables, IP65/IP67

Panel mounting frame with IP65/IP67 protection for Freenet system, version 6

Socket-socket modules for Freenet system

Protective cover for the panel mounting frame with IP65/IP67 protection

USB memory stick with IP20 protection

USB memory stick with IP67 protection

USB socket insert with pin plug connection

Assembled USB cables with M12 mini-USB

M12 flush-type plug-in connector, mini-USB, for PCB mounting

PHOENIX CONTACT

Page
See Catalog 4
See Catalog 4
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See Catalog 4
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Panel feed-throughs, memory sticks,
protective cover

Panel feed-throughs can be implemented
with the IP67 panel mounting frame and the
USB socket inserts. The USB memory sticks
with IP67 protection enable wireless data
transmission in rough industrial environ-
ments.

Mini-B USB, M12 fastening threads,
wave soldered contacts,
integrated shield contact

Technical data

Data plug-in connectors
UsB

USB socket inserts
and panel mounting frames, IP67,
Freenet system

Technical data

VS-EC-MSDB SH SCO VS-04-BUA-BUB-F/IP67 VS-04-MS-IP20
Electrical data
Rated voltage - 30V -
Transmission speed - 480 Mbps 480 Mbps
Material data
Housing material - PC -
Inflammability class according to UL 94 Vo Vo -
Mechanical data
No. of pos. 4 4 4
Degree of protection P67 1P20 P20
Insertion/withdrawal cycles >100 >1000 -
Temperature data
Ambient temperature (operation) -25 °C ... 85 °C (Plug / socket) -15°C...65°C -15°C...60°C
Ordering data Ordering data
Description Cable length  Type Order No. P;ft b Type Order No. P;Ift b
Sensor/actuator flush-type connector, mini-B USB,
M12 SPEEDCON, with straight solder connection
VS-EC-MSDB SH SCO 1440711 20

USB socket insert, 4-pos., USB socket type A to USB
socket type B, can be plugged in both directions

VS-04-BUA-BUB-F/IP67 1653838 1
USB socket insert, 4-pos., USB socket to flat-ribbon cable termi-
nal strip, 2.54 pitch
Socket, type A VS-04-BUA-FK-F/IP67 1653854 1
Socket, type B VS-04-BUB-FK-F/IP67 1653867 1
USB cable, assembled on one side with USB connectors
Connector type: A, length: 0.3 m 0.3m VS-04-C-SDA/PH/0,3 1405552 1
Connector type: B, length: 0.3 m 0.3m VS-04-C-SDB/PH/0,3 1405565 1
Connector type: A to B, length: 1.8 m 1.8m VS-04-C-SDA/SDB/1,8 1405578 1
Freenet panel mounting frame, version 6, for round mounting
cutout, with seal, without mounting screws
Military gray RAL 7042 VS-A-F-IP67 1653744 5
USB memory stick, USB 2.0
P20 VS-04-MS-IP20 1402490 1
P67 VS-04-MS-IP67 1402489 1
Protective cover for version 6 panel mounting frame
Military gray RAL 7042 VS-08-SD-F 1652606 5
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Data plug-in connectors

D-SUB-based plug-in connectors

Screw connection Solder connection
Straight solder cups
-
- * :
VS-...-ST-DSUBY...-MPT-0,5 VS-...-ST-DSUB-EG VS-...-ST-DSUB-HD-EG
VS-...-BU-DSUB!...-MPT-0,5 VS-...-BU-DSUB-EG VS-...-BU-DSUB-HD-EG
D-SUB contact insert D-SUB contact insert D-SUB contact insert,
Fixing: 2.5 mm hole Fixing: 3 mm hole high-position
Shell size 1 to 3 Fixing: 3 mm hole
Order No. of " No. of . No. of .
Type No. positions Pin Socket positions Pin Socket positions Pin Socket
IP67 panel mounting frame
VS-09-A 1688366 9 1688379 1688395 9 1688793 1688803 15 1655111 1655108
VS-15-A 1688036 15 1688078 1688094 15 1688874 1688887 26 1655179 1655166
VS-25-A 1689750 25 1689789 1689776 25 1689899 1689909 44 1655234 1655221
IP20 sleeve housing
VS-09-T-20-1-S-A 1655661 9 - - 9 1688793 1688803 15 1655111 1655108
VS-15-T-20-1-S-A 1655687 15 - - 15 1688874 1688887 26 1655179 1655166
VS-25-T-20-1-S-A 1655700 25 - - 25 1689899 1689909 44 1655234 1655221
VS-09-T-20-1-S-S 1655658 9 - - 9 1688793 1688803 15 1655111 1655108
VS-15-T-20-1-S-S 1655674 15 - - 15 1688874 1688887 26 1655179 1655166
VS-25-T-20-1-S-S 1655690 25 - - 25 1689899 1689909 44 1655234 1655221
IP67 sleeve housing
VS-09-T-2M16 1688353 9 1688379 1688395 9 1688793 1688803 15 1655111 1655108
VS-15-T-2PG11 1688052 15 1688078 1688094 15 1688874 1688887 26 1655179 1655166
VS-25-T-2M20 1689792 25 1689789 1689776 25 1689899 1689909 44 1655234 1655221
Panel mounting frame 9 1688379 1688395 9 1688793 1688803 15 1655111 1655108
VS-09-SET-STD 1689145 -
Sleeve housing 9 1688379 1688395 9 1688793 1688803 15 1655111 1655108
Panel mounting frame 15 1688078 1688094 15 1688874 1688887 26 1655179 1655166
VS-15-SET-STD 1689129 -
Sleeve housing 15 1688078 1688094 15 1688874 1688887 26 1655179 1655166
Panel mounting frame 25 1689789 1689776 25 1689899 1689909 44 1655234 1655221
VS-25-SET-STD 1652198 -
Sleeve housing 25 1689789 1689776 25 1689899 1689909 44 1655234 1655221
—_— Panel mounting frame 9 1688379 1688395 9 1688793 1688803 15 1655111 1655108
_— VS-09-SET-EMV 1689158 -
Sleeve housing 9 1688379 1688395 9 1688793 1688803 15 1655111 1655108
. Panel mounting frame 15 1688078 1688094 15 1688874 1688887 26 1655179 1655166
VS-15-SET-EMV 1689132 -
¥ o~ Sleeve housing 15 1688078 1688094 15 1688874 1688887 26 1655179 1655166
i B ﬂ' Panel mounting frame 25 1689789 1689776 25 1689899 1689909 44 1655234 1655221
L " VS-25-SET-EMV 1652208 -
Sleeve housing 25 1689789 1689776 25 1689899 1689909 44 1655234 1655221

Note:
The EMC inner sleeve of the IP67 sleeve housing cannot be
used on the panel mounting side.
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Data plug-in connectors

D-SUB-based plug-in connectors

Signal transmission
Solder connection Crimp connection
Angled solder pins Contact carriers for crimp contacts
'E?
a_/
VS-...-ST-DSUB-ER VS-...-ST-DSUB-HD-ER VS-...-ST-DSUB-LH-B VS-...-8T-DSUB-CD-...G VS-...-8T-DSUB-CD-... VS-...-8T-DSUB-HD-CD-B
VS-...-BU-DSUB-ER VS-...-BU-DSUB-HD-ER VS-...-BU-DSUB-LH-B VS-...-BU-DSUB-CD-...G VS-...-BU-DSUB-CD-... VS-...-BU-DSUB-HD-CD-B
D-SUB contact insert D-SUB contact insert, D-SUB contact insert D-SUB contact carrier D-SUB contact carrier D-SUB contact carrier,
Fixing: high-position. Fixing: Fixing: Fixing: Fixing: 3 mm hole high-position
4-40 UNC thread and solder pins | 4-40 UNC thread and solder pins | 2.5 mm hole and solder metal plate 4-40 UNC thread Fixing: 3 mm hole
No. of n No. of q No. of q No. of q No. of q No. of q
positions Pin Socket positions Pin Socket positions Pin Socket positions Pin Socket positions Pin Socket positions Pin Socket
9 1688382 1688405 15 1655098 1656136 9 1654785 1654798 9 1688832 1688845 9 1688858 1688861 15 1655137 1655124
15 1688081 1688120 26 1655153 1655140 15 1654808 1654811 15 1688913 1688926 15 1688939 1688942 26 1655195 1655182
25 1689873 1689886 44 1655218 1655205 25 1654824 1654837 25 1689938 1689941 25 1689954 1689967 44 1655250 1655247
9 = - 15 - - 9 1654785 1654798 9 - - 9 1688858 1688861 15 1655137 1655124
15 - - 26 - - 15 1654808 1654811 15 - - 15 1688939 1688942 26 1655195 1655182
25 - - 44 - - 25 1654824 1654837 25 - - 25 1689954 1689967 44 1655250 1655247
9 = - 15 - - 9 1654785 1654798 9 - - 9 1688858 1688861 15 1655137 1655124
15 - - 26 - - 15 1654808 1654811 15 - - 15 1688939 1688942 26 1655195 1655182
25 - - 44 - - 25 1654824 1654837 25 - - 25 1689954 1689967 44 1655250 1655247
9 = - 15 - - 9 1654785 1654798 9 - - 9 1688858 1688861 15 1655137 1655124
15 - - 26 - - 15 1654808 1654811 15 - - 15 1688939 1688942 26 1655195 1655182
25 - - 44 - - 25 1654824 1654837 25 - - 25 1689954 1689967 44 1655250 1655247
9 1688382 1688405 15 1655098 1656136 9 1654785 1654798 9 1688832 1688845 9 1688858 1688861 15 1655137 1655124
9 = - 15 - - 9 1654785 1654798 9 - - 9 1688858 1688861 15 1655137 1655124
15 1688081 1688120 26 1655153 1655140 15 1654808 1654811 15 1688913 1688926 15 1688939 1688942 26 1655195 1655182
15 - - 26 - - 15 1654808 1654811 15 - - 15 1688939 1688942 26 1655195 1655182
25 1689873 1689886 44 1655218 1655205 25 1654824 1654837 25 1689938 1689941 25 1689954 1689967 44 1655250 1655247
25 - - 44 - - 25 1654824 1654837 25 - - 25 1689954 1689967 44 1655250 1655247
9 1688382 1688405 15 1655098 1656136 9 1654785 1654798 9 1688832 1688845 9 1688858 1688861 15 1655137 1655124
9 - - 15 - - 9 1654785 1654798 9 - - 9 1688858 1688861 15 1655137 1655124
15 1688081 1688120 26 1655153 1655140 15 1654808 1654811 15 1688913 1688926 15 1688939 1688942 26 1655195 1655182
15 - - 26 - - 15 1654808 1654811 15 - - 15 1688939 1688942 26 1655195 1655182
25 1689873 1689886 44 1655218 1655205 25 1654824 1654837 25 1689938 1689941 25 1689954 1689967 44 1655250 1655247
25 - - 44 - - 25 1654824 1654837 25 - - 25 1689954 1689967 44 1655250 1655247
Note:
For crimp contacts, see page 216.
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Data plug-in connectors

D-SUB-based plug-in connectors

Signal transmission

Flat-ribbon cable
connection

Gender changer

No. of positions
2PK/3PK/5PK

VS-...-ST-DSUB-FK
VS-...-BU-DSUB-FK

VS-...-GC-ST/ST
VS-...-GC-BU/BU

VS-...-ST-DSUB-...P
VS-...-BU-DSUB-..P

Shell size 1 to 3

D-SUB contact insert
Fixing: 3 mm hole

D-SUB contact insert
Fixing:
4-40 UNC thread

D-SUB contact carrier
Fixing: 3 mm hole

208

The EMC inner sleeve of the IP67 sleeve housing cannot be

used on the panel mounting side.

PHOENIX CONTACT

When installing the gender
changer in the front plate of the
VARIOSUB service interface,
VS-SI-SCREW-GC screws
(1656961)

should be used.

Order No. of " No. of " No. of "
Type No. positions Pin Socket positions Pin Socket positions Pin Socket
IP67 panel mounting frame
Q VS-09-A 1688366 9 1688816 1688829 9 1652651 1688722 2PK 1688418 1688421
VS-15-A 1688036 15 1688890 1688900 15 1652677 1652664 3PK 1688201 1688214
VS-25-A 1689750 25 1689912 1689925 25 1652693 1652680 5PK 1689970 1689983
VS-25-A 1689750
IP20 sleeve housing
VS-09-T-20-1-S-A 1655661 9 - - 9 - - 2PK - -
VS-15-T-20-1-S-A 1655687 15 - - 15 - - 3PK - -
VS-25-T-20-1-S-A 1655700 25 - - 25 - - 5PK - -
VS-25-T-20-1-S-A 1655700
VS-09-T-20-1-S-S 1655658 9 - - 9 - - 2PK s -
VS-15-T-20-1-S-S 1655674 15 - - 15 - - 3PK - -
VS-25-T-20-1-S-S 1655690 25 - - 25 - - 5PK - -
VS-25-T-20-1-S-S 1655690
IP67 sleeve housing
VS-09-T-2M16 1688353 9 - - 9 - - 2PK 1688418 1688421
VS-15-T-2PG11 1688052 15 - - 15 - - 3PK 1688201 1688214
VS-25-T-2M20 1689792 25 - - 25 - - 5PK 1689970 1689983
VS-25-T-2M20 1689792
Panel mounting frame 9 1688816 1688829 9 1652651 1688722 2PK 1688418 1688421
VS-09-SET-STD 1689145 .
Sleeve housing 9 - - 9 - - 2PK 1688418 1688421
Panel mounting frame 15 1688890 1688900 15 1652677 1652664 3PK 1688201 1688214
VS-15-SET-STD 1689129 .
Sleeve housing 15 - - 15 - - 3PK 1688201 1688214
Panel mounting frame 25 1689912 1689925 25 1652693 1652680 5PK 1689970 1689983
VS-25-SET-STD 1652198 .
Sleeve housing 25 - - 25 - - 5PK 1689970 1689983
Panel mounting frame
VS-25-SET-STD 1652198 .
Sleeve housing
—— Panel mounting frame 9 1688816 1688829 9 1652651 1688722 2PK 1688418 1688421
L, VS-09-SET-EMV 1689158 .
—— Sleeve housing 9 - - 9 - - 2PK - -
Panel mounting frame 15 1688890 1688900 15 1652677 1652664 3PK 1688201 1688214
VS-15-SET-EMV 1689132 .
Sleeve housing 15 - - 15 - - 3PK o -
4 s i
N L L Panel mounting frame 25 1689912 1689925 25 1652693 1652680 5PK 1689970 1689983
g | ¥ Vvs-25-SET-EMV 1652208 -
LY | Sleeve housing 25 - - 25 - - 5PK 5 -
Panel mounting frame
VS-25-SET-EMV 1652208 .
Sleeve housing
Note: Note:




Data plug-in connectors

D-SUB-based plug-in connectors

Power and signal transmission Power
Angled solder pins Angled solder pins Anglet_j ScrevY
solder pins connection
s " S
Daiolipsslons No. of positions 1PK-4S/2PK-5S/4PK-5S/3PK-10S No. of positions 3/5
2PK/3PK/5PK
VS-...-ST-DSUB-...P-LH VS-...-ST-DSUB-...P-...S VS-...-ST-DSUB-...P-...S-LH VS-PSC 1,5/...-M PE PSC 1.5/..-F
VS-...-BU-DSUB-...P-LH VS-...-BU-DSUB-...P-...S VS-...-BU-DSUB-...P-...S-LH VS-PSC 1,5/...-M ’
D-SUB contact carrier D-SUB contact insert D-SUB contact insert D-SUB contact insert D-SUB contact insert
Fixing: Fixing: 3 mm hole Fixing: Fixing: Fixing:
4-40 UNC thread and solder pins 4-40 UNC thread and solder pins M3 thread and solder pins 3 mm hole
p:ls?t.igzs Blo BEChel p:‘s?t.ig:\s oin S G p:ls?t.ig;s (D S p:ls?iig:ls i wi::nPE p:ls(;t.igzs BSEChel
2PK 1655292 1655289 1PK-4S 1689006 1689019 1PK-4S 1655315 1655302 3 1689310 1689336 3 =
3PK 1655331 1655328 2PK-5S 1688227 1688230 2PK-5S8 1655360 1655344 5 1688825 1689323 5 -
5PK 1655441 1655438 3PK-10S 1689996 1690008 3PK-10S 1655425 1655412
4PK-58 1655386 1655373 4PK-58 1655409 1655399
2PK - - 1PK - 4S - - 1PK - 4S - - 3 - - 3 1841909
3PK - - 2PK - 5S - - 2PK - 5S - - 5 - - 5 1841912
5PK - - 3PK - 10S - - 3PK-10S - -
4PK - 55 - - 4PK - 5S - -
2PK - - 1PK - 4S - - 1PK - 4S - - 3 - - 3 1841909
3PK - - 2PK - 58 - - 2PK - 58 - - 5 - - 5 1841912
5PK = - 3PK - 10S - - 3PK-10S = -
4PK - 58 - - 4PK - 58 = -
2PK - - 1PK - 4S 1689006 1689019 1PK - 4S - - 3 - - 3 1841909
3PK - - 2PK - 58 1688227 1688230 2PK - 58 - - 5 - - 5 1841912
5PK = - 3PK - 10S 1689996 1690008 3PK-10S = -
4PK - 58 1655386 1655373 4PK - 58 - -
2PK 1655292 1655289 1PK - 4S 1689006 1689019 1PK - 4S 1655315 1655302 3 1689310 1689336 3 -
2PK = - 1PK - 4S8 1689006 1689019 1PK - 4S = - 3 = - 3 1841909
3PK 1655331 1655328 2PK - 58 1688227 1688230 2PK - 58 1655360 1655344 5 1688825 1689323 5 =
3PK - 2PK - 58 1688227 1688230 2PK - 58 - - 5 - - 5 1841912
5PK 1655441 1655438 3PK - 10S 1689996 1690008 3PK-10S 1655425 1655412
5PK = - 3PK - 10S 1689996 1690008 3PK-10S = -
4PK - 58 1655386 1655373 4PK - 58 1655409 1655399
4PK - 58 1655386 1655373 4PK - 58 - -
2PK 1655292 1655289 1PK - 4S 1689006 1689019 1PK - 4S 1655315 1655302 3 1689310 1689336 3 -
2PK - - 1PK - 4S8 - - 1PK - 4S = - 3 = - 3 1841909
3PK 1655331 1655328 2PK - 58 1688227 1688230 2PK - 58 1655360 1655344 5 1688825 1689323 5 =
3PK - 2PK - 58 - - 2PK - 58 - - 5 - - 5 1841912
5PK 1655441 1655438 3PK - 10S 1689996 1690008 3PK-10S 1655425 1655412
5PK = - 3PK - 10S - - 3PK-10S = -
4PK - 58 1655386 1655373 4PK - 58 1655409 1655399
4PK - 5S - - 4PK - 5S - -
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Data plug-in connectors
D-SUB-based plug-in connectors

Contact inserts

/\
=N

PJR[O[F] i
BJU[S
Screw connection Straight solder cups
Fixing: 2.5 mm hole Fixing: 3 mm hole
Technical data Technical data
VS-...-MPT-0,5 VS-...EG VS-...-HD-EG
Electrical data
Rated voltage 60V 125V 60V
Rated current 5A 5A 3A
Surge voltage category n 1} 1
Material data
Contact material Copper alloy Copper alloy Copper alloy
Contact surface material Gold over nickel Hard gold-plated over nickel Hard gold-plated over nickel
Contact carrier material PBTP Polyester GF Polyester GF
Inflammability class according to UL 94 Vo Vo Vo
Mechanical data
Pollution degree 2 2 2
Conductor cross section 0.14 mm? ... 0.5 mm? 0.5 mm? 0.34 mm?
Connection cross section AWG 26...20 20 22
Insertion/withdrawal cycles =200 =200 =200
Connection method Screw connection Solder cup Solder cup
Temperature data
Ambient temperature (operation) -20°C...80°C -55°C...125°C -55°C...125°C
Ordering data Ordering data
Description Design No. of pos. Type Order No. Plflft / Type Order No. P;E't /
D-SUB contact insert
Plug 09 9 VS-09-ST-DSUB/10-MPT-0,5 1688379 10
Socket 09 9 VS-09-BU-DSUB/9-MPT-0,5 1688395 10
Plug 15 15 VS-15-ST-DSUB/16-MPT-0,5 1688078 10
Socket 15 15 VS-15-BU-DSUB/16-MPT-0,5 1688094 10
Plug 25 25 VS-25-ST-DSUB/25-MPT-0,5 1689789 10
Socket 25 25  VS-25-BU-DSUB/25-MPT-0,5 1689776 10
D-SUB contact insert
Plug 09 9 VS-09-ST-DSUB-EG 1688793 10
Socket 09 9 VS-09-BU-DSUB-EG 1688803 10
Plug 15 15 VS-15-ST-DSUB-EG 1688874 10
Socket 15 15 VS-15-BU-DSUB-EG 1688887 10
Plug 25 25 VS-25-ST-DSUB-EG 1689899 10
Socket 25 25 VS-25-BU-DSUB-EG 1689909 10
D-SUB contact insert, high density
Plug 09 15 VS-09-ST-DSUB-HD-EG 1655111 10
Socket 09 15 VS-09-BU-DSUB-HD-EG 1655108 10
Plug 15 26 VS-15-ST-DSUB-HD-EG 1655179 10
Socket 15 26 VS-15-BU-DSUB-HD-EG 1655166 10
Plug 25 44 VS-25-ST-DSUB-HD-EG 1655234 10
Socket 25 44 VS-25-BU-DSUB-HD-EG 1655221 10
D-SUB contact insert
Plug 09 9
Socket 09 9
Plug 15 15
Socket 15 15
Plug 25 25
Socket 25 25
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Angled solder pins
Fixing: 4-40 UNC threads
and solder pins

Technical data

Angled solder pins
Fixing: 2.5 mm bore hole
and solder metal plate

Technical data

VS-...-ER VS-...-HD-ER VS-...-LH-...

125V 60V 125V

5A 3A 5A

LI} n LI}

Copper alloy Copper alloy Copper alloy

Hard gold-plated over nickel Hard gold-plated over nickel Gold over nickel

Polyester GF Polyester GF PBT-GF

Vo VO Vo

2 2 2

=200 =200 =200

Solder connection Solder connection Solder connection

-55°C...125°C -55°C...125°C -55°C...125°C

Ordering data Ordering data
Pcs./ Pcs./

Type Order No. Pkt Type Order No. Pkt.

VS-09-ST-DSUB-ER 1688382 10

VS-09-BU-DSUB-ER 1688405 10

VS-15-ST-DSUB-ER 1688081 10

VS-15-BU-DSUB-ER 1688120 10

VS-25-ST-DSUB-ER 1689873 10

VS-25-BU-DSUB-ER 1689886 10

VS-09-ST-DSUB-HD-ER 1655098 10

VS-09-BU-DSUB-HD-ER 1656136 10

VS-15-ST-DSUB-HD-ER 1655153 10

VS-15-BU-DSUB-HD-ER 1655140 10

VS-25-ST-DSUB-HD-ER 1655218 10

VS-25-BU-DSUB-HD-ER 1655205 10
VS-09-ST-DSUB-LH-B 1654785 10
VS-09-BU-DSUB-LH-B 1654798 10
VS-15-ST-DSUB-LH-B 1654808 10
VS-15-BU-DSUB-LH-B 1654811 10
VS-25-ST-DSUB-LH-B 1654824 10
VS-25-BU-DSUB-LH-B 1654837 10

For additional information, visit www.phoenixcontact.net/products
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D-SUB-based plug-in connectors
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Data plug-in connectors
D-SUB-based plug-in connectors

Contact carriers,
inserts and gender changers

D-SUB crimp inserts,
with thread

Technical data

D-SUB crimp inserts,
with bore hole

Technical data

VS-...-CD-... VS-...-CD-B VS-...-HD-CD-B
Electrical data
Rated voltage 125V 125V 60V
Rated current 5A 5A 3A
Surge voltage category n 1} 1
Material data
Contact material - - -
Contact surface material - - -
Contact carrier material Polyester GF Polyester GF Polyester GF
Inflammability class according to UL 94 Vo Vo Vo
Mechanical data
Pollution degree 2 2 2
Insertion/withdrawal cycles =500 =500 =500
Connection method Crimp connection Crimp connection Crimp connection
Temperature data
Ambient temperature (operation) -65°C...125°C -55°C ... 125°C -55°C ... 125°C
Ordering data Ordering data
Descriofi . Pcs./ Pcs./
escription Design No. of pos. Type Order No. Pkt. Type Order No. Pkt.

D-SUB contact support
Plug 09 9 VS-09-ST-DSUB-CD-G 1688832 10 VS-09-ST-DSUB-CD-B 1688858 10
Socket 09 9 VS-09-BU-DSUB-CD-G 1688845 10 VS-09-BU-DSUB-CD-B 1688861 10
Plug 15 15 VS-15-ST-DSUB-CD-MG 1688913 10 VS-15-ST-DSUB-CD-0G 1688939 10
Socket 15 15  VS-15-BU-DSUB-CD-MG 1688926 10 VS-15-BU-DSUB-CD-0G 1688942 10
Plug 25 25 VS-25-ST-DSUB-CD-G 1689938 10 VS-25-ST-DSUB-CD-B 1689954 10
Socket 25 25 VS-25-BU-DSUB-CD-G 1689941 10 VS-25-BU-DSUB-CD-B 1689967 10
D-SUB contact carrier, high density
Plug 09 15 VS-09-ST-DSUB-HD-CD-B 1655137 10
Socket 09 15 VS-09-BU-DSUB-HD-CD-B 1655124 10
Plug 15 26 VS-15-ST-DSUB-HD-CD-B 1655195 10
Socket 15 26 VS-15-BU-DSUB-HD-CD-B 1655182 10
Plug 25 44 VS-25-ST-DSUB-HD-CD-B 1655250 10
Socket 25 44 VS-25-BU-DSUB-HD-CD-B 1655247 10
D-SUB contact insert
Plug 09 9
Socket 09 9
Plug 15 15
Socket 15 15
Plug 25 25
Socket 25 25
D-SUB gender changer
Plug/plug D-SUB 9 9
Socket / Socket D-SUB9 9
Plug/plug D-SUB 15

15
Socket / Socket D-SuUB 15

15
Plug/plug D-SUB 25

25
Socket / Socket D-SuUB 25

25

Crimp contacts
Crimp contact, high-pos.
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D-SUB
with flat-ribbon cable connection

Technical data

Gender changer

Technical data

VS-...-FK VS-...-GC-...

125V 125V

5A 5A

LI} I

Copper alloy Copper alloy

Hard gold-plated over nickel Hard gold-plated over nickel

Polyester GF Polyester GF

Vo Vo

2 2

=200 =200

Flat-ribbon cable connection Gender changer

-55°C ... 125°C -55°C ... 125°C

Ordering data Ordering data
Pcs./ Pcs./

Type Order No. Pkt Type Order No. Pkt.

VS-09-ST-DSUB-FK 1688816 10

VS-09-BU-DSUB-FK 1688829 10

VS-15-ST-DSUB-FK 1688890 10

VS-15-BU-DSUB-FK 1688900 10

VS-25-ST-DSUB-FK 1689912 10

VS-25-BU-DSUB-FK 1689925 10
VS-09-GC-ST/ST 1652651 10
VS-09-GC-BU/BU 1688722 10
VS-15-GC-ST/ST 1652677 10
VS-15-GC-BU/BU 1652664 10
VS-25-GC-ST/ST 1652693 10
VS-25-GC-BU/BU 1652680 10

Accessories Accessories

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors

D-SUB-based plug-in connectors

Combination contact carriers

and inserts

Electrical data

Rated voltage

Rated current

Surge voltage category
Material data

Contact material

Contact surface material
Contact carrier material
Inflammability class according to UL 94
Mechanical data

Pollution degree
Insertion/withdrawal cycles
Connection method
Temperature data

For power contacts,
fixing: 3 mm hole

Technical data
VS-...-DSUB-..P

Gold over nickel
PBTP
VO

=500
Accommodation of combined contact

For power contacts,
fixing: 4-40 UNC threads
and solder pins

Technical data

VS-...-DSUB-...P-LH

Gold over nickel
PBTP
'

=500
Accommodation of combined contact

Ambient temperature (operation) -65°C...125°C -55°C ... 125°C
Ordering data Ordering data
- f Pcs. / Pcs./
Description Design No. of pos. Type Order No. Pkt Type Order No. Pkt
D-SUB contact support
Plug 09 2PK VS-09-ST-DSUB-2P 1688418 10 VS-09-ST-DSUB-2P-LH 1655292 10
Socket 09 2PK VS-09-BU-DSUB-2P 1688421 10 VS-09-BU-DSUB-2P-LH 1655289 10
Plug 15 3PK VS-15-ST-DSUB-3P 1688201 10 VS-15-ST-DSUB-3P-LH 1655331 10
Socket 15 3PK VS-15-BU-DSUB-3P 1688214 10 VS-15-BU-DSUB-3P-LH 1655328 10
Plug D-SuUB 5PK VS-25-ST-DSUB-5P 1689970 10 VS-25-ST-DSUB-5P-LH 1655441 10
25
Socket D-SUB 5PK VS-25-BU-DSUB-5P 1689983 10 VS-25-BU-DSUB-5P-LH 1655438 10
25
D-SUB contact insert
Plug 09 1PK4S
Socket 09 1PK4S
Plug 15 2PK5S
Socket 15 2PK5S
Plug 25 3PK10S
Socket 25 3PK10S
Plug 25 4PK5S
Socket 25 4PK5S
D-SUB contact insert
Plug 09 3
Pin with capacitive PE 09 3
Socket 09 3
Plug 15 5
Pin with capacitive PE 15 5
Socket 15 5
Accessories Accessories
| Power contacts | | See page 217 | | See page 217
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Data plug-in connectors

D-SUB-based plug-in connectors

For power contacts,
with signal contacts (solder cups),
fixing: 3 mm hole

Technical data

VS-...-DSUB-...P-...S

For power contacts,
with signal contacts (angled solder pins),
fixing: 4-40 UNC threads

Technical data

VS-...-DSUB-...P-...S-LH

Socket insert

with angled solder connection,
pin insert with screw connection

VS-PSC 1,5/3-M

Technical data

250V 250 V 250V

5A 5A 8A

LI} LI} I

Copper alloy Copper alloy Copper alloy

Gold over nickel Gold over nickel Tin-plated

PBTP PBTP PA

Vo Vo Vo

2 2 3

=200 =200 =100

Solder cup Solder connection PCB connection

-55°C ... 125°C -55°C ... 125°C -20°C ... 80 °C

Ordering data Ordering data Ordering data
Pcs./ Pcs./ Pcs./

Type Order No. Pkt Type Order No. Pkt. Type Order No. Pkt.

VS-09-ST-DSUB-1P-4S 1689006 10 VS-09-ST-DSUB-1P-4S-LH 1655315 10

VS-09-BU-DSUB-1P-4S 1689019 10 VS-09-BU-DSUB-1P-4S-LH 1655302 10

VS-15-ST-DSUB-2P-5S 1688227 10 VS-15-ST-DSUB-2P-5S-LH 1655360 10

VS-15-BU-DSUB-2P-5S 1688230 10 VS-15-BU-DSUB-2P-5S-LH 1655344 10

VS-25-ST-DSUB-3P-10S 1689996 10 VS-25-ST-DSUB-3P-10S-LH 1655425 10

VS-25-BU-DSUB-3P-10S 1690008 10 VS-25-BU-DSUB-3P-10S-LH 1655412 10

VS-25-ST-DSUB-4P-5S 1655386 10 VS-25-ST-DSUB-4P-5S-LH 1655409 10

VS-25-BU-DSUB-4P-5S 1655373 10 VS-25-BU-DSUB-4P-5S-LH 1655399 10
VS-PSC 1,5/3-M 1689310 10
VS-PSC 1,5/3-M PE 1689336 10
PSC 1,5/ 3-F 1841909 50
VS-PSC 1,5/5-M 1688825 10
VS-PSC 1,5/5-M PE 1689323 10
PSC 1,5/ 5-F 1841912 50

Accessories

Accessories

Accessories

| See page 217

| | See page 217

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors
D-SUB-based plug-in connectors

Signal contacts

Electrical data

Rated voltage

Rated current

Contact material
Contact surface material
Mechanical data

Contacts
for standard D-SUB contact carriers

Technical data

AWG 28 ... 24
125V

5A

Copper alloy

Hard gold-plated over nickel

AWG 24 ... 20
125V

5A

Copper alloy

Hard gold-plated over nickel

Contacts
for high-density D-SUB contact carriers

Technical data
VS-...-CD-HD-1,0/13,5/0,37

60V

3A

Copper alloy

Hard gold-plated over nickel

Connection method Crimp connection Crimp connection Crimp connection
Conductor cross section 0.08 mm? ... 0.2 mm? 0.2mm?...0.5 mm? 0.34 mm?
Connection cross section AWG 28..24 24..20 22
Insertion/withdrawal cycles =200 >200 =200
Temperature data
Ambient temperature (operation) -65°C...125°C -55°C ... 125°C -55°C ... 125°C
Ordering data Ordering data

Description Type Order No. P;If{./ Type Order No. P;Iff./
Turned pin crimp contacts, for D-SUB contact inserts
with standard contact density, gold-plated surface
AWG 28 ... 24 VS-ST-CD-1,0/14,8/0,2 1688971 30
AWG 24 ... 20 VS-ST-CD-1,0/14,8/0,5 1688968 30
Turned crimp contacts VS 1,0
Gold-plated VS-BU-CD-1,0/14,4/0,2 1688997 30

VS-BU-CD-1,0/14,4/0,5 1688984 30
Turned crimp contacts, for D-SUB contact inserts
with high density, gold-plated surface
AWG 22, plug VS-ST-CD-HD-1,0/13,5/0,37 1655276 100
AWG 22, socket VS-BU-CD-HD-1,0/13,5/0,37 1655263 100

Accessories Accessories

Crimping pliers
- For rolled D-SUB contacts, high-density, 0.08 mm? - 0.5 mm?, CRIMPFOX-DSUB 5 1212111 1 CRIMPFOX-DSUB 5 1212111 1
incl. contact locator
Insertion/extraction tool, for fitting and removing D-SUB stan-
dard signal contacts

VS-IET-DSUB-SIGNAL-STD 1658794 1
Insertion/extraction tool, for fitting and removing D-SUB high-
density signal contacts

VS-IET-DSUB-SIGNAL-HD 1658503 1
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Power contacts

Electrical data

Rated voltage

Rated current

Material data

Contact material
Contact surface material
Mechanical data

Data plug-in connectors

D-SUB-based plug-in connectors

With straight solder cups
or angled solder pins

Technical data

VS.../2,6 VS-../4,6
20A 40 A
Copper alloy Copper alloy

Hard gold-plated over nickel Hard gold-plated over nickel

With screw connection

Technical data
VS-..5C-2,6

40A

Copper alloy
Hard gold-plated over nickel

Connection method Solder cup Solder cup Screw connection
Conductor cross section 2mm? ... 3.5 mm? 4.5mm?... 8.5 mm? 0.75mm? ... 2 mm?
Connection cross section AWG 14..12 10..8 18...14
Insertion/withdrawal cycles =500 =500 =500
Temperature data
Ambient temperature (operation) -55°C ... 155 °C -55°C ... 155 °C -55°C ... 165 °C
Ordering data Ordering data
- Pcs./ Pcs./
Description Type Order No. Pkt Type Order No. Pkt
Power contact, for D-SUB combination inserts, with straight solder
cup, gold-plated surface
Upto 20 A, plug VS-ST-LK-3,6/22,4/2,6 1688243 30
Up to 40 A, plug VS-ST-LK-3,6/22,4/4,6 1688269 30
Up to 20 A, socket VS-BU-LK-3,6/22,8/2,6 1688256 30
Up to 40 A, socket VS-BU-LK-3,6/22,8/4,6 1688272 30
Power contact, for D-SUB combination inserts, with angled solder
pins for PCB mounting, gold-plated surface
Up to 40 A, plug VS-ST-LH-3,6/18/3,8 1655467 30
Up to 40 A, socket VS-BU-LH-3,6/18/3,8 1655454 30
Power contact, for D-SUB combination inserts, with straight screw
connection, gold-plated surface
Upto 40 A, plug VS-ST-SC-2,6 1655483 30
Up to 40 A, socket VS-BU-SC-2,6 1655470 30
Accessories Accessories
Removal tool HC-M4-KOAX-EWZ 1676747 1 HC-M4-KOAX-EWZ 1676747 1
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Data plug-in connectors
D-SUB-based plug-in connectors

Assembled cables and housing
with IP20 and IP67 protection

Assembled D-SUB cable, IP20,
plug to socket

Technical data

D-SUB sleeve housing, IP20,
with 4-40 UNC knurl screws

Technical data

VS-...-DSUB-20-LI... VS-...-T-20-1-S...
Electrical data
Rated voltage 125V -
Rated current 1A -
Material data
Housing material PVC ABS
Housing surface material - Metal-plated
Contact material Copper alloy -
Contact surface material Gold-plated -
Inflammability class according to UL 94 - VO
Mechanical data
Color - Bare metallic
Degree of protection P20 1P20
External cable diameter - 4mm...8.5mm
Insertion/withdrawal cycles =50 -
Temperature data
Ambient temperature (operation) 0°C...70°C 0°C...70°C

Ordering data Ordering data

Description Cable length  Type Order No. Plf’:lff./ Type Order No. PF?;'_/
Assembled D-SUB cable, shielded, stranded (7-wire),
plug to socket
D-SUB 09 im VS-09-DSUB-20-LI-1,0 1656233 1
D-SUB 09 2m VS-09-DSUB-20-LI-2,0 1656246 1
D-SUB 09 5m VS-09-DSUB-20-LI-5,0 1656259 1
D-SUB 15 im VS-15-DSUB-20-LI-1,0 1656262 1
D-SUB 15 2m VS-15-DSUB-20-LI-2,0 1656275 1
D-SUB 15 5m VS-15-DSUB-20-LI-5,0 1656288 1
D-SUB 25 im VS-25-DSUB-20-LI-1,0 1656291 1
D-SUB 25 2m VS-25-DSUB-20-LI1-2,0 1656301 1
D-SUB 25 5m VS-25-DSUB-20-LI-5,0 1656314 1
D-SUB sleeve housing, shielded
D-SUB 09, straight design VS-09-T-20-1-S-S 1655658 1
D-SUB 09, angled design VS-09-T-20-1-S-A 1655661 1
D-SUB 15, straight design VS-15-T-20-1-S-S 1655674 1
D-SUB 15, angled design VS-15-T-20-1-S-A 1655687 1
D-SUB 25, straight design VS§-25-T-20-1-S-S 1655690 1
D-SUB 25, angled design VS-25-T-20-1-S-A 1655700 1

D-SUB sleeve housing

D-SUB 09, M16 design

D-SUB 15, Pg11 design

D-SUB 25, M20 design

D-SUB cap nut with line seal, for sleeve housing VARIOSUB
IP67, design / line @:

M16/3 mm...6 mm
M16/5mm ... 9 mm
Pg11/3mm...7 mm
Pg11/5mm ... 10 mm
M20/5mm ... 13 mm

EMC inner sleeve, for shielding for sleeve housing VARIOSUB

P67

For D-SUB 09 sleeve housing

For D-SUB 15 sleeve housing

For D-SUB 25 sleeve housing

D-SUB protective cover, P54 protection, for panel mounting
frame and sleeve housing VARIOSUB IP67

D-SUB 09

D-SUB 15

D-SUB 25
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IP67 D-SUB sleeve housing
and IP54 protective cover

Technical data

for IP67 D-SUB sleeve housing

Accessories

Technical data

VS-09-T-2M16 VS-...-SD VS-M16(3-6) VS-...TI-...EMV

PA PA PA Nickel silver

Vo VO Vo -

gray gray gray Bare metallic

P67 P54 P67 -

3mm...9mm - 3mm...6 mm -

>1000 >1000 - -

-40°C...80°C -40°C...80°C -40°C...80°C -40°C ...80°C

Ordering data Ordering data
Pcs./ Pcs./

Type Order No. PKt. Type Order No. Pkt

VS-09-T-2M16 1688353 5

VS-15-T-2PG11 1688052 5

VS-25-T-2M20 1689792 5
VS-M16 (3-6) 1688450 5
VS-M16 (5-9) 1688447 5
VS-PG11 (3-7) 1688117 5
VS-PG11 (5-10) 1688104 5
VS-M20 (5-13) 1652127 5
VS-09-TI-2EMV 1688476 5
VS-15-TI-2EMV 1688065 5
VS-25-TI-2 EMV 1689802 5

VS-09-SD 1887086 5

VS-15-SD 1887099 5

VS-25-SD 1652211 5

For additional information, visit www.phoenixcontact.net/products
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Data plug-in connectors
D-SUB-based plug-in connectors

IP67 housing sets,
gender changer, and IP67 couplings

Electrical data

Rated voltage

Rated current

Material data

Housing material

Contact material

Contact surface material

Seal material

Inflammability class according to UL 94
Mechanical data

Color

Degree of protection

External cable diameter
Temperature data

Ambient temperature (operation)

IP67 D-SUB panel mounting frame and EMC
shroud

Technical data
VS-.A...

PA

Flat gasket: NBR; profile gasket: EPDM
VO

gray
P67

-40°C...80°C

IP67 D-SUB connector set consisting of:
sleeve housing, panel mounting frame, and
accessories

Technical data
VS-09-SET-STD

PA

Flat gasket: NBR; profile gasket: EPDM
VO

gray
P67
3mm...9mm

-40°C ...80°C

Description

D-SUB panel mounting frame, for accommodating D-SUB con-
tact inserts

D-SUB 09

D-SUB 15

D-SUB 25

D-SUB EMC shroud, for the IP67 panel mounting frame,
for shield contacting to the housing panel

D-SUB 09

D-SUB 15

D-SUB 25

D-SUB connector set

D-SUB 09

D-SUB 15

D-SUB 25

D-SUB panel mounting frame, with integrated gender changer,
shielded

D-SUB 09, pin/pin

D-SUB 09, socket/socket

D-SUB 15, pin/pin

D-SUB 15, socket/socket

D-SUB 25, pin/pin

D-SUB 25, socket/socket

D-SUB coupling, with integrated gender changer, shielded

D-SUB 09, pin/pin
D-SUB 09, socket/socket
D-SUB 15, pin/pin
D-SUB 15, socket/socket
D-SUB 25, pin/pin
D-SUB 25, socket/socket

Ordering data

Pcs. /

Type Order No. Pkt

VS-09-A
VS-15-A
VS-25-A

1688366 5
1688036
1689750 5

(&)

VS-09-A-EMV-S
VS-15-A-EMV-S
VS-25-A-EMV-S

1688463 5
1688049
1689763 5

o

Ordering data

Pcs./

Type Order No. Pkt

VS-09-SET-STD
VS-15-SET-STD
VS-25-SET-STD

1689145 1
1689129 1
1652198 1

D-SUB protective cover, IP54 protection, for panel mounting
frame and sleeve housing VARIOSUB IP67

D-SUB 09

D-SUB 15

D-SUB 25

Accessories

VS-09-SD
VS-15-SD
VS-25-SD

1887086 5
1887099 5
1652211 5

Accessories

VS-09-SD
VS-15-SD
VS-25-SD

1887086 5
1887099 5
1652211 5
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IP67 D-SUB connector set consisting of:
sleeve housing, panel mounting frame, and
accessories, shielded design

Technical data

IP67 D-SUB panel mounting frame
with integrated gender changer

Technical data

Data plug-in connectors

D-SUB-based plug-in connectors

IP67 D-SUB coupling
with integrated gender changer

Technical data

VS-09-SET-EMV VS-...-A-GC-... VS-...-KU-...
- 125V 125V
- 5A 5A
PA PA PA
- Copper alloy Copper alloy
- Hard gold-plated over nickel Hard gold-plated over nickel
Flat gasket: NBR; profile gasket: EPDM Flat gasket: NBR; profile gasket: EPDM EPDM
Vo Vo Vo
gray gray gray
P67 P67 P67
3mm...9mm - -
-40°C ...80°C -40°C ... 80 °C -40°C ...80 °C
Ordering data Ordering data Ordering data
Pcs./ Pcs./ Pcs./
Type Order No. Pkt Type Order No. Pkt. Type Order No. Pkt.
VS-09-SET-EMV 1689158 1
VS-15-SET-EMV 1689132 1
VS-25-SET-EMV 1652208 1
VS-09-A-GC-ST/ST 1689705 5
VS-09-A-GC-BU/BU 1689695 5
VS-15-A-GC-ST/ST 1689721 5
VS-15-A-GC-BU/BU 1689718 5
VS-25-A-GC-ST/ST 1689747 5
VS-25-A-GC-BU/BU 1689734 5
VS-09-KU-ST/ST 1689640 5
VS-09-KU-BU/BU 1689637 5
VS-15-KU-ST/ST 1689666 5
VS-15-KU-BU/BU 1689653 5
VS-25-KU-ST/ST 1689682 5
VS-25-KU-BU/BU 1689679 5
Accessories Accessories Accessories
VS-09-SD 1887086 5 VS-09-SD 1887086 5 VS-09-SD 1887086 5
VS-15-SD 1887099 5 VS-15-SD 1887099 5 VS-15-SD 1887099 5
VS-25-SD 1652211 5 VS-25-SD 1652211 5 VS-25-SD 1652211 5
For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 221
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M5 to M12 circular plug-in connectors

Sensor/actuator device plug-in
connectors

A comprehensive range of M5, M8, and
M12 flush-type plug-in connectors and pan-
el feed-throughs has emerged as a result of
the various requirements for sensor/actua-
tor device connection technology in
industrial environments. Customer-specific
developments enable optimum adaptation
to individual device concepts.

Sensor/actuator plug-in connectors
for assembly

Safe and efficient assembly is of utmost
importance in field wiring. The 5 selection
options of the connection technology
enable precise adaptation to the respective
application or requirements in the field.
The plug-in connectors for assembly are
available in various versions, unshielded and
EMC-compliant.

Sensor/actuator device plug-in connectors

M5, front/rear mounting

M8, front mounting

M8, rear mounting

M12, front mounting

M12, rear mounting

M12, rear mounting, two-piece
M12, for fieldbus systems

M12, plastic

M12, control cabinet feed-throughs
M12, stainless steel

7/8", front mounting

7/8", rear mounting
Sensor/actuator plug-in connectors for assembly

M8 plug-in connectors
M12 plug-in connectors

7/8" plug-in connectors
M12 power plug-in connectors

Device plug-in connectors with litz wires
Two-piece device plug-in connectors for reflow processes
Plug-in connectors for assembly

SPEEDCON power cable

Accessories

Pin assignments

224
225
226
232
242
252
260
263
264
268
265
266

272
275
285

286
288
289
290

296

298
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M5 to M12 circular plug-in connectors

M5/M8 sensor/actuator device plug-in connectors

M5, front/rear mounting

Notes:

Flat nut recommended for housing wall thicknesses < 2.5 mm.

Front mounting,
with 0.5 m long litz wires

Rear mounting, one-piece, straight,
for wave soldering processes

(& (&)
Technical data Technical data
3-pos. 4-pos. 3-pos. 4-pos.
General data
M5 circular plug-in connector according to: IEC 61076-2-105 IEC 61076-2-105 IEC 61076-2-105 IEC 61076-2-105
Pollution degree 3 3 3 3
Degree of protection P67 P67 P67 P67
Connection method Individual wires Individual wires Solder pins Solder pins
Electrical data
Rated voltage 60V 60V 60V 60V
Rated current 1A 1A 1A 1A
Volume resistance <3mQ <3mQ <3mQ <3mQ
Material data
Material contact / contact surface CuSn/Au CuSn/Au CuSn/Au CuSn/Au
Contact carrier material PA 66 PA 66 PA 66 PA 66
Inflammability class according to UL 94 HB HB HB HB
Cable type TPE litz wire TPE litz wire - -
Temperature data
Plug / socket [°C] -25...85 25...85 -25 ... 80 25...85
Ordering data Ordering data
Description Coding Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.
3-pos. 4-pos. 3-pos. 4-pos.
Device plug-in connectors
Socket A - standard 1530605 1 1530618 1 1530647 20 1530650 20
Plug A - standard 1530582 1 1530595 1 1530621 20 1530634 20
Accessories Accessories
Flat nut, with:
M5 thread SACC-E-MU-M 5 1535901 100
11,3 9,7
n
15,4500 S 15 2,1
3
%) o
| : f
7 ,// min.2,0 1 max. 4
M5 flush-type plug M5 flush-type plug, one-piece
11,3 10
o Dimne £
<) 5004, 1,5 2,1 +1 5 5]
5 ‘ 0 S
2 5 =
= ‘ 8
n
= o
%%: ] &
min-ZLL 76/ max. 4 95/
M5 flush-type socket M5 flush-type socket, one-piece
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M8, front mounting,

with 0.5 m long litz wires

General data

M8 circular plug-in connector according to:

Pollution degree
Degree of protection
Connection method
Electrical data

=
s €

3-pos.

IEC 61076-2-104
3
P67
Individual wires

M8, 3, 4, 5-pos.

Technical data
4-pos.

IEC 61076-2-104
3
P67
Individual wires

M5 to M12 circular plug-in connectors

M5/M8 sensor/actuator device plug-in connectors

5-pos.

IEC 61076-2-104
3
P67
Individual wires

@

6-pos.

IEC 61076-2-104
3
P67
Individual wires

M8, 6, 8-pos.

Technical data
8-pos.

IEC 61076-2-104
3
P67
Individual wires

Rated voltage 60V 30V 30V 30V 30V -
Rated current 4A 4A 3A 2A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface Cu alloy / Au Cualloy / Au Cu alloy / Au Cu alloy / Au Cualloy / Au -/
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 HB HB HB HB HB -
Cable type TPE litz wire TPE litz wire PVC litz wire TPE litz wire PVC litz wire -
Temperature data
Plug / socket [°C] 25..85 25..85 25..85 25..85 25...85 -
Ordering data Ordering data
- P Pcs./ Pcs. / Pcs. / Pcs. / Pcs./ Pcs./
Description Coding Order No. Pkt Order No. PKt. Order No. PKL. Order No. Pkt Order No. PKt. Order No. PKt.
3-pos. 4-pos. 5-pos. 6-pos. 8-pos.
Device plug-in connectors
Socket A - standard 1500350 1 1500363 1 1542677 1 1424231 1
Plug A - standard 1500334 1 1500347 1 1542664 1 1424232 1
Socket B - inverse 1424233 1
Plug B - inverse 1424234 1
Accessories Accessories
Flat nut, with:
M8 thread SACC-E-MU-M 8 1504071 100 SACC-E-MU-M 8 1504071 100
500, 16 18

2 2,65 10

R 2,95 500 ¢

* ©

= ‘ =

min.2,0 105/ L‘S/ min-2,0
M8 flush-type socket M8 flush-type plug
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M5 to M12 circular plug-in connectors
M5/M8 sensor/actuator device plug-in connectors

M8, rear mounting, one-piece,
straight, for wave soldering processes

M8, 3, 4-pos. M8, 6, 8-pos.
c“us @i} Etf’
Technical data Technical data
3-pos. 4-pos. 6-pos. 8-pos.
General data
M8 circular plug-in connector according to: IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104
Pollution degree 3 3 3 3
Degree of protection P67 P67 P67 P67
Connection method Solder pins Solder pins Solder pins Solder pins
Electrical data
Rated voltage 60V 30V 30V 30V
Rated current 4A 4A 15A 15A
Volume resistance <3mQ <3mQ <3mQ <3mQ
Material data
Material contact / contact surface CuSn/Au CuSn/Au CuSn/Au CuSn/Au
Contact carrier material PA 66 PA 66 PA 66 PA 66
Inflammability class according to UL 94 HB HB HB HB
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85
Ordering data Ordering data
Description Coding Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.
3-pos. 4-pos. 6-pos. 8-pos.
Device plug-in connectors
Socket A - standard 1694363 20 1694376 20 1436534 20 1424237 20
Plug A - standard 1694334 20 1694347 20 1436521 20 1424238 20
14,5
13,95 _[4,5_10 16,5 4,5
1,8 2,5
| ki

Loz

"= @ | Fﬁt

M8 flush-type socket M8 flush-type plug
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M8, rear mounting,
with 0.5 m long litz wires

M5 to M12 circular plug-in connectors

M5/M8 sensor/actuator device plug-in connectors

3, 4-pos.

Technical data Technical data
3-pos. 4-pos. 6-pos. 8-pos.
General data
M8 circular plug-in connector according to: IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104
Pollution degree 3 3 3 3
Degree of protection P67 P67 P67 P67
Connection method Individual wires Individual wires Individual wires Individual wires
Electrical data
Rated voltage 60V 30V 30V 30V
Rated current 4A 4A 2A 15A
Volume resistance <3mQ <3mQ <3mQ <3mQ
Material data
Material contact / contact surface Cu alloy / Au Cualloy / Au Cu alloy / Au Cu alloy / Au
Contact carrier material PUR / PA66 PUR/ PAG6 PUR / PAG6 PUR / PA66
Inflammability class according to UL 94 HB HB HB HB
Cable type TPE litz wire TPE litz wire TPE litz wire PVC litz wire
Temperature data
Plug / socket [°C] 25..85 25..85 25..85 25..85
Cable, fixed installation [°C] -25...90 -25...90 -25...90 -25...85
Ordering data Ordering data
Description Coding Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.
3-pos. 4-pos. 6-pos. 8-pos.
Flush-type plug-in connector, M8 fastening thread
Plug A - standard 1453478 1 1453481 1 1453494 1 1424230 1
Flush-type plug-in connector, M10 fastening thread
Socket A - standard 1456080 1 1456093 1 1456103 1 1424229 1
Flush-type plug-in connector, M12 fastening thread
Socket A - standard 1453449 1 1453452 1 1453465 1
Accessories Accessories
Flat nut, with:
M8 thread SACC-E-MU-M 8 1504071 100 SACC-E-MU-M 8 1504071 100
16,5 500 145
T
12 500 max.4,5_,4
2,5 max. 4,5 95/ 1
| o =N
1 I 3 I 2= 5
Nz HMEH ] \ S 3 E= 8§
g8 S : )
-y = 4 =2 = i

X
2,5

M8 flush-type plug, M8 fastening thread

M8 flush-type socket, M10 fastening thread

For additional information, visit www.phoenixcontact.net/products
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M5 to M12 circular plug-in connectors
M5/M8 sensor/actuator device plug-in connectors

M8, rear mounting, two-piece,
for wave soldering processes, shielded

Angled, 3, 4-pos.

Technical data

Angled, 5, 6-pos.

Technical data

3-pos. 4-pos. 5-pos. 6-pos.
General data
M8 circular plug-in connector according to: IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104
Pollution degree 3 3 3 3
Degree of protection P67 P67 P67 P67
Connection method Solder pins Solder pins Solder pins Solder pins
Electrical data
Rated voltage 30V 30V 30V 30V
Rated current 4A 4A 3A 15A
Volume resistance <3mQ <3mQ <3mQ <3mQ
Material data
Material contact / contact surface Cualloy / Au Cualloy / Au Cu alloy / Au Cu alloy / Au
Contact carrier material PA 66 PA 66 PA 66 PA 66
Inflammability class according to UL 94 HB HB HB HB
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85

Ordering data Ordering data

Description Coding Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.

3-pos. 4-pos. 5-pos. 6-pos.
Device plug-in connectors
Socket A - standard 1456145 20 1456158 20 1424243 20
Plug A - standard 1456035 20 1456048 20 1424244 20
Socket B -inverse 1424239 20
Plug B - inverse 1424240 20

15 17

M10x0,75

\ag 7

M8 flush-type socket, angled

10,3
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M5 to M12 circular plug-in connectors
M5/M8 sensor/actuator device plug-in connectors

M8, rear mounting, two-piece,
for wave soldering processes, shielded

Straight, 3, 4, 5-pos. Straight, 6, 8-pos.
o o
Technical data Technical data
3-pos. 4-pos. 5-pos. 6-pos. 8-pos.

General data
M8 circular plug-in connector according to: IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104 -
Pollution degree 3 3 3 3 3 -
Degree of protection P67 P67 P67 P67 P67 -
Connection method Solder pins Solder pins Solder pins Solder pins Solder pins -
Electrical data
Rated voltage 60V 30V 30V 30V 30V -
Rated current 4A 4A 3A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface Cu alloy / Au Cualloy / Au Cu alloy / Au Cu alloy / Au Cualloy / Au -/-
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 HB HB HB HB HB -
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85 -25...85 -

Ordering data Ordering data

- h Pcs./ Pcs. / Pcs. / Pcs. / Pcs. / Pcs./
Description Coding Order No. Pkt. Order No. Pkt. Order No. Pk Order No. Pkt. Order No. Pkt Order No. Pkt.
3-pos. 4-pos. 5-pos. 6-pos. 8-pos.
Device plug-in connectors
Socket A - standard 1456116 20 1456129 20 1456132 20 1424235 20
Plug A - standard 1455997 20 1456019 20 1456022 20 1424236 20
Socket B - inverse 1424241 20
Plug B - inverse 1424242 20
15 17
10,1 12 15/,

= ©
Q a
g g = $
== _ N
N1/ 107127 ﬂ—j
8,6
M8 flush-type socket, straight M8 flush-type plug, straight,
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M5 to M12 circular plug-in connectors
M5/M8 sensor/actuator device plug-in connectors

M8, rear mounting, two-piece,
for wave soldering processes,
unshielded

Angled, 3, 4-pos.

(&4 (&
Technical data Technical data

3-pos. 4-pos. 3-pos. 4-pos.
General data
M8 circular plug-in connector according to: IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104 IEC 61076-2-104
Pollution degree 3 3 3 3
Degree of protection P67 P67 P67 P67
Connection method Solder pins Solder pins Solder pins Solder pins
Electrical data
Rated voltage 60V 30V 60V 30V
Rated current 4A 4A 4A 4A
Volume resistance <3mQ <3mQ <3mQ <3mQ
Material data
Material contact / contact surface CuSn/Au CuSn/Au CuSn/Au CuSn/Au
Contact carrier material PA 66 PA 66 PA 66 PA 66
Inflammability class according to UL 94 HB HB HB HB
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85

Ordering data Ordering data

Description Coding Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.

3-pos. 4-pos. 3-pos. 4-pos.
Device plug-in connectors
Socket A - standard 1524788 20 1526169 20 1524776 20 1524789 20
Plug A - standard 1440070 20 1440096 20

20,5 | 21

105 12 45 _6 _,_ 105

16,5
6
M8x1

2,02

|

2 107
LA v

M8 flush-type socket, angled M8 flush-type socket, straight

22

% 12

M8x1

6
16,5

105/ 1_3‘5»u+ i v

M8 flush-type plug, angled
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M5 to M12 circular plug-in connectors

M5/M8 sensor/actuator device plug-in connectors

For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 231



M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, front mounting

Pg9 fastening thread,

with 0.5 m long litz wires

General data

M12 circular plug-in connector according to:

Pollution degree
Degree of protection
Connection method
Electrical data

c“ Us @E)JP

4-pos.

IEC 61076-2-101
3
P67
Individual wires

4,5, 8-pos.

Technical data

5-pos.

IEC 61076-2-101
3
P67
Individual wires

8-pos.

IEC 61076-2-101
3
IP67
Individual wires

Can be positioned, 4, 5, 8-pos.

B\ @Cﬁ

4-pos.

IEC 61076-2-101
3
P67
Individual wires

Technical data

5-pos.

IEC 61076-2-101
3
IP67
Individual wires

8-pos.

IEC 61076-2-101
3
P67
Individual wires

Rated voltage 250V 60V 30V 250V 60V 30V
Rated current 4A 4A 2A 4A 4A 2A
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ <3mQ
Material data
Material contact / contact surface CuZn/ Ni/Au CuZn/ Ni/Au CuZn/ Ni/Au CuZn/ Ni/Au CuZn/ Ni/Au CuZn/ Ni/Au
Contact carrier material PAG6 PA66 PAG6 PAGB6 PA66 PAG6
Inflammability class according to UL 94 Vo Vo Vo Vo Vo Vo
Cable type TPE litz wire TPE litz wire TPE litz wire TPE litz wire TPE litz wire TPE litz wire
Temperature data
Plug / socket [°C] 25..85 25..85 25..85 25..85 -25...85 25..85
Ordering data Ordering data
- . Pcs./ Pcs./ Pcs. / Pcs./ Pcs. / Pcs./
Description Coding  Order No. PKt. Order No. Pkt Order No. PKt. Order No. PKt. Order No. Pkt Order No. PKt.
4-pos. 5-pos. 8-pos. 4-pos. 5-pos. 8-pos.
Device plug-in connectors
Socket A - standard 1693788 1 1671098 1 1513758 1 1693791 1 1671108 1 1513761 1
Plug A - standard 1693762 1 1671111 1 1513774 1 1693775 1 1671124 1 1513787 1
Socket B - inverse 1515044 1
Plug B - inverse 1515057 1
Accessories Accessories
Flat nut, with:
Pg9 thread SACC-E-MU-PG9 1504084 100
500 20 500 24,5
11,5 11,5
2 2
o — L] i I SRS | }
] [ ] — o
[- % — —— ol 1 a = |
y |
min.2,5 17,/ min.2,5 177
M12 flush-type socket M12 flush-type socket, can be positioned
20 500 26 500
13 13
2 2
~T<—
- o -
‘g_j — § H e — g
= =g = H _— =
17 ,// min.2,5 17@%/E min.2,5
M12 flush-type plug M12 flush-type plug, can be positioned
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M16 fastening thread,
with 0.5 m long litz wires

General data

M12 circular plug-in connector according to:
Pollution degree

Degree of protection

Connection method

Electrical data

SPEEDCON
LOCKING

4-pos.

IEC 61076-2-101
3
P67
Individual wires

M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, front mounting

4,5, 8-pos.

Technical data

5-pos. 8-pos.
IEC 61076-2-101 IEC 61076-2-101
3 3
P67 1P67
Individual wires Individual wires

SPEEDCON
LOCKING

12-pos.

IEC 61076-2-101
3
P67
Individual wires

12, 17-pos.

Technical data

17-pos.

IEC 61076-2-101 -
3 -

P67 -
Individual wires -

Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface Cuzn/ Ni/Au CuZn/ Ni/Au CuzZn/ Ni/Au CuZn/ Ni/Au CuZn/ Ni/Au -/-
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo {4 Vo Vo -
Cable type TPE litz wire TPE litz wire TPE litz wire TPE litz wire TPE litz wire -
Temperature data
Plug / socket [°C] 25..85 25..85 25..85 25..85 25...85 -
Ordering data Ordering data
- P Pcs./ Pcs. / Pcs. / Pcs. / Pcs./ Pcs./
Description Coding Order No. Pkt Order No. PKt. Order No. PKL. Order No. Pkt Order No. PKt. Order No. PKt.
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connectors
Socket A - standard 1523434 1 1520039 1 1523476 1 1556252 1 1556294 1
Plug A - standard 1523450 1 1520055 1 1523492 1 1556265 1 1556304 1
Socket D - data 1535202 1
Plug D - data 1551558 1
Socket B - inverse 1520000 1
Plug B - inverse 1520013 1
Accessories Accessories
Flat nut, with:
M16 thread SACC-E-MU-M16 1504097 100 SACC-E-MU-M16 1504097 100
20 500 500 20
11,5 13
2 2
m 0 0 1 -
H ——1 3 = ol I R S - x
13 & & O C—] o
] — E E I R S H =
min.2,5 min.2,5
M12 flush-type socket M12 flush-type plug
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M5 to M12 circular plug-in connectors
M12 sensor/actuator device plug-in connectors, front mounting

M16 fastening thread,

with 0.5 m long litz wires,

can be positioned (SPEEI]MIII SPEEDCON
LOCKING LOCKING
b

Y,

Can be positioned, 4, 5-pos. Can be positioned, 8-pos.
A\ b\
Technical data Technical data

4-pos. 5-pos. 8-pos.
General data
M12 circular plug-in connector according to: IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101 -
Pollution degree 3 3 3 -
Degree of protection P67 P67 P67 -
Connection method Individual wires Individual wires Individual wires -
Electrical data
Rated voltage 250V 60V 30V -
Rated current 4A 4A 2A -
Volume resistance <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuZn/Ni/Au CuZn/ Ni/Au CuZn/ Ni/Au -/-
Contact carrier material PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo Vo -
Cable type TPE litz wire TPE litz wire TPE litz wire -
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -

Ordering data Ordering data

Description Coding Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.

4-pos. 5-pos. 8-pos.
Device plug-in connectors
Socket A - standard 1523447 1 1520042 1 1523489 1
Plug A - standard 1523463 1 1520068 1 1523502 1
Socket D - data 1535215 1
Plug D - data 1552256 1
Socket B -inverse 1519998 1
Plug B - inverse 1520026 1

24,5 500 500 26
1,5 ) min.2,5 min.2,5 . 13

I 0 n -
— e —= \;" ) e B | I
L = =
M12 flush-type socket, can be positioned M12 flush-type plug, can be positioned
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M20 fastening thread,

with 0.5 m long litz wires

— Housing material: brass, nickel-plated

General data

M12 circular plug-in connector according to:

Pollution degree
Degree of protection
Connection method
Electrical data

4-pos.

IEC 61076-2-101
3
IP67/IP69K
Individual wires

M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, front mounting

4,5, 8-pos.

Technical data
5-pos.

IEC 61076-2-101
3
IP67/IP69K
Individual wires

8-pos.

IEC 61076-2-101
3
IP67/IP69K
Individual wires

Rated voltage 250V 60V 30V
Rated current 4A 4A 2A
Volume resistance <3mQ <3mQ <3mQ
Material data
Material contact / contact surface Cuzn/Au CuZn/Au CuZn/Au
Contact carrier material PA 66 PA 66 PA 66
Inflammability class according to UL 94 Vo Vo Vo
Cable type TPE litz wire TPE litz wire TPE litz wire
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85
Cable, fixed installation [°C] -25...90 -25...90 -25...90
Ordering data
.- ) Pcs./ Pcs. / Pcs. /
Description Coding Order No. Pkt. Order No. Pkt. Order No. Pkt
4-pos. 5-pos. 8-pos.
Device plug-in connectors
Socket A - standard 1408436 1 1408454 1 1408453 1
Plug A - standard 1408451 1 1408446 1 1408442 1
500 19,6
12,6
1) R
* ] &
3 8= <
=
=
23/

it

M12 flush-type socket

M12x1

—pa

20

M12 flush-type plug

_Jl m20x1.5 ||
25 )

For additional information, visit www.phoenixcontact.net/products
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M5 to M12 circular plug-in connectors
M12 sensor/actuator device plug-in connectors, front mounting

One-piece, 20 mm square flange,
with 0.5 m long litz wires

SPEEDCON

LOCKING
— 4 x fixing hole, 3.2 mm

— With form seal for M3 screws

4, 5, 8-pos.

Technical data

4-pos. 5-pos. 8-pos.
General data

M12 circular plug-in connector according to: IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101
Pollution degree 3 3 3
Degree of protection P67 P67 P67
Connection method Individual wires Individual wires Individual wires

Electrical data

SPEEDCON
OCKING

LOCK:N

p

)
\@‘

12-pos.

IEC 61076-2-101

3
1P67

Individual wires

12, 17-pos.

Technical data
17-pos.

IEC 61076-2-101
3
IP67
Individual wires

Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuZn/Ni/Au CuZn/ Ni/Au CuZn/ Ni/Au CuZn/ Ni/Au CuZn/ Ni/Au -/-
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo Vo Vo Vo -
Cable type TPE litz wire TPE litz wire TPE litz wire TPE litz wire TPE litz wire -
Temperature data
Plug / socket [°C] 25..85 -25...85 25..85 25..85 -25...85 -
Ordering data Ordering data
- . Pcs./ Pcs./ Pcs. / Pcs./ Pcs. / Pcs./
Description Coding  Order No. PKt. Order No. Pkt Order No. PKt. Order No. PKt. Order No. Pkt Order No. PKt.
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connectors
Socket A - standard 1419797 1 1441655 1 1441697 1 1441710 1 1441736 1
Plug A - standard 1419784 1 1441642 1 1441684 1 1441707 1 1441723 1
Socket D - data 1441639 1
Plug D - data 1441626 1
Socket B - inverse 1441671 1
Plug B - inverse 1441668 1
020 18,5 20 020
014 500 16,95 14 i 500 014
93,2 12,5

M12 flush-type socket, square flange
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One-piece, 25 mm square flange,

with 0.5 m long litz wires

— 4 x fixing hole, 2.7 mm

— With form seal for M2.5 screws

General data

M12 circular plug-in connector according to:

Pollution degree
Degree of protection
Connection method
Electrical data

SPEEDCON
LOCKING

L\

4-pos.

IEC 61076-2-101
3
P67
Individual wires

M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, front mounting

4,5, 8-pos.

Technical data
5-pos.

IEC 61076-2-101
3
P67
Individual wires

8-pos.

IEC 61076-2-101

3
P67

Individual wires

e

12-pos.

IEC 61076-2-101
3
P67
Individual wires

12, 17-pos.

Technical data
17-pos.

IEC 61076-2-101
3
P67
Individual wires

Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface Cuzn/ Ni/Au CuZn/ Ni/Au CuzZn/ Ni/Au CuZn/ Ni/Au CuZn/ Ni/Au -/
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo {4 Vo Vo -
Cable type TPE litz wire TPE litz wire TPE litz wire TPE litz wire TPE litz wire -
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 25...85 -25...85 -
Ordering data Ordering data
Description Coding Order No. PF?Ift../ Order No. PF(’:IZ./ Order No. P;;‘_/ Order No. P;kst../ Order No. PI;:IZ./ Order No. PF?lff./
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connectors
Socket A - standard 1420003 1 1440986 1 1441574 1 1441590 1 1441613 1
Plug A - standard 1419991 1 1440973 1 1441561 1 1441587 1 1441600 1
Socket D - data 1440960 1
Plug D - data 1440957 1
Socket B - inverse 1441558 1
Plug B -inverse 1440999 1
17,4 500 20
3 3

M12
oT—m

8

:

92,7

M12 flush-type socket, square flange

e

M12

M12 flush-type plug, square flange

For additional information, visit www.phoenixcontact.net/products
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M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, front mounting

Modular, 25 mm square flange,
pre-assembled

General data
M12 circular plug-in connector according to:

SPEEDCON

LOCKING

Flange housing,
housing bore holes 3.2 mm

Technical data

IEC 61076-2-101 -

SPEEDCON
LOCKING

g

With 0.5 m long litz wires,
assembled contact carrier
and insulating body

4-pos.

IEC 61076-2-101

Technical data

5-pos.

IEC 61076-2-101

8-pos.

IEC 61076-2-101

Pollution degree - - 3 3 3
Degree of protection - - P67 P67 P67
Connection method - - Crimp contacts Crimp contacts Crimp contacts
Electrical data
Rated voltage - - 250V 60V 30V
Rated current - - 4A 4A 2A
Volume resistance - - <3mQ <3mQ <3mQ
Material data
Material contact / contact surface -/- -/- CuZn/Au CuZn/Au CuZn/Au
Contact carrier material - - PA 66 PA 66 PA 66
Cable gland material Zinc die-cast, - - - -
nickel-plated
Inflammability class according to UL 94 - - Vo ' Vo
Cable type - - TPE litz wire TPE litz wire TPE litz wire
Temperature data
Plug / socket [°C] -25...85 - -25...85 -25...85 -25...85
Cable, fixed installation [°C] - - -25...85 -25...85 -25...85
Ordering data Ordering data
- . Pcs./ Pcs. / Pcs. / Pcs./ Pcs. / Pcs. /
Description Coding  Order No. PKt. Order No. PKt. Order No. PKt. Order No. PKt. Order No. PKt. Order No. PKt.
4-pos. 5-pos. 8-pos.
Square flange housing, with O-ring
1419959 10
Assembled contact carrier and insulating body,
with 0.5 m litz wires and crimp contacts
Plug A - standard 1440805 1 1440818 1 1457827 1
Plug D - data 1440821 1
Plug B - inverse 1440759 1
17,5
025 16,7
o 019,8 K]
Q ‘ 18,04
[ D
/2y WAl 1
- - <
m\YY/ s | s 3
o @ i

238 | PHOENIX CONTACT

M12 square flange housing

M12 contact carrier, with litz wires



Modular, 25 mm square flange,

for free assembly

General data

M12 circular plug-in connector according to:

M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, front mounting

SPEEDCON
LOCKING

@)

G

Flange housing,
housing bore holes 3.2 mm

Technical data

IEC 61076-2-101 -

SPEEDCON
LOCKING

4-pos.

IEC 61076-2-101

Contact carriers
and insulating bodies for assembly

Technical data

5-pos.

IEC 61076-2-101

8-pos.

IEC 61076-2-101

Pollution degree - - - 3 3 3
Degree of protection - - - P67 P67 P67
Connection method - - - Crimp contacts Crimp contacts Crimp contacts
Electrical data
Rated voltage - - - 250V 60V 30V
Rated current - - - 4A 4A 2A
Volume resistance - - - <3mQ <3mQ <3mQ
Material data
Contact carrier material - - - PA 66 PA 66 PA 66
Cable gland material Zinc die-cast, nickel- - - - - -
plated
Inflammability class according to UL 94 - - - Vo Vo Vo
Temperature data
Plug / socket [°C] -25...85 - - -25...85 -25...85 -25...85
Ordering data Ordering data
- ) Pcs./ Pcs./ Pcs. / Pcs. / Pcs. / Pcs./
Description Coding Order No. Pkt Order No. PKt. Order No. PKt. Order No. PKt. Order No. PKt. Order No. PKt.
4-pos. 5-pos. 8-pos.
Square flange housing, with O-ring
1419959 10
Contact carriers and insulating bodies
Plug A - standard 1440931 10 1419988 10 1440928 10
Plug D - data 1440944 10
Plug B - inverse 1440915 10
Crimp contacts, for 4 and 5-pos. contact carriers, contact
material: CuZn, surface: gold-plated, connection cross section:
0.08 mm? ... 0.34 mm?
Contact @: 1.0 mm 1452356 100 1452356 100
Crimp contacts, for 8-pos. contact carriers, contact material:
CuZn, surface: gold-plated, connection cross section:
0.08 mm?... ... 0.34 mm?
Contact @: 0.8 mm 1452372 100
Accessories Accessories
Crimping pliers
CRIMPFOX-TC MP 1212510 1
17,5
025 16,7 | 18,04
g_ 019,8 3 17
5 |
< D ET
/MR ljniy = 3
\L/ 8 z =) e
K J ) jf HE
M12 square flange housing M12 contact carrier
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M5 to M12 circular plug-in connectors
M12 sensor/actuator device plug-in connectors, front mounting

One-piece, 20 mm square flange,
for wave soldering processes

SPEEDCON
LOCKING
— M12 PCB connector for direct soldering
with integrated torsion protection and
shield connection
Technical data
4-pos. 5-pos.

General data

M12 circular plug-in connector according to: IEC 61076-2-101 IEC 61076-2-101

SPEEDCON
LOCKING
8-pos.
Technical data
8-pos.

IEC 61076-2-101

Pollution degree 3 3 3 -
Degree of protection P67 P67 P67 -
Connection method Solder pins Solder pins Solder pins -
Electrical data
Rated voltage 250V 60V 30V -
Rated current 4A 4A 2A -
Volume resistance <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuZn/Au CuZn/Au CuZn/Au -/-
Contact carrier material PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo Vo -
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -
Ordering data Ordering data
Description Coding Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.
4-pos. 5-pos. 8-pos.

Device plug-in connectors
Socket A - standard 1456420 10 1456446 10 1408573 10
Plug A - standard 1456417 10 1456433 10 1408574 10
Socket D - data 1456404 10
Plug D - data 1456394 10
Socket B - inverse 1456462 10
Plug B - inverse 1456459 10

18,25 18,2

020 3,11 3 020 3,11
s (B 5 B
‘l! N
— ] = — | =
[— [ G—

M12 flush-type socket, square flange (4/5-pos. version)
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Contact carrier, plastic,
with solder cups or with litz wires

M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, front mounting

Solder connection, 5, 8-pos.

With 0.5 m long litz wires, 5, 8-pos.

Technical data Technical data
5-pos. 8-pos. 5-pos. 8-pos.
General data
M12 circular plug-in connector according to: IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101
Pollution degree 3 3 3 3
Degree of protection P67 P67 P67 P67
Connection method Solder cup Solder cup Individual wires Individual wires
Electrical data
Rated voltage 60V 30V 60V 30V
Rated current 4A 2A 4A 2A
Volume resistance <3mQ <3mQ <3mQ <3mQ
Material data
Material contact / contact surface CuZn/Au CuZn/Au CuZn/Au CuZn/Au
Contact carrier material PA 66 PA 66 PA 66 PA 66
Inflammability class according to UL 94 HB HB HB HB
Cable type - - TPE litz wire TPE litz wire
Temperature data
Plug / socket [°C] 25..85 25..85 25..85 25..85
Cable, fixed installation [°C] - - -25...90 -25...90
Ordering data Ordering data
Description Coding Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.
5-pos. 8-pos. 5-pos. 8-pos.
Flush-type plug-in connector, M16 fastening thread
Plug A - standard 1436398 20 1436408 20 1436411 1 1436424 1
Flush-type plug-in connector, M12 fastening thread
Plug A - standard 1436437 20 1436440 20
20,5 20,5 20,5
14 13,5 13,5 500
13,5 | 12 | 142,8 17 12 2,8
SW14
' ‘ o ‘ 021/SW19 | 1957
B e L L ol g T H | wf
g & '%; E g L & :Rg 5 ® & 1 m— ] 5
= E - 8 = L - [ H -
E* TN I b= JEH = = H == =
M12 pin, M12 fastening thread, solder cups M12 pin, M16 fastening thread, solder cups M12 pin, M16 fastening thread
20,5 20,5
12 1.5 13,5 500
1
' ‘ F 9 5/ 12 2,8
- - B H | 19
0 X I X e
= S = e o H ey
: = [l1gne 4% 1T
— Q = H -
! 2 L -
Max. 2 ? MU

M12 pin, M12 fastening thread, solder cups

M12 pin, M16 fastening thread, solder cups

M12 pin, M16 fastening thread

For additional information, visit www.phoenixcontact.net/products
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M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, rear mounting

Pg9 fastening thread,

with 0.5 m long litz wires

General data

M12 circular plug-in connector according to:

‘ SPEEDCON
LOCKING

4-pos.

IEC 61076-2-101

Technical data

5-pos.

IEC 61076-2-101

8-pos.

IEC 61076-2-101

SPE[ﬂl.'ﬂllﬁ

LocKin

12-pos.

IEC 61076-2-101

12, 17-pos.

Technical data
17-pos.

IEC 61076-2-101

Pollution degree 3 3 3 3 3 -
Degree of protection P67 P67 P67 P67 P67 -
Connection method Individual wires Individual wires Individual wires Individual wires Individual wires -
Electrical data
Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuZn/Au CuZn/Au CuzZn/Au CuzZn/Au CuZn/Au /-
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo Vo Vo Vo -
Cable type TPE litz wire TPE litz wire TPE litz wire TPE litz wire TPE litz wire -
Temperature data
Plug / socket [°C] 25..85 25..85 25..85 25..85 25...85 -
Cable, fixed installation [°C] -25...85 -25...85 -25...85 -25...85 -25...85 -
Ordering data Ordering data
- . Pcs./ Pcs./ Pcs. / Pcs./ Pcs. / Pcs./
Description Coding  Order No. Pk Order No. Pkt. Order No. Pkt Order No. Pkt Order No. Pkt. Order No. Pk
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connectors
Socket A - standard 1556621 1 1542729 1 1542732 1 1430446 1 1430462 1
Plug A - standard 1556618 1 1542703 1 1542716 1 1430459 1 1430475 1
Socket D - data 1551529 1
Plug D - data 1551532 1
Socket B - inverse 1543676
Plug B - inverse 1543663
18 23
6,5 95 2 500 500 2_10 1
EE — = e = Sk
Qe — ® |\~ — S a
max. 4,5, max. 4,5
M12 flush-type socket M12 flush-type plug
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M12 fastening thread,

with 0.5 m long litz wires

General data

M12 circular plug-in connector according to:

SPEEDCON
LOCKING

4-pos.

IEC 61076-2-101

M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, rear mounting

4,5, 8-pos.

Technical data

5-pos.

IEC 61076-2-101

8-pos.

IEC 61076-2-101

12-pos.

IEC 61076-2-101

12, 17-pos.

Technical data
17-pos.

IEC 61076-2-101

Pollution degree 3 3 3 3 3 -
Degree of protection P67 P67 P67 P67 P67 -
Connection method Individual wires Individual wires Individual wires Individual wires Individual wires -
Electrical data
Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuZn/Au CuZn/Au CuZn/Au CuZn/Au CuzZn/Au -/
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo {4 Vo Vo -
Cable type TPE litz wire TPE litz wire TPE litz wire TPE litz wire TPE litz wire -
Temperature data
Plug / socket [°C] 25..85 25..85 25..85 25..85 25..85 -
Cable, fixed installation [°C] -25...85 -25...85 -25...85 -25...85 -25...85 -
Ordering data Ordering data
- ) Pcs./ Pcs. / Pcs. / Pcs. / Pcs. / Pcs./
Description Coding Order No. Pkt. Order No. Pkt. Order No. Pkt Order No. Pkt. Order No. Pkt Order No. Pkt
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connectors
Plug A - standard 1551875 1 1551888 1 1551914 1 1437122 1 1437135 1
Plug D - data 1551901 1
Plug B - inverse 1551891 1
20
500 2,5 ,rg¢

o I s I — % T

S — 8=

» I R E— s on

max. 4,5
M12 flush-type plug, M12 fastening thread
For additional information, visit www.phoenixcontact.net/products PHOENIX CONTACT | 243




M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, rear mounting

M16 fastening thread,

with 0.5 m long litz wires

General data

M12 circular plug-in connector According to:

Pollution degree
Degree of protection
Connection method
Electrical data

4-pos.

IEC 61076-2-101
3
P67
Individual wires

4, 5, 8-pos.

Technical data
5-pos.

IEC 61076-2-101
3
P67
Individual wires

(SPEEI]L‘HIV /
Locking

8-pos.

IEC 61076-2-101
3
IP67
Individual wires

SPE[ﬂl.'ﬂllﬁ

LocKin

12-pos.

IEC 61076-2-101
3
P67
Individual wires

12, 17-pos.

Technical data
17-pos.

IEC 61076-2-101 -
3 -

IP67 -
Individual wires -

Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuzZn/Au CuZn/Au CuzZn/Au CuzZn/Au CuZn/Au -/-
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo Vo Vo Vo -
Cable type TPE litz wire TPE litz wire TPE litz wire TPE litz wire TPE litz wire -
Temperature data
Plug / socket [°cl 25...85 -25...85 25...85 25...85 -25...85 -
Cable, fixed installation [°C] -25...85 -25...85 -25...85 -25...85 -25...85 -
Ordering data Ordering data
- . Pcs./ Pcs./ Pcs. / Pcs./ Pcs. / Pcs./
Description Coding  Order No. Pk Order No. Pkt. Order No. Pkt Order No. Pkt Order No. Pkt. Order No. Pk
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connectors
Socket A - standard 1419632 1 1419658 1 1419690 1 1419713 1 1419739 1
Plug A - standard 1419629 1 1419645 1 1419687 1 1419700 1 1419726 1
Socket D - data 1419616 1
Plug D - data 1419603 1
Socket B - inverse 1419674 1
Plug B - inverse 1419661 1
23 18
500 2_10 11 6,5 95 2 500
? [ T ) [} N
— % = - —
N EE ER =J=h
2= = I R= 2= —
= =
max. 4,5 max. 4,5
M12 flush-type plug M12 flush-type socket
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M16 fastening thread,

with assembled cable, shielded

General data

M12 circular plug-in connector according to:

SPEEDCON
LOCKING

M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, rear mounting

PUR cable, 4, 5, 8-pos., shielded

4-pos.

IEC 61076-2-101

Technical data
5-pos.

IEC 61076-2-101

8-pos.

IEC 61076-2-101

SPEEDCON
LOCKING

PVC cable, 12, 17-pos., shielded

12-pos.

IEC 61076-2-101

Technical data
17-pos.

IEC 61076-2-101

Pollution degree 3 3 3 3 3 -
Degree of protection P67 P67 P67 P67 P67 -
Connection method Free cable end Free cable end Free cable end Free cable end Free cable end -
Electrical data
Rated voltage 60V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface Cuzn/Au CuZn/Au CuZn/Au CuZn/Au CuzZn/Au -/-
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo {4 Vo Vo -
Cable type PUR halogen-free PUR halogen-free PUR halogen-free PVC black PVC black -

black black black
Temperature data
Plug / socket [°c] 25...85 -25...85 -25..85 25...85 -25...85 -
Cable, fixed installation [°C] -30...85 -30...85 -30...85 -30...85 -30...85 -

Ordering data Ordering data
et Pcs./ Pcs. / Pcs. / Pcs. / Pcs. / Pcs./
Description Cable length Order No. Pkt. Order No. Pkt. Order No. Pkt Order No. Pkt. Order No. Pkt Order No. Pkt
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Flush-type plug-in connector, A-coded
Socket im 1419302 1 1419328 1 1419357 1 1442188 1 1442269 1
Plug im 1419399 1 1419409 1 1419425 1 1442227 1 1442308 1
Socket 2m 1419315 1 1419331 1 1419344 1 1442191 1 1442272 1
Plug 2m 1419386 1 1419412 1 1419438 1 1442230 1 1442311 1
41,5 36,5
23 18
1,5 i 2 17 5/ 2,15
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! 10,7 E 5/ \115/ 1957 6

M12 flush-type plug M12 flush-type socket
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M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, rear mounting

Pg9 fastening thread, one-piece,
for wave soldering processes

General data
M12 circular plug-in connector according to:

SPEEDCON

LOCKING

Straight, 4, 5, 8-pos.

4-pos.

IEC 61076-2-101

Technical data

5-pos.

IEC 61076-2-101

8-pos.

IEC 61076-2-101

SPEEDCON

LocKing

Straight, 12, 17-pos.

12-pos.

IEC 61076-2-101

Technical data
17-pos.

IEC 61076-2-101

Pollution degree 3 3 3 3 3 -
Degree of protection P67 P67 P67 P67 P67 -
Connection method Solder pins Solder pins Solder pins Solder pins Solder pins -
Electrical data
Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuZn/Au CuZn/Au CuZn/Au CuZn/Au CuZn/Au -/
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo VO Vo Vo -
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85 -25...85 -
Ordering data Ordering data
Description Coding  Order No. PISI?{./ Order No. ngst'_/ Order No. plglft-./ Order No. PF(’:Iff./ Order No. P;;f{_/ Order No. PPclft-./
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connector, solder pin length: 6 mm
Socket A - standard 1553462 20 1542761 20 1542774 20 1559929 20 1559958 20
Plug A - standard 1553459 20 1542745 20 1542758 20 1559932 20 1559961 20
Socket D - data 1551503 20
Plug D - data 1551516 20
Socket B - inverse 1543650 20
Plug B - inverse 1543647 20
Device plug-in connector, solder pin length: 12 mm
Socket A - standard 1552285 20 1408770 20
Plug A - standard 1552311 20
Socket D - data 1552272 20
Plug D - data 1552308 20
Socket B - inverse 1552298 20
Plug B - inverse 1552324 20
18 18 23
6,5 95 2 9 3 6,5 95 23 3,32 _10 1

o o M| — ~ | o == ~ \:% == o

s [ ] — 20 == = o | = 8o

7 U ) » ’33 » - = =] =

max. 4,5

M12 flush-type socket, contact length: 12 mm
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M12 flush-type socket, contact length: 6 mm

max. 4,5

M12 flush-type plug, contact length: 6 mm



Pg9 fastening thread, one-piece,

for wave soldering processes, shielded

General data

M12 circular plug-in connector according to:

T

Ethernet

SPEEDCON

LOCKING

M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, rear mounting

Straight, 4, 5, 8-pos.

1)
(®)

4-pos.

IEC 61076-2-101

Technical data

5-pos.

IEC 61076-2-101

8-pos.

IEC 61076-2-101

SPEEDCON
LOCKING

Straight, 12, 17-pos.

12-pos.

IEC 61076-2-101

Technical data

17-pos.

IEC 61076-2-101 -

Pollution degree 3 3 3 3 3 -
Degree of protection P67 P67 P67 P67 P67 -
Connection method Solder pins Solder pins Solder pins Solder pins Solder pins -
Electrical data
Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuZn/Au CuZn/Au CuZn/Au CuZn/Au CuZn/Au -/
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo Vo Vo Vo -
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85 -25...85 -
Ordering data Ordering data
- h Pcs./ Pcs. / Pcs. / Pcs. / Pcs. / Pcs./
Description Coding Order No. Pkt. Order No. Pkt. Order No. Pk Order No. Pkt. Order No. Pkt Order No. Pkt.
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connector, solder pin length: 6 mm
Socket A - standard 1556841 20 1553019 20 1553860 20 1436770 20 1436806 20
Plug A - standard 1553048 20 1553873 20 1436783 20 1436819 20
Socket D - data 1553006 20
Plug D - data 1553035 20
Socket B - inverse 1553022 20
Plug B - inverse 1553051 20
Device plug-in connector, solder pin length: 12 mm
Socket A - standard 1558522 20 1558548 20 1408771 20
Plug A - standard 1558535 20 1558551 20
Socket D - data 1558506 20
Plug D - data 1558519 20
Socket B -inverse 1558564 20
Plug B - inverse 1558577 20
Accessories Accessories
EMC hexagonal nuts with fine toothing, for all flush-type plug-in
connectors with:
Pg9 fastening thread SACC-PG9-KD-NUT-SH 1440177 10 SACC-PG9-KD-NUT-SH 1440177 10
18 18 23
6,5 95 2 6,5 95 23,3 32_10 1

2o [ S 2q 11 M=t 2y =0 %3

I L] [ o> = Y L] > = s | <] =9

7] U b » n U % " n|l n =

mil = Hl =i Hjiie
max. 4,5 max. 4,5 max. 4,5
M12 flush-type socket, contact length: 12 mm M12 flush-type socket, contact length: 6 mm M12 flush-type plug, contact length: 6 mm
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M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, rear mounting

M12 fastening thread, one-piece,

for wave soldering processes

General data

M12 circular plug-in connector according to:

SPEEDCON

LOCKING

Straight, 4, 5, 8-pos.

4-pos.

IEC 61076-2-101

Technical data

5-pos. 8-pos.

IEC 61076-2-101 IEC 61076-2-101

SPEEDCON
OCKING

LOCK:N

12-pos.

IEC 61076-2-101

Straight, 12, 17-pos.

Technical data
17-pos.

IEC 61076-2-101 -

Pollution degree 3 3 3 3 3 -
Degree of protection P67 P67 P67 P67 P67 -
Connection method Solder pins Solder pins Solder pins Solder pins Solder pins -
Electrical data
Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuZn/Au CuZn/Au CuZn/Au CuZn/Au CuZn/Au -/
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo VO Vo Vo -
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85 -25...85 -
Ordering data Ordering data
. . Pcs./ Pcs./ Pcs. / Pcs./ Pcs. / Pcs. /
Description Coding  Order No. Pkt Order No. Pkt. Order No. Pkt Order No. Pkt Order No. Pkt Order No. Pk
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connectors
Plug A - standard 1551820 20 1551833 20 1551862 20 1559945 20 1559974 20
Plug D - data 1551859 20
Plug B -inverse 1551846 20
5 20
525 o
\
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max. 4,5
M12 flush-type plug
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M12 fastening thread, one-piece,

for wave soldering processes, shielded

General data

M12 circular plug-in connector according to:

SPEEDCON
LOCKING

M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, rear mounting

Straight, 4, 5, 8-pos.

4-pos.

IEC 61076-2-101

Technical data

5-pos.

IEC 61076-2-101

8-pos.

IEC 61076-2-101

SPEEDCON
LOCKING

Straight, 12, 17-pos.

12-pos.

IEC 61076-2-101

Technical data
17-pos.

IEC 61076-2-101

Pollution degree 3 3 3 3 3 -
Degree of protection P67 P67 P67 P67 P67 -
Connection method Solder pins Solder pins Solder pins Solder pins Solder pins -
Electrical data
Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuZn/Au CuZn/Au CuZn/Au CuZn/Au CuZn/Au -/
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo Vo Vo Vo -
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85 -25...85 -
Ordering data Ordering data
- h Pcs./ Pcs. / Pcs. / Pcs. / Pcs. / Pcs./
Description Coding Order No. Pkt. Order No. Pkt. Order No. Pk Order No. Pkt. Order No. Pkt Order No. Pkt.
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connectors
Plug A - standard 1552955 20 1552968 20 1552997 20 1437106 20 1437119 20
Plug D - data 1552984 20
Plug B - inverse 1552971 20
Accessories Accessories
EMC hexagonal nuts with fine toothing, for all flush-type plug-in
connectors with:
M12 fastening thread SACC-M12-KD-NUT-SH 1440151 10 SACC-M12-KD-NUT-SH 1440151 10
6,2 20
2,5(2,5 2
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max. 4,5
M12 flush-type plug
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M5 to M12 circular plug-in connectors
M12 sensor/actuator device plug-in connectors, rear mounting

M16 fastening thread, one-piece,
for wave soldering processes

SPEEDCON SPEEDCON
LOCKING LOCKING
Straight, 4, 5, 8-pos. Straight, 12, 17-pos.
(& L\
Technical data Technical data
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
General data
M12 circular plug-in connector according to: IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101
Pollution degree 3 3 3 3 3
Degree of protection P67 P67 P67 P67 P67
Connection method Solder pins Solder pins Solder pins Solder pins Solder pins
Electrical data
Rated voltage 250V 60V 30V 30V 30V
Rated current 4A 4A 2A 15A 15A
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ
Material data
Material contact / contact surface CuZn/Au CuZn/Au CuZn/Au CuZn/Au CuZn/Au -
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66
Inflammability class according to UL 94 Vo Vo VO Vo Vo
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85 -25...85
Ordering data Ordering data
. . Pcs./ Pcs. / Pcs. / Pcs./ Pcs. / Pcs. /
Description Coding  Order No. Pkt Order No. Pkt. Order No. Pkt Order No. Pkt Order No. Pkt Order No. Pk
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connectors
Socket A - standard 1419755 20 1441778 20 1441817 20 1441833 20 1441859 20
Plug A - standard 1419742 20 1441765 20 1441804 20 1441820 20 1441846 20
Socket D - data 1441752 20
Plug D - data 1441749 20
Socket B - inverse 1441794 20
Plug B - inverse 1441781 20
19,5 23
75,,10,,23,3 3,32 _ 10 1"
\5 :" I —— \ﬁ \:\‘ o I * ‘l.r_)“
2 § E§ ~ © | =] a8 3
Tl=s - - |- —] = E

max. 4,5

M12 flush-type socket
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M16 fastening thread, one-piece,
for wave soldering processes, shielded

General data
M12 circular plug-in connector according to:

SPEEDCON
LOCKING

M5 to M12 circular plug-in connectors

M12 sensor/actuator device plug-in connectors, rear mounting

Straight, 4, 5, 8-pos.

4-pos.

IEC 61076-2-101

Technical data

5-pos.

IEC 61076-2-101

8-pos.

IEC 61076-2-101

SPEEDCON
LOCKING

Straight, 12, 17-pos.

12-pos.

IEC 61076-2-101

Technical data
17-pos.

IEC 61076-2-101 -

Pollution degree 3 3 3 3 3 -
Degree of protection P67 P67 P67 P67 P67 -
Connection method Solder pins Solder pins Solder pins Solder pins Solder pins -
Electrical data
Rated voltage 250V 60V 30V 30V 30V -
Rated current 4A 4A 2A 15A 15A -
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ -
Material data
Material contact / contact surface CuZn/Au CuZn/Au CuZn/Au CuZn/Au CuZn/Au -/-
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 -
Inflammability class according to UL 94 Vo Vo Vo Vo Vo -
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85 -25...85 -
Ordering data Ordering data
- h Pcs./ Pcs. / Pcs. / Pcs. / Pcs. / Pcs./
Description Coding Order No. Pkt. Order No. Pkt. Order No. Pk Order No. Pkt. Order No. Pkt Order No. Pkt.
4-pos. 5-pos. 8-pos. 12-pos. 17-pos.
Device plug-in connectors
Socket A - standard 1419771 20 1441891 20 1441930 20 1441956 20 1441972 20
Plug A - standard 1419768 20 1441888 20 1441927 20 1441943 20 1441969 20
Socket D - data 1441875 20
Plug D - data 1441862 20
Socket B - inverse 1441914 20
Plug B -inverse 1441901 20
Accessories Accessories
EMC hexagonal nuts with fine toothing, for all flush-type plug-in
connectors with:
M16 fastening thread SACC-M16-KD-NUT-SH 1440164 10 SACC-M16-KD-NUT-SH 1440164 10
19,5 23
3,32_10_, 6 3,32 _10 1
B EES i =
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L ] I
max. 4,5 . nax. 4,5
M12 flush-type socket M12 flush-type plug
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M5 to M12 circular plug-in connectors
M12 sensor/actuator device plug-in connectors, rear mounting

Contact carrier, two-piece, angled,
for wave soldering processes

Angled, 4, 5, 8-pos.

Technical data

4-pos. 5-pos. 8-pos.

General data
M12 circular plug-in connector according to: IEC 61076-2-101 IEC 61076-2-101 IEC 61076-2-101
Pollution degree 3 3 3

Angled, shielded, 4, 5, 8-pos.

4-pos.

IEC 61076-2-101

Technical data

5-pos.

IEC 61076-2-101

8-pos.

IEC 61076-2-101

3 3 3
Degree of protection P67 P67 P67 P67 P67 P67
Connection method Solder pins Solder pins Solder pins Solder pins Solder pins Solder pins
Electrical data
Rated voltage 250V 60V 30V 250V 60V 30V
Rated current 4A 4A 2A 4A 4A 2A
Volume resistance <3mQ <3mQ <3mQ <3mQ <3mQ <3mQ
Material data
Material contact / contact surface CuZn/Au CuzZn/Au Cuzn/Au CuZn/Au CuZn/Au CuzZn/Au
Contact carrier material PA 66 PA 66 PA 66 PA 66 PA 66 PA 66
Inflammability class according to UL 94 Vo Vo Vo Vo Vo Vo
Temperature data
Plug / socket [°C] -25...85 -25...85 -25...85 -25...85 -25...85 -25...85
Ordering data Ordering data
. . Pcs./ Pcs./ Pcs. / Pcs./ Pcs. / Pcs. /

Description Coding  Order No. Pkt Order No. Pkt. Order No. Pkt Order No. Pkt Order No. Pkt Order No. Pk

4-pos. 5-pos. 8-pos. 4-pos. 5-pos. 8-pos.
Contact carrier
Socket A - standard 1436628 20 1436644 20 1436990 20 1432444 20 1432431 20 1437009 20
Plug A - standard 1436660 20 1436686 20 1436987 20 1439887 20 1439890 20 1437038 20
Socket D - data 1432457 20
Plug D - data 1436673 20
Socket B - inverse 1432512 20
Plug B -inverse 1436699 20

Accessories Accessories
Housing screw connections, SPEEDCON screw versions and See page 258 onwards See page 258 onwards
press-in versions, for all two-piece THR and wave soldering contact
carriers
26,29 26,3
N
|1 ISR -
L.LIL
Ll o J 00,8

M12 socket contact carrier, angled, 4, 5-pos.

8.5
15,9

1

o1

M12 pin contact carrier, angled, 4, 5-pos.
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M12 socket contact carrier, angled, 8-pos.
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M12 pin contact carrier, angled, 8-pos.



M5 to M12 circular plug-in connectors
M12 sensor/actuator device plug-in connectors, rear mounting

Contact carrier, two-piece, angled,
for wave soldering processes

Angled, 12, 17-pos. Angled, shielded, 12, 17-pos.

Technical data Technical data

General data

M12 circular plug-in c