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Change #1, 61494 
Replace page 6 with: 

Specifications 
 62 MAX 62 MAX + 

Temperature Range 
-30 °C to 500 °C  
(-22 °F to 932 °F) 

-30 °C to 650 °C 
(-22 °F to 1202 °F) 

Accuracy 
 
(Calibration geometry with 
ambient temperature 23 °C 
±2 °C) 

≥0 °C: ±1.5 °C or ±1.5 % of 
reading, whichever is 
greater  
(≥32 °F: ±3 °F or ±1.5 % of 
reading, whichever is 
greater) 
≥ -10 °C to <0 °C: ±2 °C  
 (≥14 °F to <32 °F: ±4 °F) 
< -10 °C: ±3 °C  
(<14 °F: ±6 °F) 

≥0 °C: ±1 °C or ±1 % of 
reading, whichever is 
greater (≥32 °F: ±2 °F or 
±1 % of reading, whichever 
is greater) 
≥ -10 °C to <0 °C: ±2 °C  
(≥14 °F to <32 °F: ±4 °F) 
< -10 °C: ±3 °C  
(<14 °F: ±6 °F) 

Response Time (95 %) <500 ms (95 % of reading) <300 ms (95 % of reading) 

Spectral Response 8 to 14 microns 

Emissivity 0.10 to 1.00 


