REVISION B | DESIGNED & DIMENSIONED ®0.70[.028] REF CJT-T-P-XX-ST-TH1
IN MILLIMETERS[INCHES]
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© ITEM| COMPONENT -HH -GF QTY
POSITION INSULATOR 1 SHELL CJT-T-P-H-ST-TH1-SHL  [CJT-T-P-F-ST-TH1-SHL 1
FLUSH TO BODY +/-0.10 2 INSULATOR CJT-INS-001 2
DETAIL 'B' 2.54[.100] REF 3 | CONTACT [ CJT-T-P-H-ST-TH1-PIN | CJT-T-P-G-ST-TH1-PIN 1
SCALE 16:1 (TYP) UNLESS OTHERWISE SPECIFIED, PROPRIETARY NOTE

NOTES:

L@REPRESENTS A CRITICAL DIMENSION.
2. MINIMUM PUSHOUT FORCE FOR CENTER CONTACT: 7 N [1.57 LB].
INSULATOR: 20 N [4.5 LB].
3. PRODUCT TO BE PACKAGED PER PACKAGING STANDARD CO-HD-WI-3040-M.
TRAY: TY-SMA001-1,
COVER: TY-SMA001-2.
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DIMENSIONS ARE IN MILLIMETERS.
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MATERIAL: DO NOT SCALE DRAWING SHEET SCALE: 51 | pESCRIPTION:

CONTACT: PHOS BRONZE
OTHER METAL: BRASS
DIELECTRIC: PTFE

STRAIGHT CIRCULAR JACK TWINAX
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REVISION B

RECOMMENDED PCB LAYOUT
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*TO BE SOLDERED USING PASTE-IN-HOLE TECHNOLOGY.

RECOMMENDED STENCIL LAYOUT
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DESCRIPTION:

STRAIGHT CIRCULAR JACK TWINAX
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