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TYP REF & MATERIAL: 0
D - - EYELET— COPPER PER ASTM B 152.
SPRING— BERYLLIUM—COPPER PER ASTM B 194.
A TIN PLATE PER ASTM B 545, 0.00254 [.000100]
- ~|~ MINIMUM  THICKNESS.
//\\ //\\ & NICKEL UNDERPLATE ALL OVER, MATING SURFACE PLATED
6.35 [.250] REF A\ VA TO MEET PERFORMANCE REQUIREMENTS OF TYCO PRODUCT
N S SPECIFICATION 108—-14008.
A PACKAGE 50,000 PER REEL.
iiiiiiii /5\ PACKAGE 10,000 PER REEL.
A TO ENSURE 1/2 0Z MIN RETENTION, DO NOT
$2.03—2.24 - NOT EXCEED 0.50 [.002] DIFFERENCE IN PIN DIA
[@.080—@.088] WHEN CHANGING TO A SMALLER DIA PIN.
C A SHOULDER ON SOCKET PROVIDES RETENTION IN THE C
D, C_ P.C. BOARD. THE RECOMMENDED HOLE DIAMETER IS
0.36-0.56 U U U P1.75 [$.069] MINIMUM, + 0.08 [.003] MAXIMUM
F014—.022] PRIOR TO SOLDERING.
6.60 [.260]
: : : : A OBSOLETE PARTS: OBSOLETE CIS STREAMLINING PER D.RENAUD/D.SINISI
U N
— —01.75 [$.069]
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0.56—-1.02 \m
[.022-.040]7]
— f 2.54 [.100] MIN I
CONTACT, POINT
< 5.33 [.210] MAX
0.94—¢T1.04
o CINGLENGTH 8\ OBSOLETE 5 @?SZ%P&J TIN AN TIN A 56455022
BOARD THK - 4 5.037—.0417/COLD/A TIN /5 5645502
PIN DIA SPRINGIEYELET
NS PACKAGING ENIE PART NO
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A DIMENSIONS: TOLERANCES UNLESS CHE' HAVENER o EIeCtronics HOW.‘Sburg’ Th T7iee et A
mm [NCHES] Cee . | —J_HAVENER MINIATURE SPRING SOCKET ASSY
@E G 108—14008 SERIES 4
3 PLC + 0.20[.008] APPLICATION SPEC
iN?\LEQ + —i B WW4*26004 SIZE CAGE CODE | DRAWING NO RESTRICTED TO
MATERIAL FINISH WEIGHT B Az 00779 @:-56455@2 *
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