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RPBE-XX-XX-X

No OF PORTS
-01, -02

LEAD STYLE
-01: RIGHT ANGLE

PLATING SPECIFICATION
-E: SELECTIVE, 0.00127 MIN GOLD
     ON CONTACT, FLASH GOLD 
     ON TAIL"A" REF (SEE TABLE 1)
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(SEE NOTE 8)
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CL

FIG 1
RPBE-01-01-E SHOWN

0.81 REF.032

5.31±0.51 .209±.020

17.85-0.18
+0.20 .703- .007

+.008

(SEE NOTE 11)

SECTION "A"-"A"

OR-108-01

MODS-A-8P8C-E-02-S-C5 C

C

C

DETAIL 'G' 
SCALE 20 : 1

SEE NOTE 13

C

SHEET     OF

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN MILLIMETERS.
TOLERANCES  ARE:
DECIMALS                     ANGLES
X.X: 0.3 [.01]               2 
X.XX: 0.13 [.005]
X.XXX: 0.051 [.0020]
MATERIAL:
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SHEET SCALE: 3:2
INSULATOR: LCP, COLOR: BLACK
CONTACT: PHOS BRONZE
SEAL: NBR
SHIELD: COPPER ALLOY
SCREW: STAINLESS STEEL
NUT: STAINLESS STEEL
O-RING: SILICONE
EPOXY: DIELECTRIC SILICON

F:\DWG\MISC\MKTG\RPBE-XX-XX-X-MKT.SLDDRW

NOTES:

1.        REPRESENTS A CRITICAL DIMENSION.
2. BURR ALLOWANCE: 0.038[.0015] MAX.
3. MINIMUM PUSHOUT FORCE: 4.4N[1.00 LB].
4. MAXIMUM ALLOWABLE BOW: 0.05[.002] MM/MM AFTER ASSEMBLY.
5. PANEL THICKNESS: 0.08[.030] - 3.96[.156], RECOMMENDED PANEL 
    CUT OUT ON SHEET 3.
6. SEE EPOXY-RPBE-XX FOR CURING INSTRUCTIONS.
7. PARTS TO BE OVEN CURED AT 200°C FOR 10 MINUTES.
8. SEALING O-RING IS INCLUDED WITH MS-632-375-P-P-S.
9. ALL PARTS MUST BE PACKAGED IN TUBES.
10. REQUIRED TORQUE ON MS-632-375-P-P-S FOR RPBE-01-01-E: 0.32Nm±0.07[45IN-OZ±10]
                                                                           FOR RPBE-02-01-E: 0.16Nm±0.04[65IN-OZ±5]
11. MEASURE O-RING IN THE CENTER OF THE PART.
12. EPOXY TO SEAL/WICK AROUND ALL WALLS/CONTACT TAILS.
13. OR-108-XX POSITION INDICATOR.
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FIG 2
RPBE-02-01-E SHOWN

(SAME AS FIG 1, EXCEPT AS SHOWN)
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SHEET SCALE: 1.75:1
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01 08
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IN-PROCESS 2
ADD RPBE-XX

RPBE-XX

26.90±0.15 1.059±.006
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C

"F"
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IN-PROCESS 3
ADD & CURE EPOXY-RPBE-01

(SEE NOTE 6 &12)

SEE NOTE 12 C SECTION "F"-"F"

EPOXY-RPBE-01
(SEE NOTE 6)

"F" (SEE TABLE 2)
"E" (SEE TABLE 2)
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2.40 REF.094

1.05-0.38
+0.13 .042- .015

+.005

6-32 UNC-2B

IN-PROCESS 5
FILL DCN-01-06-32 & HEAT STAKE

C

6.4 REF.25

DCN-01-06-32
(2 PLCS)

"D"

"D"

IN-PROCESS 4
FILL EPOXY-01

(SEE NOTE 7 & 12)

SECTION "D"-"D" 
SCALE 1.5 : 1

EPOXY-01
(SEE NOTE 7 & 12)

PACKAGING VIEW
(SEE NOTE 9)

TUBE: PT-RPBE001
PLUG: TP-50
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