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THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSIONQUALITY
SYMBOLS
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FORMAT: tb-prod-D
REVISION: F
DATE: 2015/11/16

RELEASE STATUS P1 RELEASE DATE 27.02.2017 22:23:29

NOTES:
1.  MATERIAL: PHOSPHER BRONZE ALLOY
2.  FINISH:
      "A" - PREPLATED TIN 1µm - 2.5µm
      "B" - 0.38µm MIN SELECTIVE GOLD OVER 2.5µm MIN SELECTIVE TIN OVER 1.27µm OVERALL NICKEL
      "C" - 0.76µm MIN SELECTIVE GOLD OVER 2.5µm MIN SELECTIVE TIN OVER 1.27µm OVERALL NICKEL
      "D" - 2.5µm MIN MATTE TIN OVER 1.27µm OVERALL NICKEL
3.  PRODUCT SPECIFICATION: PS-43045, PS-43650, PS-44300-001
4.  PACKAGING SPECIFICATION: FOR REELED SEE PK-43031-001; FOR LOOSE SEE PK-43030-003
5.  TERMINAL FOR USE IN PLUG HOUSING SERIES 200875.
6.  FOR TERMINAL ORIENTATION IN HOUSING SEE DRAWING 2008750000-SD.
7.  SOME GOLD MAY BE PRESENT ON INSIDE SURFACE.
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PART
NUMBER

PLATING
OPTION WIRE SIZE ASSEMBLY

OPTION DIM A DIM C DIM D DIM E DIM G DIM H

430315003 A 20-24 CHAIN 2.31 2.51 0.76 1.91 0.64 2.08
430315004 B 20-24 CHAIN 2.31 2.51 0.76 1.91 0.64 2.08
430315005 C 20-24 CHAIN 2.31 2.51 0.76 1.91 0.64 2.08
430315006 D 20-24 CHAIN 2.31 2.51 0.76 1.91 0.64 2.08
430315007 A 26-30 CHAIN 1.91 2.1 0.64 1.47 0.51 1.65
430315008 B 26-30 CHAIN 1.91 2.1 0.64 1.47 0.51 1.65
430315009 C 26-30 CHAIN 1.91 2.1 0.64 1.47 0.51 1.65
430315010 D 26-30 CHAIN 1.91 2.1 0.64 1.47 0.51 1.65
430315013 A 20-24 LOOSE 2.31 2.51 0.76 1.91 0.64 2.08
430315014 B 20-24 LOOSE 2.31 2.51 0.76 1.91 0.64 2.08
430315015 C 20-24 LOOSE 2.31 2.51 0.76 1.91 0.64 2.08
430315016 D 20-24 LOOSE 2.31 2.51 0.76 1.91 0.64 2.08
430315017 A 26-30 LOOSE 1.91 2.1 0.64 1.47 0.51 1.65
430315018 B 26-30 LOOSE 1.91 2.1 0.64 1.47 0.51 1.65
430315019 C 26-30 LOOSE 1.91 2.1 0.64 1.47 0.51 1.65
430315020 D 26-30 LOOSE 1.91 2.1 0.64 1.47 0.51 1.65 AWG MAX INSULATION OD

20-24 1.85
26-30 1.27

SELECT GOLD AREA
OUTSIDE ONLY
SEE NOTE 7

SELECT TIN AREA
BOTH SIDES


